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Photos not available for this variation. The V-Star line of motorcycles produced under Yamaha
is a popular range of "Harley-Davidson clone" cruiser motorcycles. The V-Star lineup is
particularly popular due to the lower cost as compared to their larger displacement siblings.
V-Star s are also popular due to their low seat height and lighter weight, making them less
intimidating for beginner motorcyclists as well as smaller riders. There are a number of
performance alterations and modifications that can be done, from inexpensive to expensive.
Star motorcycles provide a number of performance parts for the V-Star These include Arlen
Ness performance air filters and lighter-weight replacement parts. Air filters can increase engine

power, and reducing the weight of your motorcycle will provide increased performance. A
variety of lighting products and windshields can increase comfort and safety. A variety of
performance alterations can be made to the V-Star 's exhaust. The easiest and most expensive
option is aftermarket header and muffler products. These are typically bolt on and are easy to
install. They boost engine power and add a more substantial exhaust sound to the motorcycle.
Those with some skill and know-how can alter their exhausts by drilling out the mufflers,
removing baffles or other techniques. Check with your municipality before performing any
exhaust modifications to ensure you are not violating any laws. The intake on the V-Star can be
altered to increase performance. The easiest method is to install an aftermarket air filter to allow
more air into the engine, thereby increasing power. You can also modify the air box to increase
air flow. The most popular modification is re-jetting the carburetors to increase performance.
Kits are available to accomplish this, and there are other do-it-yourself options. Carburetor
modifications are difficult to perform and require some knowledge and manual dexterity. The
V-Star 's handling can be improved by setting up your suspension for your weight. You can do
this on your own, or motorcycle shops can do a custom set-up. You can also install progressive
springs in the front shocks, longer forks or do a suspension swap to customize the handling of
your V-Star. William Bronleigh has been writing professionally since His work appears on
various websites and he has significant experience within the medical and health-care field.
Bronleigh holds a Master of Science in medical sciences and a Bachelor of Science in cellular,
molecular and microbial biology, both from the University of Calgary. Intake Modifications The
intake on the V-Star can be altered to increase performance. Suspension Alterations The V-Star
's handling can be improved by setting up your suspension for your weight. Quick Links. Table
of Contents. Troubleshooting Troubleshooting 92 Troubleshooting chart Page 2 EAU It
represents the high degree of crafts- manship and reliability that have made Yamaha a leader in
these fields. Therefore, while this manual contains the most current product information
available at the time of printing, there may be minor discrepancies between your motorcycle
and this manual. If you have Any reprinting or unauthorized use without the written permission
of Yamaha Motor Corporation, U. Many motorcycle accidents involve inexperienced operators.
In fact, many operators who have been involved in accidents do not even have a current
motorcycle license. Make sure that you are qualified and that you only lend your motorcycle to
other qualified operators. Page Protective Apparel 6. Passengers should also observe the
precautions mentioned above. Modifications Modifications made to this motorcycle not
approved by Yamaha, or the removal of original equipment, may render the motorcycle unsafe
for use and may cause severe personal injury. Modifications may also make your motorcycle
illegal to use. Page 12 Genuine Yamaha accessories have been specifically designed for use on
this motorcycle. Since Yamaha cannot test all other accessories that may be available, you
must personally be responsible for the proper selection, installation and use of non-Yamaha
accessories. Use extreme caution when select- ing and installing any accessories. Accessories
fitted to the handlebar or the front fork area can create instability due to improper weight
distribution or aerodynamic changes. If accessories are added to the handlebar or front fork
area, they must be as lightweight as possible and should be kept to a minimum. The engine and
exhaust system may be hot, therefore, park the motorcycle in a place where pedes- trians or
children are not likely to touch these hot areas. Do not park the motorcycle on a slope or soft
ground, otherwise it may fall over. Shift pedal page 5. Helmet holder page 2. Fuel cock page 6.
Storage compartment page 3. Starter choke knob page 7. Engine oil filter element page Battery
page Air filter element page Fuses page Clutch lever page 2. Left handlebar switches page 3.
Speedometer unit page 4. Fuel tank cap page 5. Right handlebar switches page 6. Throttle grip
page 7. Tripmeter reset knob curs, have a Yamaha dealer check the 2. Speedometer
self-diagnosis system. However, the turn signal lights can also be canceled manually by
pushing the switch in after it has re- turned to the center position. Clutch lever 1. Shift pedal 1.
Brake lever 1. Brake pedal 1. To apply the front the motorcycle. Turn the key counterclockwise
to the original position, remove it, and then close the lock cover. NOTE: The fuel tank cap
cannot be installed unless the key is in the lock. In addition, the key cannot be removed if the
cap is not properly installed and locked. With the fuel With the fuel cock lever in this position,
The fuel cock supplies fuel from the fuel flows to the carburetors. In addition, extended use of
the starter choke will cause after- burning. If this occurs, turn off the starter choke. Seat holder
2. Projection 3. Projection Rider seat To install the passenger seat To remove the rider seat
Insert the projection on the front of the 1. Bolt 1. Bolt 2. Seat holder 1. Helmet holder 2.
Projection 2. To install the rider seat EAU Helmet holder 1. Insert the projection on the front of
To open the helmet holder, insert the the rider seat into the holder as key into the lock, and then
turn the key shown, place the seat in the origi- as shown. Storage compartment cover 1. Storage
compartment 2. Storage compartment lock cover 2. Storage compartment cover To open the

storage compartment 3. Storage compartment lock To close the storage compartment 1. Slide
the lock cover open, insert EAU 1. Page Ignition Circuit Cut-Off System It cuts the running
engine when check this system regularly as de- the transmission is in gear and the scribed
below and have a Yamaha sidestand is moved down. Page 41 5. Push the start switch. Does the
engine start? The neutral switch may be defective. The motorcycle should not be ridden until
checked by a Yamaha dealer. With the engine still running: 6. Move the sidestand up. Keep the
clutch lever pulled. NOTE: Pre-operation checks should be made each time the motorcycle is
used. Such an inspection can be accomplished in a very short time; Page Operation And
Important Riding Points If the engine trouble warning light comes on or flashes after starting,
immediately stop the engine, and have a Yamaha dealer check the self-diagnosis system. Turn
the starter choke on and 6. Shift the transmission into first coast for long periods of time gear.
Apply both the front and the rear The recommended shift points during There is never a more
important period brakes to slow the motorcycle. Page 51 1, mi 1, km and beyond The vehicle
can now be operated normally. Yamaha dealer do it for you. Consult a Yamaha dealer before attempting any changes. Panel A 1. Panel B EAU Removing and installing panels The panels
shown above need to be removed to perform some of the main- tenance jobs described in this
chapter. Refer to this section each time a panel needs to be removed and installed. Spark plug
cap 1. Spark plug wrench To install the panel EAU 2. Remove the spark plug as shown,
Checking the spark plugs Place the panel in the original position, with the spark plug wrench
includ- The spark plugs are important engine and then install the bolt. Page Install Spark Plug
Do not attempt to diagnose such problems yourself. If a torque wrench is not available when 3.
In addition, the oil must be changed and the oil filter ele- ment replaced at the intervals specified
in the periodic maintenance and lubri- cation chart. Engine oil drain bolt 1. Oil filter element
outer cover 1. Oil filter element inner cover 2. Oil pan 2. Page Final Gear Oil The final gear case
must be checked case. If any NOTE: leakage is found, have a Yamaha deal- The oil level should
be at the brim of er check and repair the motorcycle. In the filler hole. Add the recommended
final gear oil to the brim of the filler hole. Page Adjusting The Carburetors Therefore, all
carburetor adjustments should be left to a Yamaha dealer, who has the neces- sary professional
knowledge and expe- 1. Air filter element holder 1. Match marks rience. Page Adjusting The
Throttle Cable Free Play Yamaha dealer at the intervals specified in the periodic Tire air
pressure maintenance and lubrication chart. The tire air pressure should be a. Throttle cable
free play checked and, if necessary, adjusted before each ride. Page 70 33 psi 33 psi
accessories cowling, saddlebags, tact a Yamaha dealer immediately and kPa kPa 90 kg lb â€”
etc. Do not Page Accessories And Replacement Parts Use of non-Yamaha-approved
accessories or replacement parts may cause loss of handling stability and riding safety. Since
Yamaha cannot con- trol the quality of accessories or parts manufactured by other com- panies,
Yamaha cannot be held lia- Tighten the locknut at the clutch lever and the crankcase. Locknut 1.
Clutch lever free play adjusting nut 2. Clutch lever free play adjusting bolt 2. Locknut c. Clutch
lever free play 3. Locknut system. If there is air in the hy- 2. Brake lever free play adjusting bolt
EAU draulic system, have a Yamaha Adjusting the brake lever free 1. Loosen the locknut at the
brake le- dealer bleed the system before play ver. Periodi- lower the brake pedal, turn the ad- It
is advisable to have a Yamaha justing bolt in direction b. Brake pedal free play adjusting nut 1.
Rear brake light switch 2. Rear brake light switch adjusting nut Brake pedal free play EAU The
brake pedal free play should mea- Adjusting the rear brake light sure 20â€”30 mm 0. Page
Checking The Front Brake Pads And Rear Brake Shoes If a brake shoe has worn to the indicator
grooves have almost disap- point that the wear indicator reaches peared, have a Yamaha dealer
replace the wear limit line, have a Yamaha the brake pads as a set. Page Changing The Brake
Fluid Checking and lubricating the Checking and lubricating the cables throttle grip and cable
Have a Yamaha dealer change the brake fluid at the intervals specified in The operation of all
control cables and The operation of the throttle grip should While applying the front brake,
dealer check or repair the steer- over. There is medical attention. Keep in mind that the charged.
Storing a discharged Page Replacing The Fuses 3. Spare main fuse 3. Headlight fuse 4. If the
fuse immediately blows 4. The main fuse and the fuse box, which Headlight coupler 1. Headlight
bulb holder 2. Headlight bulb cover EAU 3. Unhook the headlight bulb holder, Replacing the
headlight bulb 2. Disconnect the headlight coupler, and then remove the defective This
motorcycle is equipped with a and then remove the bulb cover. Install the headlight unit by
install- 1. Remove the lens by removing the ing the screws. Have a Yamaha dealer adjust the 2.
Remove the defective bulb by headlight beam if necessary. Lift the wheel up between the fork 4.
Loosen the brake torque rod bolt 8. Install the brake rod onto the brake camshaft lever, and then
install the brake pedal free play adjusting nut onto the brake rod. Install the brake torque rod
bolt at the brake shoe plate, and then tighten both bolts to the specified torque. Page
Troubleshooting However, should your motorcycle require any repair, take it to a Yamaha

dealer, whose skilled technicians have the necessary tools, experience, and know-how to
service the motorcycle properly. Page Troubleshooting Chart Remove the spark plugs and
check the electrodes. The engine does not start. Have a Yamaha dealer check the vehicle.
Check the battery. Battery The engine turns over The battery is good. Avoid using strong acidic
wheel nology, it also makes it more vulnera- cleaners, especially on spoked Be a windshield: Do
not use strong on salt-sprayed roads sure to avoid using cloths or cleaners or hard sponges as
Since sea salt or salt sprayed on roads sponges which have been in Use spray oil as a universal
clean- er to remove any remaining dirt. Touch up minor paint damage caused by stones, etc.
Remove the spark plug caps and Before storing your motorcycle for spark plugs. Pour a
teaspoonful of engine oil Short-term 1. Follow all the instructions in the into each spark plug
bore. Lubricate all control cables and NOTE: Make any necessary repairs before the pivoting
points of all levers and storing the motorcycle. Check and, if necessary, correct the tire air
pressure, and then lift the motorcycle so that both of
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its wheels are off the ground. Passenger motor oils often labeled 0. Page Consumer
Information Key identification number Page Identification Numbers Record the key identification
number, vehicle identification number and mod- el label information in the spaces pro- vided
below for assistance when ordering spare parts from a Yamaha dealer or for reference in case
the vehi- cle is stolen. Key identification number 1. Record the information on this label in the
space provided. This infor- mation will be needed when ordering spare parts from a Yamaha
dealer. If NHTSA receives similar complaints, it may open an investigation, and if it finds that a
safety defect exists in a group of vehicles, it may order a recall and remedy campaign. The chart
below is printed only as a reminder that maintenance work is required. Page Yamaha Extended
Service Y. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL.

