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avsjack Start date May 22, Maybe some of you are interested maybe some of you are not, but I
figured I'll post anyway. The bike has not run for around 5 years and has been stored outside
for some of it. I plan to get it running, change the necessary parts and have some fun on it this
summer! Parts on order so far are: 1 Battery 2 Chain and sprockets 3 Tyres 4 Front and rear
brake shoes Everything else seems to be ok so far, just a little surface rust. I am going to paint
her matt black, fit some dirt handle bars and have a blast! It would be great to hear any
suggestions of how I could make it better, I'm pretty new to the Toronto scene. This how I
bought it:. Last edited: Jun 3, Fuel leaking from Carb? I have not looked yet, but I am expecting
diaphragm issues or similar:. RetroGrouch Well-known member Site Supporter. There's no
rubber diaphragm in that carb, it's a Mikuni round slide. You will need new o-rings and probably
a float valve. This bike is dead simple, you'll get it running in no time. Hi RetroGrouch, Thank
you for the details, the carb is last on the list but I have a spare one, needles and jets etc that
came with the bike. I plan to get the rest of the bits on so that it is ridable and then assess the
situation. Thanks again for the input! Very much appreciated! TorontoBoy Well-known member.
It looks like a nice little project. Have fun. Have you checked the frame for any twists? Is there
any rust in the tank? TorontoBoy said:. Front brake shoes debonded. Last edited: May 29,
Stripped for day one:. Mudgard split, modification to follow, involves a hacksaw. Rusty rear
shocks, the RH is far worse as the LH one is covered in chain oil and cleaned up like new!
Excessively worn rear sprocket:. Stripped ready for cleaning and paint:. Complete, now
everything in the future is getting painted Matt Black. It is quite possible the easiest process
ever! Well after years of spending days at a time preparing vehicles for conventional automotive
paints, this goes on in seconds. I am very happy with the outcome, I may change the piston and
ring this winter Nesh New member. Your bike looks awesome! I also have a Yamaha Exciter - I
am having carb problems! Where can I find how and how much to adjust the carb? Also is there
a repair manual for download? Thanks Nesh. Lol, I have no idea. This was years ago. I literally
just threw out a spare carb last week. I have no idea to be honest, you can find along online.
Hey Avs. That bike looks amazing! Not sure if you'll come back to this old post, but i'd love to
hear what you thought of the bike once complete. I'm looking at one of these also an 81 on CL
for a similar project, but found almost zero info about the bike. GreyGhost Well-known member
Site Supporter. LOL, should have looked at that. Probably should be looking at a slightly more
common machine anyway. If they made it for two years and no one has spoken about it since,
that probably tells you something You must log in or register to reply here. This site uses
cookies to help personalise content, tailor your experience and to keep you logged in if you
register. By continuing to use this site, you are consenting to our use of cookies. Accept Learn
moreâ€¦. Top Bottom. Picture credits - Rach. Submit more pictures. Discuss this bike Rate this
motorbike This bike's rating Write a review Sell this motorcycle Such bikes for sale Insurance
quotes Finance options Tip a friend List related bikes. Pictures, trademarks and logos of third
parties are the exclusive property of the respective owners. Technical specifications are subject
to change without notice. This web uses cookies. About Bikez. Advertise products. Contact
Bikez. Privacy policy. Motorcycle catalogue and Motorcycle classifieds. More pictures Compare
with any other motorcycle. Displacement :. Compression :. Bore x stroke :. Valves per cylinder:.
Compare US insurance quotes from the nation's top providers. Compare US motorcycle loan
quotes from the nation's top providers. Ships to most countries. Also check out our overview of
motorcycle webshops at Bikez. List related bikes for comparison of specs. Discussions for
every bike Bikez has discussion forums for every bike. View comments, questions and answers
at the Yamaha SR Special discussion group. You can sign up for e-mail notifications when other
riders answer you. If you have extensive experience with the MC, please send us a review. If you
consider buying this bike, you should view the list of related motorbikes Look at photos.
Compare technical specs. And check out the rating of the bike's engine performance, reliability,
repair costs, etc. You can compare the rating with other bikes. Rating sample for this Yamaha
bike. Value for money for the Yamaha SR Special: You can also compare bikes. Quick Links.
Table of Contents. Also record and keep these I. Page 9 Do not sit on swim platform or padded
engine hatch when the engines are running. You could fall overboard. You must comply make
your boating experience safer with these regulations, which apply to and more enjoyable: boats
like your Jet Boat which are less Mooring fenders and lines than 26 feet long. The operator
should always attach the engine stop switch lanyard cable to his PFD so that the engines will

stop if the operator accidentally leaves the helm. The jet pumps are directly for boat's ski ropes
or fishing lines. This Obey the "Rules of the Road" see Do not go over a water-ski jump, or
attempt any other kind of jumping maneuver with the boat, since you risk injuring yourself or
damaging your Jet Boat. Take note of marine weath- When using your Jet Boat before er
forecasts and the prevailing dawn and after dusk, you must have weather conditions before
setting both bow and stern lights operating. A wetsuit can also help protect against
hypothermia low You can use the Jet Boat to tow a body temperature and abrasions. A second
person should be on Do not attach the tow rope to any other board as an observer to watch the
location on the boat. Operation of the Jet vessel. The vessel which does not have Boat must be
in accordance with the the right-of-way is called the "give-way If the oper- ator of a power-driven
vessel is prepar- ing to go around a bend that may obstruct the view of other water ves- sels,
the operator should sound a pro- longed blast on the horn 4 to 6 sec Simply put, buoys
Additional publications and information and markers have an arrangement of can be obtained
from many organiza- shapes, colors, numbers and lights to STEERING Pulling the throttle levers
back to idle when traveling faster than idle speeds or shutting off engines can cause you to hit
an obstacle you are attempting to avoid, even if you are The Always attach the engine stop
engine cannot be started but other switch lanyard to your personal switches will operate. The
key can be flotation device PFD before removed. In normal operation the throttle from cranking
if the shift lever is not in levers are moved together. Moving the Neutral. Some jet thrust is to the
rear and some jet thrust is redirected forward. Tachometers Always consider the distance you
are The Jet Boat has two tachometers travelling and the amount of available which display
engine rpm. The one fuel you have. Be sure you have on the left is for the port engine. The
enough fuel to reach the next fuel stop. If either engine starts to over- cedures on page for
further infor- heat, the engine speed of the affected mation. If it pops out again, ask your
Yamaha dealer to inspect the electrical system. Two water resistant speakers, the remote stereo
control keypad at the helm, the stereo com- ponent container, and all wiring are already
installed. Page Fuel Requirements Gasohol containing methanol is not fueling dock. All
passengers recommended by Yamaha because it must be out of the boat during can cause fuel
system damage or refueling. Very slowly add engine oil to the oil tank. Stop pouring when the
oil just reaches the bottom of the filler neck. Otherwise an Before Operating this Jet Boat,
perform accident could occur. This procedure can be accomplished thor- oughly in a short time.
The added safe- ty and reliability the checks assure is worth the time involved. If you do not
Shift only with the engine idling. Do have one, contact your local Yamaha Jet Boat dealer or a
fire extinguisher not shift when applying throttle. Wait for the fuel gauge needle to stop moving,
then note the fuel level. Add fuel if necessary. Open engine hood and check to be sure no
gasoline vapors are present. Refer to page for cor- rect operation of the device. Before
operating your Jet Boat, become familiar with all controls. Consult your Yamaha dealer about
any control or function you do not fully understand. Attach the engine stop switch lanyard to
your personal flotation device before operating. On this boat, the engines are con- nected
directly to the drive unit. Starting either engine generates some thrust immediately. Only
enough throttle should be applied to keep the engine at a fast enough idle to stay running. This
ensures proper perfor- mance and promotes longer engine life. Remember: Your Jet Boat is
designed for one operator and up to four passen- gers only. One of the boat swings to the left.
This char- person should board at a time by acteristic is particularly important to stepping into
the boat. Use reverse as necessary during slow speed maneuvering to help control speed and
direction. Position ft m the boat according to wind and water conditions. You could be injured if
the boat pushes against If the anchor is stuck on the bottom, Anchoring from the stern will
make try this: Let out a few feet of anchor the boat unsteady. Page 64 5 Spray a rust inhibitor,
such as Yamaha Silicone Protectant and Lubricant, on metallic parts to mini- mize corrosion.
NOTE: This boat is equipped with an Hitches are divided into class- es that specify the gross
trailer weight Avoid accident and injury from GTW and the maximum tongue improper trailering:
weight. On lug nuts before each trip. Remove the bow line from the bow eye. Back the trailer
farther into the water until just the tops of the fenders show, then reset the parking brake. Board
the boat and start it. If possi- ble, remain on the trailer until the engines are warm and are
respond- ing to throttle. Ease the boat forward until Do not attach lifting cables to the the bow
rests against the bow stop. However, the following procedures can be performed by the owner
with a minimum of tools. Page Lubrication With the the garden hose adapter. Replace the cap
securely. Fogging Oil or an equivalent, as possi- 7. Repeat the flushing procedure for ble
alternately into each carburetor the other engine. Page Battery 4. Spray the exterior of the
engines with Yamaha Silicone Protectant and Lubricant. Wax the hull with a non-abrasive wax
such as Yamaha Ultra Gloss Cleaner Wax or other wax designed for marine gelcoat. Page
Adjustment And Maintenance If the owner is not familiar with machine servicing, this work

should be done by a Yamaha dealer or other qualified mechan- ic. Improperly serviced components could fail or stop operating correctly, which could result in an accident. Page Periodic
Inspection Chart Frequency of maintenance operations may be adjusted according to the
operating conditions, but the following table gives general guidelines. Indicates the checkups
which you may do yourself. Indicates work to be done by your Yamaha dealer. Maintenance
interval Initial Thereafter Page Spark Plug Cleaning And Adjustment Do not attempt to diagnose
any prob- the spark plug cap down until it clicks. Throttle cable and choke cable Grease the
throttle-cable and choke- cable inner wires at the carburetors. Fill the bearing housing with
water resistant grease through the grease nipple. Fill the starter motor idle gear through the
grease nipple. Grease capacity: 8. The Always properly dispose of gasoline second access
panel is located under petrol soaked rags. Page Fuel Filter hours of any water or dirt is found in
the oil tank, operation, or if water is found in the fil- take the Jet Boat to your Yamaha deal- ter.
Take the Jet Boat to your Yamaha er for service. Start the adjustment. Most adjusting should be
engine and warm it up for one or two left to a Yamaha Jet Boat dealer who minutes. Page
Steering Cable Inspection Both throttle levers should move ment. The nozzles should both point
smoothly from idle to full throttle and straight back when the steering back. If not, ask your
Yamaha Jet Boat wheel is centered. If steering is stiff or misadjusted, ask your Yamaha dealer
to service it. Pull the choke knob out until it stops. Release the knob. The knob should not
move. If it moves back on its own, tight- en the friction adjustment slightly. It contains sulfuric
acid. Avoid Substitution of a fuse of improper contact with skin, eyes or clothing. When using a
battery charger, connect the battery to the charg- er before you turn on the charger. Page
Troubleshooting Yamaha Jet Boat dealer or qualified mechanic for the proper service. Page 95 If
you hatch be accidentally opened cannot remove the debris, consult during operation. The
engines your Yamaha Jet Boat Dealer. To reinstall the access port cap, first is closed and
latched. Page Charges for transporting the Jet Boat to and from an authorized Yamaha Jet Boat
dealer are excluded from warranty coverage. Page 2. Explain the operation, maintenance, and
warranty requirements to your satisfaction at the time of sale, and upon your request at any
later date. In addition, each Yamaha Jet Boat dealer is held responsible for his setup, service
and warranty repair work. Page Yamaha owners like you, and only components to match the
comforting 5- while your Yamaha is still within the first year year standard protection on the
hull. So visit your authorized Yamaha dealer to get all Y. Deck The "floor" or upper structure
which covers the hull. Give-Way The vessel which must yield the right-of-way when two boats
meet. Gunwale The meeting junction of the deck and hull; the upper edge around the boat. Page
Float Plan Leave a float plan with a responsible person on shore before boating. The exam- ple
below can be copied and used. Page Printed in U. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Skip to main content. Include description. Caltric 15 Items Hiflofiltro 8 Items
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Converter. This page was last updated: Feb Number of bids and bid amounts may be slightly
out of date. See each listing for international shipping options and costs. Make Yamaha. Model
Exciter. Red Yamaha Exciter Gently Used. Second Owner. Only Original Miles. Great Starter
Bike. Great For Getting Cycle Endorsement. All Original Working Turn Signals. Original Mirrors
And Windshield. Storage Trunk On Back. Great For Commuting. Great Gas Mileage. To view that
information, please click on the "view website" link in the details section below. Most of our
bikes are sold fully serviced, detailed and have a nationwide warranty of up to days. And yes,
we also take trades! I have a Exciter in good condition. New paint, new front tire new battery and
new seat cover. Back tire is like new. Was on the road this summer. Good running condition
Clear title in hand. The engine was rebuilt two years ago, but it still needs some work. Needs
ford mondeo 98 owners manual
fiat ulysse fuse box
2001 honda accord pictures
spark plug, oil change, and a tank of fresh gas, also needs a battery, and wires redone. No title.

Great project bike. Please message me with any questions. We will also deliver the bike or meet
you somewhere within 50 miles. Model Sr The battery is dead and the tires are a bit flat from not
being rode in a few months, but otherwise, she is a beauty. Took it my neighborhood mechanic
several months ago, and he gave it a big thumbs up. Rides real nice. I have all the service
papers from the beginning. Lawrenceville, GA. Bayfield, CO. Port Jefferson Station, NY. Eaton,
NH. Rock Springs, WY. Laguna Niguel, CA. Morristown, TN. Alert Successfully Created. Save
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