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Quick Links. Table of Contents. Ford motor company ford mustang owner's guide pages. It is
dedication to learning what you want, determination to develop the right concept, and execution
of that concept with care, precision, and attention to detail. Page 5 This guide describes
equipment and gives specifications for equipment that was in effect when this guide was
approved for printing. Ford may discontinue models or change specifications or design without
any notice and without incurring obligation. Page 7 If you lose your Warranty Information
Booklet, you can get a new one free of charge. Contact any Ford or Lincoln-Mercury dealer, or
refer to the addresses and phone numbers on the first page of this owner guide. Page 8 The
break-in period for new brake linings lasts for miles km of city driving or 1, miles 1, km of
highway driving. Use only the type of engine oil that Ford recommends. See Engine oil
recommendations in the Index. Page 9 Ford, however, believes that continual improvement in
customer satisfaction is a high priority. For this reason, Ford has authorized its dealers to
repair, at no charge to the owner, the surfaces of new vehicles damaged by Do not use steel
wool, abrasive cleaners, fuel, or strong detergents. Clean with a tar and road oil remover if
necessary. Page Safety Restraints Safety Restraints Important Safety Belt Information The use
of safety belts helps to restrain you and your passengers in case of a collision. In most states
and in Canada the law requires their use. Safety belts provide best restraint when: the seatback
is upright the occupant is sitting upright not slouched the lap belt is snug and low on the hips
Safety belt assemblies Combination Lap and Shoulder Belts While your vehicle is in motion, the
combination lap and shoulder belt adjusts to your movement. Page 14 Fastening the front seat
combination lap and shoulder belt coupe models Fastening the front seat combination lap and
shoulder belt convertible models Page 15 Fastening the rear seat combination lap and shoulder
belt coupe and convertible NOTE: Be sure to read and understand Important Safety Belt
Information at the beginning of this chapter. See the detailed instructions under Safety Seats for
Children in this chapter. Front Passenger Lap Belt Retractor Convertible Only Your convertible
is equipped with a dual locking mode retractor on the lap belt part of the Grasp the lap portion
of the belt below the child seat label. Pull upward until all of the belt is extracted and a click is
heard. While the belt retracts, guide the tongue to its stowed position. If you do not guide the
tongue, it may strike you or part of the vehicle. Coupe only. Place the belt in the belt holder at
the top of the seatback. Page 21 Belt holder location â€” coupe only 4. Convertible only. Place
the shoulder belt in the belt holder at the top of the seatback and place the lap belt in the belt
guide at the side of the seat cushion. The retracted belt should be stored on this holder and in
the belt guide when not in use, except when a passenger is entering or leaving the rear seat
Safety Belt Extension Assembly For some people, the safety belt may be too short even when it
is fully extended. You can add about eight inches 20 cm to the belt length with a safety belt
extension assembly part number C Page Safety Belt Maintenance slide bar if equipped , child
safety seat tether bracket assemblies if equipped , and attaching hardware, should be inspected
after any collision. Ford recommends that all safety belt assemblies used in vehicles involved in
a collision be replaced. However, if the collision Page 25 The Importance of Being Properly
Seated In a collision, the air bag must inflate extremely fast to help provide additional protection
for you. In order to do this, the air bag must inflate with considerable force. If you are not seated
in a normal riding position with your back against the seatback, the air bag may not protect you
properly and could possibly hurt you as it Page 26 move the seat to the most rearward position
if possible and use the safety belts. Children weighing less than 40 lbs. Page 28 If a collision
occurs, the sensors sense the severity of the impact and activates the air bags if necessary. If
the air bag is not replaced, the unrepaired area will increase the risk of injury in a collision. Page
Safety Restraints For Children If any of these things happen, have the air bag system serviced
at your Ford or Lincoln-Mercury dealer immediately. Unless serviced, the air bag Supplemental
Restraint System may not function properly in the event of a collision. The passenger cannot
protect the child from injury in a collision. Persons not riding in a seat with a fastened seat belt
are much more likely to suffer serious injury in a collision. Ford recommends the use of a child
safety seat having a top tether strap. Install the child safety seat in a seating position which is
capable of providing a tether anchorage. Failure to follow these instructions could result in
serious injury. All child restraint systems are designed to be secured in vehicle seats by lap
belts or by the lap portion of a lap-shoulder belt. The automatic locking mode must be used
when installing a child seat in the front passenger seat. Page 35 3. Page 36 4. At this time, the
lap belt retractor is in the automatic locking mode child seat restraint mode , Figure 3. Page 37
5. Allow the belt to retract. A clicking sound will be heard as the belt retracts. This indicates the
retractor is in the automatic locking mode, Figure 4. Allowing belt to retract Page 38 6. Push
down on the child seat while you pull down on the belt to remove any slack in the belt, Figure 5.
Removing slack from the belt Page 39 7. Before placing the child in the child seat or infant
carrier, forcibly tilt the seat from side to side, and also tug it forward to make sure that the seat

is securely held in place, Figure 6. Checking that the seat is secure Page 40 8. Double check
that the retractor is in the automatic locking mode. Try to pull more belt out of the retractor, if
you cannot, the belt is in the automatic locking mode, Figure 7. Checking the retractor 9. Check
to make sure that the child seat or infant carrier is properly secured prior to each use. If you
choose to install a child safety seat or infant carrier in the front seating positions, move vehicle
seat as far back as possible. Page 42 3. See Figure 2. Be sure that the belt webbing is not
twisted. Page 43 Buckling the belt 5. Grasp the shoulder portion of the belt and pull downward
until all of the belt is extracted and a click is heard. At this time, the retractor is in the automatic
locking mode child seat restraint mode. See Figure 4. Page 44 Setting the retractor to automatic
locking mode 6. Pull up on the shoulder webbing. This indicates the retractor is in the automatic
locking mode. Push down on the child seat while you pull up on the belt to remove any slack in
the belt. Page 45 Allowing shoulder belt to retract Removing slack from belt Page 46 7. Before
placing the child in the child seat, forcibly tilt the seat from side to side, and tug it forward to
make sure that the seat is securely held in place. See Figure 7. Page 47 8. Try to pull more belt
out of the retractor. If you cannot, the belt is in the automatic locking mode. See Figure 8. Check
to make sure that the child seat is properly secured prior to each use. Page 48 To improve the fit
of lap and shoulder belts on children who have outgrown child safety seats, Ford recommends
use of a belt-positioning booster seat that is labelled as conforming to all Federal motor vehicle
safety standards. Belt-positioning booster seats raise the child and The key returns to the ON
position once the engine is started and remains in this position while the engine runs. Page 52
NOTE: If your vehicle has an automatic transmission, the gearshift lever must be in the P Park
position to remove the key from the ignition. If the key is stuck in the LOCK position, move the
steering wheel left or right until the key turns freely. Never sit in a stopped vehicle for more than
a short period of time with the engine running. Exhaust fumes are toxic. Page 54 Starting Your
Engine To start your engine: 1. Follow the steps under Preparing to Start Your Vehicle at the
beginning of this section. Turn the ignition key to the ON position. DO NOT depress the
accelerator pedal when starting your engine. Page 55 Whenever you start your vehicle, release
the key as soon as the engine starts. Excessive cranking could damage the starter. After you
start the engine, let it idle for a few seconds. Keep your foot on the brake pedal and put the
gearshift lever in gear. Page 56 To turn the heater on, simply plug it into a grounded volt outlet.
Ford recommends that you use a volt circuit that is protected by a ground fault circuit
interrupter. Page 57 For best results, plug the heater in at least three hours before you start
your vehicle. Using the heater for longer than three hours will not damage the engine, so you
can plug it in at night to start your vehicle the following morning. Page 58 If the engine is idling
while you are stopped in an open area for long periods of time, open the windows at least one
inch 2. Have all the passengers get out of the vehicle and call the local fire department or a
towing service. Page 60 5. Check under the vehicle again for leaking fuel. If you see or smell
fuel, do not start your vehicle again. If you do not see or smell fuel, you can try to start your
vehicle again. Check all vehicle warning lights before driving the vehicle. Page Warning Lights
And Gauges Warning Lights and Gauges The instrument panel dashboard on your vehicle is
divided into several different sections. The illustrations on the following pages show the major
parts of the instrument panel that are described in this chapter. Some items shown may not be
on all vehicles. Page 64 The Cluster The following warning lights and gauges are on the cluster.
All of the warning lights and gauges alert you to possible problems with your vehicle. Some of
the lights listed are optional. The following sections detail what each of these indicators means.
If it remains on for longer than five seconds, you should shut off your engine and restart. If the
anti-lock brake light stays on, this indicates that the anti-lock feature is disabled and should
receive immediate attention by a qualified service technician. Page 66 1. Park your car on level
ground, and turn off the engine and allow a few minutes for the engine oil to drain back into the
oil pan. Use the dipstick to check the oil. If the level is low, add oil, but do not overfill. See
Engine Oil Recommendations in the Index. Page 67 If there is a problem with the system, two
things may happen: the readiness light will either flash or stay lit up, or you will hear a beeping
sound. If either of these things happen, have the air bag system serviced at your Ford or
Lincoln-Mercury dealer immediately. Page 68 Low Coolant Warning Light 4. This light comes on
for a few seconds when your ignition key is turned to start, but should turn off when the engine
starts. Page 69 If the light stays on or comes on when the engine is running, have the electrical
system checked as soon as possible. Page 70 High Beam Light This light comes on when the
headlamps are turned to high beam or when you flash the lights. Page 71 The light comes on
briefly when you turn the ignition key to ON, but it should turn off when the engine starts. If the
light does not come on when you turn the ignition to ON or if it comes on and stays on when
you are driving, have your vehicle serviced as soon as possible. Page 72 Under certain
conditions, the Check Engine Warning Light may come on if the fuel cap is not properly

installed. If the Check Engine Warning Light comes on and you suspect that the fuel cap is not
properly installed, pull off the road as soon as it is safely possible and turn off the engine. Page
73 Fuel Gauge The fuel gauge The fuel gauge displays approximately how much fuel is in the
fuel tank only when the ignition switch is ON. For proper fuel gauge indication after adding fuel,
turn the ignition switch OFF while refueling the vehicle. The fuel gauge indicator may vary
slightly when the vehicle is in motion. Page 74 conditions, and under certain driving conditions
such as, heavy stop and go traffic, or driving up hills in hot weather, for the pointer to indicate
at the top of the NORMAL band. If, under any circumstances, the pointer moves above the
NORMAL band, the engine is overheating and continued operation may cause engine damage.
Page 75 Speedometer The speedometer The speedometer tells you how many miles kilometers
per hour your vehicle is moving. Odometer The odometer tells you the total number of miles
kilometers your vehicle has been driven. Trip Odometer If you want to track your mileage up to
Page 76 Tachometer The tachometer The tachometer displays the approximate engine
revolutions per minute rpm , or how fast the engine is running. The white zone shows the
highest number of engine revolutions per minute rpm at which you should drive your car.
Driving with the pointer in the red zone may cause engine damage. Page 77 Battery voltage
gauge Engine Oil Pressure Gauge This gauge indicates the engine oil pressure, not the oil level.
Page 78 If you lose engine oil pressure: 1. Pull off the road as soon as safely possible. Shut off
the engine immediately or severe engine damage could result. Page 80 The main controls for
the climate control system, clock, and radio are on the instrument panel. NOTE: Any cleaner or
polish that increases the gloss shine of the upper part of the instrument panel should be
avoided. The dull finish in this area is to help protect the driver from undesirable windshield
reflection. Page 81 The knobs that control the optional heating and air conditioning system The
heating system in the optional heating and air conditioning system operates the same as the
heater only system. See The Heater Only System. The Heater Only System You can heat the
inside of your vehicle, defrost the windshield, or use the vents by adjusting the three knobs in
the center of the instrument panel With the engine running, push the defrost button. After
approximately 10 minutes, the defroster will turn off. If the window is still not clear, turn the
defroster on again. The defroster will turn off when the ignition key is turned to the OFF
position. Turn on your headlamps at dusk. Failure to do so may result in a collision. Turning On
the Exterior Lights To turn on the headlamps, parking lamps, side markers, and tail lamps, use
the control knob that is to the left of the steering wheel. Page Steering Column Controls When
you turn on the headlamps, the parking lamps, tail lamps, and side markers automatically turn
on. But you can turn on the parking lamps, tail lamps, and side markers without turning on the
headlamps. For more information about how the high beams work, refer to the Steering Column
Controls chapter. Page 87 Lighting Up the Interior and Instrument Panel With the headlamp
knob in the parking lamps or headlamps position, you can brighten or dim the lights on the
instrument panel. To do this, rotate the headlamp knob clockwise to dim the lights or
counterclockwise to brighten the lights. Page 88 Turning on the Map and Reading Lamps Your
vehicle has two map lamps for the passenger and the driver. To turn on the map lamps, push
the switch next to each lamp. Map lamp convertible only Front seat map and dome lamps coupe
only The dual beam map lamps are located on each side of the dome lamp. Do not use paper
towel or any abrasive cleaner to clean the Page Steering Column Controls Steering Column
Controls The controls on the steering column and wheel are designed to give you easy access
to the controls while you are driving. Page Windshield Wipers And Washer If the turn signal
stays on after you turn, move the lever back to the center off position. For lane changes, move
the lever far enough to signal but not to latch. The lever will return to the off position when you
release it. High Beams To turn on the high beams, turn the headlamp control knob to the
headlamp ON position and Page 92 HI, LO, or the interval setting selected. If the washer does
not work, check the washer fluid level and fill it if it is low. See the Servicing Your Mustang
chapter. If there is enough fluid, consult your nearest Ford or Lincoln-Mercury dealer. Page 93
Do not try to clean the windshield when the washer fluid container is empty or activate the
washers at any time for more than 15 seconds continuously. This could damage the washer
pump system. Page 94 The control switch for the hazard flashers Horn To sound the horn, push
the center pad area of the steering wheel. The horn on the steering wheel The lever to tilt the
steering wheel To change the position of the steering wheel, pull the release lever on the
column toward you. Tip the steering wheel to the desired position. Release the lever to lock the
steering wheel in place. Page 97 temporary resumption of manual speed control while
ascending steep grades in order to maintain the selected speed. The speed control switches on
the steering wheel To set the speed control: 1. Press and release the ON switch. Page 98 If you
drive up or down a steep hill, your vehicle may momentarily slow down or speed up, even
though the speed control is on. This is normal. NOTE: If your speed increases above your set

speed while driving in D Drive on a downhill grade, you may want to depress the Transmission
Control Switch located on the shift lever to When you take your foot off the accelerator, the
vehicle will return to the set speed. Page Depress the accelerator pedal. Page Features Features
Your vehicle has a variety of features designed for your comfort, convenience and safety. Read
this chapter to find out about standard and optional features. Doors Anti-theft front door lock
knobs Anti-theft lock knobs are designed to prevent unlocking the door by pulling up on the
lock knob. When an unauthorized entry occurs, the system triggers and will: flash the
headlamps, parking lamps, and alarm indicator lamp honk the horn disable the starting circuit
to prevent the Page 4. Close all doors. The alarm indicator light will then remain on steadily for
approximately 30 seconds and then go out. When the light goes out, the system is armed.
NOTE: Be sure to close all doors completely. If not, the alarm indicator light will remain on.
Page Triggering the alarm system The armed system will be triggered if: any door is opened
without disarming the system first see previous paragraphs the trunk lock cylinder is removed
NOTE: You can open the trunk with your key without setting off the alarm. Page Additional
spare keys, maximum of 14, can be purchased either through your dealership or selected
retailers. Be sure to purchase only coded keys with a Ford or Mercury logo on it to ensure
proper functionality. If both supplied keys are lost or stolen, the vehicle must be brought to the
dealership for re-initialization. Page Theft Indicator The indicator provides system proveout and
operating status. The system will illuminate the indicator for two 2 seconds then go out to
acknowledge normal operating conditions. Page Remote Entry System Remote Entry System If
equipped If your vehicle has the remote entry system, you can lock and unlock the vehicle
doors and open the trunk without using a key. The remote also has a personal alarm feature.
The buttons for the system are located on the hand held transmitter s that came with your
vehicle. If you would like a signal that the doors are being locked, press the LOCK button again
within five seconds. The doors will lock again, the horn will beep and the low beam headlamps
and tail lamps will flash. Page included that should last for several years of normal use. If you
notice a significant decrease in operating range, the batteries should be replaced. Replacement
batteries can be purchased at most pharmacies, watch stores or at your Ford or
Lincoln-Mercury dealer. Page NOTE: The operating range of the remote entry system can also
be affected by weather conditions such as very cold temperatures or structures around the
vehicle buildings, other vehicles, radio and TV towers, etc. Typical operating range will allow
you to be up to 33 feet 10 meters away from your vehicle. To restore control to the individual
windows, press the switch again. Page Seats Head Restraints If you use them properly, head
restraints will help protect your head and neck in a collision. A head restraint helps protect you
best if you position it behind your head and not behind your neck. Standard head restraints You
can adjust the head restraints for your comfort and protection. Page The four-way head restraint
Adjusting Manual Seats In the front seats, you can move the whole seat forward or backward or
tilt the back of the seat forward or backward. To move the seats forward or backward: 1. Find
the adjustment lever at the lower left corner of the front seat. Page The front seat adjustment
lever To recline the front manual seats: 1. On the side of the seat, find the handle for the
recliner. Lift the handle up and hold it in place. Lean against the back of the seat and adjust it to
the position you want. Page Seatback Recline Front seatback release levers It is necessary to
use the seatback release when folding the back of the front seat forward for rear seat passenger
entry or exit. This release handle is located on the lower outboard back of the seat. Page Using
the Power Seat If equipped If your vehicle has a driver side power seat, you can adjust it in
several directions. To deflate push the - side of the switch. Using the Lateral Support
Handwheel driver only To increase lateral support rotate the handwheel To enter the rear seat:
1. Remove seat belt from seat belt guide on top of front seat. Page Convertible models Entering
the rear seat convertible To enter the rear seat: 1. Remove the shoulder belt from the seat belt
guide on top of front seat. Remove the lap belt from the seat belt guide on side of seat. Page
Folding Rear Seat Coupe only To fold down the rear seats, gently pull on the release straps.
NOTE: It may be necessary to apply slight hand pressure to top of seatback while pulling on
release strap. Rear seat release straps To raise the rear seatback: 1. Page Cleaning the Seats
Leather and vinyl For routine cleaning, wipe the surface with a soft, damp cloth. For more
thorough cleaning, wipe the surface with a leather and vinyl cleaner or a mild soap. Fabric
Remove dust and loose dirt with a whisk broom or a vacuum cleaner. Page Rearview Mirror and
Lamp Assembly convertible only This rearview mirror contains two lamps which function as
courtesy lamps when the doors are open. These lamps also function as map lamps when the
doors are closed and the rocker switch is activated. The rearview mirror with lamps Do not
clean the housing or glass of any mirror with harsh abrasives, fuel or other petroleum-based
cleaning products. This mirror gives you a wider view of the lanes on your right and behind you.
Page Console Your vehicle has a full console. The full console has the features shown in the

illustration below. The features on the full console Page Power Point Electrical Outlet The power
point outlet is located on the console to the right of the shift lever. This outlet should be used in
place of the cigarette lighter for optional electrical accessories. NOTE: Do not plug optional
electrical accessories into the cigarette lighter. Page Storage Compartments Storage
Compartments Your vehicle may have several small storage compartments: a glove
compartment that locks. Page Using the Remote Control for the Trunk If equipped You can use
the remote control inside your glove compartment to unlock and open the trunk. If equipped,
you can also use your remote entry system to open the trunk. Page 2. Check the convertible top
stowage compartment behind the rear seat to be sure it is empty and ready to receive the top.
Unclamp the top from the windshield header at both the right and left sides by pulling each
clamp rearward until the hook in the windshield header is free. Page Convertible top switch
Installation of the Boot To install the boot: 1. Insert boot tongue into groove located on rear
seat. Push boot forward until rear attachment engages under molding. Push forward flap of boot
until both clips engage under trim panel edge. Repeat on other side of car. Tuck side
attachments under molding. Push and pull front of boot to ensure tongue is engaged into
groove. Page 6. Do not raise the top while the vehicle is moving because the top may be
severely damaged. To raise the convertible top: 1. Bring the vehicle to a complete stop. Engage
the parking brake. Page 9. Raise the front and rear side windows. Convertible Top and Padded
Molding Care To avoid damage to the vinyl top and moldings, use only an approved Ford
cleaner, or equivalent. Do not use stiff bristle brushes or abrasive material or cleaners. The
positive location floor mat hook Press it again to turn it off. Page Setting the Station Memory
Preset buttons Your radio is equipped with 6 station memory buttons. Follow the easy steps
below to set these buttons to the desired frequencies: 1. Page Speaker features and operation
Adjusting speaker balance Balance control allows you to adjust the sound distribution between
the right and left speakers. Page How to locate a desired track on the tape NOTE: The tape track
or side number indicated in the display does not necessarily correspond to the tape track or
side number on the cassette label. It is used only to indicate when the tape mechanism reverses
tracks. Page In order to keep your cassette tape player performing the way it was meant to, read
and follow these simple precautions: Using a Ford Cassette Cleaning Cartridge to clean the tape
player head after hours of play will help maintain the best playback sound and proper tape
operation. Always handle the disc by its edge. Never touch the playing surface. Page Mini Disc
format. Because of this, a new disc that is free of dust and scratches could be defective and
may not play on your Ford Mini Disc Player. If play does not begin after the CD button is
pushed: The radio is not on. Handle the disc by its edge only. Be sure to read and follow all of
the care Page NOTE: Once a disc is inserted, the disc opening is secured to prevent the
accidental insertion of a second disc. While either side of the button is pressed, the disc goes
forward or backward at two different speeds depending on how long the button is held down.
Page Special Features of Your CD Player Compression The compression feature will bring soft
and loud passages closer together for a more consistent listening level. Page CD format.
Because of this, a new disc that is free of dust and scratches could be defective and may not
play on your Ford Compact Disc Player. Page If play does not begin after the CD button is
pushed: The radio is not on. The unit is in the stop mode. Moisture may have condensed on the
lenses within the unit. If this occurs, remove the disc and wait approximately an hour until the
moisture evaporates. Auto Memory Load sets all memory buttons in AM, FM1 and FM2
sequentially by seeking out the first six strong stations for the respective band and storing
them in memory Page After all stations have been filled, the radio will begin playing the station
stored on memory button 1. Page Adjusting speaker fader Fade control allows you to adjust the
sound distribution between the front and rear speakers. Page How to locate a desired track on
the tape There are four ways to quickly locate a desired selection on the tape. Following are
brief descriptions of each. Page Common Radio Reception Conditions Several conditions
prevent FM reception from being completely clear and noise-free, such as the following: 1. The
listenable range of an average FM signal is approximately 25 miles 40 kilometers. This feature
automatically switches a weak stereo signal to a clearer monaural signal, which improves the
quality of reception. Several sources of static are normal conditions on AM frequencies. Page
Ask your dealer for a copy of this limited warranty. Service At Ford Electronics, we stand behind
our audio systems with a comprehensive service and repair program. If anything should go
wrong with your Ford audio system, return to your dealer for service. Page Driving Your
Mustang Procedures for driving your vehicle will vary depending on which type of transmission
your vehicle has. Page 3. Move the gearshift lever out of P Park. Your vehicle is equipped with a
Brake Shift Interlock safety feature. This feature prevents the gearshift from being moved from
the P Park position until the brake pedal is depressed. This feature is active when the ignition is
in the ON position. Page The positions of the console-mounted gearshift Once the gearshift is

secure in the desired position, release the brake pedal and use the accelerator as necessary. R
Reverse With the gearshift in the R Reverse position, the vehicle will move backward. You
should always come to a complete stop before shifting into or out of R Reverse. The
Transmission Control Indicator Light is located on the instrument panel. You can put the
gearshift lever in any of the several positions. Page However, Overdrive also shifts into a fourth
gear â€”an overdrive gear â€” when your vehicle cruises at an appropriate consistent speed for
any length of time. This fourth gear will increase your fuel economy when you travel at cruising
speeds. When to use D Overdrive â€” You can tell a console-mounted gearshift is securely
latched in P Park if the lever is adjacent to the P Park and you cannot move it without pushing in
the thumb button. Page Shifting the Gears The gearshift can be in one of seven possible
positions, as shown below. The positions of the floor-mounted gearshift Always push the clutch
pedal all the way in when you shift. You should upshift according to the speeds given in the
chart in this section. Backing up To shift into R Reverse : 1. Page Upshifting Most of the time,
you should upshift at the following speeds: Shift Speeds for 3. Page Downshifting When you
slow down or climb a steep hill, always downshift before the engine starts to lose power.
Downshifting reduces the chance of stalling and gives your vehicle better acceleration to
increase speed again. When you drive down steep hills, downshifting helps you keep a safe
speed and helps prevent unnecessary wear on the brakes. Page Steering Your Vehicle Extended
use of other than matching size tires on a Traction-Lok rear axle could result in a permanent
reduction in effectiveness. This loss of effectiveness does not affect normal driving and should
not be noticeable to the driver. Page wheels to continue to roll while you are slowing down,
which lets you steer properly. On vehicles without anti-lock brakes, extreme braking can make
the wheels lock and slide, possibly decreasing your control of the steering. However, if mobile
radio transmitting equipment is installed in your Turn the key to LOCK whenever you leave your
vehicle. Always set the parking brake fully and make sure that the gearshift is securely latched
in P Park automatic transmission or in 1 First manual transmission. Page Driving Under Special
Conditions Tips for Safe Driving As with any new vehicle, yours may drive and handle
differently from your previous vehicle. Use care until you become accustomed to its various
features and driving characteristics. Operate your vehicle within reasonable limits. Sudden
acceleration, deceleration, turning, or combinations of these maneuvers can cause a vehicle to
behave differently than anticipated. You could lose control of your vehicle and could injure
someone. Page Driving With a Heavy Load There are limits to the amount of weight your vehicle
can carry or tow. Page luggage and any other items that you put in your vehicle the tongue load
of the loaded trailer the weight of any equipment that has been added to your vehicle since it
was delivered to your dealer If you do not know the actual weights of these items, use the
following procedure to figure the weight of a load: 1. Page Trailer Towing Trailer Towing Your
vehicle does not come from the factory fully equipped to tow. Because towing a trailer puts
extra strain on your vehicle, you must follow certain precautions for your safety and the good of
your Page If you are not certain that you are using the right equipment in the proper manner,
see your Ford or Lincoln-Mercury dealer. The bumper is not designed to bear the load. They
help protect your trailer if the hitch breaks. Be sure to follow their instructions carefully. If your
vehicle is equipped with the optional trailer tow package, the proper lamp wiring and equipment
has been installed at the factory. Page If your vehicle has a manual transmission and you are
towing a trailer, you should select gear positions which will avoid jerking or excessive engine
speed. If this happens, you may be able to jump-start your vehicle with a booster battery. Page
acid, have him or her drink lots of milk or water first, then Milk of Magnesia, a beaten egg, or
vegetable oil. Call a doctor immediately. To avoid damaging your vehicle or your battery, and to
avoid injury to yourself, follow these directions for preparing your vehicle to jump-start and
connecting the jumper cables in the order they are given. Page Connecting the jumper cables 1.
Most jumper cables have a red cable and a black cable. Page The 3. Page The 4. Page
Jump-Starting 1. Make sure that the jumper cables are not in the way of moving engine parts,
then start the booster vehicle. Run the engine at a moderate speed. Let the discharged battery
charge for a few minutes and then start the disabled vehicle. It may take a couple of tries before
the vehicle starts. Changing a Tire If you get a flat tire while you are driving, do not apply the
brake heavily. Page The spare tire location To remove the spare tire: 1. Remove the optional
cargo net and storage bag. Remove the spare tire cover. Unscrew the wing-nut holding down
the spare tire. Lift out the spare tire, jack, and lug wrench. Preparing to Change the Tire 1. Page
When one of the back wheels is off the ground, the transmission alone will not prevent the
vehicle from moving or slipping off the jack, even if the vehicle is in P Park or 1 First. To prevent
the vehicle from moving when you change a tire, be sure the parking brake is set, then block the
wheel both directions that is diagonally opposite other side and end of the Page Removing and
Replacing the Tire 1. Find the jack notch next to the door of the tire that you are changing. Put

the jack in the jack notch and turn the handle of the jack clockwise until the wheel is completely
off the ground. Turn the jack handle clockwise until the wheel clears the ground. Remove the
wheel lug nuts. Replace the flat tire with the spare tire, making sure that the air valve stem is
facing outward. Remove the jack and fully tighten the lug nuts in the order shown in the
following illustration. As soon as possible, have your dealer or a qualified service technician
check the lug nuts for proper torque specifications. The lug nuts on the wheel 7. Page not to the
dealer to get a replacement key. Ford Motor Company has not developed or approved a T-hook
sling-type procedure. Use wheel lift or flatbed equipment. If your vehicle is to be towed from the
rear Page When calling for a tow truck, tell the operator what kind of vehicle you have. A towing
manual is available from Ford Motor Company for all authorized tow truck operators. Have your
tow truck driver refer to this manual for the proper hook-up and towing procedures for your
vehicle. Page Customer Assistance Customer Assistance Roadside Assistance Ford Motor
Company has set up a hour, seven-day-a-week hotline with trained operators who put you in
touch with the help you need if you experience a problem with your vehicle. This complimentary
service is provided to you throughout your warranty period of 3 years or 36, miles 60, km ,
whichever comes first. Page If you are away from home when your vehicle needs to be serviced,
or if you need more help than the dealer gave you, contact the Ford Customer Assistance
Center to find an authorized dealership that may be able to help. Page If you live in Canada and
have any questions or concerns that the dealership cannot answer, contact the Customer
Assistance Centre. Please have the following information available when contacting Ford
Customer Assistance: your telephone number both business and home the name of the dealer
and the city where the The Board reviews unresolved warranty performance complaints on
Ford, Mercury and Lincoln cars and Ford and Mercury Light Trucks under warranty that have
not been resolved by a dealer or Ford Motor Company. The Board does not review issues
involving Page How Does the Board Work? The Board has four members: three consumer
representatives a Ford or Lincoln-Mercury dealer Consumer candidates for Board membership
are recruited and trained by an independent consulting firm. Dealers are chosen because of
their business leadership qualities. Page The decisions of the Board are binding on the dealer
and Ford, but customers may have other options available to them under state or federal law.
The decisions of the Board, however, may be Page Board address. At the same time, your
dealer and Ford Motor Company representative are asked to submit statements. To review your
case properly, the Board needs If NHTSA receives similar complaints, it may open an
investigation, and if it finds that a safety defect exists in a group of vehicles, it may order a
recall and remedy campaign. Page Use of leaded fuel in your vehicle without a proper
conversion may damage the effectiveness of your emissions control system and may cause
engine knocking or serious engine damage. Ford Motor Company is not responsible for any
damage that is caused by use of improper fuel. Page If your vehicle must be serviced while you
are traveling or living in Central or South America, the Caribbean, or the Middle East, contact
the nearest Ford dealership. If the dealership cannot help you, write to: If you are in other
foreign countries, contact the nearest Ford dealership. Page Accessories Ford Accessories for
Your Vehicle Ford has many fine products available from your dealer to clean your vehicle and
protect its finishes. For best results, use the following, or products of equivalent quality: A wide
selection of accessories is available through your local authorized dealer. Page Safety, Comfort,
and Convenience Follow all manufacturers recommendations including vehicle speed, rack
loads and tie down procedures. NOTE: When adding accessories, equipment, passengers, and
luggage to your vehicle, do not exceed the total weight capacity of the vehicle or of the front
NOTE: Because we have no control over the installation, design, or manufacture of such
systems, Ford cannot assume responsibility for any adverse effects or damage that may result
if you use this equipment. When we can, we design parts that do not need to be serviced. We
want to make servicing your vehicle as easy as possible. To help you Page Motorcraft parts are
designed and built to provide the best performance in your vehicle. Using these parts for
replacement is your assurance that Ford-built quality stays in your vehicle. NOTE: Always
dispose of used automotive fluids in a responsible manner. Page If you must work with the
engine running, avoid wearing loose clothing or jewelry that could get caught in moving parts.
Take appropriate precautions with long hair. Do not work on a vehicle in an enclosed space with
the engine running, unless you are sure you have enough ventilation. Opening the Hood 1.
Inside the vehicle, pull the hood release located under the lower left corner of the instrument
panel. Page Filling The Fuel Tank Cleaning the Engine A clean engine is more efficient because
a buildup of grease and dirt acts as an insulator, keeping the engine warmer than usual.
Extreme care must be used if a power washer is used to clean the engine. The high pressure
fluid could penetrate sealed parts and assemblies causing damage or malfunctions. Put the
nozzle all the way inside the fuel filler pipe before pumping the fuel. NOTE: If you spill any fuel

on the body of your vehicle, clean it off immediately. The fuel may dull or soften the paint if you
do not wash it off. Page Octane recommendations Your engine is designed to use fuel with an
octane rating of In most cases it is not necessary to use a fuel with an octane rating higher than
At service stations, the octane rating is displayed in a label on the pumps. Using a fuel with a
lower octane rating can cause persistent and heavy knocking, which can damage the engine.
Page Reformulated gasoline is also required in certain areas of the U. These fuels are designed
to further reduce emissions from your vehicle. Generally, you should not experience difficulties
operating your vehicle on fuels containing oxygenates. We encourage you to use these fuels.
Page Calculating Fuel Economy Gasoline and gasoline blends may contain small amounts of
carcinogens, such as benzene. Long-term exposure to unleaded gasoline vapors has caused
cancer in laboratory animals. After at least tankfuls, fill the fuel tank and record the final
odometer reading. Page 5. Wipe the dipstick clean and put it back into position, making sure it
is fully seated. Engine oil dipstick â€” 4. Carefully, pull the dipstick out again. Page It may be
necessary to add some oil between oil changes. Protect your skin by washing with soap and
water. Page The engine coolant recovery reservoir â€” 3. Page Checking Hoses Inspect all
engine and heater system hoses and hose connections for deterioration, leaks, and loose hose
clamps as specified in the Maintenance Schedule and Record booklet. Repair or replace with
Motorcraft hoses or equivalent as necessary. Leave the engine coolant in all year. Make sure
that the coolant will not freeze at the temperature level in which you drive during winter months.
Page Engine Coolant Drain and Flush Proper procedures for a complete coolant drain and flush
of the cooling system can be found in the Car Service Manual. Page Start and idle engine until
the radiator upper hose is warm this indicates the thermostat is open and coolant is flowing
through the entire system. Immediately shut off engine. Reinstall the pressure cap to the fully
installed position. Start and idle the engine until the radiator upper hose is warm this indicates
the thermostat is open and coolant is flowing through the entire system. Page If the battery
needs water quite often, have the charging system checked for a possible malfunction. Help Us
Protect Our Environment Ford Motor Company strongly recommends that used lead-acid
batteries be returned to an authorized recycling facility for disposal. Use specially formulated
windshield washer fluid rather than plain water, because specially formulated washer fluids
contain additives that dissolve road grime. Page Drive at safe speeds. If you do not take these
precautions, your tires may fail or go flat. Ford Motor Company recommends obeying posted
speed limits. Use an accurate tire pressure gauge. Check the tire pressure when tires are cold,
after the vehicle has been parked for at least one hour or has been driven less than 3 miles 5
km. Page Rotating the tires Replacing the Tires Replace any tires that show wear bands.
Department of Transportation â€” Tire quality grades: The U. Department of Transportation
requires Ford to give you the following information about tire grades exactly as the government
has written it. Page Treadwear The treadwear grade is a comparative rating based on the wear
rate of the tire when tested under controlled conditions on a specified government test course.
Page represent higher levels of performance on the laboratory test wheel than the minimum
required by law. Warning: The temperature grade for this tire is established for a tire that is
properly inflated and not overloaded. Excessive speed, underinflation, or excessive loading,
either separately or in combination, can cause heat buildup and possible tire failure. Page
Automatic Transmission Fluid Put the chains on tightly with the ends held down securely. Verify
that no chain touches any wiring, brake lines, or fuel lines. Drive slowly. If you can hear the
chains rub or bang against your vehicle, stop the vehicle and tighten the chains. Page NOTE: If
the vehicle has been operated for an extended period at high speeds or in city traffic during hot
weather, or pulling a trailer, the vehicle should be turned off for about 30 minutes to allow the
fluid to cool before checking. Adding Automatic Transmission Fluid Before adding any fluid, be
sure that the correct type will be used. Page Brake Fluid Manual Transmission Fluid The fluid
level and quality should not deteriorate under normal driving conditions. However, it is
suggested that you have the fluid level checked occasionally. If fluid is required, see Lubricant
Specifications in the Index. The Clutch The clutch on your vehicle is operated by a cable that
adjusts itself with a little help from you. Page If the fluid is low, carefully clean and remove the
cap from the reservoir. Page Power Steering Fluid The brake fluid reservoir â€” 4. While the
engine idles, turn the steering wheel back and forth several times. Make sure that the cap
assembly is installed at this time. Turn the engine off. Check the fluid level on the dipstick
which is highlighted in yellow in your vehicle. If the power steering fluid is low, do not drive
your vehicle for a long period of time before adding fluid. This can damage the power steering
pump. Only add brake fluid to the brake master cylinder reservoir. Only add power steering fluid
to the power steering reservoir. NOTE: If the power steering fluid is low, do not drive your
vehicle for a long period of time before adding fluid. Page The following charts tell you which
fuses or circuit breakers protect the wiring for each electrical part of your vehicle. If a fuse

blows or a circuit breaker opens a circuit, all the parts of your vehicle that use that circuit will
not work. Once you have determined which fuses or circuit breakers to check, follow the
procedures under Checking and replacing fuses or Checking and Page The instrument panel
fuse panel Page These, like fuses, open when the circuit load exceeds their amperage rating.
High current fuses may be purchased from your Ford or Lincoln-Mercury dealer. The high
current fuse panel is located in the engine compartment on the left-hand fender apron. Ford
recommends that high current fuses be replaced by a qualified technician. The high current
fuse panel location Page The high current fuse panel Page The high current fuses and relays
Page Checking and Replacing Fuses If you need to check a fuse, follow these steps: 1. Find the
fuse panel cover below and to left of the steering column, in the instrument panel. Squeeze the
two backing tabs and pull to remove the cover. Using a fuse with a higher amperage rating can
cause severe wire damage and could start a fire. Replace the cover. Even after you replace a
fuse, it will continue to blow if you do not find what caused the overload. Page Since the circuit
breaker for the headlamps is mounted in the headlamp switch, you must replace the entire
switch to install a new circuit breaker. Lights and Bulb Replacement It is a good idea to check
the operation of the following lights frequently: headlamps tail lamps Page Headlamp Bulb The
headlamps on your vehicle use replaceable bulbs. When the lamp burns out, simply replace the
bulb, rather than the whole lamp. Grasp the bulb only by its plastic base and do not touch the
glass. Page Headlamp access covers 3. Lift the cover and find the bulb in the headlamp socket.
Remove the electrical connector from the bulb by lifting the connector clip upward while pulling
the connector rearward. Page Installing the headlamp bulb 1. You may need to turn the bulb left
or right to line up the grooves in the plastic base with the tabs in the socket. Page Using the
Right Bulbs Page Emission Control System In general, maintenance, replacement, or service of
the emissions control devices or systems in your new Ford Motor Company vehicle or engine
may be performed at your expense by any automotive repair establishment or individual using
automotive parts equivalent to Page Ford strongly recommends the use of genuine Ford
replacement parts. If other than Ford or Motorcraft parts or Ford authorized remanufactured
parts are used for maintenance replacements or for the service of components Page may be
liable if their emission control device is removed or is prevented from working. Never use a
metal exhaust collector when you service your vehicle. Do not drive your vehicle if it does not
operate properly. If steps 2 thru 9 are interrupted, repeat the preceding step. Any safe driving
mode is acceptable between steps. Always drive vehicle in safe manner according to traffic
conditions and obey all traffic laws. During the 15 minute drive cycle the following modes must
be achieved: a. Page NOTE: Rear axle lube quantities must be replaced every , miles , km or if
the axle has been submerged in water. Otherwise, the lube should not be checked or changed
unless a leak is suspected or repair required. Motorcraft Parts If a spark plug is removed for
examination, it must be reinstalled in the same cylinder. Page Lubricant Specifications Page
Vehicle Storage NOTE: Rear axle lube quantities must be replaced every , miles , km or if the
axle has been submerged in water. Vehicle Storage Maintenance Tips If you plan on storing
your vehicle for an extended period of time 60 days or more , refer Page Body Wash vehicle
thoroughly to remove dirt, grease, oil, tar or mud from exterior surfaces, rear wheel housing and
underside of front fenders. Periodically wash vehicles stored in exposed locations. Touch-up
raw or primed metal to prevent rust. Cover chrome and stainless steel parts with a thick coat of
auto wax to prevent discoloration. Page Ford Gas Stabilizer should be added whenever actual
or expected storage periods exceed 60 days. Follow the instructions on the label. The vehicle
should then be operated at idle speed to circulate the additive throughout the fuel system.
Cooling system Protect against freezing temperatures. Page Label Locations Additives, engine
oil. Page Anti-theft lug nuts and key.. Anti-theft system arming the system.. Page Battery
continued servicing Brake fluid brake warning light. Page Canada, customer assistance..
Canada, warranty information.. Capacities for refilling fluids. Page Cleaning your vehicle
continued engine compartment.. Customer Assistance Centre, Ford of Canada.. Dashboard see
Instrument panel.. Page Doors Driving under special conditions bad weather Page Entry
system, remote.. Exhaust fumes Page Ford Customer Assistance Center.. Ford Dispute
Settlement Board.. Ford Extended Service Plan.. Ford Motor Company of Canada.. Page Fuel
pump shut-off switch engine does not start.. Page Gearshift continued floor-mounted Page
Hood Page Keys key in ignition chime.. Page Lights, warning and indicator continued safety belt
Page Mirrors Page Power point electrical outlet.. Power steering dipstick Page Roadside
Emergencies Roadside assistance Roadside emergencies.. Rotating the tires Safe driving tips.
Page Seats continued adjusting the seat, manual.. Page Speedometer Page Tires continued
snow tires and chains.. Turn signal Page Warranty Information Booklet.. Washer fluid reservoir
Page Service Station Information This manual is also suitable for: Mustang. Print page 1 Print
document pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore

password. Upload from disk. Upload from URL. Honda City helped make these videos. The
video above shows how to replace blown fuses in the interior fuse box of your Ford Mustang in
addition to the fuse panel diagram location. Electrical components such as your map light,
radio, heated seats, high beams, power windows all have fuses and if they suddenly stop
working, chances are you have a fuse that has blown out. If your Mustang is experiencing
electrical problems, you should always check the fuses first, because they are relatively easy to
check and cheap to change. Some Fords have multiple interior fuse boxes including in the trunk
- the video above will show you where the interior fuse box of your Mustang is located. If your
Mustang has many options like a sunroof, navigation, heated seats, etc, the more fuses it has.
Some components may have multiple fuses, so make sure you check all of the fuses that are
linked to the component in question. If you need to replace a blown fuse in your Mustang, make
sure you replace it with one that has the same amperage as the blown fuse. If checking and
replacing the fuse for the component in question doesn't work, we recommend seeking
assistance from a trusted professional mechanic. They should be able to figure out if the
component needs to be replaced or if there is a short or some other problem with your Mustang.
Hans Angermeier has produced over , videos showing drivers how to fix things on their cars. He
has broad expertise on basic repair procedures covering the majority of cars on the road. If
your brake fluid is a little low, learn how to add some here. Ignoring a low level leads to big
problems. Car companies often use the same engines in different cars. They also slightly alter
the styling and sell the same car by two different names amongst other tricks to help offset
development costs. Our system selects the most applicable video for your car based, in part, on
these characteristics. The video displayed may not look exactly like your car, but may be
relevant enough for you to get a good idea how to do it. Getting Started - Prepare for the repair.
Share on. Full list of part and tools. Author Hans Angermeier has produced over , videos
showing drivers how to fix things on their cars. Replace reverse light. White light when you
back up - yup, they burn out and you can replace them with bright LEDs. Replace a burnt out
DRL. DRLs are on more than your headlights. They burn out faster and should be replaced
regularly. Add brake fluid. Change a tail light. The burnt out tail light: classic reason for a cop to
pull you over - change yours now. See all videos for the Ford Mustang. We have a massive and
growing video library, but we don't have everything One of the most time consuming tasks with
installing a car stereo, car radio, car speakers, car amplifier, car navigation or any mobile
electronics is identifying the correct wires for a Ford Mustang. The Modified Life staff has put
their heads together to create an invaluable resource containing car stereo wiring diagram, car
wiring diagram and radio wiring diagram. Use of the wiring information is at your own risk.
Always verify all wires, wire colors and diagrams before applying any information found here to
your Ford Mustang. Make sure your amp turn on wire is getting voltage at your factory amplifier.
This will confirm that you radio is turning on your amp. Hope this helps. Good luck. Ive got a 96
ford mustangâ€¦I bought this car about a week ago and when I did,It did not have a stereo in it.
Since then Ive been trying to hook up a JVC stereo in it,with the wiring harness.. Everything
works great,except there is NO sound coming from the speakersâ€¦We ohmed the speakers and
there is power coming from all 4 of themâ€¦Does anyone have any ideas or can tell me where to
look or what to do? Your email address will not be published. Skip to content. Leave a Comment
Cancel Reply Your email address will not be published. Follow Us. Copyright by ModifiedLife.
Quick Links. Table of Contents. Ford motor company ford mustang owner's guide pages. It is
dedication to learning what you want, determination to develop the right concept, and execution
of that concept with care, precision, and attention to detail. Page 5 This guide describes
equipment and gives specifications for equipment that was in effect when this guide was
approved for printing. Ford may discontinue models or change specifications or design without
any notice and without incurring obligation. Page 7 If you lose your Warranty Information
Booklet, you can get a new one free of charge. Contact any Ford or Lincoln-Mercury dealer, or
refer to the addresses and phone numbers on the first page of this owner guide. Page 8 The
break-in period for new brake linings lasts for miles km of city driving or 1, miles 1, km of
highway driving. Use only the type of engine oil that Ford recommends. See Engine oil
recommendations in the Index. Page 9 Ford, however, believes that continual improvement in
customer satisfaction is a high priority. For this reason, Ford has authorized its dealers to
repair, at no charge to the owner, the surfaces of new vehicles damaged by Do not use steel
wool, abrasive cleaners, fuel, or strong detergents. Clean with a tar and road oil remover if
necessary. Page Safety Restraints Safety Restraints Important Safety Belt Information The use
of safety belts helps to restrain you and your passengers in case of a collision. In most states
and in Canada the law requires their use. Safety belts provide best restraint when: the seatback
is upright the occupant is sitting upright not slouched the lap belt is snug and low on the hips
Safety belt assemblies Combination Lap and Shoulder Belts While your vehicle is in motion, the

combination lap and shoulder belt adjusts to your movement. Page 14 Fastening the front seat
combination lap and shoulder belt coupe models Fastening the front seat combination lap and
shoulder belt convertible models Page 15 Fastening the rear seat combination lap and shoulder
belt coupe and convertible NOTE: Be sure to read and understand Important Safety Belt
Information at the beginning of this chapter. See the detailed instructions under Safety Seats for
Children in this chapter. Front Passenger Lap Belt Retractor Convertible Only Your convertible
is equipped with a dual locking mode retractor on the lap belt part of the Grasp the lap portion
of the belt below the child seat label. Pull upward until all of the belt is extracted and a click is
heard. While the belt retracts, guide the tongue to its stowed position. If you do not guide the
tongue, it may strike you or part of the vehicle. Coupe only. Place the belt in the belt holder at
the top of the seatback. Page 21 Belt holder location â€” coupe only 4. Convertible only. Place
the shoulder belt in the belt holder at the top of the seatback and place the lap belt in the belt
guide at the side of the seat cushion. The retracted belt should be stored on this holder and in
the belt guide when not in use, except when a passenger is entering or leaving the rear seat
Safety Belt Extension Assembly For some people, the safety belt may be too short even when it
is fully extended. You can add about eight inches 20 cm to the belt length with a safety belt
extension assembly part number C Page Safety Belt Maintenance slide bar if equipped , child
safety seat tether bracket assemblies if equipped , and attaching hardware, should be inspected
after any collision. Ford recommends that all safety belt assemblies used in vehicles involved in
a collision be replaced. However, if the collision Page 25 The Importance of Being Properly
Seated In a collision, the air bag must inflate extremely fast to help provide additional protection
for you. In order to do this, the air bag must inflate with considerable force. If you are not seated
in a normal riding position with your back against the seatback, the air bag may not protect you
properly and could possibly hurt you as it Page 26 move the seat to the most rearward position
if possible and use the safety belts. Children weighing less than 40 lbs. Page 28 If a collision
occurs, the sensors sense the severity of the impact and activates the air bags if necessary. If
the air bag is not replaced, the unrepaired area will increase the risk of injury in a collision. Page
Safety Restraints For Children If any of these things happen, have the air bag system serviced
at your Ford or Lincoln-Mercury dealer immediately. Unless serviced, the air bag Supplemental
Restraint System may not function properly in the event of a collision. The passenger cannot
protect the child from injury in a collision. Persons not riding in a seat with a fastened seat belt
are much more likely to suffer serious injury in a collision. Ford recommends the use of a child
safety seat having a top tether strap. Install the child safety seat in a seating position which is
capable of providing a tether anchorage. Failure to follow these instructions could result in
serious injury. All child restraint systems are designed to be secured in vehicle seats by lap
belts or by the lap portion of a lap-shoulder belt. The automatic locking mode must be used
when installing a child seat in the front passenger seat. Page 35 3. Page 36 4. At this time, the
lap belt retractor is in the automatic locking mode child seat restraint mode , Figure 3. Page 37
5. Allow the belt to retract. A clicking sound will be heard as the belt retracts. This indicates the
retractor is in the automatic locking mode, Figure 4. Allowing belt to retract Page 38 6. Push
down on the child seat while you pull down on the belt to remove any slack in the belt, Figure 5.
Removing slack from the belt Page 39 7. Before placing the child in the child seat or infant
carrier, forcibly tilt the seat from side to side, and also tug it forward to make sure that the seat
is securely held in place, Figure 6. Checking that the seat is secure Page 40 8. Double check
that the retractor is in the automatic locking mode. Try to pull more belt out of the retractor, if
you cannot, the belt is in the automatic locking mode, Figure 7. Checking the retractor 9. Check
to make sure that the child seat or infant carrier is properly secured prior to each use. If you
choose to install a child safety seat or infant carrier in the front seating positions, move vehicle
seat as far back as possible. Page 42 3. See Figure 2. Be sure that the belt webbing is not
twisted. Page 43 Buckling the belt 5. Grasp the shoulder portion of the belt and pull downward
until all of the belt is extracted and a click is heard. At this time, the retractor is in the automatic
locking mode child seat restraint mode. See Figure 4. Page 44 Setting the retractor to automatic
locking mode 6. Pull up on the shoulder webbing. This indicates the retractor is in the automatic
locking mode. Push down on the child seat while you pull up on the belt to remove any slack in
the belt. Page 45 Allowing shoulder belt to retract Removing slack from belt Page 46 7. Before
placing the child in the child seat, forcibly tilt the seat from side to side, and tug it forward to
make sure that the seat is securely held in place. See Figure 7. Page 47 8. Try to pull more belt
out of the retractor. If you cannot, the belt is in the automatic locking mode. See Figure 8. Check
to make sure that the child seat is properly secured prior to each use. Page 48 To improve the fit
of lap and shoulder belts on children who have outgrown child safety seats, Ford recommends
use of a belt-positioning booster seat that is labelled as conforming to all Federal motor vehicle
safety standards. Belt-positioning booster seats raise the child and The key returns to the ON

position once the engine is started and remains in this position while the engine runs. Page 52
NOTE: If your vehicle has an automatic transmission, the gearshift lever must be in the P Park
position to remove the key from the ignition. If the key is stuck in the LOCK position, move the
steering wheel left or right until the key turns freely. Never sit in a stopped vehicle for more than
a short period of time with the engine running. Exhaust fumes are toxic. Page 54 Starting Your
Engine To start your engine: 1. Follow the steps under Preparing to Start Your Vehicle at the
beginning of this section. Turn the ignition key to the ON position. DO NOT depress the
accelerator pedal when starting your engine. Page 55 Whenever you start your vehicle, release
the key as soon as the engine starts. Excessive cranking could damage the starter. After you
start the engine, let it idle for a few seconds. Keep your foot on the brake pedal and put the
gearshift lever in gear. Page 56 To turn the heater on, simply plug it into a grounded volt outlet.
Ford recommends that you use a volt circuit that is protected by a ground fault circuit
interrupter. Page 57 For best results, plug the heater in at least three hours before you start
your vehicle. Using the heater for longer than three hours will not damage the engine, so you
can plug it in at night to start your vehicle the following morning. Page 58 If the engine is idling
while you are stopped in an open area for long periods of time, open the windows at least one
inch 2. Have all the passengers get out of the vehicle and call the local fire department or a
towing service. Page 60 5. Check under the vehicle again for leaking fuel. If you see or smell
fuel, do not start your vehicle again. If you do not see or smell fuel, you can try to start your
vehicle again. Check all vehicle warning lights before driving the vehicle. Page Warning Lights
And Gauges Warning Lights and Gauges The instrument panel dashboard on your vehicle is
divided into several different sections. The illustrations on the following pages show the major
parts of the instrument panel that are described in this chapter. Some items shown may not be
on all vehicles. Page 64 The Cluster The following warning lights and gauges are on the cluster.
All of the warning lights and gauges alert you to possible problems with your vehicle. Some of
the lights listed are optional. The following sections detail what each of these indicators means.
If it remains on for longer than five seconds, you should shut off your engine and restart. If the
anti-lock brake light stays on, this indicates that the anti-lock feature is disabled and should
receive immediate attention by a qualified service technician. Page 66 1. Park your car on level
ground, and turn off the engine and allow a few minutes for the engine oil to drain back into the
oil pan. Use the dipstick to check the oil. If the level is low, add oil, but do not overfill. See
Engine Oil Recommendations in the Index. Page 67 If there is a problem with the system, two
things may happen: the readiness light will either flash or stay lit up, or you will hear a beeping
sound. If either of these things happen, have the air bag system serviced at your Ford or
Lincoln-Mercury dealer immediately. Page 68 Low Coolant Warning Light 4. This light comes on
for a few seconds when your ignition key is turned to start, but should turn off when the engine
starts. Page 69 If the light stays on or comes on when the engine is running, have the electrical
system checked as soon as possible. Page 70 High Beam Light This light comes on when the
headlamps are turned to high beam or when you flash the lights. Page 71 The light comes on
briefly when you turn the ignition key to ON, but it should turn off when the engine starts. If the
light does not come on when you turn the ignition to ON or if it comes on and stays on when
you are driving, have your vehicle serviced as soon as possible. Page 72 Under certain
conditions, the Check Engine Warning Light may come on if the fuel cap is not properly
installed. If the Check Engine Warning Light comes on and you suspect that the fuel cap is not
properly installed, pull off the road as soon as it is safely possible and turn off the engine. Page
73 Fuel Gauge The fuel gauge The fuel gauge displays approximately how much fuel is in the
fuel tank only when the ignition switch is ON. For proper fuel gauge indication after adding fuel,
turn the ignition switch OFF while refueling the vehicle. The fuel gauge indicator may vary
slightly when the vehicle is in motion. Page 74 conditions, and under certain driving conditions
such as, heavy stop and go traffic, or driving up hills in hot weather, for the pointer to indicate
at the top of the NORMAL band. If, under any circumstances, the pointer moves above the
NORMAL band, the engine is overheating and continued operation may cause engine damage.
Page 75 Speedometer The speedometer The speedometer tells you how many miles kilometers
per hour your vehicle is moving. Odometer The odometer tells you the total number of miles
kilometers your vehicle has been driven. Trip Odometer If you want to track your mileage up to
Page 76 Tachometer The tachometer The tachometer displays the approximate engine
revolutions per minute rpm , or how fast the engine is running. The white zone shows the
highest number of engine revolutions per minute rpm at which you should drive your car.
Driving with the pointer in the red zone may cause engine damage. Page 77 Battery voltage
gauge Engine Oil Pressure Gauge This gauge indicates the engine oil pressure, not the oil level.
Page 78 If you lose engine oil pressure: 1. Pull off the road as soon as safely possible. Shut off
the engine immediately or severe engine damage could result. Page 80 The main controls for

the climate control system, clock, and radio are on the instrument panel. NOTE: Any cleaner or
polish that increases the gloss shine of the upper part of the instrument panel should be
avoided. The dull finish in this area is to help protect the driver from undesirable windshield
reflection. Page 81 The knobs that control the optional heating and air conditioning system The
heating system in the optional heating and air conditioning system operates the same as the
heater only system. See The Heater Only System. The Heater Only System You can heat the
inside of your vehicle, defrost the windshield, or use the vents by adjusting the three knobs in
the center of the instrument panel With the engine running, push the defrost button. After
approximately 10 minutes, the defroster will turn off. If the window is still not clear, turn the
defroster on again. The defroster will turn off when the ignition key is turned to the OFF
position. Turn on your headlamps at dusk. Failure to do so may result in a collision. Turning On
the Exterior Lights To turn on the headlamps, parking lamps, side markers, and tail lamps, use
the control knob that is to the left of the steering wheel. Page Steering Column Controls When
you turn on the headlamps, the parking lamps, tail lamps, and side markers automatically turn
on. But you can turn on the parking lamps, tail lamps, and side markers without turning on the
headlamps. For more information about how the high beams work, refer to the Steering Column
Controls chapter. Page 87 Lighting Up the Interior and Instrument Panel With the headlamp
knob in the parking lamps or headlamps position, you can brighten or dim the lights on the
instrument panel. To do this, rotate the headlamp knob clockwise to dim the lights or
counterclockwise to brighten the lights. Page 88 Turning on the Map and Reading Lamps Your
vehicle has two map lamps for the passenger and the driver. To turn on the map lamps, push
the switch next to each lamp. Map lamp convertible only Front seat map and dome lamps coupe
only The dual beam map lamps are located on each side of the dome lamp. Do not use paper
towel or any abrasive cleaner to clean the Page Steering Column Controls Steering Column
Controls The controls on the steering column and wheel are designed to give you easy access
to the controls while you are driving. Page Windshield Wipers And Washer If the turn signal
stays on after you turn, move the lever back to the center off position. For lane changes, move
the lever far enough to signal but not to latch. The lever will return to the off position when you
release it. High Beams To turn on the high beams, turn the headlamp control knob to the
headlamp ON position and Page 92 HI, LO, or the interval setting selected. If the washer does
not work, check the washer fluid level and fill it if it is low. See the Servicing Your Mustang
chapter. If there is enough fluid, consult your nearest Ford or Lincoln-Mercury dealer. Page 93
Do not try to clean the windshield when the washer fluid container is empty or activate the
washers at any time for more than 15 seconds continuously. This could damage the washer
pump system. Page 94 The control switch for the hazard flashers Horn To sound the horn, push
the center pad area of the steering wheel. The horn on the steering wheel The lever to tilt the
steering wheel To change the position of the steering wheel, pull the release lever on the
column toward you. Tip the steering wheel to the desired position. Release the lever to lock the
steering wheel in place. Page 97 temporary resumption of manual speed control while
ascending steep grades in order to maintain the selected speed. The speed control switches on
the steering wheel To set the speed control: 1. Press and release the ON switch. Page 98 If you
drive up or down a steep hill, your vehicle may momentarily slow down or speed up, even
though the speed control is on. This is normal. NOTE: If your speed increases above your set
speed while driving in D Drive on a downhill grade, you may want to depress the Transmission
Control Switch located on the shift lever to When you take your foot off the accelerator, the
vehicle will return to the set speed. Page Depress the accelerator pedal. Page Features Features
Your vehicle has a variety of features designed for your comfort, convenience and safety. Read
this chapter to find out about standard and optional features. Doors Anti-theft front door lock
knobs Anti-theft lock knobs are designed to prevent unlocking the door by pulling up on the
lock knob. When an unauthorized entry occurs, the system triggers and will: flash the
headlamps, parking lamps, and alarm indicator lamp honk the horn disable the starting circuit
to prevent the Page 4. Close all doors. The alarm indicator light will then remain on steadily for
approximately 30 seconds and then go out. When the light goes out, the system is armed.
NOTE: Be sure to close all doors completely. If not, the alarm indicator light will remain on.
Page Triggering the alarm system The armed system will be triggered if: any door is opened
without disarming the system first see previous paragraphs the trunk lock cylinder is removed
NOTE: You can open the trunk with your key without setting off the alarm. Page Additional
spare keys, maximum of 14, can be purchased either through your dealership or selected
retailers. Be sure to purchase only coded keys with a Ford or Mercury logo on it to ensure
proper functionality. If both supplied keys are lost or stolen, the vehicle must be brought to the
dealership for re-initialization. Page Theft Indicator The indicator provides system proveout and
operating status. The system will illuminate the indicator for two 2 seconds then go out to

acknowledge normal operating conditions. Page Remote Entry System Remote Entry System If
equipped If your vehicle has the remote entry system, you can lock and unlock the vehicle
doors and open the trunk without using a key. The remote also has a personal alarm feature.
The buttons for the system are located on the hand held transmitter s that came with your
vehicle. If you would like a signal that the doors are being locked, press the LOCK button again
within five seconds. The doors will lock again, the horn will beep and the low beam headlamps
and tail lamps will flash. Page included that should last for several years of normal use. If you
notice a significant decrease in operating range, the batteries should be replaced. Replacement
batteries can be purchased at most pharmacies, watch stores or at your Ford or
Lincoln-Mercury dealer. Page NOTE: The operating range of the remote entry system can also
be affected by weather conditions such as very cold temperatures or structures around the
vehicle buildings, other vehicles, radio and TV towers, etc. Typical operating range will allow
you to be up to 33 feet 10 meters away from your vehicle. To restore control to the individual
windows, press the switch again. Page Seats Head Restraints If you use them properly, head
restraints will help protect your head and neck in a collision. A head restraint helps protect you
best if you position it behind your head and not behind your neck. Standard head restraints You
can adjust the head restraints for your comfort and protection. Page The four-way head restraint
Adjusting Manual Seats In the front seats, you can move the whole seat forward or backward or
tilt the back of the seat forward or backward. To move the seats forward or backward: 1. Find
the adjustment lever at the lower left corner of the front seat. Page The front seat adjustment
lever To recline the front manual seats: 1. On the side of the seat, find the handle for the
recliner. Lift the handle up and hold it in place. Lean against the back of the seat and adjust it to
the position you want. Page Seatback Recline Front seatback release levers It is necessary to
use the seatback release when folding the back of the front seat forward for rear seat passenger
entry or exit. This release handle is located on the lower outboard back of the seat. Page Using
the Power Seat If equipped If your vehicle has a driver side power seat, you can adjust it in
several directions. To deflate push the - side of the switch. Using the Lateral Support
Handwheel driver only To increase lateral support rotate the handwheel To enter the rear seat:
1. Remove seat belt from seat belt guide on top of front seat. Page Convertible models Entering
the rear seat convertible To enter the rear seat: 1. Remove the shoulder belt from the seat belt
guide on top of front seat. Remove the lap belt from the seat belt guide on side of seat. Page
Folding Rear Seat Coupe only To fold down the rear seats, gently pull on the release straps.
NOTE: It may be necessary to apply slight hand pressure to top of seatback while pulling on
release strap. Rear seat release straps To raise the rear seatback: 1. Page Cleaning the Seats
Leather and vinyl For routine cleaning, wipe the surface with a soft, damp cloth. For more
thorough cleaning, wipe the surface with a leather and vinyl cleaner or a mild soap. Fabric
Remove dust and loose dirt with a whisk broom or a vacuum cleaner. Page Rearview Mirror and
Lamp Assembly convertible only This rearview mirror contains two lamps which function as
courtesy lamps when the doors are open. These lamps also function as map lamps when the
doors are closed and the rocker switch is activated. The rearview mirror with lamps Do not
clean the housing or glass of any mirror with harsh abrasives, fuel or other petroleum-based
cleaning products. This mirror gives you a wider view of the lanes on your right and behind you.
Page Console Your vehicle has a full console. The full console has the features shown in the
illustration below. The features on the full console Page Power Point Electrical Outlet The power
point outlet is located on the console to the right of the shift lever. This outlet should be used in
place of the cigarette lighter for optional electrical accessories. NOTE: Do not plug optional
electrical accessories into the cigarette lighter. Page Storage Compartments Storage
Compartments Your vehicle may have several small storage compartments: a glove
compartment that locks. Page Using the Remote Control for the Trunk If equipped You can use
the remote control inside your glove compartment to unlock and open the trunk. If equipped,
you can also use your remote entry system to open the trunk. Page 2. Check the convertible top
stowage compartment behind the rear seat to be sure it is empty and ready to receive the top.
Unclamp the top from the windshield header at both the right and left sides by pulling each
clamp rearward until the hook in the windshield header is free. Page Convertible top switch
Installation of the Boot To install the boot: 1. Insert boot tongue into groove located on rear
seat. Push boot forward until rear attachment engages under molding. Push forward flap of boot
until both clips engage under trim panel edge. Repeat on other side of car. Tuck side
attachments under molding. Push and pull front of boot to ensure tongue is engaged into
groove. Page 6. Do not raise the top while the vehicle is moving because the top may be
severely damaged. To raise the convertible top: 1. Bring the vehicle to a complete stop. Engage
the parking brake. Page 9. Raise the front and rear side windows. Convertible Top and Padded
Molding Care To avoid damage to the vinyl top and moldings, use only an approved Ford

cleaner, or equivalent. Do not use stiff bristle brushes or abrasive material or cleaners. The
positive location floor mat hook Press it again to turn it off. Page Setting the Station Memory
Preset buttons Your radio is equipped with 6 station memory buttons. Follow the easy steps
below to set these buttons to the desired frequencies: 1. Page Speaker features and operation
Adjusting speaker balance Balance control allows you to adjust the sound distribution between
the right and left speakers. Page How to locate a desired track on the tape NOTE: The tape track
or side number indicated in the display does not necessarily correspond to the tape track or
side number on the cassette label. It is used only to indicate when the tape mechanism reverses
tracks. Page In order to keep your cassette tape player performing the way it was meant to, read
and follow these simple precautions: Using a Ford Cassette Cleaning Cartridge to clean the tape
player head after hours of play will help maintain the best playback sound and proper tape
operation. Always handle the disc by its edge. Never touch the playing surface. Page Mini Disc
format. Because of this, a new disc that is free of dust and scratches could be defective and
may not play on your Ford Mini Disc Player. If play does not begin after the CD button is
pushed: The radio is not on. Handle the disc by its edge only. Be sure to read and follow all of
the care Page NOTE: Once a disc is inserted, the disc opening is secured to prevent the
accidental insertion of a second disc. While either side of the button is pressed, the disc goes
forward or backward at two different speeds depending on how long the button is held down.
Page Special Features of Your CD Player Compression The compression feature will bring soft
and loud passages closer together for a more consistent listening level. Page CD format.
Because of this, a new disc that is free of dust and scratches could be defective and may not
play on your Ford Compact Disc Player. Page If play does not begin after the CD button is
pushed: The radio is not on. The unit is in the stop mode. Moisture may have condensed on the
lenses within the unit. If this occurs, remove the disc and wait approximately an hour until the
moisture evaporates. Auto Memory Load sets all memory buttons in AM, FM1 and FM2
sequentially by seeking out the first six strong stations for the respective band and storing
them in memory Page After all stations have been filled, the radio will begin playing the station
stored on memory button 1. Page Adjusting speaker fader Fade control allows you to adjust the
sound distribution between the front and rear speakers. Page How to locate a desired track on
the tape There are four ways to quickly locate a desired selection on the tape. Following are
brief descriptions of each. Page Common Radio Reception Conditions Several conditions
prevent FM reception from being completely clear and noise-free, such as the following: 1. The
listenable range of an average FM signal is approximately 25 miles 40 kilometers. This feature
automatically switches a weak stereo signal to a clearer monaural signal, which improves the
quality of reception. Several sources of static are normal conditions on AM frequencies. Page
Ask your dealer for a copy of this limited warranty. Service At Ford Electronics, we stand behind
our audio systems with a comprehensive service and repair program. If anything should go
wrong with your Ford audio system, return to your dealer for service. Page Driving Your
Mustang Procedures for driving your vehicle will vary depending on which type of transmission
your vehicle has. Page 3. Move the gearshift lever out of P Park. Your vehicle is equipped with a
Brake Shift Interlock safety feature. This feature prevents the gearshift from being moved from
the P Park position until the brake pedal is depressed. This feature is active when the ignition is
in the ON position. Page The positions of the console-mounted gearshift Once the gearshift is
secure in the desired position, release the brake pedal and use the accelerator as necessary. R
Reverse With the gearshift in the R Reverse position, the vehicle will move backward. You
should always come to a complete stop before shifting into or out of R Reverse. The
Transmission Control Indicator Light is located on the instrument panel. You can put the
gearshift lever in any of the several positions. Page However, Overdrive also shifts into a fourth
gear â€”an overdrive gear â€” when your vehicle cruises at an appropriate consistent speed for
any length of time. This fourth gear will increase your fuel economy when you travel at cruising
speeds. When to use D Overdrive â€” You can tell a console-mounted gearshift is securely
latched in P Park if the lever is adjacent to the P Park and you cannot move it without pushing in
the thumb button. Page Shifting the Gears The gearshift can be in one of seven possible
positions, as shown below. The positions of the floor-mounted gearshift Always push the clutch
pedal all the way in when you shift. You should upshift according to the speeds given in the
chart in this section. Backing up To shift into R Reverse : 1. Page Upshifting Most of the time,
you should upshift at the following speeds: Shift Speeds for 3. Page Downshifting When you
slow down or climb a steep hill, always downshift before the engine starts to lose power.
Downshifting reduces the chance of stalling and gives your vehicle better acceleration to
increase speed again. When you drive down steep hills, downshifting helps you keep a safe
speed and helps prevent unnecessary wear on the brakes. Page Steering Your Vehicle Extended
use of other than matching size tires on a Traction-Lok rear axle could result in a permanent

reduction in effectiveness. This loss of effectiveness does not affect normal driving and should
not be noticeable to the driver. Page wheels to continue to roll while you are slowing down,
which lets you steer properly. On vehicles without anti-lock brakes, extreme braking can make
the wheels lock and slide, possibly decreasing your control of the steering. However, if mobile
radio transmitting equipment is installed in your Turn the key to LOCK whenever you leave your
vehicle. Always set the parking brake fully and make sure that the gearshift is securely latched
in P Park automatic transmission or in 1 First manual transmission. Page Driving Under Special
Conditions Tips for Safe Driving As with any new vehicle, yours may drive and handle
differently from your previous vehicle. Use care until you become accustomed to its various
features and driving characteristics. Operate your vehicle within reasonable limits. Sudden
acceleration, deceleration, turning, or combinations of these maneuvers can cause a vehicle to
behave differently than anticipated. You could lose control of your vehicle and could injure
someone. Page Driving With a Heavy Load There are limits to the amount of weight your vehicle
can carry or tow. Page luggage and any other items that you put in your vehicle the tongue load
of the loaded trailer the weight of any equipment that has been added to your vehicle since it
was delivered to your dealer If you do not know the actual weights of these items, use the
following procedure to figure the weight of a load: 1. Page Trailer Towing Trailer Towing Your
vehicle does not come from the factory fully equipped to tow. Because towing a trailer puts
extra strain on your vehicle, you must follow certain precautions for your safety and the good of
your Page If you are not certain that you are using the right equipment in the proper manner,
see your Ford or Lincoln-Mercury dealer. The bumper is not designed to bear the load. They
help protect your trailer if the hitch breaks. Be sure to follow their instructions carefully. If your
vehicle is equipped with the optional trailer tow package, the proper lamp wiring and equipment
has been installed at the factory. Page If your vehicle has a manual transmission and you are
towing a trailer, you should select gear positions which will avoid jerking or excessive engine
speed. If this happens, you may be able to jump-start your vehicle with a booster battery. Page
acid, have him or her drink lots of milk or water first, then Milk of Magnesia, a beaten egg, or
vegetable oil. Call a doctor immediately. To avoid damaging your vehicle or your battery, and to
avoid injury to yourself, follow these directions for preparing your vehicle to jump-start and
connecting the jumper cables in the order they are given. Page Connecting the jumper cables 1.
Most jumper cables have a red cable and a black cable. Page The 3. Page The 4. Page
Jump-Starting 1. Make sure that the jumper cables are not in the way of moving engine parts,
then start the booster vehicle. Run the engine at a moderate speed. Let the discharged battery
charge for a few minutes and then start the disabled vehicle. It may take a couple of tries before
the vehicle starts. Changing a Tire If you get a flat tire while you are driving, do not apply the
brake heavily. Page The spare tire location To remove the spare tire: 1. Remove the optional
cargo net and storage bag. Remove the spare tire cover. Unscrew the wing-nut holding down
the spare tire. Lift out the spare tire, jack, and lug wrench. Preparing to Change the Tire 1. Page
When one of the back wheels is off the ground, the transmission alone will not prevent the
vehicle from moving or slipping off the jack, even if the vehicle is in P Park or 1 First. To prevent
the vehicle from moving when you change a tire, be sure the parking brake is set, then block the
wheel both directions that is diagonally opposite other side and end of the Page Removing and
Replacing the Tire 1. Find the jack notch next to the door of the tire that you are changing. Put
the jack in the jack notch and turn the handle of the jack clockwise until the wheel is completely
off the ground. Turn the jack handle clockwise until the wheel clears the ground. Remove the
wheel lug nuts. Replace the flat tire with the spare tire, making sure that the air valve stem is
facing outward. Remove the jack and fully tighten the lug nuts in the order shown in the
following illustration. As soon as possible, have your dealer or a qualified service technician
check the lug nuts for proper torque specifications. The lug nuts on the wheel 7. Page not to the
dealer to get a replacement key. Ford Motor Company has not developed or approved a T-hook
sling-type procedure. Use wheel lift or flatbed equipment. If your vehicle is to be towed from the
rear Page When calling for a tow truck, tell the operator what kind of vehicle you have. A towing
manual is available from Ford Motor Company for all authorized tow truck operators. Have your
tow truck driver refer to this manual for the proper hook-up and towing procedures for your
vehicle. Page Customer Assistance Customer Assistance Roadside Assistance Ford Motor
Company has set up a hour, seven-day-a-week hotline with trained operators who put you in
touch with the help you need if you experience a problem with your vehicle. This complimentary
service is provided to you throughout your warranty period of 3 years or 36, miles 60, km ,
whichever comes first. Page If you are away from home when your vehicle needs to be serviced,
or if you need more help than the dealer gave you, contact the Ford Customer Assistance
Center to find an authorized dealership that may be able to help. Page If you live in Canada and
have any questions or concerns that the dealership cannot answer, contact the Customer

Assistance Centre. Please have the following information available when contacting Ford
Customer Assistance: your telephone number both business and home the name of the dealer
and the city where the The Board reviews unresolved warranty performance complaints on
Ford, Mercury and Lincoln cars and Ford and Mercury Light Trucks under warranty that have
not been resolved by a dealer or Ford Motor Company. The Board does not review issues
involving Page How Does the Board Work? The Board has four members: three consumer
representatives a Ford or Lincoln-Mercury dealer Consumer candidates for Board membership
are recruited and trained by an independent consulting firm. Dealers are chosen because of
their business leadership qualities. Page The decisions of the Board are binding on the dealer
and Ford, but customers may have other options available to them under state or federal law.
The decisions of the Board, however, may be Page Board address. At the same time, your
dealer and Ford Motor Company representative are asked to submit statements. To review your
case properly, the Board needs If NHTSA receives similar complaints, it may open an
investigation, and if it finds that a safety defect exists in a group of vehicles, it may order a
recall and remedy campaign. Page Use of leaded fuel in your vehicle without a proper
conversion may damage the effectiveness of your emissions control system and may cause
engine knocking or serious engine damage. Ford Motor Company is not responsible for any
damage that is caused by use of improper fuel. Page If your vehicle must be serviced while you
are traveling or living in Central or South America, the Caribbean, or the Middle East, contact
the nearest Ford dealership. If the dealership cannot help you, write to: If you are in other
foreign countries, contact the nearest Ford dealership. Page Accessories Ford Accessories for
Your Vehicle Ford has many fine products available from your dealer to clean your vehicle and
protect its finishes. For best results, use the following, or products of equivalent quality: A wide
selection of accessories is available through your local authorized dealer. Page Safety, Comfort,
and Convenience Follow all manufacturers recommendations including vehicle speed, rack
loads and tie down procedures. NOTE: When adding accessories, equipment, passengers, and
luggage to your vehicle, do not exceed the total weight capacity of the vehicle or of the front
NOTE: Because we have no control over the installation, design, or manufacture of such
systems, Ford cannot assume responsibility for any adverse effects or damage that may result
if you use this equipment. When we can, we design parts that do not need to be serviced. We
want to make servicing your vehicle as easy as possible. To help you Page Motorcraft parts are
designed and built to provide the best performance in your vehicle. Using these parts for
replacement is your assurance that Ford-built quality stays in your vehicle. NOTE: Always
dispose of used automotive fluids in a responsible manner. Page If you must work with the
engine running, avoid wearing loose clothing or jewelry that could get caught in moving parts.
Take appropriate precautions with long hair. Do not work on a vehicle in an enclosed space with
the engine running, unless you are sure you have enough ventilation. Opening the Hood 1.
Inside the vehicle, pull the hood release located under the lower left corner of the instrument
panel. Page Filling The Fuel Tank Cleaning the Engine A clean engine is more efficient because
a buildup of grease and dirt acts as an insulator, keeping the engine warmer than usual.
Extreme care must be used if a power washer is used to clean the engine. The high pressure
fluid could penetrate sealed parts and assemblies causing damage or malfunctions. Put the
nozzle all the way inside the fuel filler pipe before pumping the fuel. NOTE: If you spill any fuel
on the body of your vehicle, clean it off immediately. The fuel may dull or soften the paint if you
do not wash it off. Page Octane recommendations Your engine is designed to use fuel with an
octane rating of In most cases it is not necessary to use a fuel with an octane rating higher than
At service stations, the octane rating is displayed in a label on the pumps. Using a fuel with a
lower octane rating can cause persistent and heavy knocking, which can damage the engine.
Page Reformulated gasoline is also required in certain areas of the U. These fuels are designed
to further reduce emissions from your vehicle. Generally, you should not experience difficulties
operating your vehicle on fuels containing oxygenates. We encourage you to use these fuels.
Page Calculating Fuel Economy Gasoline and gasoline blends may contain small amounts of
carcinogens, such as benzene. Long-term exposure to unleaded gasoline vapors has caused
cancer in laboratory animals. After at least tankfuls, fill the fuel tank and record the final
odometer reading. Page 5. Wipe the dipstick clean and put it back into position, making sure it
is fully seated. Engine oil dipstick â€” 4. Carefully, pull the dipstick out again. Page It may be
necessary to add some oil between oil changes. Protect your skin by washing with soap and
water. Page The engine coolant recovery reservoir â€” 3. Page Checking Hoses Inspect all
engine and heater system hoses and hose connections for deterioration, leaks, and loose hose
clamps as specified in the Maintenance Schedule and Record booklet. Repair or replace with
Motorcraft hoses or equivalent as necessary. Leave the engine coolant in all year. Make sure
that the coolant will not freeze at the temperature level in which you drive during winter months.

Page Engine Coolant Drain and Flush Proper procedures for a complete coolant drain and flush
of the cooling system can be found in the Car Service Manual. Page Start and idle engine until
the radiator upper hose is warm this indicates the thermostat is open and coolant is flowing
through the entire system. Immediately shut off engine. Reinstall the pressure cap to the fully
installed position. Start and idle the engine until the radiator upper hose is warm this indicates
the thermostat is open and coolant is flowing through the entire system. Page If the battery
needs water quite often, have the charging system checked for a possible malfunction. Help Us
Protect Our Environment Ford Motor Company strongly recommends that used lead-acid
batteries be returned to an authorized recycling facility for disposal. Use specially formulated
windshield washer fluid rather than plain water, because specially formulated washer fluids
contain additives that dissolve road grime. Page Drive at safe speeds. If you do not take these
precautions, your tires may fail or go flat. Ford Motor Company recommends obeying posted
speed limits. Use an accurate tire pressure gauge. Check the tire pressure when tires are cold,
after the vehicle has been parked for at least one hour or has been driven less than 3 miles 5
km. Page Rotating the tires Replacing the Tires Replace any tires that show wear bands.
Department of Transportation â€” Tire quality grades: The U. Department of Transportation
requires Ford to give you the following information about tire grades exactly as the government
has written it. Page Treadwear The treadwear grade is a comparative rating based on the wear
rate of the tire when tested under controlled conditions on a specified government test course.
Page represent higher levels of performance on the laboratory test wheel than the minimum
required by law. Warning: The temperature grade for this tire is established for a tire that is
properly inflated and not overloaded. Excessive speed, underinflation, or excessive loading,
either separately or in combination, can cause heat buildup and possible tire failure. Page
Automatic Transmission Fluid Put the chains on tightly with the ends held down securely. Verify
that no chain touches any wiring, brake lines, or fuel lines. Drive slowly. If you can hear the
chains rub or bang against your vehicle, stop the vehicle and tighten the chains. Page NOTE: If
the vehicle has been operated for an extended period at high speeds or in city traffic during hot
weather, or pulling a trailer, the vehicle should be turned off for about 30 minutes to allow the
fluid to cool before checking. Adding Automatic Transmission Fluid Before adding any fluid, be
sure that the correct type will be used. Page Brake Fluid Manual Transmission Fluid The fluid
level and quality should not deteriorate under normal driving conditions. However, it is
suggested that you have the fluid level checked occasionally. If fluid is required, see Lubricant
Specifications in the Index. The Clutch The clutch on your vehicle is operated by a cable that
adjusts itself with a little help from you. Page If the fluid is low, carefully clean and remove the
cap from the reservoir. Page Power Steering Fluid The brake fluid reservoir â€” 4. While the
engine idles, turn the steering wheel back and forth several times. Make sure that the cap
assembly is installed at this time. Turn the engine off. Check the fluid level on the dipstick
which is highlighted in yellow in your vehicle. If the power steering fluid is low, do not drive
your vehicle for a long period of time before adding fluid. This can damage the power steering
pump. Only add brake fluid to the brake master cylinder reservoir. Only add power steering fluid
to the power steering reservoir. NOTE: If the power steering fluid is low, do not drive your
vehicle for a long period of time before adding fluid. Page The following charts tell you which
fuses or circuit breakers protect the wiring for each electrical part of your vehicle. If a fuse
blows or a circuit breaker opens a circuit, all the parts of your vehicle that use that circuit will
not work. Once you have determined which fuses or circuit breakers to check, follow the
procedures under Checking and replacing fuses or Checking and Page The instrument panel
fuse panel Page These, like fuses, open when the circuit load exceeds their amperage rating.
High current fuses may be purchased from your Ford or Lincoln-Mercury dealer. The high
current fuse panel is located in the engine compartment on the left-hand fender apron. Ford
recommends that high current fuses be replaced by a qualified technician. The high current
fuse panel location Page The high current fuse panel Page The high current fuses and relays
Page Checking and Replacing Fuses If you need to check a fuse, follow these steps: 1. Find the
fuse panel cover below and to left of the steering column, in the instrument panel. Squeeze the
two backing tabs and pull to remove the cover. Using a fuse with a higher amperage rating can
cause severe wire damage and could start a fire. Replace the cover. Even after you replace a
fuse, it will continue to blow if you do not find what caused the overload. Page Since the circuit
breaker for the headlamps is mounted in the headlamp switch, you must replace the entire
switch to install a new circuit breaker. Lights and Bulb Replacement It is a good idea to check
the operation of the following lights frequently: headlamps tail lamps Page Headlamp Bulb The
headlamps on your vehicle use replaceable bulbs. When the lamp burns out, simply replace the
bulb, rather than the whole lamp. Grasp the bulb only by its plastic base and do not touch the
glass. Page Headlamp access covers 3. Lift the cover and find the bulb in the headlamp socket.

Remove the electrical connector from the bulb by lifting the connector clip upward while pulling
the connector rearward. Page Installing the headlamp bulb 1. You may need to turn the bulb left
or right to line up the grooves in the plastic base with the tabs in the socket. Page Using the
Right Bulbs Page Emission Control System In general, maintenance, replacement, or service of
the emissions control devices or systems in your new Ford Motor Company vehicle or engine
may be performed at your expense by any automotive repair establishment or individual using
automotive parts equivalent to Page Ford strongly recommends the use of genuine Ford
replacement parts. If other than Ford or Motorcraft parts or Ford authorized remanufactured
parts are used for maintenance replacements or for the service of components Page may be
liable if their emission control device is removed or is prevented from working. Never use a
metal exhaust collector when you service your vehicle. Do not drive your vehicle if it does not
operate properly. If steps 2 thru 9 are interrupted, repeat the preceding step. Any safe driving
mode is acceptable between steps. Always drive vehicle in safe manner according to traffic
conditions and obey all traffic laws. During the 15 minute drive cycle the following modes must
be achieved: a. Page NOTE: Rear axle lube quantities must be replaced every , miles , km or if
the axle has been submerged in water. Otherwise, the lube should not be checked or changed
unless a leak is suspected or repair required. Motorcraft Parts If a spark plug is removed for
examination, it must be reinstalled in the same cylinder. Page Lubricant Specifications Page
Vehicle Storage NOTE: Rear axle lube quantities must be replaced every , miles , km or if the
axle has been submerged in water. Vehicle Storage Maintenance Tips If you plan on storing
your vehicle for an extended period of time 60 days or more , refer Page Body Wash vehicle
thoroughly to remove dirt, grease, oil, tar or mud from exterior surfaces, rear wheel housing and
underside of front fenders. Periodically wash vehicles stored in exposed locations. Touch-up
raw or primed metal to prevent rust. Cover chrome and stainless steel parts with a thick coat of
auto wax to prevent discoloration. Page Ford Gas Stabilizer should be added whenever actual
or expected storage periods exceed 60 days. Follow the instructions on the label. The vehicle
should then be operated at idle speed to circulate the additive throughout the fuel system.
Cooling system Protect against freezing temperatures. Page Label Locations Additives, engine
oil. Page Anti-theft lug nuts and key.. Anti-theft system arming the system.. Page Battery
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Canada, warranty information.. Capacities for refilling fluids. Page Cleaning your vehicle
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