1999 ford contour fuel pump relay location

Asked by Wiki User. The Ford Contour fuel pump relay switch is located on the frame near the
gas tank. The relay switch is rectangular shaped and should be labeled. I Ford. Where is the oil
filter located in a Ford Contour. The cooling fan relay for a Contour should be in the fuse box
under the hood. It is close to the battery, and the lid should show the location of the relay. It is
in the fuse panel under the hood. It is located in the main fuse box which is in the engine
compartment. On a Ford Contour : In the Power Distribution Box which is " live " located in the
engine compartment Relay " R8 " is the electric fuel pump relay. The starter relay is located in
the power disposition box that is found under the dash on the driver's side of the Ford Contour.
This is not actually a switch, but a type of fuse. On a Ford Windstar : relay is the fuel pump relay
In the Power Distribution Box which is " live " located in the front of your engine compartment ,
near the battery. In a Ford Contour : Relay R3 is located in the Power Distribution Box which is "
live " located in the engine compartment Relay R3 is a blue color relay and is the air
conditioning wide open throttle cut out relay. According to the Ford Taurus Owner Guide : The
fuel pump relay is located in the power distribution box which is " live " and is located in the
front of the engine compartment , near the battery The fuel pump relay is relay Yes, it shouldn't
be a problem. It is located on the floor on the driver's side, between the door and seat. On a
Ford Contour , 2. On a Ford Explorer : In the Power Distribution Box which is " live " located in
the engine compartment near the brake fluid reservoir the 6 relay is the starter relay. Ask
Question. Ford Contour. See Answer. Top Answer. Wiki User Answered Anonymous Answered
Related Questions. Where is the oil filter located in a Ford Contour? Where is the cooling fan
Relay located on a Ford Contour? Where is the fuel pump relay located on a Ford Contour?
Where is the relay or fuse for the fuel pump on a ford contour? Where is the fuel pump relay for
a ford contour? Where is fuel pump relay on the Ford Contour? Where is the oil filter on a Ford
Contour? Where is starter relay switch on 98 ford contour? Where is the air conditioner relay
located on a Ford Ranger? Where is the fuel pump relay located on a Ford Windstar? Where is
the flasher relay located on a 98 ford escort zx2? Rely r3 is a ford conture? What is fuse number
for fuel pump on ford contour? Where are the marks located for a cams and crankshaft? How do
you change thermostat in a Ford Contour? Where is fuel pump relay located on 98 ford contour
gl? Where is fuel pump relay Ford Taurus? Is Ford Contour alternator interchangeable with Ford
Contour? Where are oxygen sensors located on a ford contour? Where is the electric fan relay
located in a Ford Contour? Where is the trunk release on Ford Contour? Where is bank 2
located on Ford Contour? Asked By Wiki User. How many feet are in seven minutes? What is
the difference between margin and margin? Is Stanley tucci Jewish? What letter in the Alphabet
is always waiting in order? Is making glass from sand a chemical change? What is black and
white and blue all over? Hottest Questions How did chickenpox get its name? When did organ
music become associated with baseball? Asked By Curt Eichmann. How can you cut an onion
without crying? Asked By Leland Grant. Why don't libraries smell like bookstores? Asked By
Veronica Wilkinson. How long will the footprints on the moon last? Asked By Daija Kreiger. Do
animals name each other? Asked By Danika Abbott. Who is the longest reigning WWE
Champion of all time? Asked By Consuelo Hauck. What was the first TV dinner? Asked By
Roslyn Walter. Previously Viewed Where is the fuel pump relay located for ford contour?
Unanswered Questions Is Daniel Winston of dancing on ice married? How will you prepare
laboratory procedure to verify the validity of the hypothesis example? What values can we get
in the folk dance tiklos? How did Jose rizals parents raise their children? What online sites
don't ask for cvv? What religion is Wilmer Valderrama? Moral lesson of tale of pilandok story?
What are the advantages and disadvantages of on premise catering? All Rights Reserved. The
material on this site can not be reproduced, distributed, transmitted, cached or otherwise used,
except with prior written permission of Multiply. How must would it cost to replace a fuel pump
in a 99 Ford Contour? I live in Derry NH Do you. I don't know about your part of the country? I
charge bucks for diagnostics. If I run into something I don't expect, it will cost more. Different
shops charge different labor rates and parts are extra. Was this answer. There are some
aftermarket pumps made that may save you a little money but remember, you get what you pay
for, I have seen many issues arise after using aftermarket pumps vs OEM. The flat rate labor
time is 2. For example. You should also replace the fuel filter at the same time. Thank you all
very much. Car came without a manual and we have been trying to locate the fuel pump. Does
someone know where it is? Pull up the rear seat and remove large rubber grommet. You can
access pump but it will not fit through the hole. I took a pair of visegrips and bent outside edge
back to remove strainer and pump. You can bend them back down when you are done. Not real
professional but it will work. Thank you very much for your reply. Now we need to figure out
how to get the rear seat out. Lol Was this answer. The best I can remember is pulling up pretty.
Try 1 person on each side and jerk upward. Got it Was this answer. Electrical problem Ford
Contour 4 cyl Automatic i replace my fuel pump few days ago because the gauge didn't read

how much gas was in the tank. Gauge still doesn't work properly, but I think I did something
wrong. A day after replacing the pump, my battery died completely. Bought brand new battery,
same problem: keeps dying when plugged in. When I unplug the battery, it still has juice. I
assume that something is draining the battery and I wonder if the fuel pump is staying on or is it
the relay. The alternator is fine as well. I haven't checked the regulator on the alternator. Before
replacing the pump, the car was fine. Now, not so much. That's is the only thing that was
touched and messed with. Please tell me what is draining my battery. Wow we got the fuel pump
out but the fuel lines connects disintegrated. Will the ford parts dealer be able to order for us
new fuel lines and do you need anything special to attach those? Please any info we need that
you know would be a huge help. We will be going in tomorrow morning for the pump. Thanks
again, you guys are awesome! Hello and thanks for donating When you turn the car off can you
still hear the fuel pump humming in the tank? Also, when disconnecting and connecting back
the battery, listen for a relay to click. If it does click then it must be stuck and needs replaced.
Hi, what tore up fuel lines on pump or lines that disconnect from pump? If they are lines on
pump they come with new pump module. If the lines going to pump tore up you will have to
replace them from dealer. Most fuel lines either have a clip that holds them in place or a tool
from autozone that slips in behind line to disengage. Use caution when working around fuel
tank the vapors are rising and spreading out and a spark would cause an explosion. Disconnect
battery and disconnect power plug at pump. Clean surface well and use a light coating of heavy
grease on rubber o-ring to seal new pump module with tank ring. After you install new pump
turn key on but do not try to start for 10 seconds to pump up pressure. Any other questions
reply and I will try to help. I never head the pump before and I don't hear a clicking noise when
plugging the battery back in. Okay, your fuel pump could be wired up wrong then, are you
certain all connections were put back where they should be when replacing the pump? Also test
the fuel pump relay Was this answer. I recently bought this car from a private owner. I bought
the car knowing that the alternator was bad. I bought the alternator but haven't had a chance to
put it on yet due to the labor required. I drove the car around a little and it died on me. I charged
the battery thinking that was the problem and it still would not start. It tries to turn over, but will
not start. The first time I had this problem, I changed the fuse to the fuel pump and it started up
just fine. Two days later the car died and had the same problem. No fuel pressure in the line.
This time the fuse is not blown so I have no idea what to do. I changed the fuse again anyway
and it still will not start. I also checked the power to the fuel pump and it is getting power. I think
it is the fuel pump but my father insists that the problem is something else. Can anyone give me
advice on what to do? Did you check the actual voltage reading on both side of pump
connector. If you have good voltage and ground at the pump and no pump action, I suspect the
pump. Did you try banging on the bottom of the tank, to see if pump will take off running? I only
checked it with a test stick with the lightbulb to see if it was getting power period. And the
alternator itself isn't bad I don't think, it's just the volage regulator which is inside the alternator
Was this answer. I would also have the battery checked out just to make sure. How did you
check for fuel pressure? Do you have any kind of readings for the fuel pressure? Can you get a
voltage measurement at the pump? Does you car turn over? If it does, does it seem to turn over
slower then normal? Anymore infomation would be a great help Was this answer. I have a 99
Ford Contour that apparently has to have the fuel pump repaired. Is it worth it to go ahead and
have it fixed or should I just scrap the car? A bit of background I also just got a new clutch, and
when I bought it 6 months ago the previous owners had put in a new starter, battery, tires, and
brakes. Why would you scrap a '99 car over a fuel pump? Is the rest of the car that bad? Please
login or register to post a reply. Sponsored links. Ask a Car Question. It's Free! Quick Links.
See also: Workshop Manual. Before driving. Controls and features. Seating and safety
restraints. Roadside emergencies. Maintenance and care. Capacities and specifications.
Customer assistance. Reporting safety defects U. Ford motor company ford f owner's guide 14
pages. Ford motor company ford escort owner's guide pages. Automobile Ford F Owner's
Manual Ford motor company ford f owner's guide pages. Ford motor company ford explorer
owner's guide pages. Ford motor company ford ranger owner's guide pages. Ford motor
company mark viii owner's guide pages. Read the following section on Warnings for a full
explanation. Indicates that vehicle information related to recycling and other environmental
concerns will follow. We must all play our part in protecting the environment. Correct vehicle
usage and the authorized disposal of waste cleaning and lubrication materials are significant
steps toward this Ford may change the contents without notice and without incurring
obligation. However, the page references given still apply. The individual warning and indicator
lights are described on the following pages. Turn signal Flashes when the left or right turn
signal or hazard lights are activated. Page 7 Charging system Briefly illuminates when the
ignition is turned on and the engine is off. The light also illuminates when the battery is not

charging properly and the vehicle may require electrical system service. Safety belt Illuminates
when the ignition is switched on as a reminder to fasten the safety belts. It may flash on and off
while driving to indicate the system is operating. Page 9 If the light stays on for more than three
3 seconds after the ignition is turned to the ON position or stays on continuously while you are
driving, have the traction control system checked by a qualified technician as soon as possible.
This OBD II system protects the environment by ensuring that your vehicle continues to meet
government Page 11 Instrumentation The check engine indicator light illuminates when the
ignition is first turned to the ON position to check the bulb. The light may illuminate without a
driveability concern being noted. After three drive cycles without these or any other temporary
malfunctions present, the check engine light should turn off. Page 13 Low fuel Illuminates when
the fuel tank has approximately eight liters two gallons remaining. The lamp will also illuminate
when the ignition key is turned to ON and the engine is off. Air bag readiness Briefly illuminates
when the ignition is turned on. If the light fails to illuminate, continues to flash, or remains on,
have the system serviced immediately. Illuminates after releasing the parking brake to indicate
low brake fluid level. Illumination while driving may indicate that one of the braking circuits has
failed. The second braking circuit will remain intact. Page 15 Have the system checked by your
dealer or qualified technician before continuing your journey. Anti-lock brake system ABS if
equipped Momentarily illuminates when the ignition is turned on and the engine is off. If the
light stays on or continues to flash, the ABS needs to be serviced. The light also illuminates
when engine oil pressure has been lost. Refer to the Maintenance and care chapter to check the
engine oil level as soon as possible. Page 17 Instrumentation Testing the warning and indicator
lights and chimes Turn the ignition key to the on position without starting the engine. If it enters
the red section, the engine is overheating. Switch off the ignition and determine the source of
the problem. Page 19 Tachometer if equipped Indicates the engine speed in revolutions per
minute rpm. Speedometer Indicates the current vehicle speed. Odometer Registers the total
mileage of the vehicle. Trip odometer The trip odometer can register the mileage of individual
journeys. To reset, depress the button. Fuel gauge The fuel gauge displays the approximate
level of usable fuel left Turn one position clockwise: Parking lamps, instrument panel lamps,
license plate lamps, and tail lamps on. Turn two positions clockwise: Headlamps on. Page 21
Foglamp control if equipped Pull out the control while the headlamps are on to turn the
foglamps on. Push in the control to deactivate the foglamps. The ignition must be in the on
position to operate the rear window defroster. The defroster turns off automatically after 10
minutes or when the ignition is turned to the Page 23 Controls and features Panel dimmer
control Adjust the control to vary the intensity of the panel lighting. Operates only when the
exterior lights are switched on. To switch on the interior lamp, rotate the control completely to
the left. Power mirrors if equipped The control can be swivelled and turned. In modes where the
systems do not function similarly, the different functions are noted. Temperature control knob
Controls the temperature of the airflow inside the vehicle. On heater-only systems, the air
cannot be cooled below the outside temperature. It can be used to clear ice or fog from the
windshield. Page 27 Manual heating and air conditioning system if equipped Fan speed control
Controls the volume of air circulated in the vehicle. Mode selector control Controls the direction
of the airflow to the inside of the vehicle. However, the air will not be cooled below the outside
temperature because the air conditioning does not operate in this mode. For added customer
comfort, when the temperature control knob is anywhere in between the full hot These objects
can block airflow and reduce your ability to see through your windshield. Also, avoid placing
small objects on top of your instrument panel. Page 33 Controls and features Electronic stereo
radio with cassette Electronic stereo radio Page 36 Controls and features Power control Press
the control to turn the audio system on or off. Volume control Press the control to raise or lower
volume. Hold the control to move through the frequencies quickly. Seek function The seek
function control works in radio or tape mode. Page 39 Controls and features Scan function The
scan function works in radio and CD mode if equipped. Scan function with electronic stereo
cassette radio Press the SCAN control to hear a brief sampling of all listenable stations on the
frequency band. Press the control again to stop the scan mode. Page 40 Controls and features
Setting memory preset stations 1. Select a station. Refer to Tune adjust or Seek function for
more information on selecting a station. Press and hold a memory preset control until the
sound returns, indicating the station is held in memory on the control you Page 41 Controls and
features 2. When the first six strong stations are filled, the station stored in memory preset
control 1 will start playing. If there are less than six strong stations available on the frequency
band, the remaining memory preset controls will all store the last strong station available. Page
43 Controls and features Speaker fade adjust Speaker sound distribution can be adjusted
between the front and rear speakers. On the single CD audio system, the clock can be set with
the radio power on or off. Play will continue once the beginning of the tape is reached or rewind

is stopped. Once the end of the tape is reached, tape direction reverses and the opposite side of
the tape plays. If a disc is ejected from the CD player but is not removed within approximately
10 seconds, the player will automatically reload the disc for storage unless the disc is
automatically ejected because it was inserted upside down, in which case the disc will not be
Page 48 Controls and features Troubleshooting the CD Player The laser beam used in the
compact disc player is harmful to the eyes. Do not attempt to disassemble the case. Never
touch the playing surface. Static can be caused on AM stations by power lines, electric fences,
traffic lights and thunderstorms. Ignition off, steering wheel locked. On vehicles with automatic
transaxles, the ignition key can return to this position only if the gearshift lever is in P Park. The
accessory position. Steering unlocked, radio operational. Secure the wheel by releasing the
lever thereby allowing the lever to return to the lock position. Never adjust the steering wheel
while the vehicle is moving. Page 54 Controls and features Hazard flasher control Use only in an
emergency to warn traffic of vehicle breakdown or approaching danger. Depress to activate.
Depress again to switch off. The hazard lights can be operated when the ignition is off. Horn
Press the pad. Right turn signal Move the lever up. Left turn signal Move the lever down. Page
56 Controls and features Windshield wipers and washer Wipers Lift the windshield wiper lever
to the desired speed interval. Once the speed control is switched off, the previously
programmed set speed will be erased. If you drive up or down a steep hill, your vehicle speed
may vary Coast momentarily slower or faster than Each press will increase the set speed by 1.
Disengaging the speed control will not erase the previously programmed set speed. Sunroof if
equipped The electric sunroof can be operated only when the ignition is switched on. To open
and close the sunroof Press the rear part of the control on the rocker switch in the roof Press
the appropriate control to operate the power windows at each door position. Page 63 Safety
switch Move the switch to the left to prevent passengers from operating the windows. Move the
switch to the right to allow passengers to operate the windows. Rear door childproof safety
locks When the lever in the rear door lock is pushed inwards, the door can be opened only from
the outside of the vehicle. Remote luggage compartment control Pull the control located on the
left of the driver seat to open the luggage compartment. Page 65 Controls and features Fuel
pump shut-off switch For information on the fuel pump shut-off switch, refer to Fuel pump
shut-off switch in the Roadside emergencies chapter. Positive retention floor mat Position the
floor mat in the footwell. Place the mat eyelet over the pointed end of the retention post from the
rear and rotate forward to install. The remote also has a personal alarm feature. The remote
entry feature only operates with the ignition in the off position. The horn will sound and the
headlamps and tail lamps will flash for approximately 2 minutes and 45 seconds. Page 68
Controls and features To replace the batteries: 1. Twist a thin coin between the two halves of
the transmitter. Do not take the front part of the transmitter apart. Remove the old batteries. It is
an additional theft protection feature that prevents the engine from being started unless a coded
key is used. This system is only available with 2. Page 70 Controls and features Functional
check When the ignition is switched on, the control light will illuminate for approximately three
seconds to indicate that the system is operating correctly. If the control light flashes rapidly for
approximately one minute and then repeatedly at irregular intervals, the system did not
recognize the key code. Page 71 Controls and features Spare key programming A maximum of 8
keys in all can be coded with any two coded keys. Page 73 Seating and safety restraints
Adjusting the power seats if equipped Move the relevant control in the respective direction to
adjust the seat as follows: Seat 1 Forward and backward 2 Height of the entire seat 3 Height of
the front of the seat 4 Height of the rear of the seat Lumbar support Pull the lever to adjust
lumbar Page 74 Seating and safety restraints Folding rear seats if equipped Pull the release
knob located in the luggage compartment. Fold down the seat. The seat back cannot be
released while the built-in child seat if equipped is open. If you are carrying objects that might
damage the center rear three-point safety belt, you can unbuckle the end of the belt from In
most states and Canada, the law requires the use of safety belts. Front and rear seat occupants
including pregnant women, should wear safety belts for optimum Page 76 Seating and safety
restraints Using safety restraints properly Combination lap and shoulder belt Insert the tongue
into the slot in the buckle to fasten. Push the red release button and remove the tongue from the
slot to unfasten. The passenger safety restraints in the vehicle are combination lap and
shoulder belts. Page 77 Seating and safety restraints Vehicle sensitive emergency locking mode
The vehicle sensitive mode is the normal retractor mode which locks the belts in response to
vehicle movement. Page 78 Seating and safety restraints Using automatic locking mode The
automatic locking mode must be used when installing a child safety seat in any passenger seat.
Buckle the combination lap and shoulder belt. Grasp the shoulder belt portion and pull
downward until the entire belt is extracted. Page 79 Front seat safety belt height adjustment
Position the shoulder belt height adjuster so that the belt rests across the middle of your

shoulder. Be sure the shoulder belt is properly positioned on your shoulder each time you use
the belt. If the shoulder belt is off your shoulder, on your upper arm or neck, there is a greater
risk of severe injury in Page 81 Seating and safety restraints Conditions of operation If the
driver safety belt is not buckled before the ignition key is turned to on, the safety belt indicator
illuminates for minutes and the warning chime sounds for seconds. If the driver safety belt is
buckled while the indicator light is illuminated and the reminder chime is sounding, the safety
belt Check the security of the anchorage points and the locking action of the inertia reels by
giving each belt a sharp tug. Belts subjected to strain, as in the result of an accident, should be
replaced and the anchorages checked by your dealer or a See your Ford or Lincoln-Mercury
dealer. Children and air bags For additional important safety information, read all information on
safety restraints in this guide. The fact that the air bags did not inflate in a collision does not
mean that something is wrong with the system. Page 86 Seating and safety restraints Several
air bag system components get hot after inflation. Do not touch them after inflation. If the air
bag is inflated, the air bag will not function again and must be replaced immediately. If the air
bag is not replaced, the unrepaired area will increase the risk of injury in a collision. Page 87
Determining if the system is operational The SRS uses a readiness light in the instrument
cluster or a secondary warning light to indicate the condition of the system. Refer to the Air bag
readiness section in the Instrumentation chapter. Routine maintenance of the air bag is not
required. Page 88 Seating and safety restraints Disposal of air bags and air bag equipped
vehicles For disposal of air bags or air bag equipped vehicles, see your local dealership or a
qualified technician. Whenever possible, put children in one of the rear seats in your vehicle.
Accident statistics indicate that children are safer when properly restrained in the rear seats
than in the front seats. Page 90 Seating and safety restraints Important child restraint
precautions You are required by law to use safety restraints for children in the U. If small
children ride in your vehicle generally children who are 4 years old or younger and who weigh
18 kg [40 lb] or less , you must put them in safety seats made especially for children. Page 91
Seating and safety restraints Children and safety belts Children who are too large for child
safety seats as specified by the child safety seat manufacturer should always wear safety belts.
Follow all the important safety restraints and air bag precautions that apply to adult passengers
in your vehicle. Page 92 Seating and safety restraints To improve the fit of lap and shoulder
belts on children who have outgrown child safety seats, Ford recommends use of a beltpositioning booster seat that is labelled as conforming to all federal motor vehicle safety
standards. Page 93 Built-in child seats Built-in child safety seat if equipped The rear seat may
include a built-in child seat. This child seat conforms to all federal and local motor vehicle
safety standards. Read the labels located on the child seat cushion and shoulder belt for
information on the built-in child seat. Page 94 Seating and safety restraints Child seat interlock
safety feature The interlock ensures that a child is not placed in the integrated child seat when
the folding seatback is not securely latched. It prevents the seatback from being unlatched
while the child seat is in use. Never use the built-in child seat as a booster cushion with the
adult safety belts. Page 96 Seating and safety restraints 3. Read all the information and
warnings on the child seat cushion and shoulder safety belt. Make sure the child is not too large
for the child seat. If connected, squeeze the tabs on the top and bottom of the chest clip and
pull the halves apart to open the chest clip. Page 97 6. Insert the other tongue. The color green
must appear in the indicator window on each tongue when buckled. Page 98 If the child seat
was in use during a collision, Ford recommends replacing it. Built-in child restraints not in use
during a collision should be inspected and replaced if either damage or improper operation is
noted. Page 99 Ford recommends the use of a child safety seat having a top tether strap. Install
the child safety seat in a seating position which is capable of providing a tether anchorage.
Page Seating and safety restraints Installing child safety seats in combination lap and shoulder
belt seat positions 1. Position the child safety seat in a seat with a combination lap and
shoulder belt. When using forward-facing child seats move the passenger seat as far back from
the instrument panel as possible. Page Seating and safety restraints 4. Insert the belt tongue
into the proper buckle for that seating position until you hear and feel the latch engage. Make
sure the tongue is latched securely by pulling on it. To put the retractor in the automatic locking
mode, grasp the shoulder portion of the belt and pull downward until all of the belt Page Seating
and safety restraints 8. Allow the safety belt to retract to remove any slack in the belt. Before
placing the child in the seat, forcibly tilt the seat forward and back to make sure the seat is
securely held in place. Page Tether anchor hardware Tether anchor hardware kits part number
D74 , including instructions, may be obtained at no charge from any Ford or Lincoln- Mercury
dealer. All vehicles built for sale in Canada include a tether anchor hardware kit. Seating and
safety restraints When the engine starts, the idle rpm runs faster to warm the engine. If the
engine idle speed does not slow down automatically, have the vehicle checked by your dealer

or a qualified service technician. Page Do not start your vehicle in a closed garage or in other
enclosed areas. Exhaust fumes can be toxic. Always open the garage door before you start the
engine. See Guarding against exhaust fumes in this chapter for more instructions. Page Starting
Improve vehicle ventilation by keeping all air inlet vents clear of snow, leaves, and other debris.
Guarding against exhaust fumes Although odorless and colorless, carbon monoxide is present
in exhaust fumes. Take precautions to avoid its dangerous effects. If you ever smell exhaust
fumes of any kind inside your vehicle, have your dealer inspect and fix your vehicle This system
meets all Canadian Interference- Causing Equipment standard requirements regulating the
impulse electrical field strength of radio noise. When starting a fuel-injected engine, avoid
pressing the accelerator pedal before or during starting. Page 3. Turn the key to the on position
without turning the key to start. Make sure the following lights illuminate briefly. If a light fails to
illuminate, have the vehicle serviced by your dealer or a qualified service technician. Turn the
key to the start position 4 without pressing the accelerator pedal and release as soon as the
engine starts. The key will return to the on 3 position. If the engine does not start within five
seconds, wait ten seconds and try again. Anti-lock braking system ABS if equipped The ABS
operates by detecting the onset of wheel lock-up during brake applications and compensating
for this tendency. The wheels are prevented from locking even when the brakes are firmly
applied, helping to ensure that the vehicle can be steered and In vehicles with manual
transaxles, you must also depress the clutch pedal. The anti-lock braking system will be
activated immediately, allowing you to retain full steering control of your vehicle and, providing
there is sufficient space, will enable you to avoid obstacles. Page Driving Parking brake To
engage the parking brake: Pull the handle upward. To release the parking brake: 1. Press and
hold the release button. Push handle downward to the off position. Always set the parking brake
fully and make sure that the gearshift is securely latched in P Park automatic transaxle or in 1
first manual transaxle. The control will toggle this function on and off, but the feature defaults to
on after each cycle of the ignition key. The traction control system controls excessive wheel
spin by automatically applying and releasing the brakes in conjunction with engine torque
reductions. Page Driving Switching off traction control If you become stuck in snow or on a
slippery road surface, try switching off the traction control system by pressing the switch. Page
Driving Speed sensitive power steering if equipped The steering system is speed sensitive. This
means that the steering effort is light for parking and heavier for highway driving. However, if
you have to swerve around an object or another vehicle, your vehicle will have full power assist.
Refer to Fuses and relays in the Roadside emergencies chapter. Page The console-mounted
gearshift will lock when you turn the key to the lock position. When the gearshift is in any
position except P Park , the ignition key cannot be turned to lock or removed from the steering
column. To remove the key, the gearshift lever must be in P Park. Your vehicle will roll freely,
even on the slightest incline, unless the parking brake or brakes are on. The transaxle control
switch TCS is located on the gearshift handle. Activate by pressing the transaxle control switch
TCS located on the gearshift handle. When your vehicle is in 2 Second , it automatically starts
off in second gear. Page Driving Manual transaxle if equipped Vehicles equipped with a manual
transaxle have a starter interlock that prevents cranking the engine unless the clutch pedal is
fully depressed. Using the clutch When starting a vehicle with a manual transaxle: 1. Hold down
the brake pedal. Page Driving Recommended shift speeds 2. Page Parking 1. Apply the brake
and the clutch and shift into neutral. Engage the parking brake. Shift into 1 First or R Reverse.
Turn the ignition off. Do not park your vehicle in Neutral, it may move unexpectedly and injure
someone. Page Driving 4. Push the gearshift lever completely to the right, pull up the ring on
the stalk of the gearshift lever, and then pull rearward on the gearshift lever to engage the R
Reverse gear. If the R Reverse gear is engaged, slowly release the clutch pedal from the floor.
Page It is extremly dangerous to ride in a cargo area, inside or outside of a vehicle. In a
collision, people riding in these areas are more likely to be seriously injured or killed. Do not
allow people to ride in any area of your vehicle that is not equipped with seats and safety belts.
Page kg 1 lb trailer. Your vehicle does not come from the factory fully equipped to tow. Refer to
Preparing to tow in this chapter. Refer to Driving while towing a trailer in this chapter. For load
specification terms found on the label, refer to Loading your vehicle in this chapter. Remember
to figure in the tongue load of your loaded vehicle when figuring the total weight. Tie down the
load so that it does not shift and change weight on the hitch. Page Driving Using trailer brakes
Use electric brakes or manual, automatic or surge type hydraulic brakes that meet federal and
local regulations. Page Roadside emergencies If you see or smell fuel, do not reset the switch
or try to start your vehicle. Have all the passengers get out of the vehicle and call the local fire
department or a towing service. If your engine cranks but does not start after a collision or
substantial jolt: 1. Blown fuses are identified by a broken wire. Check the appropriate fuses
before replacing any electrical components. Always replace a fuse with one that has the

specified amperage rating. Page Roadside emergencies Power distribution box To check or
replace a fuse or a relay, remove the cover of the fuse box in the engine compartment by
releasing the latch 1 and lifting A blown fuse can be identified by a break in the wire. Page A
blown fuse can be identified by a break in the wire. All fuses are a push fit. Five reserve fuses
with different current ratings are attached to the inside cover of the power distribution box in
case of emergency fuse replacement. Passenger compartment fuse panel below instrument
panel Relay Circuit switched Page Standard fuse amperage ratings and colors Fuse rating 3
amp 7. Ensure that the vehicle is on firm, level ground. Secure your vehicle further by blocking
the wheels. Activate the hazard lights. Page Roadside emergencies Tire changing procedure
Removing a tire 1. Apply the parking brake and 1 first gear manual transaxle or the P Park
position automatic transaxle. Activate the hazard flashers. The driver and all passengers must
leave the vehicle. Page Roadside emergencies Replacing a tire 1. Push the spare tire onto the
wheel studs. Screw on the wheel nuts, ensuring the tapered end of the wheel nuts are facing the
wheel, and secure in a clockwise direction. Lower the vehicle and remove the jack by turning
the handle counterclockwise. An explosion could result in injury or vehicle damage. Do not
push start your vehicle. You could damage the catalytic converter. Batteries contain sulfuric
acid which burns skin, eyes, and clothing if contacted. Page Roadside emergencies 3. Park the
booster vehicle close to the hood of the disabled vehicle, making sure the two vehicles do not
touch. Set the parking brake on both vehicles and stay clear of the engine cooling fan and other
moving parts. Page Roadside emergencies 2. Connect the negative - cable to the negative terminal of the assisting battery. Page Do not connect the end of the second cable to the
negative - terminal of the battery to be jumped. A spark may cause an explosion of the gases
that surround the battery. Page Roadside emergencies 5. Be sure that the cables are clear of fan
blades, belts and other moving parts of both engines. Jump starting 1. Start the engine of the
booster vehicle and run the engine at a moderately increased speed. Do not tow with slingbelt
equipment. Ford Motor Company has not developed or approved a T-hook or slingbelt towing
procedure. Page Maintenance And Care If your vehicle requires professional service, your Ford
dealership can provide necessary parts and service. Page Precautions when servicing your
vehicle Be especially careful when inspecting or servicing your vehicle. The cooling fan is
automatic and may come on at any time. Page Maintenance and care Working with engine off
automatic transaxle 1. Set the parking brake fully and ensure the gearshift is securely latched in
P Park. Turn off the engine and remove the key. Block the wheels to prevent the vehicle from
moving unexpectedly. Page Working with engine on automatic transaxle 1. Do not start your
engine with the air cleaner removed and do not remove it while the engine is running. Page 2.
Maintenance and care Automatic Brake fluid transaxle reservoir dipstick if equipped Engine oil
Page Maintenance and care 2. Automatic Brake fluid transaxle reservoir dipstick if equipped
Engine oil Page Do not use supplemental engine oil additives, oil treatments or engine
treatments. They are unnecessary and could, under certain conditions, lead to engine damage
which is not covered by Ford Warranty. Checking the engine oil Check the engine oil each time
you fuel your vehicle. Page Maintenance and care 6. If the oil level is below the minimum line,
add engine oil as necessary. If the oil level is beyond the maximum line, engine damage or high
oil consumption may occur and some oil must be removed from the engine by a service
technician. Page Refer to the maintenance guide and or service guide for additional information.
It is recommended you use the appropriate Motorcraft oil filter or another brand meeting Ford
specifications for your engine application. Always dispose of used automotive fluids in a
responsible manner. If you use brake fluid that is not Page Engine coolant maintenance
Checking and adding engine coolant Check the level of the coolant in the reservoir at least once
a month. Be sure to read and understand Precautions when servicing your vehicle in this
chapter. If the engine coolant has not been checked for a long period of time, the engine coolant
reservoir may eventually empty. Page Ford recommends Ford Premium Cooling System Fluid,
which is an optimized formula that will protect all metals and rubber elastomers used in Ford
engines for four years or 80 km 50 miles. It is neither necessary nor recommended to use
supplemental coolant additives in your gasoline- powered vehicle. Page Recycled engine
coolant Ford Motor Company recommends that Ford and Lincoln-Mercury dealers use recycled
engine coolant produced by Ford-approved processes. Not all coolant recycling processes
produce coolant which meets Ford specifications ESE- M97BA, and use of such coolant may
harm engine and cooling system components. Page Maintenance and care Adding engine
coolant 1. Before removing the engine coolant recovery cap, turn the engine off and allow it to
cool. When the engine is cool, turn and remove the cap. Never remove the coolant recovery cap
while the engine is running or hot. Refer to the chart on the coolant container to ensure the
coolant concentration in your vehicle is such that the coolant will not freeze at the temperature
level in Page Maintenance and care Automatic transaxle fluid Follow the scheduled service

intervals outlined in the maintenance guide and or service guide. Before adding any fluid, make
sure the correct type is used. If the vehicle has been operated for an extended period at high
speeds, in the city during hot weather or Remove the dipstick and inspect the fluid level. The
fluid level should be in the crosshatched area on the dipstick. If necessary, add fluid in. Page
Maintenance and care If you see any corrosion on the battery cables or terminals, remove the
cables from the terminal s and clean with a wire brush. You can neutralize the acid with a
solution of baking soda and water. Reinstall the cables when you are done cleaning them, and
apply a small quantity of grease to the top of Page Maintenance and care Applying too much
pressure on the ends when lifting a battery could cause acid to spill. Lift the battery with a
carrier or with your hands on the opposite corners. Batteries normally produce explosive gases
which can cause personal injury. Page Traces of grease, silicone and fuel prevent wiper blades
from functioning properly. We recommend Ford cleaning solutions or equivalent to clean wiper
blades. Change the wiper blades on your vehicle at least once a year. Remove the plastic caps
from the screws on the grille. Remove the screws. Open the hood. Pull off the rubber
weatherstrip at the back of the engine compartment. Remove the screws that hold the grille,
separate the two halves and remove the grille. Department of Transportation â€” Tire quality
grades: The U. Department of Transportation requires Ford to give you the following
information about tire grades exactly as the government has written it. Page Treadwear The
treadwear grade is a comparative rating based on the wear rate of the tire when tested under
controlled conditions on a specified government test course. Page Checking tire pressure
Check the tire pressure periodically after the vehicle has been parked for at least one hour or
has been driven less than 5 km 3 miles. Inflate the tires as necessary. To check the tire
pressure, insert the tire pressure gauge into the valve. Page Maintenance and care Replacing
tires Replace tires when the wear band is visible through the tire treads. When replacing full
size tires, never mix radial, bias- belted, or bias-type tires. Use only the tire sizes that are listed
on the tire pressure decal. Page Dispose of worn tires in accordance with local environmental
regulations. Refer to the Safety Compliance Certification label to determine the specific size tire
and wheel Ford Motor Company recommends for use on this vehicle. When purchasing
replacement tires for your vehicle, consult your Page However, in some climates, using snow
tires and chains may be necessary. Ford offers snow chains as a Ford approved accessory and
recommends use of these or their equivalents on approved tires. If you hear the chains rub or
bang against the vehicle, stop and retighten them. If this does not work, remove the chains to
prevent vehicle damage. Investigate the laws and regulations in your area before installing
chains. The pressure in an overfilled tank may cause leakage and lead to fuel spray and fire. If
you do not use the proper fuel cap, the pressure in the fuel tank can damage the fuel system or
cause it to work improperly in a collision. The use of leaded fuel is prohibited by law and could
damage your vehicle. The damage may not be covered by your warranty. Your vehicle was not
designed to use fuel containing manganese- based additives such as MMT. Page If the
condition persists, see your dealer or qualified service technician. The American Automobile
Manufacturers Association AAMA issued a gasoline specification to provide information on
high quality fuels that optimize the performance of your vehicle. Fill the tank completely and
record the initial odometer reading. Each time you fill the tank, record the amount of fuel added
in litres or gallons. Page If other than Ford, Motorcraft, or Ford authorized parts are used for
maintenance replacements or for service of components affecting emissions control, such
non-Ford Page Do not park, idle or drive your vehicle in dry grass or other dry ground cover.
The emission system heats up the engine compartment and exhaust system, which can start a
fire. Watch for fluid leaks, strange odors, smoke, loss of oil pressure, engine overheating,
illumination of the charging system warning light or the check engine warning light. Page
Maintenance and care Do not make any unauthorized changes to your vehicle or engine. By law,
vehicle owners and anyone who manufactures, repairs, services, sells, leases, trades vehicles,
or supervises a fleet of vehicles are not permitted to intentionally remove an emission control
device or prevent it from working. Grasp the bulb only by its plastic base and do not touch the
glass. The oil from your hand could cause the bulb to break the next time the headlamps are
operated. Page Maintenance and care Reinstalling the headlamp assembly The gasket lining
must be seated properly around the lamp assembly when reinstalling. All bulb connectors must
be correctly connected. Install in the reverse order. Headlamps â€” low beam Disconnect the
electrical connector and replace the bulb. Pull the bulb out and replace it. Foglamps if equipped
1. Turn the bulb counterclockwise and pull it out of the light assembly. Remove the electrical
connector. Fit the new bulb in reverse order do not touch the glass part of the bulb. Disconnect
the electrical connector. Turn the socket counterclockwise and pull it out. Turn the bulb
counterclockwise and pull it out. To install, fit the new bulb in reverse order. Backup lamps The
backup lamps are located in the trunk lid. Page Maintenance and care High-mounted brake lamp

Enter the rear seat compartment. Remove the high mounted stop lamp assembly. Remove the
red bulb cover. Remove inoperative stop lamp bulb. To install, fit the new bulb in reverse
sequence. On vehicles equipped with a rear spoiler, the high-mounted brake lamp is included in
the spoiler. Page Maintenance and care Interior lamps with reading lamps if equipped Remove
the clip located on lens to access the center bulb. To replace the reading lamp bulbs, remove
the two retaining screws to access the back of the lamp. Then, unclip the bulb covers and
replace the bulb. Page Maintenance and care You will need one 7 mm box wrench, open end
wrench or T Torx drive. Adjusting the horizontal aim 1. Page Maintenance and care Adjusting
the vertical aim The numbers shown on the vial indicate beam direction in degrees up or down.
Make sure the vehicle is on level ground. With the hood open, locate the bubble level vertical
aim indicator, and adjusting screw. Wash your vehicle regularly with cold or lukewarm water.
Never use strong detergents or soap. If your vehicle is particularly dirty, use a quality car wash
detergent. Page Maintenance and care During winter months, it is especially important to wash
the vehicle on a regular basis. Large quantities of dirt and road salt are difficult to remove, and
they also cause damage to the vehicle. Remove or lower any exterior accessories, such as
antennas, before entering a car wash. Page Maintenance and care Repairing paint chips Minor
scratches or paint damage from road debris may be repaired with touch-up paint, paint repair
foil or aerosol spray from the Ford accessories line. Observe the application instructions on the
products. Cleaning the wheels Page Maintenance and care Cleaning the engine Engines are
more efficient when they are clean because grease and dirt buildup act as insulators and keep
the engine warmer than normal. Page Maintenance and care Cleaning plastic exterior parts Use
a vinyl cleaner for routine cleaning of plastic. Clean with a tar remover if necessary. Do not
clean plastic parts with thinners, solvents or petroleum-based cleaners. Cleaning the exterior
lamps Wash the exterior lamps with the same detergent you use to wash the exterior of your
vehicle. Page Cleaning the instrument panel Clean the instrument panel with a damp cloth, then
dry with a dry cloth. Any cleaner or polish that increases the gloss of the upper portion of the
instrument panel should be avoided. The dull finish in this area is to help protect the driver from
undesirable windshield reflection. Page Cleaning and caring for your vehicle Refer to the
Customer assistance chapter for a list of Ford-approved cleaners, polishes and waxes. The VIN
tag may be seen by looking through the windshield from the outside of the vehicle. Ford offers a
complimentary roadside assistance program. This program is separate from the New Vehicle
Limited Warranty. Page Getting the service you need At home Ford Motor Company and Ford of
Canada have authorized dealerships to service your vehicle. When you need warranty repairs
your selling dealer would like you to return to it for that service, but Page Consumer candidates
for Board membership are recruited and trained by an independent consulting firm. The
dealership Board member is chosen from Ford and Lincoln-Mercury dealership management,
recognized for their business leadership qualities. What the Board needs To have your case
reviewed you Page Board's decision. The decisions of the Board are binding on Ford and, in
some cases, on the dealer but not on consumers who are free to pursue other remedies
available to them under state or federal law. Page If you are in another foreign country, contact
the nearest Ford dealership. If the dealership employees cannot help you, they can direct you to
the nearest Ford affiliate office. If you buy your vehicle in North America and then relocate
outside of the U. These quality accessories have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and aerodynamic
appearance of your vehicle. Page Customer assistance Travel equipment Console Console
armrest Daytime running lights Factory luggage rack Factory luggage rack adapters Fog lights
Framed luggage covers Heavy-duty battery Neutral towing transfer case kit Explorer 4. Page
EST. Service Publications P. Page Reporting Safety Defects U. If NHTSA receives similar
complaints, it may open an investigation, and if it finds that a safety defect exists in a group of
vehicles, it may order a recall and remedy campaign. Page Index Index Accessory position on
the ignition Page Index Child safety restraints built-in child seat Page Index Engine oil changing
oil and filter.. Page High-mount brakelamp.. Page Index Maintenance see Servicing Manual
transaxle backing up reverse.. Page Safety belts see Safety restraints Safety chains, when
towing a trailer Page Index Tires changing Page Index Print page 1 Print document pages.
Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from
disk. Upload from URL. The Ford Contour fuel pump plays a major role in transferring the fuel
from the fuel tank to th
low voltage lighting wiring diagram
nissan 850 pickup
bmw x3 roof box
e fuel injection system on the intake manifold. The fuel injection system needs the fuel to be

pumped at a specified pressure to ensure the car runs properly. If the car does not start, or it
stalls while it is running, the fuel pump is the likely culprit. Disconnect the negative battery
cable from its terminal for safety. Unscrew the bolt that holds it on the terminal with the pliers.
Open the manual valve on the gauge to drain any remaining fuel in the system into the empty
gas container. Press both tabs of the nylon push connect fitting to remove all the fuel lines
connected to the fuel pump. Remove the fuel pump, using the sender wrench to turn the fuel
pump locking ring counterclockwise. If the sender wrench is unavailable, use a hammer and a
drift punch. Remove the old fuel pump O-ring and replace it with the new O-ring that has been
lightly dabbed with grease. Tighten the fuel pump locking ring by turning the sender wrench
clockwise. Justin Mark started writing professionally in

