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Land Rover is a British brand of predominantly four-wheel drive , off-road capable vehicles,
owned by multinational car manufacturer Jaguar Land Rover JLR , since a subsidiary of India's
Tata Motors. The Land Rover name was created in by the Rover Company for a utilitarian 4WD
off-roader; yet today Land Rover vehicles comprise solely upmarket and luxury sport utility
cars. Land Rover was granted a Royal Warrant by King George VI in , [5] [6] and 50 years later,
in , it received a Queen's Award for Enterprise for outstanding contribution to international
trade. Starting with the much more upmarket Range Rover , and subsequent introductions of
the mid-range Discovery and entry-level Freelander line in and , as well as the Land Rover
Defender refresh, the marque today includes two models of Discovery, four distinct models of
Range Rover , and after a three-year hiatus, a second generation of Defenders have gone into
production for the model yearâ€”in short or long wheelbase, as before. For half a century from
the original model, through , when the Freelander was introduced , Land Rovers and Range
Rovers exclusively relied on their trademark boxed-section vehicle frames. Land Rover used
boxed frames in a direct product bloodline until the termination of the original Defender in ; and
their last body-on-frame model was replaced by a monocoque with the third generation
Discovery in Since then all Land Rovers and Range Rovers have a unified body and frame
structure. Since , Land Rover have also introduced two-wheel drive variants, both of the
Freelander , and of the Evoque , after having built exclusively 4WD cars for 62 years. Originally,
these vehicles were simply called the 'Land Rover' â€” an off-road capable car model of the
Rover Company. As 'Land Rover' became established as a brand , the 'Series' indication later
became a retronym model name. In and , the long and the short wheelbase Land Rovers were
finally given official names â€” the One Ten, and the Ninety respectively, and together they were
badged the Defender models in , after the introduction of the new Discovery model. The design
for the original vehicle was started in by Maurice Wilks. Wilks, chief designer at the Rover
Company , on his farm in Newborough, Anglesey , working in conjunction with his brother
Spencer who was the managing director of Rover. Starting with the series I Land Rover, all
models in this era featured sturdy box-section ladder-frame chassis. After the formation of Land
Rover Limited in the hyphen in Land-Rover â€”as shown in the logoâ€” began to be dropped.
Land Rover as a company has existed since The ongoing commercial success of the original
Land Rover series models, and latterly the Range Rover in the s in the midst of BL's
well-documented business troubles prompted the establishment of a separate Land Rover
company but still under the BL umbrella, remaining part of the subsequent Rover Group in ,
under the ownership of British Aerospace after the remains of British Leyland were broken up
and privatised. The transition to BMW ownership only just preceded introduction of the second
generation Range Rover , prior to launching Land Rover's first unibody model, the Freelander in
BMW was then responsible for much of the development of the Range Rover III â€” the first to
have a monocoque structure and independent suspension , introduced under Ford in late After
introduction of the all-new Range Rover in , Ford moved Land Rover further away from its
traditional boxed ladder-frames, by introducing a new generation Discovery featuring
"Integrated Body Frame", in From then on, only the Defender continued on Land Rover's
traditional since underpinnings. Use of the Rover V8 engine in Land Rovers also ended with the
replacement of the mk. II Discovery. BMW had retained ownership of the brand to protect the
integrity of the Land Rover brand, with which 'Rover' might be confused in the US 4x4 market
and allowed it to be used under licence by MG Rover until it collapsed in , at which point it was
offered to the Ford Motor Company, who by then owned Land Rover. The new company was to
be used as a holding company for the acquisition of the two businesses from Ford - Jaguar
Cars Limited and Land Rover. On 1 January , the group, which had been operating as two
separate companies Jaguar Cars Limited and Land Rover , although on an integrated basis,
underwent a fundamental restructuring. The consequence was that Jaguar Land Rover Limited
became responsible in the UK for the design, manufacture and marketing of both Jaguar and
Land Rover branded products, and Land Rover and Jaguar Cars ceased to be separate vehicle
producing entities. Jaguar Land Rover manufactures Land Rover cars in plants in five
countries. Historically Land Rovers were manufactured primarily at the Solihull plant until
production of the Freelander was moved to the Halewood plant. Generally, half of that is down
to the home UK market. Sales in the U. Per calendar year: [45]. Per model year: [44]. The
Discovery Sport is the most successful Land Rover model, selling 95, units globally in This was
followed by another 'sports' model, the Range Rover Sport, at 77, units. Gritzinger, Originally a
vehicle with ERAD technology, the production version did not include this. The car was then
launched in as the Range Rover Evoque , and was the first Range Rover branded product to be
offered with front wheel drive, and no low ratio transfer box. Land Rover DC â€” Land Rover's
third concept vehicle, first unveiled at the Frankfurt Auto Show , designed to be a replacement
for the Land Rover Defender , though it is unlikely that the Defender's replacement will be

exactly the same as the DC concept. Land Rover Discovery Vision Concept â€” Land Rover's
fourth concept vehicle, first unveiled at the , was designed to be a replacement for the Land
Rover Discovery , This concept features Transparent Bonnet, Suicide doors, and Laser assisted
lamps there is a very little chance this will be included in any future production vehicles. Models
developed for the Australian Army. As of August [update] , most Land Rovers in production are
powered by Ford engines. Integrated Electric Rear Axle Drive ERAD technology, dubbed
e-terrain technology, [50] will allow the vehicle to move off without starting the engine as well as
supplying extra power over tough terrain. The new hybrid system is being designed as a
scalable and modular system that could be applied across a variety of Land Rover models and
powertrains. The electric vehicle was developed for research purposes following successful
trials of the Defender-based electric vehicle, Leopard 1. Power take-off PTO was integral to the
Land Rover concept from , enabling farm machinery and many other items to be run with the
vehicle stationary. Maurice Wilks' original instruction was " An agricultural PTO on a Defender
is possible as a special order. Both Land Rover and out-of-house contractors have offered
conversions and adaptations to the basic vehicle, such as fire engines , excavators , 'cherry
picker' hydraulic platforms , ambulances, snowploughs , and six-wheel-drive versions, as well
as one-off special builds including amphibious Land Rovers and vehicles fitted with tracks
instead of wheels. Various Land Rover models have been used in a military capacity, most
notably by the British Army and Australian Army. Military uses include light utility vehicle;
communications platform; weapon platform for recoilless rifles , Anti-tank e. The Discovery has
also been used in small numbers, mostly as liaison vehicles. Two models that have been
designed for military use from the ground up are the Forward Control from the early s and the
Lightweight or Airportable from the late s. The latter was intended to be transported under a
helicopter. In , the colour scheme was changed to green with yellow stripes. More recently,
vehicles have been painted white, and are issued with fittings similar to civilian UK Mountain
Rescue teams. An adaptation of Land Rovers to military purposes is the "Pink Panther" models.
For desert use they were often painted pink, hence the name. The vehicles were fitted with
among other gear a sun compass , machine guns, larger fuel tanks and smoke dischargers.
Series and Defender models have also been armoured. The first of these were delivered in to the
Royal Ulster Constabulary , the Northern Ireland police force. By , there had been more than 1,
produced. These were originally based on heavy-duty V8 chassis but some have recently been
re-mounted on new chassis from Otokar of Turkey and fitted with diesel engines and
air-conditioning for Iraq. Although these now have more in common with the 'Wolf' Defender XD
Land Rovers that many mistakenly confuse them with, the Snatch and the Wolf are different
vehicles. The most radical conversion of a Land Rover for military purposes was the Centaur
half-track. A small number was manufactured, and they were used by Ghana, among others. The
Land Rover is used by military forces throughout the world. The current generation of Land
Rover used by British Army, the Snatch 2, have upgraded and strengthened chassis and
suspension compared to civilian-specification vehicles. The WMIK consists of a driver, a raised
gun, usually a Browning heavy machine gun or a grenade machine gun, this used for ground
support, and a GPMG general-purpose machine gunner located next to the driver, this used for
vehicle protection. Now, Land Rover has its own G4 challenge. Land Rover Experience was
established in , and consists of a network of centres throughout the world, set up to help
customers get the most out of their vehicles' on and off-road capability. Courses offered include
off-road driving, winching and trailer handling, along with a variety of corporate and individual
'Adventure Days'. The factory centres at Solihull and Halewood have manufacturing tours, while
Gaydon has an engineering tour. Model-by-model road accident statistics from the UK
Department for Transport show that the Land Rover Defender is one of the safest cars on
British roads as measured by chance of death in two-car injury accidents. Other
four-wheel-drive vehicles scored equally highly, and collectively these vehicles were much safer
for their passengers than those in other classes such as passenger cars and MPVs. These
figures reflect the fact that drivers of large mass vehicles are likely to be safer, often at the
expense of other drivers if they collide with smaller cars. This original association fell away
when the company merged with British Leyland. There are many Land Rover clubs throughout
the UK and internationally. Land Rover clubs break down into a number of groups of varying
interests. Special Vehicle Clubs â€” At various times Land Rover have produced vehicles for
specific events or on a specific theme, most notable are the Camel Trophy and G4 Challenge
vehicles which have been sold on to the general public, and a range of Defenders that were
loosely based on the custom vehicles produced for the Tomb Raider motion picture. Regional
Clubs in the UK break down into two groups, competitive and non-competitive. The
non-competitive clubs activities generally relate to social events, off-road driving or green
laning on un-surfaced public highways or 'pay and play' days at off-road centres. Competitive

clubs are a phenomenon almost exclusively found within the UK, who as well as the
non-competitive activities detailed above run competitive events such as Tyro, Road Taxed
Vehicle RTV and Cross Country Vehicle CCV trials, winch and recovery challenges or speed
events such as Competitive Safaries. All UK competitive events are run within the framework of
rules created by the Motor Sports Association MSA with further vehicle specific rules applied by
the host club or association. Outside of the UK regional clubs are independent and mostly
non-competitive. A number of clubs are affiliated to the Association of Land Rover Clubs ALRC
; [63] formerly known as the Association of Rover Clubs ARC the association applies its own
vehicle regulations to all of its member clubs who have the opportunity to compete together at
regional events and an annual national event with vehicles approved to the same standard. In
recent years some non-competitive clubs have dropped their affiliation fifth ALRC. Land Rover
owners were also early adopters of virtual clubs that are entirely based online. In , under Ford
ownership, Land Rover became more interested in the club environment. Also, an agreement
was generated to allow other clubs to use the Land Rover green oval logo under licence. In , the
Bedfordshire, Hertfordshire and Cambridgeshire club were the pilot licensees for the new
agreement, who now benefit from a reciprocal arrangement where their own logo is trade
marked [70] and owned by Land Rover and they can refer to themselves as a 'Land Rover
Approved Club'. In , Land Rover endorsed the production of a hand-made bicycle using its logo.
In June , Land Rover released a comprehensive 25 model range of bicycles. The three main
ranges are the "Defender", the "Discovery", and the "Freelander", each with different attributes.
The "Discovery" is an all-rounder bicycle suited to a variety of terrains, "Defender" is most
suited to rugged terrain and off-road pursuits, whereas the "Freelander" is designed for an
urban lifestyle. All bikes are made from lightweight aluminium. In the range was relaunched in
conjunction with British manufacturer 2x2. Land Rover has had its name associated with coffee
since , when the Land Rover Coffee company was established. The design reflected the heritage
of the marque, with a light metal frame with canvas seating, held together with push-studs and
tough simple parts like brakes and hinges. They could be collapsed completely flat, with wheels
removed in seconds. The basic frame could be adapted with modules to allow a baby to lie flat
or a bubble windscreen to completely enclose the child. The frame also came in long or
short-handled versions, and could be repaired with home tools. The design was simple, light,
and rugged and able to travel in all terrains hence the ATP for all-terrain pushchair. It came in
three military looking colours: a light blue, a sand colour and olive drab. Production was
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great small car? Look no further than the Ford Focus. After you've fallen in love and bought
one, make sure you take care of it so that you can get a lot of years of joy from your new
vehicle. Routine maintenance, repairs, and anything you do to make your Focus look more
distinctive should always be done with parts that are of the highest quality. You can buy parts
that don't cost as much, but why would you want to? The little bit of money that you'll save by
buying cheaper parts will be offset by the money you'll have to spend later to replace those
parts again and again. Your Focus is a great, fun little car that deserves the best, so why not
make sure that you give it what it deserves with high-quality parts. From the very beginning the
Focus has won acclaim from both consumer and motor sports authorities, starting with the
European Car of the Year award. There have been three main generations of the Ford Focus in
the United States. The Mark I Focus was sold from through and was available as a three-door
hatchback, a four-door sedan, a five-door wagon, and a five-door hatchback. The second
generation Mark II Focus traded some precision in handling for a more comfortable ride, and
was sold from through The Mark II could be purchased only in a two-door coupe and a four-door
sedan configuration. Ford has kept the Focus up-to-date through the generations with a regular
stream of technology updates and vehicle upgrades. The first Focus models were equipped with
an innovative independent multi-link rear suspension which used the geometry of a
double-wishbone suspension along with the packaging of a trailing arm. For the second
generation Focus, Ford upgraded engine power to HP in the 2. The third generation of the Ford
Focus has added high-tech features such as active braking, a blind spot information system,
and torque vectoring control. Of course no model is perfect and the Ford Focus has had
occasional problems. Starting around , a number of drivers reported problems with their rear
bearings in areas that experience a great deal of corrosion. Ford replaced those bearings with a
program that ended around ; if you need Ford Focus wheel bearings now, you will need to find a
source for those parts. Another commonly-reported issue with Ford Focus models starting
about was warped front brake rotors causing the vehicle to shimmy. Fixing these kinds of
issues is made much easier by finding a reliable source for Ford Focus parts and accessories.
The wide variety of Ford Focus models that have been produced has produced a very large Ford
Focus parts catalogue. Whether you are looking for a simple part like a Ford Focus front
bumper, or you need access to a comprehensive source for Ford Focus parts, a parts site like
PartsGeek. I found the right product for my car and for a lower price then where every one else
was selling it. I could not be more pleased with PartsGeek. Product arrived in a timely manner,
safe and sound. It looks like the OEM part and mounted exactly like the original part. It works
just fine. Skip to main content Menu. Close X. Call To Order: To return a part, simply submit a
support ticket within 30 days of ordering and we will issue you an RMA number to return your
product. See customer service page for refund and return details. We scour the web to make

sure PartsGeek always has low prices. You can buy with confidence! Brake Drum. Bumper
Bracket. Clutch Kit. Engine Mount. Headlight Assembly. Outside Door Handle Reinforcement.
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Accessory Belt Tensioner Assembly. Accessory Drive Belt. Accessory Power Relay. Air Bag
Clockspring. Air Bag Connector. Air Bag Sensor Connector. Air Charge Temperature Sensor
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Anti-Theft Transceiver Connector. Assembly Lubricant. Audio Control Module Connector. Auto
Trans Differential Seal. Auto Trans Oil Cooler Hose. Auto Trans Oil Pump Seal. Auto Trans
Output Shaft Seal. Auto Trans Repair Sleeve. Auto Trans Shift Lever Knob. Auto Trans Torque
Converter. Automatic Transmission Brake Band. Automatic Transmission Filter. Automatic
Transmission Filter Kit. Automatic Transmission Filter O-Ring. Automatic Transmission Oil
Cooler. Automatic Transmission Oil Cooler Thermostat. Automatic Transmission Pan Gasket.
Automatic Transmission Solenoid. Automatic Transmission Valve Body Kit. Auxiliary Coolant
Pump and Motor Connector. Auxiliary Fan Assembly. Auxiliary Fan Control Unit. Auxiliary Fan
Motor. Axle Assembly. Axle Nut. Axle Output Shaft Seal. Axle Seal. Axle Shaft. Axle Shaft Seal.
Back Up Lamp Connector. Back Up Lamp Socket. Back Up Light Bulb. Back Up Light Switch.
Backing Plate Dust Hole Cover. Ball Joint. Barometric Pressure Sensor. Barometric Pressure
Sensor Connector. Battery Cable. Battery Current Sensor Connector. Battery Ground Strap.
Battery Relay Connector. Battery Saver Relay. Battery Spacer. Belt Installation Tool. Bicycle
Rack. Blower Control Switch. Blower Motor. Blower Motor Resistor. Body Lowering Kit. Brake
Bleeder Screw. Brake Booster. Brake Caliper. Brake Caliper Bolt. Brake Caliper Bracket. Brake
Fluid. Brake Fluid Level Sensor. Brake Fluid Level Sensor Connector. Brake Hardware Kit. Brake
Hose. Brake Hose Lock. Brake Light Bulb. Brake Light Switch. Brake Line. Brake Master
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Case. Cabin Air Filter Cover. Cabin Air Temperature Sensor. Cabin Air Temperature Sensor
Connector. Caliper Bolt. Caliper Bolt Kit. Caliper Bracket Mounting Bolt. Caliper Bushing.
Caliper Guide Pin. Caliper Piston. Caliper Repair Kit. Camshaft Position Sensor. Camshaft
Repair Sleeve. Camshaft Seal. Camshaft Seal Kit. Canister Vent Solenoid Connector. Car Cover.
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Cruise Control Release Switch. Cruise Control Release Switch Connector. Cruise Control
Switch. Cruise Control Switch Connector. Cylinder Head. Cylinder Head Temperature Sensor.
Daytime Light Relay. Daytime Running Lamp Relay Connector. Daytime Running Lamp Socket.
Daytime Running Light Bulb. Daytime Running Light Relay. Diagnostic Test Connector. Digital
Sound Processing Unit Connector. Dimmer Relay. Dimmer Switch Connector. Direct Ignition
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Door Lock Actuator Connector. Door Lock Actuator Motor. Door Lock Module Connector. Door
Lock Switch Connector. Door Mirror Glass. Door Mirror Mount Cover. Door Open Warning
Switch. Door Remote Mirror Switch. Door Speaker Connector. Drier Desiccant Element. Drive
Axle Seal. Drive Belt Tensioner Pulley. Drum Brake Adjusting Spring Kit. Drum Brake Hardware
Kit. EGR Line. EGR Pressure Sensor. EGR Sensor Connector. EGR Tube. EGR Tube Gasket.
EGR Vacuum Solenoid. EGR Valve. EGR Valve Gasket. Electric Fuel Pump. Electronic Control
Unit. Electronic Throttle Harness Connector. Engine Camshaft Position Sensor Connector.
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Temperature Sensor Clip. Engine Coolant Temperature Sensor Connector. Engine Coolant
Thermostat Housing Assembly. Engine Coolant Water Outlet Tube. Engine Cooling Fan. Engine
Cooling Fan Module. Engine Cooling Fan Motor Connector. Engine Cooling Fan Resistor Kit.
Engine Cooling Fan Spacer Kit. Engine Cover Grommet. Engine Crankcase Breather Element.
Engine Crankcase Vent Connector. Engine Crankshaft Position Sensor Connector. Engine
Gasket Set. Engine Harmonic Balancer. Engine Mount Bushing. Engine Mount and
Transmission Mount Kit. Engine Oil Filter Adapter. Engine Seal Kit. Engine Shock Mount.
Engine Torque Rod. Engine Variable Valve Timing Sprocket. Evaporative Emissions System
Pressure Sensor. Exhaust Backpressure Sensor Connector. Exhaust Clamp. Exhaust Gasket.
Exhaust Manifold. Exhaust Manifold Gasket. Exhaust Manifold Gasket Set. Exhaust Manifold
Nut. Exhaust Manifold with Integrated Catalytic Converter. Exhaust Pipe. Exhaust Pipe
Connector. Exhaust Pipe Gasket. Exhaust Resonator and Pipe Assembly. Exhaust System.
Exhaust System Insulator. Exhaust Valve. Expansion Plug. Expansion Plug Kit. Expansion Tank.
Expansion Tank Cap. Expansion Tank Hose. Fader Control Switch. Fan Dropping Resistor
Connector. Fender Brace. Flex Plate. Floor Mat Set. Flywheel Shim. Fog Light. Fog Light Bezel.
Fog Light Bracket. Fog Light Bulb. Fog Light Connector. Fog Light Cover. Fog Light Kit. Fog
Light Lens. Fog Light Switch. Fog Light Switch Connector. Fuel Cap Tester Adapter. Fuel Feed
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Fuel Tank Sender Assembly. Fuel Tank Strap. Fuel Vapor Pressure Sensor Connector. Gear
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Sensor. Heater Valve. Hood Ajar Indicator Switch Connector. Hood Hinge. Hood Latch. Hood
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Idle Air Control Motor Connector. Idle Air Control Valve. Idle Air Control Valve Connector. Idle
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Ignition Lock Assembly. Ignition Lock Cylinder. Ignition Performance Module. Ignition Relay.
Ignition Relay Connector. Ignition Switch. Ignition Switch Connector. Inertia Switch Connector.
Inner Fender. Inner Fender Well. Input Shaft Seal. Input Shaft Speed Sensor Connector.
Instrument Light Bulb. Intake Manifold. Intake Manifold Expansion Plug. Intake Manifold Gasket.
Intake Manifold Gasket Set. Intake Manifold Motor. Intake Manifold Runner Solenoid. Intake
Manifold Runner Valve. Intake Manifold Temperature Sensor. Intake Valve. Interior Door Handle.
Interior Rear View Mirror Connector. Inverter Cooler. Keyless Entry Module Connector. Keyless
Entry Switch Connector. Keyless Remote Case. Knock Sensor. Knock Sensor Connector.
Knuckle Bushing. Lane Departure System Camera. Lateral Arm. License Lamp Connector.

License Lamp Lense. License Light Bulb. Liftgate Lift Support. Liftgate Lock Actuator. Liftgate
Release Switch. Lower Engine Cover. Lug Nut. MAP Sensor. Main Bearing Gasket Set. Main
Bearing Set. Manifold Absolute Pressure Sensor Connector. Manual Trans Differential Bearing.
Manual Trans Differential Race. Manual Trans Differential Repair Sleeve. Manual Trans
Differential Seal. Manual Trans Shift Knob. Map Light Bulb. Mass Air Flow Sensor. Mass Air
Flow Sensor Adapter. Mass Air Flow Sensor Connector. Message Center Switch Connector.
Mirror Glass. Multi Function Switch. Multi Rib Belt. Neutral Safety Switch. Oil Cooler. Oil Cooler
Gasket. Oil Cooler Hose. Oil Cooler Mounting Kit. Oil Dipstick. Oil Drain Plug. Oil Drain Plug
Gasket. Oil Filler Cap. Oil Filter. Oil Filter Adapter O-Ring. Oil Filter Remote Mounting Kit. Oil
Filter Stand Gasket. Oil Level Sensor Connector. Oil Pan. Oil Pan Gasket. Oil Pan Gasket Set. Oil
Pick-up Tube Gasket. Oil Pressure Sender. Oil Pressure Switch Connector. Oil Pump. Oil Pump
Chain. Oil Pump Drive Gear. Oil Pump Gasket. Oil Pump Sprocket. Oil Sending Unit Switch
Connector. Output Shaft Seal. Output Shaft Speed Sensor Connector. Overdrive Cancel Switch
Connector. Oxygen Sensor. Oxygen Sensor Connector. PCV Hose. PCV Valve. PCV Valve
Grommet. PCV Valve Tubing. Paper Repair Manual. Park Assist Camera Connector. Parking Aid
Sensor Connector. Parking Brake Adjuster. Parking Brake Cable. Parking Brake Hardware Kit.
Parking Brake Switch Connector. Parking Distance Sensor. Parking Light Bulb. Parking Light
Bulb Socket. Parking and Turn Signal Light Connector. Pilot Bearing. Piston Ring Set. Piston
Set. Power Brake Booster Vacuum Pump. Power Mirror Switch Connector. Power Seat Switch
Connector. Power Steering Cooler. Power Steering Cooler Bracket. Power Steering Cooling
Line. Power Steering Filter. Power Steering Fluid. Power Steering Hose Connector. Power
Steering Pressure Hose. Power Steering Pressure Sensor Connector. Power Steering Pressure
Switch Connector. Power Steering Pump. Power Steering Pump Pulley. Power Steering Pump
Seal Kit. Power Steering Pump Washer. Power Steering Pump and Gear Assembly. Power
Steering Reservoir. Power Steering Reservoir Cap. Power Steering Reservoir Line Hose. Power
Steering Return Hose. Power Window Motor Connector. Power Window Regulator Assembly.
Power Window Regulator and Motor Assembly. Power Window Relay. Power Window Switch
Connector. Pre Heat Hose. Pressure Sensor. Purge Valve. Push To Start Switch. R12 Refrigerant
Oil. Radiator Cap. Radiator Cap Adapter. Radiator Cap Tester Adapter. Radiator Drain Petcock.
Radiator Fan. Radiator Fan Assembly. Radiator Grille Shutter Assembly. Radiator Hose.
Radiator Mount. Radiator Mount Bracket. Radiator Shutter Assembly. Radiator Support.
Radiator Support Tie Bar. Radio Amplifier Connector. Radio Connector. Radio Installation Kit.
Radio Power Connector. Radio Wire Harness. Rear Window Defroster Switch Connector. Rear
Window Wiper Motor Connector. Reference Sensor. Reflector Assembly. Release Bearing and
Slave Cylinder Assembly. Reservoir Level Sensor. Rod Bearing. Roof Rack Mount Kit. Seat
Adjustment Handle. Seat Belt Pretensioner Connector. Seat Belt Retractor Connector. Seat
Cover. Seat Heater Switch. Seat Lumbar Motor Connector. Seat Memory Position Sensor
Connector. Seat Switch. Secondary Air Injection Check Valve. Secondary Air Injection Pump.
Secondary Air Injection Solenoid Connector. Serpentine Belt Drive Component Kit. Shift Rod
Seal. Shock Absorber. Shock Absorber Bushing. Shock Bellows. Shock Bushing. Shock Mount.
Shock Mount Insulator. Shock Mounting Kit. Side Marker Assembly. Side Marker Lamp
Connector. Side Marker Lamp Socket Connector. Side Marker Light Assembly. Side Marker
Light Bulb. Side Marker Light Socket. Spark Plug. Spark Plug Boot. Spark Plug Seal. Spark Plug
Wire Set. Speaker Adapter. Speaker Connector. Speedometer Cable Make Up Kit. Speedometer
Calibrator. Speedometer Sensor. Speedometer Transmitter. Spindle Nut. Spindle Stub Shaft.
Spring Seat. Stability Control Steering Angle Sensor. Stabilizer Bar Link. Starter Cable. Starter
Clutch Internal Switch. Starter Drive. Starter Solenoid. Starter Terminal Connector. Steering
Column Connector. Steering Gear. Steering Gear Worm Shaft Bearing. Steering Knuckle.
Steering Knuckle Kit. Steering Rack. Steering Rack Boot Kit. Steering Rack Seal Kit. Steering
Shear Bolt. Stop Light Switch. Strut Assembly. Strut Bearing. Strut Bellows. Strut Bump Stop.
Strut Mount. Strut Mount Bushing. Strut Mounting Kit. Subwoofer Speaker Connector. Sunroof
Control Module Connector. Sunroof Switch Connector. Suspension Air Compressor Kit.
Suspension Air Helper Spring. Suspension Bushing Kit. Suspension Kit. Suspension Knuckle
Assembly. Suspension Strut Mount Kit. Suspension Yaw Sensor. Suspension Yaw Sensor
Connector. Sway Bar Bushing. Sway Bar Bushing Kit. Sway Bar Link. Sway Bar Link Bushing.
Sway Bar Link Kit. TPMS Sensor. Tail Lamp Socket. Tail Light Bulb. Tail Light Repair Harness
Connector. Tail Pipe. Tailgate Strut. Telematics Interface Module Connector. Thermostat
Assembly. Thermostat Gasket. Thermostat Housing. Thermostat Housing Cover. Thermostat
Housing Gasket. Thermostat O-Ring. Third Brake Light. Throttle Body. Throttle Body Gasket.
Throttle Position Sensor. Throttle Position Sensor Connector. Tie Rod. Tie Rod End. Timing
Belt. Timing Belt Idler. Timing Belt Kit. Timing Belt Kit and Water Pump. Timing Belt Tensioner.
Timing Camshaft Sprocket. Timing Chain. Timing Chain Kit. Timing Chain Tensioner. Timing

Cover Gasket. Timing Cover Gasket Set. Timing Cover Repair Sleeve. Timing Crankshaft
Sprocket. Timing Guide Rail. Timing Set. Torque Converter Seal. Tow Bar. Traction Control
Switch Connector. Trailer Connector Kit. Trailer Hitch. Trailer Tow Relay. Trailer Wire Converter.
Trailer Wiring Harness. Trailing Arm. Trailing Arm Bushing. Transaxle Input Speed Sensor.
Transaxle Output Speed Sensor. Transmission Control Module Connector. Transmission Mount.
Transmission Oil Cooler. Transmission Oil Temperature Sensor Connector. Transmission
Range Sensor Connector. Trunk Actuator. Trunk Lid Release Switch. Trunk Light Bulb. Trunk
Lock Actuator Motor. Trunk Open Warning Switch. Trunk Strut. Turbine Speed Sensor
Connector. Turbo Intake Pressure Sensor Connector. Turbocharger Boost Control Valve.
Turbocharger Boost Sensor. Turbocharger Bypass Connector. Turbocharger Coolant Line.
Turbocharger Intercooler. Turbocharger Wastegate Connector. Turn Signal Light Bulb. Turn
Signal Light Connector. Turn Signal Switch. Turn Signal Switch Connector. USB Connector.
Vacuum Pump. Vacuum Pump Connector. Valve Cover. Valve Cover Gasket. Valve Cover Gasket
Set. Valve Guide. Valve Lifter. Valve Lifter Kit. Valve Seat. Valve Stem Seal. Valve Stem Seal Kit.
Vapor Canister Filter. Vapor Canister Purge Solenoid. Vapor Canister Purge Solenoid
Connector. Vapor Canister Vent Solenoid. Vapor Canister Vent Valve. Vapor Management Valve
Connector. Variable Timing Oil Control Valve. Variable Timing Solenoid. Variable Timing
Solenoid Connector. Vehicle Speed Sensor Connector. Voltage Regulator Connector. Washer
Fluid Level Sensor Connector. Washer Hose. Washer Pump. Washer Reservoir. Water
Distribution Pipe. Water Housing Gasket. Water Outlet Gasket. Water Pipe. Water Pump. Water
Pump Gasket. Water Pump Housing Gasket. Water Pump Housing O Ring. Water Pump O-Ring.
Water Pump Pulley. Water Temperature Sensor. Wheel Bearing. Wheel Bearing Dust Cap. Wheel
Bearing Retaining Ring. Wheel Cap. Wheel Cover. Wheel Cylinder. Wheel Hub. Wheel Hub
Assembly. Wheel Hub Repair Kit. Wheel Lock Set. Wheel Nut Cover. Wheel Seal. Wheel Speed
Sensor Connector. Wheel Stud. Window Crank Handle. Window Motor. Window Regulator.
Window Regulator Guide Clip Set. Window Shade. Window Switch. Window Vent Visors.
Window Washer Pump Motor Connector. Windshield Washer Fluid Reservoir Cap. Windshield
Washer Nozzle. Windshield Washer Pump Connector. Windshield Wiper Linkage. Windshield
Wiper Linkage Bushing. Windshield Wiper Motor. Windshield Wiper Motor Connector.
Windshield Wiper Relay Connector. Windshield Wiper Switch Connector. Windshield Wiper and
Washer Switch Connector. Wiper Blade. Wiper Blade Insert. Wiper Blade Set. Wiper Relay.
Wiper Switch. Xenon Lighting Ballast. Air Intake. Body Electrical. Climate Control. Cooling
System. Engine Electrical. Engine Mechanical. Body Sheet Metal. Chemicals and Fluids. Drive
Belts. Fuel Delivery. Fuel Injection. Tools and Hardware. Action Crash. Pure Energy. Standard
Motor Products. A1 Cardone. AC Delco. AP Exhaust. AUS Injection. Air Lift. Atlantic Automotive.
Atlantic Automotive Eng. Austin Baker. Auto Ventshade. BBB Industries. BD Diesel. BWD
Automotive. BWD CQ. Banks Power. Beck Arnley. Blue Ox. Borg Warner. Brute Power. DIY
Solutions. DNJ Rock. Dynamic Friction. E3 Spark Plugs. Eagle Eyes. Eastern Catalytic. Edge
Products. Eibach Springs. Energy Suspension. FCS Automotive. Factory Air. Firestone
Ride-Rite. Ford Racing. Four Seasons. GB Remanufacturing. Global Parts Distributors. Heri
Automotive. Husky Liner. Ishino Stone. Jet Chips. KYB old box. Koyo Cooling. Motorad
UltraStats. Nippon Reinz. OSC Automotive. Original Equipment. Pioneer Cables. Power Stop.
Premium Guard. Quick Steer. Rain X. Rhino Pac. Russell Performance. Schrader Valves. Sealed
Power. Specialty Products. Spectra Premium. Spectre Performance. Strong Arm. Trans Dapt. US
Motor Works. United Automotive. VNE Automotive. VR Gaskets. Victor Reinz. WAI Global.
Wagner Brake. Wagner Lighting. Walker Exhaust. Walker Products. Click to Enlarge. Shipping
Options: Free Ground Shipping. Action Crash FO Mirror. Quality: Premium - High quality new
replacement part. Monroe Strut and Coil Spring Assembly. Features: RoadMatic struts include
all the components required for strut replacement in a single, fully-assembled unit Monroe
RoadMatic Complete Strut Assembly Nitrogen gas charge and all-weather fluid deliver improved
comfort Meets OE product specifications. LUK Clutch Kit. Features: OE Quality Replacement.
Quality: Value Line - High quality automotive part with the highest cost savings. Pronto BR
Brake Rotor. Dorman Wheel. Package Contents 1 Steel Wheel. Features: Designed to match the
fit and structural appearance of the original wheel Original Equipment Quality and appearance
Dynamic radial testing, radial run-out testing, and axial run-out testing ensures performance.
Quality: Capa Certified - Ensures the part fits, performs, and lasts the same as the original.
Features: Directly replaces the original assembly Includes pre-installed ball joint and bushings
Industry-leading testing to ensure a smooth, stable and safe ride Durably designed - additional
coatings offer long-lasting rust and corrosion resistance. Read more reviews. No problems! The
kit was as advertised. Complete, quality, prompt. I will be back again. Fit well, easily replaced
OEM part. Functions perfectly, would recommend. Catalog: E. Vehicle Body Engine Ford Focus.
Shipping Options: Ground Fitment Information:. Catalog: D. Vehicle Notes Ford Focus. Catalog:

B. Vehicle Sub Model Ford Focus. Vehicle Engine Transmission Ford Focus. Vehicle Ford
Focus. Find the Ford radio wiring diagram you need to install your car stereo and save time.
Scroll down and find the Ford wire guide you need. Every Ford stereo wiring diagram contains
information from other Ford owners. Really need wiring diagram for expedition sync radio with
factory sub and dual rear dvd headrests thanks. I need a Ford Escape radio and amp wiring
diagram with premium Audiophile sound with Sync and voice activated navigation. Can you
help? I have ford expedition with cd cassette deck radio without rear dvd and without steering
wheel radio controls. I just bought a cd navigation stereo out of a expedition could you send me
what ever wiring diagrams I may need to wire in the gps stereo in my dash so it will work? That
would be greatly appreciated. Reece, as much as we would like to help you with your Ford
Courier, our website only features wiring information about United States Domestic Market
vehicles. Good luck with your Ford Courier stereo wiring diagram search. Rommel, as much as
we would like to assist you, most of the car radio wiring info listed on our website is provided
by our visitors. We currently do not have the Ford Fiesta radio wiring information but hopefully
someone from our knowledgeable Modified Life community would be able to chime in and post
a reply. I have ford escape and I wanted to put a new stereo in so I was wondering if I could get
the wiring diagram for itâ€¦. Brad, as much as we would like to assist you, most of the car radio
wiring information listed on our website is provided by our visitors. We currently do not have
the Ford Mustang II stereo wire info but hopefully someone from our knowledgeable Modified
Life community would be able to assist you. Thank you. Aaron, as much as we would like to
help you, most of the car stereo wire information listed on our website is provided by our
visitors. We currently do not have the Ford E radio wiring information but hopefully someone
from our knowledgeable Modified Life community would be able to chime in and help you out.
Will really appreciate it, Thanks. Thx so much for your time!!! Stephen, as much as we would
like to help you with your Ford Falcon Turbo, we only have information about United States
Domestic Market cars. Good luck with your search. You can do this by using an Automotive
Fuse Tester and making sure all of your fuses are not blown. If all of your fuses are good, your
Ford Explorer may have a factory amp that needs to be turned on by your aftermarket stereo.
The car radio amplifier trigger wire has to be wired up to turn on your factory amp to output
sound from your speakers. Hope this points you in the right direction. Good luck with your Ford
Explorer radio install. Still, as much as we would like to help you, most of the car stereo wiring
information listed on our website is provided by our visitors. We currently do not have the
Crown Victoria Police Interceptor stereo wiring information but hopefully someone from our
knowledgeable Modified Life community would be able to chime in and help you out. Julie, yes
you can hook up your an amplifier and subwoofer to your stock stereo. You will need some
aftermarket electronics to hook up a subwoofer to your Ford Escape factory stereo. You will
need five components:. Car Subwoofer 2. Car Subwoofer Box to house your car subwoofer. Car
Audio Amplifier that matches your subwoofer power needs and ohm rating. Car Amplifier Wiring
Kit that can handle the power needs of your amplifier. RCA Line Out Converter to feed an audio
signal from your factory radio to your aftermarket amplifier. First run all your amplifier power
from your car battery to where you plan on mounting your amplifier. Next, run your ground wire
from your grounding point to your amplifier. This will provide an audio signal to your after
market amp. Lastly, connect your subwoofer to your after market amplifier using the speaker
wire in the amplifier wiring kit. Hope this helps. Good luck with your Ford Escape amplifier and
subwoofer installation. My main issue is finding a converter. I have a stock 6-disc cd changer
and want to keep it, everybody is telling me i have to buy a aftermarket cd player thoughâ€¦.
Please helpâ€¦thanks! Aaron, as much as we would like to help you with your Ford Falcon, we
only have information about United States Domestic Market cars. Good luck with your Ford
Falcon stereo wiring diagram search. Ben, as much as we would like to help you with your Ford
Laser, we only have information about United States Domestic Market cars. Kevin, you will need
an automotive auxiliary input adapter. This adapter will allow you to input any mp3 player or
portable music player into your factory radio. This is the easiest and most cost effective way to
add an audio input into your factory stereo. Here is the adapter you will need:. Aux Input
Adapter for Ford Escape. Good luck with your Ford Escape aux input adapter installation. Im
looking for a 07 Ford Escape in dash 6 cd Audiophile wiring diagram and what would i need to
hoop up my iPod to it? I need the radio wiring diagram for a Ford F reg cab. I removed the old
radio and according to some people they say I have a premium sound system. The radio I
removed has 2 seperate plugs on the back. The adapter kit I bought only has one plug that fits
the one stock connector. Is there a seperate amp that goes to the second plug and then to the
speakers, if so where is it located? Do I need to buy a special adapter? That way your amplifier
is on whenever your Ford Fusion is on and off whenever your Ford Fusion is off. Just make
sure to run an in-line fuse holder with a 1-amp fuse on the amplifier turn on wire. Good luck with

your Ford Fusion amplifier install. I need the factory amp wiring diagram for a Fusion sport with
the Sony audio package. Specifically looking for the factory amp turn on wire to tap for another
amp.. I have a f with the Sony navigation and I wanted to take out the sub it comes with and put
in aftermarket amp and sub do u have the speaker wire diagram and something on how to
remove the stereo to splice in to the wires to add the RCA output thing. Thank u. The Falcon is
Australian model i dont know what the us equivalent is. That way your amplifier is on whenever
your Ford F is on and off whenever your Ford F is off. Which wire do I use for an amplifier
remote turn on in a f? If you know a pin that would work too. Thanks for your help. Good luck
with your Ford Explorer navigation system installation. Lonny, most late model vehicles do not
have inputs to feed an mp3 audio signal to your factory stereo. You would have to install
automotive auxiliary input adapter. An automotive auxiliary input adapter will allow you to input
any mp3 player or portable music player into your factory radio. This is the easiest and most
cost effective to add an audio input into your factory stereo. Auxiliary Input Adapter for Ford F
Good luck with your Ford F aux input adapter installation. I have a ford F super duty that has the
ford six CD changer stereo stock in it. I was wondering if there is a place on this stereo to plug
an auxiliary I-pod. I noticed on the front of the stereo there is an auxiliary push button. I am
looking for a car stereo wiring diagram for a Ford Ranger. Specifically for the front and rear
speakers. Kevin, most late model vehicles do not have rca outputs on the factory radio to feed
an audio signal to your aftermarket amplifier. You would have to install a line out converter to
supply an audio output. Here is the Line-Out Converter you need:. We suggest you invest in
some solid wire taps that wont come loose. These wire tap connectors will allow you to tap into
wires without cutting and installs in seconds by hand with no crimping or tools required. Good
luck. The idiot that owned my car before me chopped up all the wires. Hi, i am looking for the
wiring diagram for a ford fusion sport, 12 sony surround speaker system, sync, no nav screen.
That way your amplifier is on whenever your Ford Taurus is on and off whenever your Ford
Taurus is off. Good luck with your amplifier install. I need a wiring diagram for a 93 Ford Probe
GT. It has a premium factory system. Cool Site! Installing new CD player in. Danzart,
unfortunately we only feature wiring diagrams for United States Domestic Market vehicles.
Good luck on your Ford Fairmont radio wiring diagram search. I am looking for the stereo wiring
for a Ford F with the 6 CD changer in the back. Woft, unfortunately we only feature wiring
diagrams for United States Domestic Market vehicles. Good luck on your El Falcon Futura radio
wiring diagram search. Hiâ€¦ I have a EL Falcon futura this is Australian model and name and i
dont know if you have the equivalent under a different name. It has a cheap and nasty stereo
fitted model FCTA2-B and i would like a wiring diagram for it if possible. I am looking for a radio
wiring diagram for a Ford Thunderbird Elan 5. That way your amplifier is on whenever your is on
and off whenever your car is off. Good luck with your amp install. Allan, unfortunately we only
feature wiring diagrams for United States Domestic Market vehicles. Good luck on your wire
diagram search. I would like the stero wiring diagram for a ed ford station wagon-4 speakeraustralian made vehicle. I am trying to install a newer sterio. Does anyone have the wiring color
diagram? Justin, most late model vehicles do not have rca outputs on the factory radio to feed
an audio signal to your aftermarket amplifier. I have a Ford Ranger that i bought an amp for, and
i need to know what wires i need to splice into on the factory unit for the RCA wires and which
wire to use as the amp trigger wire. I need a wiring diagram for a Ford Explorer Sport trac with
the Piooneer premium sound system, amp, sub woofer,and rear seat control. Can you please
help me with this? I need a radio wiring diagram for a Ford Explorer Sport Trac with the Pioneer
Premium sound system with a amp and one sub woofer. I have the model with the 6 CD changer
and amplifier. Chris, unfortunately we only feature wiring diagrams for United States Domestic
Market vehicles. Good luck on your search. I am looking for a radio wiring diagram color code
for a ford explorer sport truck. Looking for a stereo wiring diagram for ford expedition eddie
bauer with entertainment system. Wanting to replace factory amp in Ford T Bird, has the
premium soud system, need wiring diag and color codes for all the wires at the factory amp.
Thanks, Tim. Tony, as much as we would like to help you we do not have wiring diagrams for
Australian vehicles. We only have car stereo wiring diagrams for USDM vehicles. I spoke with a
company and they said it had to be hardwired. However, the previous owner had a working
harness.. If we find it, we will post it as soon as possible. Please check back. Thanks for
visiting. If nothing else would like to have the wiring for the power antenea not sure what wires I
need to hook it up to an aftermarket stereo. Thanks Floyd. Thanks, Jose. Any help would be
great Thanks in advance. Thank you! If you could send me this that would be awesome. I am
looking for a stock amp wiring diagram for a mustang gt convertible. Also a radio wiring
diagram would be great. Im trying to install a aftermarket stereo in my 96 ford explorer xlt eddie
bower with jbl and cd changer can you please show me the wiring diagram? Good Luck. I have
a Ford Taurus that I would like to install a system into. I would like to keep my factory radio due

to how it is installed in the car already built in with the heater controls. My plan was to splice
into the rear speaker wire to get my source for the amp I know a already amplified source will
lead to distortion and humâ€¦ What I need is to know is what wire do I splice into on the back of
the radio for the remote power on the amp? I am looking for a radio wireing diagram for a ford
windstarâ€¦The factory color codes are needed. Dwayne, you can simply take a AA battery,
connect two wires to each end and then touch the positive side wire and the negative side wire
to each speaker terminal. If the speaker cone moves outward, then the positive speaker terminal
is the side with the positive side wire. If the speaker cone moves inward then the positive
speaker terminal is the negative side wire. When testing for polarity, just tap the terminals. Do
not leave your speaker connected to the battery as it may damage it. Which one is the positive
and negative on each door? I would like to find a wiring diagram to the stereo unit in a Ford
Mustang. It has the Fm reciever with tape deck and a seperate cd player unit. All your help will
be appreciated. I am looking for a wiring diagram of the stock radio on the Ford Focus S model.
I want to hook up an amp and sub, and I know I need to use a line output converter, but I need to
find out what wires to use for the rear left and right positive and negative and the accessory
turn on lead. It only has the basic, stock 4 speaker set up. Thank You. I am looking for a radio
and speaker wiring diagram for Ford Fusion SE with the premium sound 6 speakers with amp.
Please help! I am looking for a radio wiring diagram for a ford explorer with factory cd changer.
We have a 98 mustang convertible, I fear it has the seperate radio and stock amplifier. How can
we wire a standard aftermarket radio to it?? Sean, it will take extensive electrical know how to
change the color of the radio lighting. We recommend you get a car radio that features
selectable color settings. Installing an amp and need speaker wire colors and 12V switched wire
for remote power on. Thanks in advanceâ€¦. I want to install an amp and some other speakers. It
sounds like your radio screen may have burned out. You can either get it repaired by an
authorized repair center or replace the whole radio. My problem is the radio is functioning but
no LCD monitor. I need a diagram for a Crown Victoria with standard cassette. Can anyone help
me pls? I have a ford aerostar and I need a stereo wiring diagram desperately. Angela, Use the
dark blue wire for your power antenna. The dark blue wire is used for the amp as well. It has the
Climate control system in it and has a JBL speaker set up. I am looking for a stereo wiring
diagram for a Ford F pickup. Any information you can send me would be appreciated. I need the
pinouts for the 16 pin plug that goes into the radio for a Ford Explorer. I have a ford mustang lx.
When i bought it there was no stereo or anyting in it. Just recently bought a sony xplod gs
stereo for it. Upon looking at the wires in there i couldnt decypher what was what. There are 4
red ones that i thought were the speakers but one has a black running along side it. Any help is
greatly appreciated. I am in need of a radio wiring diagram for a ford explorer xlt, the radio that
was in it got stolen so I am trying to put another in.. Josh, ask and you shall receive: Ford
Mustang Radio Wires. Your email address will not be published. Skip to content. Ford Radio
Stereo Wiring Diagrams. The best part? Leave a Comment Cancel Reply Your email address will
not be published. Follow Us. Copyright by ModifiedLife. Radio Replacement has always been a
key part of the volt dealer's business. With more and more automobiles rolling off the factory
line with advanced network systems built in for safety, entertainment, navigation,
communication and convenience, the task of retaining factory features while replacing a radio
has become absolutely essential. Radio replacement interface retains chimes, factory amplifier,
and provides connection for optional SWC retention interface. Audi Vehicles with CAN bus.
Mercedes Sprinter with factory radio and Mercedes Metris. Digital Radio Interfaces View
Category. LAN Standard Interfaces View Category. Replace your radio, not your features.
Installation Accessories. Dash Kits View Category. Radio Harnesses View Category. Plugs into
Factory Harness. Antennas and Adapters View Category. Barbless Aftermarket radio to OEM
antenna. Aftermarket radio to OEM antenna. Speaker Adapters View Category. Speaker
Harnesses View Category. Bring your entertainment on-road, off-road and offshore. For Select
Toyota Vehicles. Expand your vehicle's possibilities. For use with RP5-GM Accessories View
Category. Keep your PAC products working seamlessly. Class 2. Quick Links. Table of
Contents. Instrument Cluster. Warning And Control Lights. Entertainment Systems. Climate
Controls. Turn Signal Control. Driver Controls. Steering Wheel Adjustment. Power Windows.
Speed Control. Locks And Security. Anti-Theft System. Ford motor company ford taurus
owner's guide pages. Page 3 Ford Motor Company. Ford may change the contents without
notice and without incurring obligation. Page 4 State of California to cause cancer and birth
defects or other reproductive harm. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle the
greater the safety and pleasure you will derive from driving it. In this guide, answers to such
questions are contained in comments highlighted by the warning triangle symbol. Page 7 This
information may be stored during regular operation or in a crash or near crash event. Page 8

Introduction These are some of the symbols you may see on your vehicle. Page 11 Instrument
Cluster Warning lights and gauges can alert you to a vehicle condition that may become serious
enough to cause expensive repairs. Many lights will illuminate when you start your vehicle to
make sure the bulb works. Page 12 Instrument Cluster Driving a vehicle with the brake system
warning light on is dangerous. A significant decrease in braking performance may occur. It will
take you longer to stop the vehicle. Have the vehicle checked by your dealer immediately.
Anti-lock brake system: If the ABS light stays illuminated or continues to flash, a malfunction
has been detected, have the system Page 13 Instrument Cluster Overdrive off if equipped :
Illuminates when the overdrive function of the transaxle has been turned off, refer to the Driving
chapter. If the light flashes steadily, have the system serviced immediately. Upshift if equipped :
To maximize fuel economy, this light illuminates when the manual transmission should be
shifted to the next highest gear. Turn signal: Illuminates when the left or right turn signal or the
hazard lights are turned on. If the indicators stay on or flash faster, check for a burned out bulb.
High beams: Illuminates when the high beam headlamps are turned on. Page 15 Instrument
Cluster Speedometer: Indicates the current vehicle speed. Engine coolant temperature gauge:
Indicates engine coolant temperature. If it enters the red section, the engine is overheating.
Stop the vehicle as soon as safely possible, switch off the engine and let the engine cool. Page
16 Instrument Cluster Trip odometer: Registers the kilometers miles of individual journeys. To
reset, depress the reset control. Tachometer if equipped : Indicates the engine speed in
revolutions per minute. Driving with your tachometer pointer continuously at the top of the
scale may damage the engine. Cassette door: Insert the cassette with the opening to the right. If
the end of the tape is reached, playback begins on the other side. Partially press both to change
tape sides. AST will flash in the display. When the six strongest stations are filled, the sound
will be restored. Anti-theft protection panel: To deter would-be thieves, Ford audio units have a
removable front panel without which the unit will not work. CD door: Insert the CD label side up.
CD: Press to engage CD mode. CDs and tracks are selected and played chronologically. Page
24 Entertainment Systems 1. CD Door: Insert the disc with the playing side down and printed
side up. Load: Press to load a CD. Insert the CD. LOAD and a disc icon will flash in the display.
Repeat this step to load up to 6 CDs. Page 25 Entertainment Systems 6. With a CD, press the
preset control that corresponds to the desired disc. CD 1â€” Page 27 Entertainment Systems
SCAN automatically finds a station, plays it for five seconds, then moves to the next station.
Press again to stop. Soft keys: Press to make various selections in the audio menus. Press
again to return. Automatic volume control AVC : Radio volume changes automatically with
vehicle speed to compensate for road and wind noise. Page 31 Entertainment Systems Press
the desired soft key to select from the CDs in the CD changer. During playback, press to repeat
the current track. Page 32 Entertainment Systems Balance: Press BAL then turn the volume
control to adjust the audio between the left and right speakers. The selected level will appear in
the display. Bass: Press to adjust the bass levels. Page 34 Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs
with homemade paper adhesive labels should not be inserted into the CD player. Air flow
selections: Controls the direction of the airflow in the vehicle. See the following for a brief
description on each control. Select 2. Set the temperature control to full heat 3. Set the fan
speed to HI 4. Direct the outer instrument panel vents towards the side windows To increase
airflow to the outer instrument panel vents, close the vents located in the middle of the
instrument panel. Turns on the parking lamps, instrument panel lamps, license plate lamps and
tail lamps. Turns the headlamps on. Foglamp control if equipped The headlamp control also
operates the foglamps. The foglamps can be turned on when the headlamp control is in the
position and the high Page 39 Lights High beams Push the lever toward the instrument panel to
activate. Pull the lever towards you to deactivate. Flash to pass Pull toward you slightly to
activate and release to deactivate. Page 40 Lights 1. Park the vehicle on a level surface
approximately 7. Measure the height of the headlamp bulb center from the ground and mark a 2.
Page Turn Signal Control Lights 3. Open the hood. Remove the battery cover. Remove the
headlamp bulb cover by releasing the four snap hooks two top and two bottom. Note: On the
left headlamp, pull the bulb cover approximately 1 inch rearward and then slide it out until the
vertical aiming adjuster is accessible. When the dome lamp switch is in the off position, it will
not illuminate when you open the doors. Page 43 Lights Using the right bulbs Replacement
bulbs are specified in the chart below. The correct bulbs will not damage the lamp assembly or
void the lamp assembly warranty and will provide quality bulb burn time. To remove the high or
low beam headlamp bulb: 1. Lift the hood and remove the bulb cover. Swivel the wire clip to the
side and pull out the lamp. Page 45 2. Open the hood and remove the bulb socket from the
headlamp unit by turning it counterclockwise. Pull the bulb straight out of the bulb socket. Make

sure the headlamp control is in the OFF position and then open the hatchback. From inside the
luggage compartment remove the wing nut of the rear light assembly cover. Using a screw
driver remove the fixings and trim from the body. Remove the socket from the lamp assembly 4.
Page 48 Lights Replacing high-mount brake lamp bulbs Sedan 1. Make sure the headlamp
control is in the OFF position and open the luggage compartment. Using a screw driver remove
the trim from the tailgate. Pull the bulb holder from the lamp assembly. Page 49 Lights
Replacing the luggage compartment lamp 1. Make sure the headlamp control is in the OFF
position. Carefully pry out the light assembly from the holder with a flathead screwdriver. Pull
the bulb straight out. Install in reverse order. Replacing interior lamps 1. For intermittent
operation, move control up one position and adjust the rotary control to the desired speed. For
normal operation, move control up two positions. For high speed operation, move control up
three positions. Page 51 Driver Controls Changing the wiper blades 1. Pull the wiper arm away
from the vehicle. Turn the blade at an angle from the wiper arm. Push the lock pin manually to
release the blade and pull the wiper blade down toward the windshield to remove it from the
arm. The horn can be operated when the ignition is off. To adjust your mirrors: 1. Rotate the
control clockwise to adjust the right mirror and rotate the control counterclockwise to adjust the
left mirror. Page 54 Driver Controls Setting speed control The controls for using your speed
control are located on the steering wheel for your convenience. Press the ON control and
release 2. Accelerate to the desired speed. This will automatically return the vehicle to the
previously set speed. Increasing speed while using speed control There are two ways to set a
higher speed Turning off speed control Press the speed control OFF control. Note: When you
turn off the speed control or the ignition, your speed control set speed memory is erased. Page
57 The moon roof will move about 0. Press the switch again and again until the moon roof is
closed. Have the system checked by your Ford Dealer immediately. Smokers package kit is
available through Ford Accessories. Make sure that the mat does not interfere with the
operation of the accelerator or the brake pedal. Release the cover at the sides and pull it out
horizontally without tilting it. Make sure the cover is properly aligned when inserting it. Wagon
Pull out the roller cover and secure the retaining points. The load must be placed directly on the
luggage rack. When loading the luggage rack, it is recommended to evenly distribute the load,
as well as maintain a low center of gravity. In case of loss, replacement keys are available from
your dealer. You should always carry a second key with you in a safe place in case you require
it in an emergency. The childproof locks are located on rear edge of each rear door and must be
set separately for each door. The handle is composed of a material that will glow for hours in
darkness following brief exposure to ambient light. Operation is subject to the following two
conditions: 1 This device may not cause harmful interference, and 2 This device must accept
any interference received, including interference that may cause undesired operation. Note: the
parking lamps will flash once. If any of the doors are not properly closed the horn will make two
quick chirps. Page 67 Locks and Security To replace the battery: 1. Twist a thin coin between
the two halves of the remote entry transmitter near the key ring. Remove the old battery. Page
68 Note: The SecuriLock passive anti-theft system is not compatible with non-Ford aftermarket
remote start systems. Use of these systems may result in vehicle starting problems and a loss
of security protection. Note: Large metallic objects, electronic devices that are used to purchase
gasoline or similar items, or a second coded key on the same key chain may cause vehicle
starting issues. If a problem occurs with the SecuriLock system, the indicator will flash rapidly
or glow steadily when the ignition is in the ON position. If this occurs, the vehicle should be
taken to an authorized dealer for service. Page 70 Locks and Security 2. Keep the ignition in the
3 ON position for at least one second, but no more than 10 seconds. Turn the ignition to the 1
OFF position. If there is any potential perimeter anti-theft problem with your vehicle, ensure ALL
remote entry transmitters are taken to the dealership to aid in troubleshooting. Do not pile cargo
higher than the seatbacks to reduce the risk of injury in a collision or sudden stop. Page 73
Seating and Safety Restraints Adjusting the front manual seat Pull the lever located under the
front edge of the seat to move the seat forward or backward. Turn the control to adjust the
lumbar support. Turn the handle to adjust the height of the seat. The maximum temperature is
reached after five or six minutes. The indicator light on the switch is illuminated when activated.
The heating will operate when the ignition switch is in position 2. Heating with the engine off will
drain the battery. When returning the seats back to their original positions, make sure they are
fully locked and that the safety restraints are positioned in front of the seatback. The system is
designed to help protect smaller drivers sitting close to the driver air bag by providing a lower
air bag output level. The tone pattern will repeat periodically until the problem and warning light
are repaired. If any of these things happen, even intermittently, have the Personal Safety System
serviced at your dealership or by a qualified technician immediately. Page 80 Seating and Safety
Restraints Always transport children 12 years old and under in the back seat and always

properly use appropriate child restraints. Combination lap and shoulder belts 1. Insert the belt
tongue into the proper buckle the buckle closest to the direction the tongue is coming from until
you hear a snap and feel it latch. Failure to replace the belt and retractor assembly could
increase the risk of injury in collisions. Page 82 This indicates the safety belt is now in the
automatic locking mode. How to disengage the automatic locking mode Ford Motor Company
recommends that all passenger safety belt assemblies and attaching hardware should be
inspected by a qualified technician after any collision to verify that the automatic locking
retractor feature for child seats is still working properly. Page 83 Seating and Safety Restraints
Safety belt pretensioner Your vehicle is equipped with safety belt pretensioners at the driver
and front passenger seating positions. The safety belt pretensioner is a device which removes
excess webbing from the safety belt system. The safety belt pretensioner uses the same crash
sensor system as the front air bag supplemental restraint system SRS. Page 84 Seating and
Safety Restraints Position the safety belt height adjusters so that the belt rests across the
middle of your shoulder. Failure to adjust the safety belt properly could reduce the
effectiveness of the seat belt and increase the risk of injury in a collision. Safety belt warning
light and indicator chime The safety belt warning light illuminates in the instrument cluster and
a chime sounds to remind the occupants to fasten their safety belts. Page 85 Seating and Safety
Restraints If Page 86 Seating and Safety Restraints Reasons given BeltMinder reminds us to
take a few seconds to buckle up. Page 87 Seating and Safety Restraints One time disable Any
time the safety belt is buckled and then unbuckled during an ignition ON cycle, the BeltMinder
will be disabled for that ignition cycle only. Page 88 slide bar-if equipped , shoulder belt height
adjusters if equipped , shoulder belt guide on seatback if equipped , child safety seat LATCH
and tether anchors, and attaching hardware, should be inspected after a collision. Ford Motor
Company Page Air Bags Seating and Safety Restraints recommends that all safety belt
assemblies used in vehicles involved in a collision be replaced. However, if the collision was
minor and a qualified technician finds that the belts do not show damage and continue to
operate properly, they do not need to be replaced. Page 91 Seating and Safety Restraints Do not
attempt to service, repair, or modify the air bag supplemental restraint systems or its fuses. See
your Ford or Lincoln Mercury dealer. Children and air bags Children must always be properly
restrained. Accident statistics Page 92 Seating and Safety Restraints The air bags inflate and
deflate rapidly upon activation. After air bag deployment, it is normal to notice a smoke-like,
powdery residue or smell the burnt propellant. This may consist of cornstarch, talcum powder
to lubricate the bag or sodium compounds e. The diagnostic module monitors its own internal
circuits and the supplemental air bag electrical system warning including the impact sensors ,
the system wiring, the air bag system readiness light, the air bag back up power and the air bag
ignitors. Page 94 Do not attempt to service, repair, or modify the air bag SRS, its fuses or the
seat cover on a seat containing an air bag. All occupants of the vehicle should always wear their
safety belts even when an air bag SRS is provided. Page 95 Seating and Safety Restraints The
fact that the air bags did not inflate in a collision does not mean that something is wrong with
the system. Rather, it means the forces were not of the type sufficient to cause activation. Side
air bags are designed to inflate in side-impact collisions, not roll-over, rear-impact, frontal or
near-frontal collisions, unless the collision causes sufficient lateral deceleration. Page 96
Seating and Safety Restraints Always transport children 12 years old and under in the back seat
and always use appropriate child restraints. Accident statistics indicate that children are safer
when properly restrained in the rear seats. Do not leave children, unreliable adults, or pets
unattended in your vehicle. Page 97 To improve the fit of both the lap and shoulder belt on
children who have outgrown child safety seats, Ford Motor Company recommends use of a
belt-positioning booster. Booster seats position a child so that safety belts fit better. They lift
the child up so that the lap belt rests low across the hips and the knees bend comfortably. For
this reason, you should never use a booster seat with a lap belt only. Page passenger side front
and outboard rear seating positions if equipped section in this chapter. Ford recommends the
use of a child safety seat having a top tether strap. Install the child safety seat in a seating
position with a tether anchor. Page Seating and Safety Restraints Installing child safety seats
with combination lap and shoulder belts Air bags can kill or injure a child in a child seat. NEVER
place a rear-facing child seat in front of an active air bag. If you must use a forward-facing child
seat in the front seat, move the seat all the way back. Page Seating and Safety Restraints 3. Be
sure the belt webbing is not twisted. Insert the belt tongue into the proper buckle the buckle
closest to the direction the tongue is coming from for that seating position until Page Seating
and Safety Restraints 7. Pull the lap belt portion across the child seat toward the buckle and pull
up on the shoulder belt while pushing down with your knee on the child seat. Allow the safety
belt to retract to remove any slack in the belt. Page Seating and Safety Restraints The tether
strap anchors in your vehicle are in the following positions shown from top view, left is front of

the vehicle : Attach the tether strap only to the appropriate tether anchor as shown. The tether
strap may not work properly if attached somewhere other than the correct tether anchor. Page
Seating and Safety Restraints 5. Clip the tether strap to the anchor as shown. If the tether strap
is clipped incorrectly, the child safety seat may not be retained properly in the event of a
collision. Refer to the Installing child safety seats in combination lap and shoulder belt seating
positions section of this chapter for further instructions to secure the child safety seat. Page
Seating and Safety Restraints LATCH attachments on belt webbing can be used at the center
rear seat unless a child seat at an outboard rear seat is attached to one of these lower anchors.
Install a child seat onto the lower anchors at the center rear seat ONLY IF the child restraint
manufacturer recommends that the child seat can be installed to anchors that are spaced up to
mm apart. LOCK, locks the steering wheel, automatic transaxle gearshift lever and allows key
removal. OFF, shuts the engine and all electrical accessories off without locking the steering
wheel. The audio system will still function. Page Driving If you smell exhaust fumes inside your
vehicle, have your dealer inspect your vehicle immediately. Do not drive if you smell exhaust
fumes. Make sure the corresponding lights illuminate or illuminate briefly. If a light fails to
illuminate, have the vehicle serviced. Page Driving If starting a vehicle with a manual transaxle:
1. Make sure the parking brake is set. Push the clutch pedal to the floor. Page Driving Make sure
the corresponding lights illuminate or illuminate briefly. Starting the engine 1. Page Brakes
Driving If you smell exhaust fumes inside your vehicle, have your dealer inspect your vehicle
immediately. Important ventilating information If the engine is idling while the vehicle is stopped
for a long period of time, open the windows at least 2. If your BRAKE warning lamp illuminates
with the parking brake released, have your brake system serviced immediately. Parking brake
To set the parking brake 1 , pull the parking brake handle up as far as possible. Page Driving
The Traction Control switch is located on the center console, by the gearshift lever. The
Traction Control system will automatically turn on every time the ignition is turned off and on. If
you should become stuck in snow or ice or on a very slippery road surface, try switching the
Traction Control system off. Also, do not install a stereo loudspeaker near the front center
console or under either front seat. Page Driving If you cannot move the gearshift lever out of P
Park with ignition in the ON position and the brake pedal depressed: 1. Apply the parking brake,
turn ignition key to LOCK, then remove the key. When the key is in the ignition OFF position, the
automatic transmission shift lever can be moved from the P Park position without the brake
pedal depressed. Page Driving Understanding the gearshift positions of the 4â€”speed
automatic transaxle P Park This position locks the transaxle and prevents the rear wheels from
turning. Page Driving D Overdrive The normal driving position for the best fuel economy. D
Overdrive can be deactivated by pressing the transaxle control switch on the end of the
gearshift lever. Drive not shown Drive is activated when the transaxle control switch is pressed.
This will allow the wheels to spin, which may help to free your stuck vehicle. For more
information, refer to Traction Control if equipped or AdvanceTrac stability enhancement system
if equipped in this chapter. Parking your vehicle 1. Apply the brake and shift into the neutral
position. It does not include occupants or aftermarket equipment. The payload equals the gross
vehicle weight rating minus base curb weight. Page Driving If you use a rental trailer, follow the
instructions that the rental agency gives to you. Do not attach safety chains to the bumper. Do
not apply the brakes continuously, as they may overheat and become less effective. This
program is separate from the New Vehicle Limited Warranty. Canadian customers who require
roadside assistance, call 1â€”â€”â€” If you need to arrange roadside assistance for yourself,
Ford Motor Company will reimburse a reasonable amount. To obtain reimbursement
information, U. Ford or Mercury vehicles customers call ; To reset the switch: 1. Turn the
ignition OFF. Check the fuel system for leaks. If no leaks are apparent, reset the switch by
pushing in on the reset button. Page Roadside Emergencies Passenger compartment fuse panel
The fuse panel is located below and to the left of the steering wheel by the brake pedal. Remove
the panel cover to access the fuses. To remove a fuse use the fuse puller tool provided on the
fuse panel cover. Page Roadside Emergencies The fuses are coded as follows. Page Roadside
Emergencies To remove a fuse, use the fuse puller tool provided on the power distribution box
cover. Page Roadside Emergencies The use of tire sealants is not recommended and may
compromise the integrity of your tires. Temporary spare tire information The temporary spare
tire for your vehicle is labeled as such. It is smaller than a regular tire and is designed for
emergency use only. Replace the temporary spare tire with a full-size tire as soon as possible.
Page Roadside Emergencies Tire change procedure 1. Park on a level surface, activate hazard
flashers and set the parking brake. When one of the front wheels is off the ground, the transaxle
alone will not prevent the vehicle from moving or slipping off the jack, even if the vehicle is in P
Park automatic transaxle or R Reverse manual transaxle. Page Roadside Emergencies 4. On
coupe models, unsnap and remove the access door if equipped on the lower rocker molding to

access the proper jacking points. Loosen each wheel lug nut one-half turn counterclockwise but
do not remove them until the wheel is raised off the ground. Page Jump Starting Roadside
Emergencies 6. The vehicle jacking points are depicted on the yellow warning label on the jack
shown here. Depending on which tire is to be changed, locate the jack at the half-moon cutout
located approximately 15 cm 6 inches from the front wheel opening 1 or approximately 38 cm 15
inches from the rear wheel opening 2. Page Roadside Emergencies Do not attempt to push-start
your vehicle. Automatic transmissions do not have push-start capability; also, the catalytic
converter may become damaged. Preparing your vehicle When the battery is disconnected or a
new battery is installed, the transmission must relearn its shift strategy. Page Roadside
Emergencies 2. Connect the negative - cable to the negative - terminal of the assisting battery.
Do not use fuel lines, engine rocker covers or the intake manifold as grounding points. Do not
connect the end of the second cable to the negative - terminal of the battery to be jumped. Page
Roadside Emergencies Removing the jumper cables Remove the jumper cables in the reverse
order that they were connected. Remove the jumper cable from the ground metal surface. Note:
In the illustrations, lightning bolts are used to designate the assisting boosting battery. Page
Roadside Emergencies 3. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Page Wrecker Towing It is recommended that your vehicle be towed with a wheel lift
or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not approved a
slingbelt towing procedure. If your vehicle is to be towed from the rear using wheel lift
equipment, the front wheels drive wheels must be placed on a dolly to prevent damage to the
transmission. Away from home If you own a Ford or Mercury vehicle and are away from home
when your vehicle needs service, or if you need more help than the dealership could provide,
after following the steps described above, contact the Ford Customer Relationship Center to
find an authorized dealership to help you. Page P. If you did not take advantage of the Ford
Extended Service Plan at the time of purchasing your vehicle, you may still be eligible. Since
this information is subject to change, please ask your dealer for complete details about Ford
Extended Service Plan coverage options, or visit the Ford ESP website at The decisions of the
Board are binding on Ford and, in some cases, on the dealer but not on consumers who are free
to pursue other remedies available to them under state or federal law. Page If your vehicle must
be serviced while you are traveling or living in Central or South America, the Caribbean, or the
Middle East, contact the nearest Ford dealership. Page Reporting Safety Defects U. ENGINE
Engines are more efficient when they are clean because grease and dirt buildup keep the engine
warmer than normal. The high-pressure fluid could penetrate the sealed parts and cause
damage. Page Use only approved products to clean plastic parts. These products are available
from your dealer. These quality products have been specifically engineered to fulfill your
automotive needs; they are custom designed to complement the style and appearance of your
vehicle. If your vehicle requires professional service, your dealership can provide the necessary
parts and service. Set the parking brake and shift to P Park. Block the wheels. Set the parking
brake, depress the clutch and place the gearshift in N Neutral. Power steering fluid reservoir 2.
Engine oil dipstick 3. Engine oil filler cap 4. Power distribution box 6. Air filter assembly 7.
Windshield washer fluid reservoir 8. Page Maintenance and Specifications 2. Engine oil filler cap
3. Power distribution box 5. Air filter assembly 6. Windshield washer fluid reservoir 7. Battery 8.
Automatic transaxle fluid dipstick if equipped 9. Battery 6. Air filter service minder 8. Page
Engine Oil In very cold weather, do not fill the reservoir completely. Refer to Lubricant
specifications in this chapter. State or local regulations on volatile organic compounds may
restrict the use of methanol, a common windshield washer antifreeze additive. Turn the engine
off and wait a few minutes for the oil to drain into the oil pan. Set the parking brake and ensure
the gearshift is securely latched in P automatic transaxle or 1st manual transaxle. Some oil
must be removed from the engine by a service technician. Page Change your engine oil and
filter according to the appropriate schedule listed in the scheduled maintenance guide. Ford
production and aftermarket Motorcraft oil filters are designed for added engine protection and
long life. If a replacement oil filter is used that does not meet Ford material and design
specifications, start-up engine noises or knock may be experienced. However, for severe usage
or in high temperature climates, check the battery electrolyte level. Refer to the scheduled
maintenance guide for the service interval schedules. Lift the battery with a battery carrier or
with your hands on opposite corners. Page Maintenance and Specifications If the battery has
been disconnected or a new battery has been installed, the clock and the preset radio stations
must be reset once the battery is reconnected. Follow your local authorized standards for
disposal. Page Do not put engine coolant in the windshield washer fluid container. If sprayed on
the windshield, engine coolant could make it difficult to see through the windshield. Mixing
Motorcraft Speciality Orange Engine Coolant or any orange-colored extended life product with

your factory filled coolant can result in degraded corrosion protection. Page Recycled engine
coolant Ford Motor Company does NOT recommend the use of recycled engine coolant in
vehicles originally equipped with Motorcraft Premium Gold Engine Coolant since a
Ford-approved recycling process is not yet available. Page Maintenance and Specifications 5.
Restart the engine and take your vehicle to a service facility. Driving the vehicle without
repairing the engine problem increases the chance of engine damage. Take your vehicle to a
service facility as soon as possible. Inhaling too much fuel vapor of any kind can lead to eye
and respiratory tract irritation. In severe cases, excessive or prolonged breathing of fuel vapor
can cause serious illness and permanent injury. Page The customer warranty may be void for
any damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler
cap is not used. The fuel system may be under pressure. If the fuel filler cap is venting vapor or
if you hear a hissing sound, wait until it stops before completely removing the fuel filler cap.
Page Fuel Charter should be used when available. Ask your fuel supplier about gasolines that
meet the World-wide Fuel Charter. Page Maintenance and Specifications Running out of fuel
Avoid running out of fuel because this situation may have an adverse affect on powertrain
components. Page Maintenance and Specifications vehicle after the fuel gauge indicates empty,
you might not be able to refuel the full amount of the advertised capacity of the fuel tank due to
the empty reserve still present in the tank. Page Maintenance and Specifications If other than
Ford, Motorcraft or Ford-authorized parts are used for maintenance replacements or for service
of components affecting emission control, such non-Ford parts should be equivalent to genuine
Ford Motor Company parts in performance and durability. Page Maintenance and Specifications
3. The fuel cap may not have been securely tightened. Refer to the Scheduled Maintenance
Guide for service maintenance schedules. Start the engine and let it run until it reaches normal
operating schedules. Turn the steering wheel left and right several times. For more information
on brake fluid maintenance, refer to Brake fluid in this chapter. Remove the dipstick, wiping it
clean with a clean, dry lint free rag. If necessary, refer to Identifying components in the engine
compartment in this chapter for the location of the dipstick. Install the dipstick making sure it is
fully seated in the filler tube. Page 4. Add enough fluid through the filler opening so that the
fluid level is at the bottom of the opening. Install and tighten the fill plug securely. Use only fluid
that meets Ford specifications. Refer to Lubricant Specifications in this chapter. Page 10 to 12
inches or limited production tires as defined in Title 49 Code of Federal Regulations Part
Department of Transportation-Tire quality grades: The U. Department of Transportation requires
Ford to give you the following information about tire grades exactly as the government has
written it. Page Maintenance and Specifications The traction grade assigned to this tire is based
on straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Make sure that all replacement tires are of
the same size, type, load-carrying capacity and tread design e. The tires on your vehicle have all
weather treads to provide traction in rain and snow. However, in some climates, you
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may need to use snow tires and chains. Page Part Numbers If a spark plug is removed for
inspection and replaced, it must be reinstalled in the same cylinder. If a spark plug needs to be
replaced, use only spark plugs with the service number suffix letter as shown above. Page
Lubricant Specifications Use of sythetic or sythetic blend motor oil is not mandatory. Please
note that in the graphic XXXX is representative of your vehicle identification number. These
quality accessories have been specifically engineered to fulfill your automotive needs; they are
custom designed to complement the style and aerodynamic appearance of your vehicle. Page
Index Index Index replacement, specifications Page Emission control system.. Page Index
capacity Page Index instrument panel, dimming.. Page Index Specification chart, fluid, checking
and adding automatic Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

