2005 chrysler pacifica stereo

Wiring Diagram Sample. Avoid shortages and malfunctions when wiring your car's consumer
electronics. Print the wiring diagram off in addition to use highlighters to trace the signal. When
you make use of your finger or even follow the circuit along with your eyes, it may be easy to
mistrace the circuit. Before reading the schematic, get common and understand all of the
symbols. Read the schematic like a new roadmap. Sometimes, even when you shut away from
power, some cabling may be connected to another circuit and hence may nevertheless pose a
threat of electric shock. The best way to easily instal cables is to be able to straighten them out
first. Before putting in or changing electrical wiring, one must have the proper amp ranking for
all circuits. For example, a amp circuit need to have the right-gauge wiring to prevent fire threat.
Grounding provides the safe path with regard to extra electric current in order to pass in case of
a mistake or any additional issue. A person need to make sure enclosing all cabling
connections in suitable electrical boxes or even clamps. Enclosures safeguard the connection
as well as the particular people from unintended contacts with those connections. There are
various different sorts of wires available in the marketplace â€” Heat proof, Fire Resistant,
Industrial Quality etc. Ensure that you choose the right wire to your need. Typically the above
tips as well as check not just assist in safe electric wiring changes as well as replacements but
furthermore pave a method for safer homes. Save my name, email, and website in this browser
for the next time I comment. Electric Motor Switch Radio Latest. Facebook Tweet Pin. Wiring
Diagram Sample. Avoid shortages and malfunctions when wiring your car's consumer
electronics. Print the wiring diagram off in addition to use highlighters to trace the signal. When
you make use of your finger or even follow the circuit along with your eyes, it may be easy to
mistrace the circuit. Before reading the schematic, get common and understand all of the
symbols. Read the schematic like a new roadmap. Sometimes, even when you shut away from
power, some cabling may be connected to another circuit and hence may nevertheless pose a
threat of electric shock. The best way to easily instal cables is to be able to straighten them out
first. Before putting in or changing electrical wiring, one must have the proper amp ranking for
all circuits. For example, a amp circuit need to have the right-gauge wiring to prevent fire threat.
Grounding provides the safe path with regard to extra electric current in order to pass in case of
a mistake or any additional issue. A person need to make sure enclosing all cabling
connections in suitable electrical boxes or even clamps. Enclosures safeguard the connection
as well as the particular people from unintended contacts with those connections. There are
various different sorts of wires available in the marketplace â€” Heat proof, Fire Resistant,
Industrial Quality etc. Ensure that you choose the right wire to your need. Typically the above
tips as well as check not just assist in safe electric wiring changes as well as replacements but
furthermore pave a method for safer homes. Save my name, email, and website in this browser
for the next time I comment. Electric Motor Switch Radio Latest. Facebook Tweet Pin. I want to
purchase a new stereo for my Pacifica. I want the satellite ready, ipod ready and blue tooth
ready. Also want to still be able to use my steering wheel remote. Please advise me on one that
fits my vehicle. You might want to go to a Stereo shop and ask them if they have a radio fitting
you needs, As far as I know, there is no aftermarket stereo that will allow you to use your
steering controls. Best of luck. Jessie answered 12 years ago. Please advise me on one that f I
have a brand new Chrysler Pacifica loaded. Got smoke test done. So installed a new a new JVC
stereo in my Chrysler town and country. Stereo works great but it sets off the anti theft system
and then the car won't turn on. I used a Metra wiring kit to hook up th I have a different car.
Content submitted by Users is not endorsed by CarGurus, does not express the opinions of
CarGurus, and should not be considered reviewed, screened, or approved by CarGurus. Please
refer to CarGurus Terms of Use. Content will be removed if CarGurus becomes aware that it
violates our policies. Report Follow. Mark helpful. Your Answer:. Upload Photo Photo optional.
Related Questions. Start a new Chrysler Pacifica question. Sell Your Car Yourself With a simple,
secure transaction. Get Started. Search Chrysler Pacifica Questions. CarGurus Experts. Know
more, shop wisely Search. Related Models For Sale. Used Cars For Sale. Close Menu. Car
Security. Ohm's Law Calculators. Relay Diagrams. Subwoofer Wiring. Vehicle Wiring. Recent
Topics. Site Search. Site Menu. Advanced Search. There's no sound. I'm understanding this is
because of the factory amp power. People have told me I have to run new wires for the speakers
to the new radio. Is there any way for me to jump the power to that amp or anything fairly simple
to do rather than running all new wire? Thank you. Back to Top. Or possibly just bypass the
amp? No idea. It must be ran from the radio location to the factory amplifier which they say is
located in the left rear cargo area. That would be all I need right? I have the antenna adapter and
the short harness for the radio. It's up to her what she wants to buy and she wants to keep it
cheap. So we're taking about doing that second option. I'm not getting paid for this I'm doing it
as a favor and she's not looking to spend much, she just wants to use the radio her friend gave
to her. So if I do the second option, do I have to do anything else? Do I have to have an

outboard amplifier and center channel processor? Printable version. Search the12volt. Follow
the12volt. Any user assumes the entire risk as to the accuracy and use of this information.
Please verify all wire colors and diagrams before applying any information. The second
suggestion can keep those working with an outboard amplifier and a center channel processor
of some sort. But by the end of the day you and he will be much happier with the first
suggestion. You cannot post new topics in this forum You cannot reply to topics in this forum
You cannot delete your posts in this forum You cannot edit your posts in this forum You cannot
create polls in this forum You cannot vote in polls in this forum. Worried about potential repair
costs? An extended warranty can provide peace of mind. See our lemon odds and nada odds
page to see vehicles with no repairs or vehicles with more than three repairs. To see how
frequently Chrysler Pacifica problems occur, check out our car reliability stats. See most
expensive repairs Worried about potential repair costs? Chart based on repair trips. The repair
cost chart excludes repairs made under warranty, do-it-yourself repairs, and repair trips that
include maintenance. See repairs for all Chrysler Pacifica model years. Shop replaced torque
converter. Heated seats and power seats left and right quit working. Replaced the unit under the
driver seat that controls the seats and heat to them. Replaced throttle plate and other
associated parts. Also did injector cleaning to fix sticky gas pedal. Chrysler Pacifica in
California, United States Jun - Mar Jul km Engine froze due to no oil; no warning lights, oil
changed within proper parameters, no leaks at all. According to dealer, oil burned off. Delay in
switching gears, or a clunking sound in the transmission box when shifting fron Drive to Park,
or vice versa. I had two problems. One: replaced front left hub due to a failure of the ABS
sensor. Local shop recalibrated the ODS system. Replaced accessory drive belt idler pulleys
and drive belt after bearing noise increased after timing belt replacement. Pulleys were whining
prior to timing belt replacement and worsened after timing belt replacement. Upon inspection of
water pump, it showed signs of impending failure. Upon inspection of water pump it showed
signs of impending failure. Mar km Engine started running eratically stalled if accelerator was
pressed normally had to accelerate very slowly. Replaced secondary fuel pump. Problem
discovered when doing an oil change, that the front wheels wobbles a bit when grabbed at 3
and 9 o'clock. Cat converter need to be replaced. Apr km Engine cradle rust. Also changed
loose tie rod. Further issue expected in the future as car age. Decide to retire it for a new car
Read several posts on ChryslerForum. Solution seemed to be adding a power lead in parallel to
factory lead to fuse box. Alignment also necessary. Every exhaust component aft. Original part
replaced. Alternator on it last legs near death. Onboard computer failure due to contamination
of components. This failure in turn caused starter as well battery failure. Oxygen sensor worn
out. Wires frayed connecting to computer. Connecting pipe to radiator clasped. Fan relay
burnt-out. Housing split in two damage was so severe. Cause: 2 broken engine mounts. A
component associated with the emission control required replacing. Replaced under warranty.
Jun km Noise from tensioner. Caused a grinding noise. Engine component snapped causing
belt to loosen. Dealer fixed no problems. Repair shop advised vehicle low on oil, advised
Chryslers are known to use up oil in later mileage. Advised to add a quart every miles. Shop
traced error to faulty ground lead contact in harness underneath battery box. Found splice near
Left 2nd door pillar was at fault. Rebuilt splice to return to working order. Replaced under
unlimited mile warranty. Dealer could not replicate, so no fix was issued. Was told to "bring it in
with light on to fix". Update: later went away on its own. Took fan apart, lubed bearings,
reassembled. Replaced front struts and rear shocks. Replaced with new part. Front engine
mount failed and was replaced. Jan km Recently replaced alternator failed again. Unit
exchanged under warentee. Mine has the corrosion but is not in the recall group. Trying to learn
why from Chrysler Customer Care. Before the cradle degraded to a point where structural
rigidity became compromised, I had a large steel patch fabricated and welded to the solid metal
all around the corrosion area. Not doing this will cause buildup and compression loss. Ran fuel
system cleaner through and replaced the map sensor. Fault was back a day later. Dealer sees
this problem "frequently" in the 3. Aug km Autostick will not return to 1st gear when coming to
a stop, has to be done manually, and, when done so, switches gears with a big "clunk" that
shakes the vehicle. The bulb was fine, but the socket that the bulb hooks into had failed. Full
brake job, roters, pads, etc. Drain plug on oil pan needed replacement too. Followed by the car
intermittently not starting. Engine would jump successfully but would turn off after removing
jumper cables. Purchased refurbished alternator. Problem solved. Took a chance and added
Freon with hopes it would last. Chrysler Pacifica in Missouri, United States Aug - Oct Apr km
Evaporator core on air conditioning unit was replaced under warranty. Used JB weld to fix the
hole on the radiator. Mar km Went to local garage to have them check out the ABS light. They
said no codes showed up on their computer. Ordered all four ABS sensors and had all replaced
at the same time as per new Chrysler protocol. ABS light off for approximately 10 miles, and

now back on. Replaced the Sensor and it started working again. Dealer repaired under warranty.
Parts are now on back order and do not expect for at least 90 days. System will be unmonitored
until then. System was updated and is now working fine. Required replacement of IGR Valve.
Had noticed some hesitation during the past 5, miles. Engine warning light came on just
recently. Took to dealer and analyzed IGR valve. At the same time replaced alternator which was
not functioning properly. I could not get the car in gear. Towed to local garage who diagnosed
immediately. Replaced broken part with a new metal one. Repairs took about 90 minuets.
Required new part s. See TrueDelta's information for all Minivans. See TrueDelta's information
for all Chrysler models. Also notice a slight engine "surge" at about 35 mph. Engine froze due to
no oil; no warning lights, oil changed within proper parameters, no leaks at all. Two: replaced
the tensioner and two pulleys. Occupancy Detection System for the Airbag system was repaired
through the replacement of the bladder in the front Passenger seat. Replaced timing belt.
Engine started running eratically stalled if accelerator was pressed normally had to accelerate
very slowly. Valve not seating correctly- 4 Cyl missfired. Both outer tie rods have to be
replaced.. Multiple problems as underframe rust prevalent suspension, tire-rod, sway bar.
Noticed headlights and dash lights would flicker intermittantly. EGR pump worn out. Upper
radiator hose leaking. Transmission break down. Noise from tensioner. Weather stripping on
the moonroof was torn. Loud noise upon starting. Brake lights inoperative. Tranny Flush,
multiple O2 sensors replaced, and oil change done as part of purchase agreement. Catalytic
Converter failed, tripping CEL. Airbag warning light intermittently on. Rear cabin blower fan
sqeaking. Alternator failed and took our battery as well. Recently replaced alternator failed
again. Chrysler offered no help at all on the engine cradle corrosion issue. P cylinder 6 misfire,
replaced plugs on all 6 cylinders and coil on 6 cylinder. Dealer said this is a performance
engine, so it needs to be revved above rpm to get the valves to rotate. Autostick will not return
to 1st gear when coming to a stop, has to be done manually, and, when done so, switches gears
with a big "clunk" that shakes the vehicle. Left turn signal was not operating. The car developed
a slow bump shift out of first gear. Air conditioner stopped working. Driver side outside mirror
develop a white haze. Found and replaced a broken front engine mount. ABS sensors have been
replaced. Front passenger seat not fully functional, software upgrade needed. Clunk when
changing in and out of gears as well as stepping on and lifting foot off pedal. Inner tie rod end
on passenger side is loose and needs to be replaced. Replaced inner tie rod on the passenger
side and replaced both outer tie rods. Went to local garage to have them check out the ABS
light. ABS light on again. Heater quit working. Was alerted that a tire pressure sensor was bad.
After several months on order parts arrived and were installed. Replaced EGR valve after
service engine soon light appeared and was diagnosed. Replaced oil pan due to the fact that
drain hole had been stripped and unable to restore to original condition. Replaced rear brakes,
battery, flushed radiator, replaced 4 engine mounts. Transmission interlock broke. Replaced
front suspension on both sides and also did front brake resurfacing. Replaced Starter which
was shorting out and giving indications of failure. Toggle Navigation Factory Chrysler Parts.
Categories About Us. Select a Vehicle. Search Go. Chrysler Pacifica. You can edit the name of
your vehicle by clicking the pencil icon on the right. Something went wrong. Please try again.
Select Your Vehicle Below:. VIN Go. No vehicles found. Select your vehicle below:. Your Cart.
Continue Shopping View Cart. Tabbing past or clicking of this link will close the Cart. Some
restrictions apply. OEM Chrysler Pacifica parts are built to maximize the performance of
Chrysler vehicles and provide the certainty that the repair will be done right the first time. Parts
that fit. Radio, Antenna, and Speakers Parts that perform. Select a Chrysler Pacifica Year. We
are your source for Factory Chrysler Parts. When it comes time to repair, maintain or upgrade
your Chrysler Pacifica , choose Factory Chrysler Parts for the best selection of Chrysler parts at
discount prices. Authentic Chrysler Radio, Antenna, and Speakers spare parts from Factory
Chrysler Parts represent the pinnacle of Chrysler engineering and development, so why choose
anything less for your vehicle? If you have any questions about which parts you need to keep
your Chrysler driving like new, contact our Chrysler parts experts by phone or email, or in
person at our Bartow, FL, location. Get the right parts for the right price, right when you want
them, with our simple, graphical parts catalog and fast shipping. Keep your ride in peak
condition with the best Radio, Antenna, and Speakers spare parts available on the market.
Moparize your ride. Shop Factory Chrysler Parts. Exterior Accessories. Interior Accessories.
Make yourself comfortable. But as the driver, the majority of your enjoyment takes place in the
interior cabin. Factory Chrysler Parts. Average 4. Great layout. Legal Policies Data Requests.
Links My Information Testimonials. While every reasonable effort is made to ensure the
accuracy of this data, we are not responsible for any errors or omissions contained on these
pages. Please verify any information in question with a sales representative. It shows the
components of the circuit as simplified shapes, and the gift and signal contacts in the company

of the devices. A wiring diagram usually gives guidance roughly the relative twist and treaty of
devices and terminals upon the devices, to support in building or servicing the device. A
pictorial diagram would ham it up more detail of the instinctive appearance, whereas a wiring
diagram uses a more symbolic notation to highlight interconnections on top of being
appearance. A wiring diagram is often used to troubleshoot problems and to make clear that all
the links have been made and that whatever is present. Architectural wiring diagrams sham the
approximate locations and interconnections of receptacles, lighting, and enduring electrical
facilities in a building. Interconnecting wire routes may be shown approximately, where
particular receptacles or fixtures must be upon a common circuit. Wiring diagrams use
satisfactory symbols for wiring devices, usually interchange from those used on schematic
diagrams. The electrical symbols not solitary sham where something is to be installed, but with
what type of device is instinctive installed. For example, a surface ceiling spacious is shown by
one symbol, a recessed ceiling well-ventilated has a alternative symbol, and a surface
fluorescent roomy has option symbol. Each type of switch has a swap parable and fittingly do
the various outlets. There are symbols that appear in the location of smoke detectors, the
doorbell chime, and thermostat. A set of wiring diagrams may be required by the electrical
inspection authority to implement association of the house to the public electrical supply
system. Wiring diagrams will along with intensify panel schedules for circuit breaker
panelboards, and riser diagrams for special services such as flame alarm or closed circuit
television or further special services. Necessary cookies are absolutely essential for the website
to function properly. This category only includes cookies that ensures basic functionalities and
security features of the website. These cookies do not store any personal information. Any
cookies that may not be particularly necessary for the website to function and is used
specifically to collect user personal data via analytics, ads, other embedded contents are
termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Freightliner Wiring Diagram Wiring Diagram 81 views. This
website uses cookies to improve your experience. We'll assume you're ok with this, but you can
opt-out if you wish. Accept Reject Read More. Close Privacy Overview This website uses
cookies to improve your experience while you navigate through the website. Out of these, the
cookies that are categorized as necessary are stored on your browser as they are essential for
the working of basic functionalities of the website. We also use third-party cookies that help us
analyze and understand how you use this website. These cookies will be stored in your browser
only with your consent. You also have the option to opt-out of these cookies. But opting out of
some of these cookies may affect your browsing experience. Necessary Necessary.
Non-necessary Non-necessary. Quick Links Download this manual. Table of Contents. It is
supplemented by a Warranty Information Booklet and various customer oriented documents.
You are urged to read these publications carefully. Disclosure Label affixed to a window on your
vehicle. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death. The
dealer that sold you your new vehicle has the key code numbers for your vehicle locks. Opening
either front door will cancel this feature. Leaving children in a vehicle unattended is danger- ous
for a number of reasons. Page 13 chip transponder embedded into them. Only keys that have
been programmed to the vehicle can be used to start and operate the vehicle. The Sentry Key
Immobilizer System does not need to be armed or activated. Operation of the system is
automatic regardless of whether or not the vehicle is locked or unlocked. Replacement Keys
NOTE: Only keys that have been programmed to the vehicle electronics can be used to start the
vehicle. Once a Sentry Key has been programmed to a vehicle, it can not be programmed to any
other vehicle. Page General Information 4. Insert a blank Sentry Key into the ignition switch and
turn the ignition switch ON within 60 seconds. After 10 seconds a single chime will sound. The
Theft Alarm Light will stop flashing, turn on for 3 seconds; then turn off. The new Sentry Key
has been programmed. If the lock knob is up when you shut the door, the door will lock. Page
17 If you press the power door lock switch while the key is in the ignition, and any front door is
open, the power locks will not operate. This prevents you from acciden- tally locking your keys
in the vehicle. Removing the key or closing the door will allow the locks to operate. The Auto
Unlock feature is enabled, 2. The buttons on the remaining transmitters will work. If the vehicle
is shifted out of PARK, all the transmitter buttons are disabled for all keys. The horn will chirp
once to acknowledge the signal. If the button is pushed while the liftgate is being power closed,
the liftgate will reverse to the full open position. Remove and replace the battery. Avoid
touching the new battery with your fingers. Skin oils may cause battery deterioration. If you
touch a battery, clean it with rubbing alcohol. To reassemble the transmitter case, snap the two
halves together. If you disarm the system and access the liftgate area, the system must be
rearmed, as described previously, when closing the liftgate. The exterior lights will flash, the

horn will sound, and the ignition will not start the vehicle. If this occurs, disarm the system.
Page Power Liftgate - If Equipped be used to open the liftgate. The emergency liftgate latch
release can be accessed through a snap-in cover located on the liftgate trim panel. During
power operation, personal injury or cargo damage may occur. Ensure the liftgate travel path is
clear. Make sure the liftgate is closed and latched before driving away. You and your passengers could be injured by these fumes. When the lock switch is pressed the window controls
on the passenger doors will not illuminate and the passen- ger windows will be disabled. NOTE:
The front airbags have a multi stage inflator design. This allows the airbag to have different
rates of inflation that are based on collision severity. This feature allows the shoulder part of the
belt to move freely with you under normal conditions. But in a collision, the belt will lock and
reduce the risk of your striking the inside of the vehicle or being thrown out. Enter the vehicle
and close the door. Sit back and adjust the seat. The seat belt latch plate is near the seatback of
the front seats and next to your arm in the rear seats. Grasp the latch plate and pull out the belt.
Page 35 4. Position the lap belt across your thighs, below your abdomen. To remove slack in the
lap belt portion, pull up on the shoulder belt. To loosen the lap belt if it is too tight, tilt the latch
plate and pull on the lap belt. A snug belt reduces the risk of sliding under the belt in a collision.
To release the belt, push the red button on the buckle. The belt will automatically retract to its
stowed position. If necessary, slide the latch plate down the webbing to allow the belt to retract
fully. A frayed or torn belt could rip apart in a collision and leave you with no protection. When
you release the anchorage, try to move it up or down to make sure that it is locked in position.
Page Seat Belt Pretensioners Seat Belt Pretensioners The seat belts for both front seating
positions are equipped with pretensioning devices that are designed to remove slack from the
seat belt in the event of a collision. These devices improve the performance of the seat belt by
assuring that the belt is tight about the occupant early in a collision. Keeping the mother safe is
the best way to keep the baby safe. Pregnant women should wear the lap part of the belt across
the thighs and as snug across the hips as possible. Page 43 NOTE: Airbag covers may not be
obvious in the interior trim; but they will open to allow airbag deployment. You may damage the
airbags and you could be injured because the airbags are not there to protect you. Along with
seat belts, and pretensioners, front airbags work with the instrument panel knee blockers to
provide improved protection for the driver and front passenger. Left and right side curtain
airbags also work with seat belts to improve occupant protection. Page 45 If a child from 1 to 12
years old must ride in the front passenger seat because the vehicle is crowded, move the seat
as far back as possible, and use the proper child restraint. Refer to the section on Child
Restraint. You should read the instructions provided with your child restraint to make sure that
you are using it properly. Page 47 The airbag control module sends a message to the
instrument cluster to turn on the AIRBAG light in the instrument panel for 6 to 8 seconds when
the ignition switch is first turned ON, then turns the light off. If the airbag control module
detects a malfunction in any part of the system, the airbag light will turn on either momen- tarily
or continuously. A quantity of nontoxic gas is generated to inflate the side curtain airbag. The
inflating side curtain airbag pushes the outside edge of the headliner out of the way and inflates
in about the same time it takes to blink your eyes. NOTE: A collision that is not severe enough
to need airbag protection will not activate the system. Deployed airbags and seat belt
pretensioners cannot protect you in another collision. Have the airbags and seat belt
pretensioners replaced by an autho- rized dealer as soon as possible. Enhanced Accident
Response If the airbags and seat belt pertensioners deploy after an impact and the electrical
system remains functional, vehicles equipped with power door locks will unlock Page Child
Restraint Airbag Light You will want to have the airbags ready to inflate for your protection in a
collision. While the airbag system is designed to be maintenance free, if any of the following
occurs, have an authorized dealer service the system immediately. In a collision, an
unrestrained child, even a tiny baby, can become a missile inside the vehicle. The force required
to hold even an infant on your lap could become so great that you could not hold the child, no
matter how strong you are. Page 53 The tether anchors are located on the rear surface of the
seat. LATCH child restraints make installation into the vehicle simple and convenient. The tether
anchors are located in the rear surface of the seat. When using the tether anchorages in the
second row seating position, ensure that the strap is routed over the top of the seatback and
under the head restraint between the head restraint posts. Page 55 Infants and Children There
are different sizes and types of restraints for children from newborn size to the child almost
large enough for an adult safety belt. Page 57 that you can install the child restraint in the
vehicle where you will use it, before you buy it. Check the label on the restraint for weight and
height limits. Oil changes should be consistent with anticipated climate conditions under which
vehicle operations will occur. The recommended viscosity and quality grades are shown in
Section 7 of this manual. DO NOT use the recirculation mode. Check for stones, nails, glass, or

other objects lodged in the tread. Inspect tread and sidewall for cuts or cracks. Page 65 Turn
Signals A two point pivot system allows for horizontal and vertical adjustment of the mirror. To
avoid damage to the mirror during cleaning, never spray any cleaning solution directly onto the
mirror. Apply the solution onto a clean cloth and wipe the mirror clean. Vehicles and other
objects seen in the right side convex mirror will look smaller and farther away than they really
are. Relying too much on your right side mirror could cause you to collide with another vehicle
or other object. Use your inside mirror when judging the size or distance of a vehicle seen in
this convex mirror. Heated Remote Control Mirrors These mirrors are heated to melt frost or ice.
This feature is activated whenever you turn on the Rear Window Defrost. The diagram below
shows the mirror with the appropriate buttons. Individual button behavior is discussed in the
Operation section. You will be prompted for a specific command and then guided through the
available options. Page 74 One of the following vehicle specific websites may also provide
detailed instructions for pairing with the brand of phone that you have: NOTE: Say the
designation you wish to delete. Check with your cellular service provider for the features that
you have. Working with Automated Systems This method is designed to be used in instances
where one generally has to press numbers on the cellular phone keypad while navigating
through an automated tele- phony system. Normally, you do not need to exercise this feature.
The top switch controls the seatback recline adjustment and the middle switch controls the
lumbar adjustment. Do not place any article under a power seat or impede its ability to move as
it may cause damage to the seat controls. Page 95 Press the switch once to select a heat setting
high or low and press the switch a second time in the same direction to turn the heated seat off.
The controls for the second row heated seats are located on the center console between the
seats. See your authorized dealer for service. Do not ride with the seatback reclined so that the
shoulder belt is no longer resting against your chest. In a collision you could slide under the
seat belt and be seriously or fatally injured. Use the recliner only when the vehicle is parked.
Adjust the seat only while the vehicle is parked. Adjusting a seat while the vehicle is moving is
dangerous. The seat belt might not be properly adjusted and you could be injured. Page Third
Row Easy Exit 5. If the seat contacts the rear of the front seat, move the front seat forward. Page
Third Row Seating Flexibility Third Row Seating Flexibility The third row seats may be used with
either or both seatbacks folded forward for additional storage space. To fold the seat, remove
any objects from in front of or on the seat. Then pull handle located on the seatback and push it
forward. Head restraints from one seating position should not be removed and installed in any
other seating position. In a collision, serious injury or death may result if the proper head
restraint is not installed on each seat. The floor supports the partial weight of the bagged
goods. Page Your vehicle has been delivered with two remote keyless entry transmitters. One or
both transmitters can be linked to either memory position. Up to eight remote keyless entry
transmitters can be used with your vehicle. The memory seat system can also accommodate up
to eight transmitters linked to either of the two stored seat positions or any combination of the
two positions. Each time the SET S button and a numbered button are pressed, you erase the
old memory and store a new one. First pull the hood release lever located under the left side of
the instrument panel. Next, push to the left the safety catch located under the front edge of the
hood, near the center. If the hood is not fully latched, it could fly up when the vehicle is moving
and block your forward vision. You could have a collision. Be sure all hood latches are fully
latched before driving. The interior lights will automatically turn off in about 15 minutes if a door
is left open or the dimmer control is left in the Dome light position. Turn to the second detent for
headlight, park light and instrument panel light operation. This feature brightens the odometer
and radio display when the parking lights or headlights are on during daylight conditions. Then
turn off the headlights within 45 seconds. The 90 second delay inter- val begins when headlight
switch is turned off. If the headlights or park lights are turned back on or the ignition switch is
turned on, the delay will be cancelled. Pull the Lever a second time to switch the headlights to
LOW beam. Passing Light You can signal another vehicle with your headlights by lightly pulling
the Multi-Function Lever toward you. Mist Feature Push down on the wiper lever to activate a
single wipe to clear off road mist or spray from a passing vehicle. Push the lever forward to
initiate the rear wash function in any of the three positions. The washer pump will continue to
operate as long as the lever is pressed. Release the lever to lock the steering wheel firmly in
place. This will occur even if you used the switch to turn the system OFF. The adjust- able pedal
system is designed to allow a greater range of driver comfort for steering wheel tilt and seat
position. Do not place any article under the adjustable pedals or impede its ability to move as it
may cause damage to the pedal controls. Leaving the Electronic Speed Control system on when
not in use is dangerous. You could accidently set the system or cause it to go faster than you
want. You could lose control and have an accident. Release the button when the desired speed
is reached, and the new speed will be set. It triggers these devices at the push of a button. Your

motorized door or gate will open and close while you are training the Universal Transceiver. Do
not train the transceiver if people or pets are in the path of the door or gate. A moving door or
gate can cause serious injury or death to people and pets or damage to objects. Page Using
Homelink If you live in Canada or you are having difficulties programming a gate operator by
using the Program- ming procedures regardless of where you live , replace Programming
HomeLink step 3 with the following: NOTE: If programming a garage door opener or gate
operator, it is advised to unplug the device during the cycling process to prevent possible
overheating. Press and hold the desired HomeLink button. Do NOT release the button. Press
and hold the switch rearward to fully open the sunroof. The sunroof can be stopped at any
position between closed and full open. Pressing the switch rearward again will fully open the
sunroof. During the Express Open operation, any movement of the switch will stop the sunroof
and it will remain in a partial open position. Page Wind Buffeting Wind Buffeting Wind buffeting
can be described as the perception of pressure on the ears or a helicopter type sound in the
ears. Your vehicle may exhibit wind buffeting with the windows down, or the sunroof if
equipped in certain open or partially open positions. Push down on the forward edge of the
console to release the cupholders. Press the cover up when the cupholders are no longer
needed. To open lift up on the handle. In an accident a cargo cover loose in the vehicle could
cause injury. It could fly around in a sudden stop and strike someone in the vehicle. Do not
store the cargo cover on the cargo floor or in the passenger compartment. In a sudden stop or
colli- sion a hook could pull loose and allow the child seat to come loose. A child could be badly
injured. Use only the anchors provided for child seat tethers. The load must not exceed lbs 68
kg , and should be uniformly distributed over the luggage rack crossbars. Distribute cargo
weight evenly on the roof rack crossbars. Always distribute heavy loads as evenly as possible
and secure the load appro- priately. Page Satellite Antenna Voltage Light This light monitors the
electrical system voltage. The light should turn on momentarily as the engine is started. If the
light stays on or turns on while driving, it indicates a problem with the charging system.
Immediate service should be obtained. A hot engine cooling system is dangerous. You or
others could be badly burned by steam or boiling coolant. You may want to call a service center
if your vehicle overheats. If you decide to look under the hood yourself, see Section 7 of this
manual. Follow the warnings under the Cooling System Pressure Cap paragraph. However, the
conventional brake system will continue to operate normally if the BRAKE warning light is not
on. If the ABS light is on, the brake system should be serviced as soon as possible to restore
the benefits of Anti-Lock brakes. Immediate repair to the ABS system is required. The system
will automatically reactivate and turn off the Traction Control Light. Tachometer The red
segments indicate the maximum permissible engine revolutions-per-minute r. Page release the
Trip Odometer button. To reset a trip odom- eter, display the desired trip odometer to be reset
then push and hold the button until the display resets ap- proximately 2 seconds. Oil Pressure
Warning Light This light shows low engine oil pressure. The light should turn on momentarily
when the engine is started. Page Electronic Vehicle Information Center Evic Driving on a
significantly underinflated tire causes the tire to overheat and can lead to tire failure. Pressing
the STEP button will display the available choices. Pressing the MENU button a second time
accepts a selected choice. Page Auto Door Locks? When this feature is selected, the front and
rear turn signals will flash when the doors are locked or unlocked using the remote keyless
entry transmitter. When this feature is selected, the power window switches, radio,
handsâ€”free system, DVD video system, To Reset The Display Pressing and releasing the
Reset button once will clear the resettable function currently being displayed. The resettable
function is average fuel economy. Turn the volume control clockwise to increase the volume.
NOTE: Power to operate the radio is supplied through the ignition switch. The radio will remain
tuned to the new station until you make another selection. Holding the button in will by- pass
stations without stopping until you release it. This allows a total of 10 AM and 10 FM stations to
be locked into memory. You can recall the stations stored in SET 2 memory by pressing the
push- button twice. If you insert a disc with the ignition OFF, the display will show the time of
day for about 5 seconds, then go out. Press the FF button a second time to stop the fast forward
feature. Turn the volume control to the right to increase the volume. The radio will pause for 5
seconds at each listenable station before continuing to the next. To stop the search, press the
SCAN button a second time. Page SET 1 will now show in the display window. If a button is not
selected within 5 seconds after pressing the SET button, the station will continue to play but will
not be locked into push-button memory. NOTE: When subjected to extremely cold
temperatures, the tape mechanism may require a few minutes to warm up for proper operation.
The tape will rewind until the button is pressed again or until the beginning of the tape is
reached. At the beginning of the tape, the tape will play in the opposite direction. If you insert a
disc with the ignition ON and the radio off, the display will show CD and the time of day will be

displayed. The RW Reverse button works in a similar manner. This feature plays the selections
on the currently playing compact disc in random order to provide an interesting change of pace.
On vehicles equipped with the premium version, select and press any numbered button without
an illumi- nated light above it. Gently insert the disc with the label facing up while the light
below the loading slot is illuminated. Direct sunlight or objects blocking the line of sight may
affect the function of the remote control. Page 1. Headphone Transmitter 2. Return 5. Setup 6.
Mute 8. Display 9. Mode Program Down - Previous Disc Program Up - Next Disc Slow Stop Menu
Use the right and left arrows to move between tabs for language, rating, mark, audio and aspect.
Press this button to stop the DVD. Press this button to select the DVD disc menu. Screen Width
Button Changes the width of the screen picture. Enter Button This button will enter the
selection from the on-screen menu. Power Button 2. Volume Control 3. Power Indicator An
indicator light will illuminate on the head- phone earpiece to indicate the headphones are ON.
Operation is subject to the following two conditions: 1 This device may not cause harmful
interference and 2 This device must accept any interference received, including interference
that may cause undesired operation. Press the top of the button to search up and the bottom of
the button to search down. Holding the TUNE button causes the radio to bypass channels until
the button is released. Pressing a pre-set memory button during a music type scan, will call up
the memory channel and stop the search. The right hand rocker switch has a push button in the
center and controls the volume and mode of the sound system. Pressing the bottom of the
switch once will go to the beginning of the current track or to the beginning of the previous
track if it is within one second after the current track begins to play. FM Reception Because FM
transmission is based on frequency varia- tions, interference that consists of amplitude
variations can be filtered out, leaving the reception relatively clear, which is the major feature of
FM radio. The head and capstan shaft in the cassette player can pick up dirt or tape deposits
each time a cassette is played. The result of deposits on the capstan shaft may cause the tape
to wrap around and become lodged in the tape transport. This condition may be lessened or
eliminated by relocating the cellular phone antenna. This condition is not harmful to the radio.
Page Climate Controls To replace the navigation map DVD lift the storage bin cover and liner in
the rear cargo area, press the eject button and the disc will eject. Gently insert the new disc into
the DVD unit with the label facing up. The disc will automatically be pulled into the DVD unit.
Using the TEMP buttons, adjust the temperature you would like the system to maintain. When
the system is set to your comfort level, it is not necessary to change the settings. This allows
the front occupants to control the volume of air circulated in the vehicle and cancel the auto
mode. Page Bi-Level Mode Air comes from both the instrument panel outlets and floor outlets. A
slight amount of air is also directed through the defrost and side window demister outlets.
NOTE: In many temperature positions, the bi-level mode is designed to provide cooler air out of
the panel outlets and warmer air from the floor outlets. This mode should be used when airflow
to the floor and windshield is desired. Defrost Mode Air comes from the windshield and side
window demist outlets. The defrost button must be pressed to clear the windshield and side
glass. The frequent use of outside air will help keep odors from building up within the air
conditioner-heater housing. It is recommended that the recirculation mode be used as little as
possible, especially in humid climates. Fogging on the inside of the windshield can be quickly
removed by pressing the defrost button and increasing the blower speed. A light in the button
will illuminate to indicate the rear window defroster is ON. The defroster automatically turns off
after about 10 minutes of operation. To avoid damaging the electrical conductors of the Long
periods of engine idling, especially at high engine speeds, can cause excessive exhaust
tempera- tures which can damage your vehicle. Do not leave your vehicle unattended with the
engine running. Do not leave animals or children inside parked vehicles in hot weather;
Vehicles equipped with an automatic transmission cannot be started this way. Un- burned fuel
could enter the catalytic converter and once the engine has started, ignite and damage the
converter and vehicle. After Starting The idle speed will automatically decrease as the engine
warms up. Page NOTE: Even if the transmission can be reset, it is recommended that you visit a
dealer at your earliest possible convenience. Your dealer has diagnostic equip- ment to
determine if the problem could recur. If the transmission cannot be reset, dealer service is
required. Autostick allows you to maximize engine brak- ing, eliminate undesirable upshifts and
downshifts, and improve overall vehicle performance. This system can also provide you with
more control during passing, city driving, cold slippery conditions, mountain driving, trailer
towing, and many other situations. All wheels must have the same size and type tires. Unequal
tire sizes must not be used. Page Brake System The parking brake should always be applied
when the driver is not in the vehicle. A child or others could be injured. Children should be
warned not to touch the parking brake, brake pedal or the gear selector lever. Pumping of the
Anti-Lock Brakes will diminish their effectiveness and may lead to an accident. The light will

come on when the ignition switch is turned to the ON position and may stay on for as long as
four seconds. If the ABS light remains on or comes on while driving, it indicates that the
Anti-Lock portion of the brake system is not functioning and that service is required. These are
all normal characteristics of ABS. The Anti-Lock Brake System contains sophisticated
electronic equipment that may be susceptible to interference caused by improperly installed or
high output radio transmitting equipment. Prolong operation of the steering system at the end
of the steering wheel travel will increase the steering fluid temperature and should be avoided
when possible. Damage to the power steering pump may occur. This is to prevent overheating
of the brake system and is a normal condition. Tires designed to this standard have the tire size
molded into the sidewall beginning with the section width. Tires with white sidewalls will have
the full TIN including date code located on the white sidewall side of the tire. Loading The
vehicle maximum load on the tire must not exceed the load carrying capacity of the tire on your
vehicle. Page passengers in your vehicle, the amount of available cargo and luggage load
capacity is lb. Determine the combined weight of luggage and cargo being loaded on the
vehicle. That weight may not safely exceed the available cargo and luggage load capacity
calculated in step 4. Overloading of your tire is dangerous. Overloading can cause tire failure,
affect vehicle handling, and increase your stopping distance. Use tires of the recommended
load capacity for your vehicle. Never overload them. Economyâ€” Improper inflation pressures
can cause uneven wear patterns to develop across the tire tread. These abnormal wear patterns
will reduce tread life resulting in a need for earlier tire replacement. Underinflation also
increases tire rolling resistance and results in higher fuel consumption. Page check tire
pressure. Do not make a visual judgement when determining proper inflation. Radial tires may
look properly inflated even when they are underinflated. After inspecting or adjusting the tire
pressure al- ways reinstall the valve stem capâ€”if equipped. This will prevent moisture and dirt
from entering the valve stem, which could damage the valve stem. Where speed limits or conditions are such that the vehicle can be driven at high speeds, maintaining correct tire inflation
pressure is very important. Combining radial ply tires with other types of tires on your vehicle
will cause your vehicle to handle poorly. The instability could cause an accident. Al- ways use
radial ply tires in sets of four or 6, in case of trucks with dual rear wheels. The limited use spare
tires are for emergency use only. Installation of this limited use spare tire affects vehicle
handling. Keep inflated to the cold tire inflation pressure listed on either your tire placard or
limited use spare tire and wheel assembly. Some combinations of unapproved tires and wheels
may change sus- pension dimensions and performance characteris- tics, resulting in changes
to steering, handling, and braking of your vehicle. Vibration may be a result of tire and wheel
out-of- balance. Proper balancing will reduce vibration and avoid tire cupping and spotty wear.
The TPM system has been optimized for the original equipment tires and wheels. TPM system
pressures have been established for the tire size equipped on your vehicle. Broken chains can
cause serious damage. Page Fuel Requirements If you experience these symptoms, try another
brand of gasoline before consid- ering service for the vehicle. Over 40 automobile
manufacturers around the world have issued and endorsed consistent gasoline specifica- tions
the World Wide Fuel Charter, WWFC to define fuel properties necessary to deliver enhanced
emissions, engine performance, and durability for your vehicle. Oxygen- ates are required in
some areas of the country during the winter months to reduce carbon monoxide emissions.
Fuels blended with these oxygenates may be used in your vehicle. Sulfur In Gasoline Your
vehicle may have been designed to meet California low emission standards when using cleaner
burning California reformulated gasoline with low sulfur. This vehicle may be sold nationwide.
Using leaded gasoline can impair engine performance, damage the emission control system,
and could result in loss of warranty coverage. They contain carbon monoxide, a colorless and
odorless gas which can kill. Never run the engine in a closed area, such as a garage, and never
sit in a parked vehicle with the engine running for an extended period. This is an indication that
the gas cap is properly tightened. This information should be used for passenger and luggage
loading as indicated. Because the front wheels drive and steer the vehicle, it is important that
you do not exceed the maximum front or rear GAWR. A dangerous driving condition can result
if either rating is exceeded. You could lose control of the vehicle and have an accident.
Overloading The load carrying components axle, springs, tires, wheels, etc. Page Warranty
Requirements Perform maintenance services as prescribed in the main- tenance schedules
manual. Page A load equalizing hitch is recommended for loaded trailer weights above 1, lbs kg
and required for weights above 2, lbs kg. If the trailer weighs more than 1, lbs kg loaded, it
should have its own brakes and they should be of adequate capacity. To engage the Hazard
Warning Flashers, depress the switch on the instrument panel. When the Hazard Warn- ing
Switch is activated, all directional turn signals will flash on and off to warn oncoming traffic of
an emer- gency. If you decide to look under the hood yourself, see Section 7, Maintenance, of

this manual. Page Jack Location Jack Location The jack and jack-handle are stowed in the rear
storage bin located in the rear cargo floor. Pull up on the storage bin cover and liner to access
the jack and jack tools. Rotate the nut to the left until the spare is on the ground with enough
slack cable to allow you to pull the tire out from under the vehicle. Jacking Instructions 1.
Remove the spare wheel, scissors jack and jack-handle from stowage. Carefully pry off the
wheel center cap using the tip of the jack handle. Do not raise the vehicle until you are sure the
jack is securely engaged. Never jack up the vehicle using any suspension components. Raise
the vehicle by turning the jack screw to the right, using the swivel wrench. A loose tire or jack,
thrown forward in a collision or hard stop could endanger the occupants of the ve- hicle. Always
stow the jack parts and the spare tire in the places provided. Take care to avoid the radiator
cooling fan whenever the hood is raised. It can start anytime the ignition switch is on. You can
be hurt by the fan. Vehicles equipped with an automatic trans- mission cannot be started this
way. Unburned fuel could enter the catalytic converter and once the engine has started, ignite
and damage the converter and vehicle. Connect the other cable, first to the negative terminal of
the booster battery and then to the engine of the vehicle with the discharged battery. Make sure
you have a good contact on the engine. Page Freeing A Stuck Vehicle 2. Slow down if road has
standing water or puddles. Replace tires when tread wear indicators first become visible. Keep
tires properly inflated. Maintain sufficient distance between your vehicle and the vehicle in front
to avoid a collision in a sudden stop. Damage to the front fascia will result. The only other
approved method of towing is with a flat bed truck. Page 3. This system monitors the
performance of the emissions, engine, and automatic transmission control systems. When
these systems are operating properly, your vehicle will provide excellent performance and fuel
economy, as well as engine emis- sions well within current government regulations. Failure to
pass could prevent vehicle registration. Page Replacement Parts ignition key or start the
engine. The MIL will not flash at all and will remain fully illuminated until you turn off the ignition
key or start the engine. You can be badly injured working on or around a motor vehicle. Do only
that service work for which you have the knowledge and the proper equipment. Page The best
time to check the engine oil level is about 5 minutes after a fully warmed engine is shut off or
before starting the engine after it has sat overnight. Checking the oil while the vehicle is on level
ground will improve the accuracy of the oil level readings. Check the following list to see if any
apply to you. The manufacturer only recommends API Certified engine oils. Engine Oil Viscosity
Chart The proper SAE viscosity grade of engine oil should be selected based on the following
recommendation and be within the operating temperature shown in the engine oil viscosity
chart. Materials Added to Engine Oil The manufacture strongly recommends against the addition of any additives other than leak detection dyes to the engine oil. Page Spark Plugs Also
check belt routing to make sure there is no interfer- ence between the belts and other engine
components. Spark Plugs Spark plugs must fire properly to assure engine perfor- mance and
emission control. New plugs should be in- stalled at the specified mileage. The entire set should
be replaced if there is any malfunction due to a faulty spark plug. Leaded gasoline will destroy
the effectiveness of the catalyst as an emission control device. Under normal operating
conditions, the catalytic con- verter will not require maintenance. However, it is im- portant to
keep the engine properly tuned to assure proper catalyst operation and prevent possible
catalyst damage. A hot exhaust system can start a fire if you park over materials that can burn.
Such materials might be grass or leaves coming into contact with your ex- haust system. Do not
park or operate your vehicle in areas where your exhaust system can contact any- thing that
can burn. If acid splashes in eyes or on skin, flush the area imme- diately with large amounts of
water. Page Air Conditioner Maintenance Air Conditioner Maintenance For best possible
performance, your air conditioner should be checked and serviced by an Authorized Dealer at
the start of each warm season. This service should include cleaning of the condenser fins and a
system performance check. Drive belt tension should also be checked at this time. How- ever,
the manufacturer recommends that air conditioning service be performed by dealers or other
service facilities using recovery and recycling equipment. Fluid level should be checked on a
level surface and with the engine off to prevent injury from moving parts and to insure accurate
fluid level reading. Do not overfill. Use only manufacturers recommended power steering fluid. If
necessary, add fluid to restore to the proper indicated level. This would require complete
replacement of the joint assembly. Body Lubrication Locks and all body pivot points, including
such items as seat tracks, doors, liftgate and hood hinges, should be lubricated periodically to
assure quiet, easy operation and to protect against rust and wear. It is located in the engine
compartment and should be checked for fluid level at regular intervals. Fill the reservoir with
windshield washer solvent not radiator antifreeze and operate the system for a few seconds to
flush out the residual water. Open seams or loose connections could permit exhaust fumes to
seep into the passenger compartment. In addition, inspect the exhaust system each time the

vehicle is raised for lubrication or oil change. Page Coolant Checks Coolant protection checks
should be made every 12 months prior to the onset of freezing weather, where applicable. If
coolant is dirty or rusty in appearance, the system should be drained, flushed and refilled with
fresh coolant. If a non-HOAT coolant is introduced into the cooling system in an emergency, it
should be replaced with the speci- fied coolant as soon as possible. Page Coolant Pressure Cap
The coolant pressure cap must be fully tightened to prevent loss of coolant, and to insure that
coolant will return to the coolant bottle from the overflow tank. The coolant pressure cap should
be inspected and cleaned if there is any accumulation of foreign material on the sealing
surfaces. To prevent ingestion by animals or children do not store ethylene glycol based engine
coolant in open containers or allow it to remain in puddles on the ground. If ingested by a child,
contact a physician immediately. Suggested service intervals can be found in the Mainte- nance
Schedules. Riding the brakes can lead to brake failure and possibly an accident. Inspect
hydraulic brake hoses for surface cracking, scuffing, or worn spots. If there is any evidence of
cracking, scuffing, or worn spots, the hose should be replaced immediately! Eventual
deterioration of the hose can take place resulting in a possibility of a burst failure. Page
Automatic Transmission Care should be taken in installing quick connect fittings to insure they
are properly installed and fully connected. Automatic Transmission The automatic transmission
and differential assembly are contained within a single housing. All automatic transmissions are
equipped with a conven- tional filler tube and dipstick. Operation with an improper fluid level
will greatly reduce the life of the transmission and of the fluid. To properly check the automatic
transmission fluid level, the following procedure must be used: 1. Page b. If the fluid level
indicates low, add sufficient fluid to bring to the proper level. Dirt and water in the transmission
can cause serious damage. However when the vehicle is serviced for other reasons, the exterior
surface of these components should be inspected for evidence of fluid leaks. What Causes
Corrosion? Corrosion is the result of deterioration or removal of paint and protective coatings
from your vehicle. Do not use abrasive or strong cleaning materials such as steel wool or
scouring powder, which will scratch metal and painted surfaces. Your dealer has touch up paint
to match the color of your vehicle. Page Glass Surfaces All glass surfaces should be cleaned on
a regular basis with any commercial household-type glass cleaner. Never use an abrasive type
cleaner. Use caution when cleaning the inside rear window equipped with electric defrosters or
the right rear quarter window equipped with the radio antenna. Cleaning Soak the rubber
cupholder liner in a mixture of medium hot tap water and one teaspoon of mild liquid dish soap.
Let soak for approximately one hour. Failure to do so may allow water to get into the Integrated
Power Module, and possibly result in a electrical system failure. Remove the two screws
securing the headlight mod- ule to the vehicle and pull the headlight module forward away from
the vehicle, disengaging the assembly from the lower attachment clip. High voltage can remain
in the circuit even with the headlight switch off and the key removed. Because of this, you
should not attempt to service a headlight bulb yourself. Page Front Fog Light 2. Twist the bulb
socket to remove from the headlight module and pull the bulb from socket. Replace the bulb,
reinstall the socket and then reinstall the headlight module. Remove the screw from the front of
the fog light and pull out from the front of the fascia. Raise the liftgate. Remove the two tail light
assembly screws and rotate the assembly outward to remove the ball stud form the attaching
grommet. Mopar Gear Lubricant 75W These, and all other maintenance services included in this
manual, should be done to provide best vehicle performance and reliability. Rotate Tires Inspect
the brake linings. Inspect the engine air cleaner filter, replace if necessary. Page Miles
Kilometers Change engine oil and engine oil filter. Inspect the tie rod ends and boot seals. See
note at the end of this chart Replace the air conditioning filter. Replace the air conditioning
filter. Miles Kilometers Change engine oil and engine oil filter. Inspect the engine air cleaner
filter, replace if neces- sary. Page Miles Kilometers Inspect the serpentine drive belt, replace if
neces- sary. Page Miles Kilometers [Months] Change engine oil and engine oil filter. Replace
engine timing belt. Inspection and service should also be performed anytime a malfunction is
observed or suspected. Take your warranty folder. All work to be performed may not be covered
by the warranty, discuss additional charges with the service manager. Page The manufacturer
has empowered its dealers to make warranty and repair decisions that ensure you are not
inconvenienced. There is no need for you to wait for a decision from the manufacturer. Page
Warranty Information We appreciate that you have made a major investment when you
purchased your new vehicle. Your dealer has also made a major investment in facilities, tools,
and training to assure that you are absolutely delighted with your ownership experience. They
will help you keep your vehicle operating at its best. These manuals have been prepared with
the assistance of service and engineering specialists to acquaint you with specific Chrysler
group vehicles. Included are starting, operating, emergency and maintenance pro- cedures as
well as specifications, capabilities and safety tips. The traction grade is based on braking

straight- ahead traction tests and does not include cornering turning performance. Page
Selection Of Lubricant Page Cruise Control Page Fog Light Service Page Key, Programming
Page Mini-Trip Computer Page Radio, Satellite Page Starting and Operating Page Transporting
Pets Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an account?
Sign up! Restore password. Upload from disk. Upload from URL. Quick Links Download this
manual. Table of Contents. It is supplemented by a Warranty Information Booklet and various
customer oriented documents. You are urged to read these publications carefully. Page 6:
Vehicle Identification Number The vehicle identification number VIN is found on the left front
corner of the instrument panel, visible from outside of the vehicle through the windshield. This
number also appears on the Automobile Information Vehicle Identification Number Disclosure
Label affixed to a window on your vehicle. Any modifications or alterations to this vehicle could
seriously affect its roadworthiness and safety and may lead to an accident resulting in serious
injury or death. Vehicle Key The dealer that sold you your new vehicle has the key code
numbers for your vehicle locks. Opening either front door will cancel this feature. Leaving
children in a vehicle unattended is danger- ous for a number of reasons. Page 13 chip
transponder embedded into them. Only keys that have been programmed to the vehicle can be
used to start and operate the vehicle. The Sentry Key Immobilizer System does not need to be
armed or activated. Operation of the system is automatic regardless of whether or not the
vehicle is locked or unlocked. Replacement Keys NOTE: Only keys that have been programmed
to the vehicle electronics can be used to start the vehicle. Once a Sentry Key has been
programmed to a vehicle, it can not be programmed to any other vehicle. Page General
Information 4. Insert a blank Sentry Key into the ignition switch and turn the ignition switch ON
within 60 seconds. After 10 seconds a single chime will sound. The Theft Alarm Light will stop
flashing, turn on for 3 seconds; then turn off. The new Sentry Key has been programmed. Door
Lock Plunger If the lock knob is up when you shut the door, the door will lock. Use this switch
to lock or unlock the doors. Close all doors and place the key in the ignition switch. Page Child
Protection Door Lock 4. A single chime will sound to signify that you have successfully
completed the programming. The Auto Unlock On Exit feature is enabled when your vehicle is
shipped from the assembly plant and can be enabled or disabled by performing the procedure
in the Electronic Vehicle Information Center EVIC , Customer Programmable Features section or
by repeating the above mentioned procedure. Child Lock Control When the child lock system is
engaged the door can be opened only by using the outside door handle even though the inside
door lock is in the unlocked position. The illuminated entry system also turns on. Press the
LOCK button for 4 to 10 seconds. The liftgate will re-lock automatically within 10 seconds once
the liftgate is closed. A weak battery in the transmitter. The expected life of the battery is a
minimum of three years. Page Vehicle Theft Alarm 3. To reassemble the transmitter case, snap
the two halves together. Test transmitter operation. When the alarm is activated, the system
provides both audible and visual signals. If you disarm the system and access the liftgate area,
the system must be rearmed, as described previously, when closing the liftgate. Page Liftgate
The alarm system will be activated when the battery is connected if the system was previously
armed. The exterior lights will flash, the horn will sound, and the ignition will not start the
vehicle. If this occurs, disarm the system. The emergency liftgate latch release can be accessed
through a snap-in cover located on the lift- gate trim panel. During power operation, personal
injury or cargo damage may occur. Ensure the liftgate travel path is clear. Make sure the liftgate
is closed and latched before driving away. Page 31 Power Window Switches There are single
window controls on each passenger door trim panel which operate the passenger door
windows. This is a normal occur- rence and can be minimized. If the buffeting occurs with the
rear windows open, open the front and rear windows together to minimize the buffeting. This
allows the airbag to have different rates of inflation that are based on collision severity. Please
pay close attention to the information in this section. It tells you how to use your restraint
system properly to keep you and your passengers as safe as possible. But in a collision, the
belt will lock and reduce the risk of your striking the inside of the vehicle or being thrown out.
Enter the vehicle and close the door. Sit back and adjust the seat. The seat belt latch plate is
near the seatback of the front seats and next to your arm in the rear seats. Grasp the latch plate
and pull out the belt. Page 37 4. Position the lap belt across your thighs, below your abdomen.
To remove slack in the lap belt portion, pull up on the shoulder belt. To loosen the lap belt if it is
too tight, tilt the latch plate and pull on the lap belt. A snug belt reduces the risk of sliding under
the belt in a collision. To release the belt, push the red button on the buckle. The belt will
automatically retract to its stowed position. If necessary, slide the latch plate down the webbing
to allow the belt to retract fully. A frayed or torn belt could rip apart in a collision and leave you
with no protection. When you release the anchorage, try to move it up or down to make sure
that it is locked in position. Creating A Fold 3. Page Seat Belt Pretensioners Seat Belt

Pretensioners The seat belts for both front seating positions are equipped with pretensioning
devices that are designed to remove slack from the seat belt in the event of a collision. These
devices improve the performance of the seat belt by assuring that the belt is tight about the
occupant early in a collision. Page Seat Belt Extender Keep the belt low so that it does not come
across the abdomen. That way the strong bones of the hips will take the force if there is a
collision. Seat Belt Extender If a seat belt is too short, even when fully extended and when the
adjustable upper shoulder belt anchorage if equipped is in its lowest position, your dealer can
provide you with a seat belt extender. This vehicle may also be equipped with a driver inflatable knee blocker located on the instrument panel below the steering column. You may damage
the airbags and you could be injured because the airbags are not there to protect you. These
protective covers for the airbag cushions are designed to open only when the airbags are
inflating. Page 47 Here are some simple steps you can take to minimize the risk of harm from a
deploying airbag. Children 12 years old and under should always ride buckled up in a rear seat.
Infants in rear facing child restraints should NEVER ride in the front seat of a vehicle with a
passenger front airbag. The airbags work with your seat belt to restrain you properly. Always
wear your seat belts even though you have airbags. Page 51 the airbags inflate to their full size.
The airbags fully inflate in about 50â€”70 milliseconds. This is about half of the time it takes to
blink your eyes. The airbags then quickly deflate while helping to restrain the driver and front
passenger. For small teenagers and some small adults, depending on size, the airbag may or
may not be enabled in the event of a collision. The BTS generates a signal based on outboard
lap belt tension. This signal is sent to the OCM to ensure that the resultant bladder pressure
increase due to applied lap belt tension does not cause a small occupant to be classified as a
larger occupant. Al- ways use the correct seat cover specified for the vehicle. The particles are a
normal by-product of the process that generates the nontoxic gas used for airbag inflation. You
could be injured because the airbags are not there to protect you. Do not modify the
components or wiring, including adding any kind of badges or stickers to the steering wheel
hub trim cover or the upper right side of the instrument panel. Child Restraint Everyone in your
vehicle needs to be buckled up at all times â€” babies and children, too. Every state in the
United States and all Canadian provinces require that small children ride in proper restraint
systems. Latch Anchorages The tether anchors are located on the rear surface of the seat. Third
Row Tether Strap Routing Infants and Children There are different sizes and types of restraints
for children from newborn size to the child almost large enough for an adult safety belt. It is
recommended for children who weigh up to about 9 kg 20 lbs. Convertible child seats can be
used either rearward-facing or forward-facing in the vehicle. Convertible child seats often have
a higher weight limit in the rearward-facing direction than infant carriers do, so they can be
used rearward-facing by children who weigh more than 9 kg 20 lbs but are It could come loose
in a collision. The child could be badly injured or killed. In a sudden stop or collision, it could
strike the occupants or seatbacks and cause serious personal injury. Not all child restraint
systems will be installed as we have described here. Page Engine Break-In Recommendations
Pets should be restrained in the rear seat in pet harnesses or pet carriers that are secured by
seat belts. Drive moderately during the first miles km. Exhaust gases can injure or kill. They
contain carbon monoxide CO which is colorless and odorless. Breathing it can make you
unconscious and can eventually poison you. To avoid breathing CO follow the safety tips
below. If the LED is not lit during starting, have it checked. If the light stays on or comes on
while driving, have the system checked by an authorized dealer. Page 73 Lights-On Reminder A
two point pivot system allows for horizontal and vertical adjustment of the mirror. You can turn
the feature on or off by pressing the button at the base of the mirror. Only one linked or paired
cellular phone can be used with the system at a time. The system is available in English,
Spanish, or French languages as equipped. The rearview mirror contains the microphone for
the system and the control buttons that will enable you to access the system. Page 82 One of
the following vehicle specific websites may also provide detailed instructions for pairing with
the brand of phone that you have: NOTE: You can enter any four-digit pin number. You will not
need to remember this pin number after the initial pairing process. The phone number that you
enter must be of valid length and combination. For example, is nine digits long, which is not a
valid phone number - the closest valid phone number has ten digits. Use of long names helps
the voice recognition and is recom- mended. For example, say Robert Smith or Robert instead
of Bob. Your cell phone is recom- mended to remain in Bluetooth on mode. The top switch
controls the seatback recline adjustment and the middle switch controls the lumbar adjustment.
Adjust the seat only while the vehicle is parked. Adjusting a seat while the vehicle is moving is
dangerous. The sudden movement of the seat could cause you to lose control. The seat belt
might not be properly adjusted and you could be injured. Pull up or push down on the head
restraint so that the upper edge is as high as practical. The controls for the front heated seats

are located on the door trim panel next to the power seat switches. Press the switch once to
select a heat setting high or low and press the switch a second time in the same direction to
turn the heated seat off. To recline, lean forward slightly, lift the lever, then push back to the
desired position and release the lever. Lean forward and lift the lever to return the seatback to
its normal position. Do not ride with the seatback reclined so that the shoulder belt is no longer
resting against your chest. In a collision you could slide under the seat belt and be seriously or
fatally injured. Use the recliner only when the vehicle is parked. Second Row Bench Seating â€”
If Equipped The second row seats may be used with either or both seatbacks folded forward for
additional storage space. Be sure there is nothing in front of the second row seat cushion
before folding it down. Damage to the seat may occur. If the seat contacts the rear of the front
seat, move the front seat forward. Release Handle 1 Location 2. To fold the seat, remove any
objects from in front of or on the seat. Then pull handle located on the seatback and push it
forward. Head restraints from one seating position should not be removed and installed in any
other seating posi- tion. In a collision, serious injury or death may result if the proper head
restraint is not installed on each seat. The floor supports the partial weight of the bagged
goods. Page Your vehicle has been delivered with two remote keyless entry transmitters. One or
both transmitters can be linked to either memory position. Up to eight remote keyless entry
transmitters can be used with your vehicle. The memory seat system can also accommodate up
to eight transmitters linked to either of the two stored seat positions or any combination of the
two positions. Each time the SET S button and a numbered button are pressed, you erase the
old memory and store a new one. First pull the hood release lever located under the left side of
the instrument panel. Lower the hood until it is open approximately 15 cm 6 inches and then
drop it. This should secure both latches. Never drive your vehicle unless the hood is fully
closed, with both latches engaged. Interior Lights The interior lights come on when a door is
opened. The interior lights will automatically turn off in about 15 minutes if a door is left open or
the dimmer control is left in the Dome light position. The lever is located on the left side of the
steering column. Page Automatic Headlights Dome Light Position Rotate the dimmer control
completely upward to the second detent to turn on the interior lights. The interior lights will
remain on when the dim- mer control is in this position. Daytime Running Lights Canada Only
The high beam headlights will come on as Daytime Running Lights whenever the ignition switch
is on, the headlights are off, and the parking brake is off. Selecting high beam headlights will
turn off the fog lights. Turn Signals Move the Multi-Function Lever up or down and the arrows
on each side of the instrument cluster flash to show proper operation of the front and rear turn
signal lights. The lever is located on the right side of the steering column. Rotate the end of the
control lever to select the desired wiper speed. Push the lever forward to initiate the rear wash
function in any of the three positions. The washer pump will continue to operate as long as the
lever is pressed. Release the lever to lock the steering wheel firmly in place. Tilting the steering
column while the vehicle is To turn the system OFF, press the Traction Control switch located
on center console next to the ash tray, until the traction control Indicator in the instrument
cluster lights Traction Control Switch Drivers must be careful when backing up even when
using the Rear Park Assist System. Always check carefully behind your vehicle, look behind
you, and be sure to check for pedestrians, other vehicles, obstructions, and blind spots before
backing up. The adjust- able pedal system is designed to allow a greater range of driver comfort
for steering wheel tilt and seat position. Page Overhead Console - If Equipped Four speed
automatic transmissions will experience a downshift to 3rd gear while climbing uphill or
descend- ing downhill. This downshift to 3rd gear is necessary to maintain vehicle set speed.
On steep hills a greater speed loss or gain may occur so it may be preferable to drive without
speed control. Press the lens to turn these lights on. Press a second time to turn the lights off.
The lights also turn on when a front door, a rear door or the liftgate is opened. A moving garage
door can cause injury to people and pets in the path of the door. People or pets could be
seriously or fatally injured. Vehicle exhaust contains carbon monoxide, a danger- ous gas.
Exhaust gas can cause seri- ous injury or death. Your motorized door or gate will open and
close while you are training the Universal Transceiver. Do not train the transceiver if people or
pets are in the path of the door or gate. If the indicator light stays on constantly, programming
is complete and your device should activate when the HomeLink button is pressed and
released. Return to the vehicle and firmly press, hold for two seconds and release the
programmed HomeLink button. Activation will now occur for the trained device i. The sunroof
can be stopped at any position between closed and full open. Again, any release of the button
will stop the movement and the sunroof will remain in a partial open condition until the button is
pushed forward again. The sunshade can be opened manually. It will also open as the sunroof
opens. Your vehicle may exhibit wind buffeting with the windows down, or the sunroof if
equipped in certain open or partially open positions. Page Front Power Outlets A third outlet is

located on the back of the front center console near the floor, and is also controlled by the
ignition switch. Page Second Row Seat Cupholders Second Row Seat Cupholders On vehicles
equipped with five passenger seating the second row seat cupholders are located in middle of
the seatback armrest. Pull down on the armrest to access the cupholders. Push the armrest up
when the cupholders are no longer needed. To open lift up on the handle. In an accident a cargo
cover loose in the vehicle could cause injury. It could fly around in a sudden stop and strike
someone in the vehicle. Do not store the cargo cover on the cargo floor or in the passenger
compartment. In a sudden stop or colli- sion a hook could pull loose and allow the child seat to
come loose. A child could be badly injured. Use only the anchors provided for child seat
tethers. The load must not exceed lbs 68 kg , and should be uniformly distributed over the
luggage rack crossbars. Cargo must be securely tied before driving your vehicle. Improperly
secured loads can fly off the vehicle, particularly at high speeds, resulting in personal injury or
property damage. Follow the Roof Rack Cautions when carrying cargo on your roof rack.
Voltage Light This light monitors the electrical system voltage. The light should turn on
momentarily as the engine is started. If the light stays on or turns on while driving, it indicates a
problem with the charging system. Immediate service should be obtained. A hot engine cooling
system is dangerous. You or others could be badly burned by steam or boiling coolant. You
may want to call a service center if your vehicle overheats. If you decide to look under the hood
yourself, see Section 7 of this manual. Page If the ABS light remains on or turns on while
driving, it indicates that the Anti-Lock portion of the brake system is not functioning and that
service is required. However, the conventional brake system will continue to operate normally if
the BRAKE warning light is not on. If the ABS light is on, the brake system should be serviced
as soon as possible to restore the benefits of Anti-Lock brakes. Driving a vehicle with the brake
light on is danger- ous. Part of the brake system may have failed. It will take longer to stop the
vehicle. You could have an accident. Have the vehicle checked immediately. This is to prevent
overheating of the brake system and is a normal condition. The two trip odometers show
individual trip mileage. To switch from odometer to trip odometers, press and release the Trip
Odometer button. Page The Malfunction Indicator Light flashes to alert you to serious
conditions that could lead to immediate loss of power or severe catalytic converter damage. The
vehicle should be serviced as soon as possible if this occurs. High Beam Light This light shows
that the headlights are on high beam. The light will remain on until the tire pressure is properly
set. The light will also flash if a problem exist with any tire sensor. Page Airbag Light This light
turns on and remains on for 6 to 8 seconds as a bulb check when the ignition switch is first
turned ON. If the light is not on during starting, stays on, or turns on while driving, have the
system inspected by an authorized dealer as soon as possible. Page Park Assist System?
Objects can be detected from up to 71 inches cm. Remote Linked To Memory? Page turn off
when the wipers are turned off if they were turned on in this way. In some areas of the country,
the difference between magnetic and geographic North is great enough to cause the compass
to give false readings. A digital readout shows the time in hours and minutes whenever the
ignition switch is in the ON or ACC position and the time button is pressed. When the ignition
switch is in the OFF position, or when the radio frequency is being displayed, time keeping is
accurately maintained. Turn the volume control clockwise to increase the volume. NOTE: Power
to operate the radio is supplied through the ignition switch. If you press and hold the button, the
radio will continue to tune until you release the button. The frequency will be displayed and
continu- ously updated while the button is pressed. Page Cd Player Operation You may add a
second station to each push-button by repeating the above procedure with this exception:
Press the SET button twice and SET 2 will show in the display window. The use of other sized
discs may damage the CD player mechanism. You may either insert or eject a disc with the
radio OFF. This feature plays the selections on the compact disc in random order to provide an
interesting change of pace. Press the SEEK button to move to the next randomly selected track.
ID3 version 2 is not supported by the radios. Turn the volume control to the right to increase the
volume. The radio will pause for 5 seconds at each listenable station before continuing to the
next. To stop the search, press the SCAN button a second time. Page SET 1 will now show in
the display window. If a button is not selected within 5 seconds after pressing the SET button,
the station will continue to play but will not be locked into push-button memory. NOTE: When
subjected to extremely cold temperatures, the tape mechanism may require a few minutes to
warm up for proper operation. The tape will rewind until the button is pressed again or until the
beginning of the tape is reached. At the beginning of the tape, the tape will play in the opposite
direction. If you insert a disc with the ignition ON and the radio off, the display will show CD and
the time of day will be displayed. The RW Reverse button works in a similar manner. This
feature plays the selections on the currently playing compact disc in random order to provide
an interesting change of pace. On vehicles equipped with the premium version, select and press

any numbered button without an illumi- nated light above it. Gently insert the disc with the label
facing up while the light below the loading slot is illuminated. Headphone Transmitter 2. Return
5. Setup 6. Mute 8. Display 9. Mode Program Down - Previous Disc Program Up - Next Disc Page
Remote Control Buttons Enter Light Headphone Transmitter Button 1 After a disc is inserted
into the DVD changer, both the headphone transmitter button 1 on the remote control and the
power button on the headphones must be turned ON before sound can be heard from the
headphones. Press this button once to pause the video, press a second time to play the video.
Press the down arrow or PREV button to return to the beginning of the current chapter or track.
Press the down arrow or PREV button twice within two seconds to return to the previous
chapter or track. Lowering Video Screen 1. Screen Width Button Changes the width of the
screen picture. Enter Button This button will enter the selection from the on-screen menu.
Power Button 2. Volume Control 3. Power Indicator An indicator light will illuminate on the headphone earpiece to indicate the headphones are ON. Operation is subject to the following two
conditions: 1 This device may not cause harmful interference and 2 This device must accept
any interference received, including interference that may cause undesired operation. Follow
the manufactures instructions for the correct colors when connecting the RCA cables. A CD or
tape may remain in the radio while in the Satellite radio mode. The radio will play 7 seconds of
the selected channel before moving to the next channel of the selected program type. Press the
SCAN button a second time to stop the search. Page Cd Player The button in the center of the
left hand switch has no function in this mode. Pressing the bottom of the switch once will go to
the beginning of the current track or to the beginning of the previous track if it is within one
second after the current track begins to play. They mainly affect the wave amplitude, and thus
remain a part of the AM reception. They interfere very little with the frequency variations that
carry the FM signal. A loose tape should be corrected before use. To rewind a loose tape, insert
the eraser end of a pencil into the tape drive gear and twist the pencil in the required directions.
Maintain your cassette tape player. The head and capstan shaft in the cassette player can pick
up dirt or tape deposits each time a cassette is played. This condition may be lessened or
eliminated by relocating the cellular phone antenna. This condition is not harmful to the radio.
Page Climate Controls To replace the navigation map DVD lift the storage bin cover and liner in
the rear cargo area, press the eject button and the disc will eject. Gently insert the new disc into
the DVD unit with the label facing up. The disc will automatically be pulled into the DVD unit.
Blower Control The Blower controls the amount of air delivered to the passenger compartment.
There are four blower speeds. Page Mode Control Mode Control The mode control allows you to
choose from several patterns of air distribution. NOTE: To improve your selection choices, the
system allows you to operate at intermediate positions between the major modes. These
intermediate positions are iden- tified by the small dots. Each of these outlets can be
individually adjusted to direct the flow of air. Moving the air vane knob on the center outlets
down, will close off the air flow from the center outlets. Page NOTE: In many temperature lever
positions, the bi- level mode is designed to provide cooler air out of the panel outlets and
warmer air from the floor outlets. A slight amount of air is directed through the defrost and side
window demister outlets. This mode works best in cold or snowy conditions. It allows you to
stay comfortable while keep- ing the windshield clear. Defrost Mode Defrost Outlets Air comes
from the windshield and side window demist outlets. Page Cool dehumidified air comes through
the outlets selected by the Mode Control. The indicator light will turn off. The Recirculation
mode is not allowed in the Mix and Defrost modes to improve window clearing operation.
Recirculation will be disabled automatically if these modes are selected. If the recirculation
indicator light is lit, the recirculation mode will not reset when the engine is started. If the
recirculation indicator light is lit, the recirculation mode is enabled. If the recirculation indicator
light is not lit, the recirculation mode is OFF. The system now automatically regulates the
heating and air conditioning system includ- ing blower speed, outlet air temperature, and airflow
distribution through the various outlets within the in- strument panel. Page Manual Operation
This system offers a full complement of manual override features. Moving the knob up, down,
left, or right will direct the air accordingly. A slight amount of air is also directed through the
defrost and side window demister outlets. NOTE: In many temperature positions, the bi-level
mode is designed to provide cooler air out of the panel outlets and warmer air from the floor
outlets. Mix Mode Mix Outlets Air comes from the floor, defrost and side window demist outlets.
Use this setting when necessary to defrost your windshield and side windows. If a fog or mist
on the windshield or side glass starts to impair visibility, press the front blower button and
increase the fan speed to maximum. The recircu- lation mode should only be used temporarily.
The recir- culate symbol will illuminate in the display when this button is selected. Page The
recirculation control is now programmed so that the recirculation mode will not reset to the
outside air mode when the engine is restarted. The recirculation program- ming can be changed

back by repeating this procedure. Refer to section 7, Maintenance Procedures, of this manual
for proper coolant selection. Strong odors can not be totally filtered out. Long periods of engine
idling, especially at high engine speeds, can cause excessive exhaust tempera- tures which can
damage your vehicle. Do not leave your vehicle unattended with the engine running. Do not
leave animals or children inside parked vehicles in hot weather; Vehicles equipped with an
automatic transmission cannot be started this way. Un- burned fuel could enter the catalytic
converter and once the engine has started, ignite and damage the converter and vehicle.
Release the accelerator pedal and the key once the engine is running smoothly. Do not
overspeed en- gine. Page NOTE: Even if the transmission can be reset, it is recommended that
you visit a dealer at your earliest possible convenience. Your dealer has diagnostic equip- ment
to determine if the problem could recur. If the transmission cannot be reset, dealer service is
required. Autostick allows you to maximize engine brak- ing, eliminate undesirable upshifts and
downshifts, and improve overall vehicle performance. This system can also provide you with
more control during passing, city driving, cold slippery conditions, mountain driving, trailer
towing, and many other situations. All wheels must have the same size and type tires. Unequal
tire sizes must not be used. Page When parking on a hill, it is important to set the parking brake
before placing the gear selector in Park, otherwise the load on the transmission locking
mechanism may make it difficult to move the selector out of park. As an added precaution, turn
the front wheels toward the curb on a downhill grade and away from the curb on a uphill grade.
The effort required to brake the vehicle will be much greater than that required with the power
system operating. These noises are the system per- forming its self check cycle to ensure that
the ABS system is working properly. The system will provide mechanical steering capability if
power assist is lost. If for some reason, the power assist is interrupted, it will still be possible to
steer your vehicle. The system reduces wheel slip by engaging the brake on the wheel that is
losing traction spinning. Tires designed to this standard have the tire size molded into the
sidewall beginning with the section width. The letter P is absent from this tire size designation.
Tires with white sidewalls will have the full TIN including date code located on the white
sidewall side of the tire. Steps for Determining Correct Load Limit 1. Overloading of your tires is
dangerous. Overloading can cause tire failure, affect vehicle handling, and increase your
stopping distance. Use tires of the recommended load capacity for your vehicle. Never overload
them. Page Tire Inflation Pressures 2. Economyâ€” Improper inflation pressures can cause
uneven wear patterns to develop across the tire tread. These abnormal wear patterns will
reduce tread life resulting in a need for earlier tire replacement. Underinflation also increases
tire rolling resistance and results in higher fuel consumption. Use a good quality pocket-type
gauge to check tire pressure. Do not make a visual judgement when determining proper
inflation. Page Tire pressure may increase from 2 to 6 psi 13 to 40 kPa during operation. DO
NOT reduce this normal pressure build up or your tire pressure will be too low. Tire Pressures
for High Speed Operation The manufacturer advocates driving at safe speeds within posted
speed limits. Combining radial ply tires with other types of tires on your vehicle will cause your
vehicle to handle poorly. The instability could cause an accident. Al- ways use radial ply tires in
sets of four or 6, in case of trucks with dual rear wheels. Page Limited Use Spare - If Equipped
Do not install a wheel cover or attempt to mount a conventional tire on the compact spare
wheel, since the wheel is designed specifically for the compact spare. Because of the reduced
ground clearance, do not take your vehicle through an automatic car wash with the The limited
use spare tires are for emergency use only. Installation of this limited use spare tire affects
vehicle handling. Keep inflated to the cold tire inflation pressure listed on either your tire
placard or limited use spare tire and wheel assembly. When the indicators appear in 2 or more
adjacent grooves, the tire should be replaced. Many states have laws requiring tire replacement
at this point. Some combinations of unapproved tires and wheels may change suspen- sion
dimensions and performance characteristics, resulting in changes to steering, handling, and
brak- ing of your vehicle. Vibration may be a result of tire and wheel out-of- balance. Proper
balancing will reduce vibration and avoid tire cupping and spotty wear. The TPM system has
been optimized for the original equipment tires and wheels. TPM system pressures have been
established for the tire size equipped on your vehicle. Broken chains can cause serious
damage. Oxygen- ates are required in some areas of the country during the winter months to
reduce carbon monoxide emissions. Fuels blended with these oxygenates may be used in your
vehicle. Use of additional detergents or other additives are not needed under normal conditions
and would result in additional cost. Therefore you should not have to add anything to the fuel.
Carbon monoxide CO in exhaust gases is deadly. They contain carbon monoxide, a colorless
and odorless gas which can kill. Never run the engine in a closed area, such as a garage, and
never sit in a parked vehicle with the engine running for an extended period. Damage to the fuel
system or emission control system could result from using an improper fuel tank filler tube cap

gas cap. A poorly fitting cap could let impurities into the fuel system. This information should
be used for passenger and luggage loading as indicated. Because the front wheels drive and
steer the vehicle, it is important that you do not exceed the maximum front or rear GAWR. A
dangerous driving condition can result if either rating is exceeded. You could lose control of the
vehicle and have an accident. Overloading The load carrying components axle, springs, tires,
wheels, etc. Page Towing Requirements To maintain warranty coverage, follow the
requirements and recommendations in this manual concerning ve- hicles used for trailer
towing. Perform maintenance services as prescribed in the main- tenance schedules manual.
You might not have brakes when you need them and could have an accident. When the Hazard
Warn- ing Switch is activated, all directional turn signals will flash on and off to warn oncoming
traffic of an emer- gency. If you decide to look under the hood yourself, see Section 7,
Maintenance, of this manual. Page Jack Location Jack Location Five Passenger Seating The
jack and jack-handle are stowed in the rear storage bin located behind the second row bench
seat. Pull up on the storage bin cover to access the jack and jack tools. Pull up on the storage
bin cover and liner to access the jack and jack tools. Rotate the nut to the left until the spare is
on the ground with enough slack cable to allow you to pull the tire out from under the vehicle.
Do not attempt to change a tire on the side of the vehicle close to moving traffic. Pull far enough
off the road to avoid the danger of being hit when operating the jack or changing the wheel.
Page Jack Engagement Locations 5. These locations are on the sill flange on the underside of
the body. The jack is to be located, engaging the flanges, 20 cm 8 inches inward from the edge
of the wheel opening closest to the wheel to be changed. Remove the wheel lug nuts, for
vehicles with wheel covers, remove the cover from the wheel by hand. Do not pry the wheel
cover off. Then pull the wheel off the hub. Install the spare wheel, for vehicles with wheel
covers, align the notch in the wheel cover with the valve stem on the wheel. Slide the wheel
retainer through the center of the wheel and position it properly across the wheel opening.
Vehicles equipped with an automatic transmis- sion cannot be started this way. Unburned fuel
could enter the catalytic converter and once the engine has started, ignite and damage the
converter and vehicle. Page Driving On Slippery Surfaces 5. Connect the other cable, first to the
negative terminal of the booster battery and then to the engine of the vehicle with the
discharged battery. Make sure you have a good contact on the engine. Start the engine in the
vehicle which has the booster battery, let the engine idle a few minutes, then start the engine in
the vehicle with the discharged battery. Slow down if road has standing water or puddles.
Replace tires when tread wear indicators first become visible. Keep tires properly inflated.
Maintain sufficient distance between your vehicle and the vehicle in front to avoid a collision in
a sudden stop. Damage to the front fascia will result. Vehicle damage may occur. Page 3. This
system monitors the performance of the emissions, engine, and automatic transmission control
systems. When these systems are operating properly, your vehicle will provide excellent
performance and fuel economy, as well as engine emis- sions well within current government
regulations. Page Loose Fuel Filler Cap Message Loose Fuel Filler Cap Message After fuel is
added, the vehicle diagnostic system can determine if the fuel filler cap is loose, improperly
installed, or damaged. A loose fuel filler cap message will be displayed in the instrument
cluster. Tighten the gas cap until a clicking sound is heard. Insert your ignition key into the
ignition switch. You can be badly injured working on or around a motor vehicle. Do only that
service work for which you have the knowledge and the proper equipment. If you have any
doubt about your ability to perform a service job, take your vehicle to a competent mechanic.
Overfilling or underfilling will cause oil aeration or loss of oil pressure. This could damage your
engine. Check the following list to see if any apply to you. If none of these apply to you, then
change your engine oil at every interval shown on schedule A of the Mainte- nance Schedules
section of this manual. SAE 5W engine oil is allowed during cold weather only to improve cold
weather starting. Lubricants which do not have both, the engine oil certi- fication mark and the
correct SAE viscosity grade num- ber should not be used. Page Spark Plugs Belts should be
inspected for evidence of cuts, cracks, or glazing, and replaced if there is indication of damage
which could result in belt failure. Low generator belt tension can cause battery failure. Also
check belt routing to make sure there is no interfer- ence between the belts and other engine
components. Should an excessive amount of dirt accumulate in the fuel tank, filter replacement
may be necessary. See your local dealer for service. A hot exhaust system can start a fire if you
park over materials that can burn. Such materials might be grass or leaves coming into contact
with your ex- haust system. Do not park or operate your vehicle in areas where your exhaust
system can contact any- thing that can burn. If acid splashes in eyes or on skin, flush the area
imme- diately with large amounts of water. Page Air Conditioner Maintenance Air Conditioner
Maintenance For best possible performance, your air conditioner should be checked and
serviced by an Authorized Dealer at the start of each warm season. This service should include

cleaning of the condenser fins and a system performance check. Drive belt tension should also
be checked at this time. How- ever, the manufacturer recommends that air conditioning service
be performed by dealers or other service facilities using recovery and recycling equipment.
Fluid level should be checked on a level surface and with the engine off to prevent injury from
moving parts and to insure accurate fluid level reading. Do not overfill. Use only manufacturers
recommended power steering fluid. If necessary, add fluid to restore to the proper indicated
level. This would require complete replacement of the joint assembly. Body Lubrication Locks
and all body pivot points, including such items as seat tracks, doors, liftgate and hood hinges,
should be lubricated periodically to assure quiet, easy operation and to protect against rust and
wear. It is located in the engine compartment and should be checked for fluid level at regular
intervals. Fill the reservoir with windshield washer solvent not radiator antifreeze and operate
the system for a few seconds to flush out the residual water. Page Coolant Checks Check
engine coolant antifreeze protection every 12 months before the onset of freezing weather,
where applicable. If coolant is dirty or rusty in appearance, the system should be drained,
flushed and refilled with fresh coolant. Mixing of coolants other than specified HOAT en- gine
coolants, may result in engine damage and may decrease corrosion protection. If a non-HOAT
cool- ant is introduced into the cooling system in an emergency, it should be replaced with the
specified coolant as soon as possible. Page The use of lower quality water will reduce the
amount of corrosion protection in the engine cooling system. Check with your local authorities
to determine the disposal rules for your community. To prevent ingestion by animals or children
do not store ethylene glycol based engine coolant in open containers or allow it to remain in
puddles on the ground. If antifreeze needs to be added, contents of coolant recovery bottle
must also be protected against freezing. Inspect all hose connections such as clamps and couplings to make sure they are secure and no leaks are present. Components should be replaced
immediately if there is any evidence of wear or damage that could cause failure. NOTE: Often,
fluid such as oil, power steering fluid, and brake fluid are used during assembly plant operations to facilitate the assembly of hoses to couplings. Overfilling of fluid is not recommended
because it may cause leaking in the system. Do not allow petroleum base fluid to contaminate
the brake fluid, all brake seal components could be damaged causing partial or complete brake
failure. Fuel System Hoses Electronic Fuel Injection high pressure fuel systems are designed
with hoses and quick connect fittings which have unique material characteristics to provide
adequate sealing and resist attack by deteriorated gasoline. It is important that the transmission
fluid be maintained at the prescribed level using the recommended fluid. Fully apply parking
brake. Wipe the area around the dipstick clean to eliminate the possibility of dirt entering the
transmission. Remove the dipstick and determine if the fluid is hot or warm. Page Overrunning
Clutch The fill plug is located on the side of the overrunning clutch housing. The fluid should be
maintained at a level even with the bottom of the fill plug hole when the vehicle is parked on a
level surface. If it becomes neces- sary to add or replace the fluid, use only the manufac- turers
recommended transmission fluid, refer to Recom- mended Fluids, Lubricants and Genuine Parts
for correct No regular maintenance is required for these compo- nents. Appearance Care and
Protection from Corrosion Protection of Body and Paint from Corrosion Vehicle body care
requirements vary according to geo- graphic locations and usage. Always wash your ve- hicle in
the shade using a mild car wash soap, and rinse the panels completely with clear water. The
cost of such repairs is considered the responsibil- ity of the owner. Page Your leather
upholstery can be best preserved by regular cleaning with a damp soft cloth. Small particles of
dirt can act as an abrasive and damage the leather upholstery and should be removed promptly
with a damp cloth. Stubborn soils can be removed easily with a soft cloth and Mopar Total
Clean. Clean with a wet soft rag. A mild soap solution may be used, but do not use high alcohol
content or abrasive cleaners. If soap is used, wipe clean with a clean damp rag. Dry with a soft
tissue. Seat Belt Maintenance Do not bleach, dye or clean the belts with chemical solvents or
abrasive cleaners. This center contains maxi fuses, mini fuses and relays. A label that identifies
each component is printed on the inside of the cover. Failure to do so may allow water to get
into the Integrated Power Module, and possibly result in a electrical system failure. Remove the
two screws securing the headlight mod- ule to the vehicle and pull the headlight module
forward away from the vehicle, disengaging the assembly from the lower attachment clip. High
voltage can remain in the circuit even with the headlight switch off and the key removed.
Because of this, you should not attempt to service a headlight bulb yourself. Raise the liftgate.
Remove the two tail light assembly screws and rotate the assembly outward to remove the ball
stud form the attaching grommet. Mopar Gear Lubricant 75W or equivalent. These, and all other
maintenance services included in this manual, should be done to provide best vehicle
performance and reliability. Rotate Tires Inspect the brake linings. Inspect the engine air cleaner
filter, replace if necessary. Page Miles Kilometers Change engine oil and engine oil filter.

Inspect the engine air cleaner filter, replace if neces- sary. Inspect the tie rod ends and boot
seals. See note at the end of this chart Replace the air conditioning filter. Replace the air
conditioning filter. Inspection and service should also be performed anytime a malfunction is
observed or suspected. Page Miles Kilometers [Months] Change engine oil and engine oil filter.
Replace engine timing belt. Retain all re- ceipts. Take your warranty folder. All work to be
performed may not be covered by the warranty, discuss additional charges with the service
manager. Page Warranty service must be done by an authorized Chrysl
2001 volvo v70 fuel pump relay location
wikipedia bmw 328i
gmc trucks 2005
er, Dodge, or Jeep dealer. We strongly recommend that you take your vehicle to you selling
dealer. They know you and your vehicle best, and are most concerned that you get prompt and
high quality service. They will help you keep your vehicle operating at its best. These manuals
have been prepared with the assistance of service and engineering specialists to acquaint you
with specific Chrysler group vehicles. Included are starting, operating, emergency and
maintenance pro- cedures as well as specifications, capabilities and safety tips. The traction
grade is based on braking straight- ahead traction tests and does not include cornering turning
performance. Page Selection Of Lubricant Page Adding Coolant Antifreeze Page Filters Air
Cleaner Page Ignition Key Page Capacities Page Mirrors Page Security Alarm Theft Alarm Page
Tread Wear Indicators Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL.

