2005 lincoln town car wiring diagram

Presented here to help you understand the o2 sensor from an electronics and wiring diagram
point of view. Whether your an expert lincoln ls mobile electronics installer lincoln ls fanatic or
a novice lincoln ls enthusiast with a lincoln ls a car stereo wiring diagram can save yourself a
lot of time. Here is a wiring diagram. Presented using advanced software cg animation
technology to help you understand. Listed below is the vehicle specific wiring diagram for your
car alarm remote starter or keyless entry installation into your lincoln aviatorthis information
outlines the wires location color and polarity to help you identify the proper connection spots in
the vehicle. My lincoln ls has all electrical power but wont start. The motor does not turn over at
all. I have a warrenty still on it for aprox. Automotive wiring in a lincoln ls vehicles are becoming
increasing more difficult to identify due to the installation of read more read more. Here at
lincoln town car pdf manuals online download links pageintended to offer lincoln town car
owners available factory bullenserviceworkshopelectrical wiring diagrams schematicstechnical
service bulletin and recallsoem original equipment manufacturerparts list numberbooklets and
tsbstutorialsinstructionsmanufacturers specificationstechnical informationsto help drivers.
Learn to test these larger units here with wiring diagram interpretation in mind. It will help you
understand connector configurations and locate and identify circuits relays and grounds.
Official repair manual of the dealerships. Signature signature limited designer series signature l
46l v8 gasoline flex engines. The steering wheel moves up and down by itself. Please verify all
wire colors and diagrams before applying any information. Todays can or controller area
network communication arrays are difficult and complex and so is its diagnostic. Lincoln Ls
Wikipedia. Lincoln Navigator Repair Manual Lincoln Navigator Wikipedia. Ect Sensor Wiring
Diagram. Repair Guides. Handmade Bluetooth Speaker Francisco Sahli. Lincoln Aviator
Wikipedia. Wiring Diagram. Variety of lincoln town car wiring diagram. A wiring diagram is a
streamlined standard photographic depiction of an electrical circuit. It shows the components
of the circuit as streamlined shapes, as well as the power and signal connections between the
tools. A wiring diagram typically offers details about the family member placement and also
setup of tools and also terminals on the devices, to assist in structure or servicing the tool. A
photographic layout would certainly reveal a lot more information of the physical look, whereas
a wiring diagram utilizes an extra symbolic symbols to stress affiliations over physical look. A
wiring diagram is typically used to troubleshoot problems and also making certain that all the
links have actually been made which everything exists. Click on the image to enlarge, and then
save it to your computer by right clicking on the image. An initial appearance at a circuit
diagram might be confusing, but if you could check out a metro map, you can review
schematics. The function is the exact same: getting from factor A to aim B. Literally, a circuit is
the course that enables power to circulation. Voltage: Gauged in volts V , voltage is the stress
or pressure of electricity. This is usually provided by a battery such as a 9V battery or keys
power, the outlets in your home run at V. Outlets in other nations operate at a different voltage,
which is why you need a converter when traveling. Present: Existing is the circulation of power,
or even more specifically, the flow of electrons. It is measured in Amperes Amps , as well as
could just flow when a voltage supply is connected. Resistance: Measured in Ohms R or O ,
resistance specifies exactly how conveniently electrons could move with a material. Materials
such as gold or copper, are called conductors, as they quickly permit circulation of movement
low resistance. Plastic, timber, and also air are instances of insulators, preventing the activity of
electrons high resistance. DC Direct Existing. DC is a continual circulation of current in one
direction. DC can stream not just via conductors, but semi-conductors, insulators, as well as a
vacuum. Air Conditioner Rotating Existing. In AC, the flow of present occasionally alternates
between 2 instructions, usually developing a sine wave. The regularity of AC is gauged in Hertz
Hz , and also is normally 60 Hz for electricity in domestic as well as organisation objectives.
Completing an electric design level as well as after that getting a task in the area indicates you
will certainly see a lot a great deal a lot of these schematics. It s vital to understand precisely
just what is going on with these. Whenever you identify your specific field of electrical design,
you could see extra complicated layouts and also symbols. You ll learn also that different
countries use different signs. Facebook 0 Tweet 0 Pin 0. In , Henry Leland , the founder of the
Cadillac brand, registered a new company, Lincoln , to begin production of aircraft power units
commissioned by the United States military. However, Leland 's financial difficulties forced him
to put Lincoln up for auction, and Henry Ford became one of the main players in the US
automobile market in In , Lincoln became the official car supplier for the United States
government, securing proper funding from Ford parent company. However, by , when the first
prerequisites for the global economic crisis appeared, Lincoln was separated into an
independent unit, which saved the brand from serious financial difficulties. Between and , the
status of a company that now began to specialize in the manufacture of automobiles for the
domestic market of the United States of America changed. Lincoln Aviator Owner's Manual.

Adobe Acrobat Document 3. Lincoln Navigator Owner's manual. Adobe Acrobat Document 1.
Lincoln Blackwood Owner's Manual. Adobe Acrobat Document 2. Lincoln LS Owner's Manual.
Lincoln LS Owners Manual. Lincoln Continental Owner's Manual. Lincoln Town Car Owner's
Manual. Lincoln Zephyr Owner's Manual. Lincoln Wiring Diagrams. JPG Image History of
Lincoln Cars. Quick Links. Table of Contents Introduction. Instrument Cluster. Warning and
control lights. Entertainment Systems. CD changer. Navigation system. Climate Controls. Dual
automatic temperature control. Rear window defroster. Turn signal control. Bulb replacement.
Driver Controls. Steering wheel adjustment. Power windows. Speed control. Message center.
Locks and Security. Anti-theft system. Ford motor company lincoln town car owner's guide
pages. Lincoln town car automobile owner's manual pages. Reproduction by any means,
electronic or mechanical including photocopying, recording or by any information storage and
retrieval system or translation in whole or part is not permitted without written authorization
from Ford Motor Company. In addition, certain fluids contained in vehicles and certain products
of component wear contain or emit chemicals known to the State of California to cause cancer
and birth defects or other reproductive harm. In this guide, answers to such questions are
contained in comments highlighted by the warning triangle symbol. These comments should be
read and observed. Page 7 Introduction Special instructions For your added safety, your vehicle
is fitted with sophisticated electronic controls. Failure to follow the specific warnings and
instructions could result in personal injury. Front seat mounted rear-facing child or infant seats
should NEVER be placed in front of an active passenger air bag. Page 8 Introduction These are
some of the symbols you may see on your vehicle. Many lights will illuminate when you start
your vehicle to make sure the bulb works. Report the fault to a dealer at the earliest opportunity.
Check fuel cap: Illuminates when the fuel cap may not be properly installed. Continued driving
with this light on may cause the Service engine soon warning light to come on. Page 12
Instrument Cluster Air bag readiness: If this light fails to illuminate when ignition is turned to
ON, continues to flash or remains on, have the system serviced immediately. A chime will also
sound when a malfunction in the supplemental restraint system has been detected. Safety belt:
Reminds you to fasten your safety belt. Page 13 Instrument Cluster Air suspension: Illuminates
when the air suspension is turned OFF or the air suspension system requires servicing.
Washer: Illuminates when the windshield washer fluid is low. Speed control: Illuminates when
the speed control is activated. Turns off when the speed control system is deactivated. Page 14
Instrument Cluster Door ajar: Illuminates when any door is open or not fully closed. Trunk ajar:
Illuminates when the trunk is not completely closed. This light will flash and sound a tone for
one second, then the light remains Turn signal: Illuminates when the left or right turn signal or
the hazard lights are turned on. Select SPEED from the message center to display the digital
speedometer on the left hand side of the cluster. Page 16 Instrument Cluster Never remove the
coolant reservoir cap while the engine is running or hot. Page 18 Entertainment Systems 1.
Eject: Press to eject a tape. Eject: Press to eject a CD. Page 19 Entertainment Systems 8. In tape
mode, radio play continues until rewind is stopped with the TAPE control or the beginning of
the tape is reached. FF fast forward : Works in tape and CD modes. Page 20 Entertainment
Systems Scan: Works in radio, tape and CD modes. Page 22 Entertainment Systems 2. Press to
eject the magazine. Pull the lever to remove a CD tray from the magazine. Insert one disc into
each CD tray of the magazine up to 6 discs. Ensure that the label side is facing If you pull too
hard on the disc holder, the disc holder may come completely out of the magazine. Page 23
Entertainment Systems 6. Insert the CD magazine into the changer. Slide the door to the left to
close. Use only compact discs containing this mark. The magazine does not need to be full for
the changer to operate. Radio power must be turned on to play the CDs in the changer. The
magazine may be stored in the glove compartment when not being used. Due to technical
incompatibility, certain recordable and re-recordable compact discs may not function correctly
when used in Ford CD players. Irregular shaped CDs, CDs with a scratch protection film
attached, and CDs with homemade paper adhesive labels should not be inserted into the CD
player. Page 26 Entertainment Systems 1. Turn to adjust the audio volume level. MAP: Press to
enter map mode and view your current vehicle position on the map. Pressing the globe icon will
take you to the user settings â€” audible feedback, navigation units, language and clock if
equipped. Ensure that the vehicle ignition is on. Press CD to select a CD which is already
loaded. Use the controls 1â€”6 to select the desired CD. Page 29 Entertainment Systems 2.
Press DEST. The warning screen will appear. The screen will show a map with your current
location. Press DEST again. Select the desired type of destination entry. Page 30 Entertainment
Systems 4. Press DEST at the bottom of the map screen. Choose the desired route by pressing
the NEXT button if it appears. There can be up to three alternative routes. To adjust the voice
guidance volume: 1. Press the REPEAT button or arrow on your steering wheel controls to hear
the previous command repeated from the navigation system. Turn to raise or lower volume. The

levels will be displayed on the screen. Page 36 Entertainment Systems 3. SCV is located in the
middle of the screen. Press to turn on. Select setting 1 to 7 or turn off. The recommended level
for the speed compensated volume is from level 1 through level 3. When activated, level 1 is the
minimum setting and level 7 is the maximum setting. This feature is helpful on trips when you
travel between cities with different radio stations. Page 39 Entertainment Systems Traffic
information not available in most U. Preset scan and Autoset also initiate PTY searches. The
search will stop when the desired program type has been reached. If no program type is found,
a message will display. Fade : Allows you to adjust the amount of sound emitted from the front
and rear speakers. Page 42 Entertainment Systems Satellite ready capability Your Lincoln
navigation system comes equipped with Satellite ready capability. The kit to enable Satellite
reception is available through your Lincoln dealer. Detailed Satellite instructions are included
with the dealer installed kit. CD mode CD units are designed to play commercially pressed 4. CD
play will begin where it stopped last. Loading a CD: 1. The navigation screen will fold down,
allowing you access to the in-dash six CD system. The indicator light will blink slowly at first,
then quickly, signaling the system is ready. Press again to disengage and remain with the
current track. Press again to continue playing. Once pressed, the current map display will
appear on the screen showing the current vehicle location. Page 48 Entertainment Systems
Route preferences After entering a destination, the Route preferences will appear on the screen
showing what is currently selected. Page 49 Entertainment Systems You will be able to view the
information if available as well as choose to store the destination as a memory point by
pressing OK. Screen symbols Navigation symbol â€” Indicates the current vehicle position and
points to the direction in which the vehicle is currently traveling. If the avoid point is enlarged to
an avoid area, it will appear on the screen as a shaded box. Way point symbol â€” Indicates the
location of a way point locations you wish to visit in route to your ultimate destination on the
map. Page 52 Entertainment Systems Ensure that you follow highway code restrictions and do
not take any risks. For example, if you are unable to make a U-turn, continue on your journey.
The navigation system will recalculate your route to get you back to an appropriate road to your
destination. Navigation set up The Navigation Set up screen will allow you to make adjustments
to Page 53 Entertainment Systems Restore system defaults Resets all system user-selectable
options to the default automatic values i. Calibration This feature is helpful if the car has been
towed, or if you notice it is not registering at the correct vehicle location on the map. Page 54
Entertainment Systems Display Options The Display Options screen will allow you make
adjustments to the navigation display screen. Please refer to the Destination menu section for a
complete description of the functions. On route scroll The system automatically scrolls through
the entire planned navigation route either forwards or Page 56 Entertainment Systems 3. Press
the desired number to select the volume level for the voice prompts. Home To set home for the
first time: 1. Press MAP. Page 57 Entertainment Systems 4. Enter the required details. Press OK
to set the home position. Page 58 Entertainment Systems To view the set home position 1.
Press YES to confirm. Special memory points There are five possible special memory points
that you can set. To set a memory point: 1. Press the MAP hard key. Select point 1â€”5. Input a
destination. Press OK. Page 62 Entertainment Systems 3. The list will display. Select the special
memory point to delete. Detour options You may engage the detour option once a route has
already been calculated by the system. Use the soft controls to select and enter the number of
miles you want to deviate off of the current road. Page 64 Entertainment Systems Avoiding an
area while under guidance For one reason or another, you may choose to avoid a certain area
while in route to your destination. ALL to delete all stored areas. Page 68 Entertainment
Systems 2. Use the keyboard to type in the street name. When you are typing the street name,
the system may bring up possible roads that you can select from. Use the arrows to scroll up or
down to select the desired street. Page 69 Entertainment Systems 5. You may use the keyboard
to input the desired city. Page 70 Entertainment Systems Deleting stored locations Your
navigation system allows you to delete any stored locations previous destinations, memory
points, special memory points, home, avoid areas, destination and way points, etc. To delete
any of these stored locations: 1. Page 71 Entertainment Systems 4. Select the desired item you
wish to delete previous destination, memory point, etc. The list of stored locations will be
displayed. Select touch the entry to be deleted. Page 72 Entertainment Systems This screen will
list the closest police station, hospital and dealer to your current location. Memory point Your
navigation system allows you to go to special destinations you may wish to again visit. Page 73
Entertainment Systems 1. Select the desired menu item. Page 74 Entertainment Systems To
give the new memory point a name: 1. Select it from the list. Press NAME. Enter the desired
name. Accessing memory point lists 1. Page 75 Entertainment Systems 4. Press LIST 6. Select
the desired entry to view its location details. Sorting memory point lists 1. Access the desired
list. Press the button to sort the list as desired i. When sorted by distance, the points are

ordered by distance from the current vehicle location. There will be 15 normal and three sound
icons displayed. Press the icon you wish to use. The normal icons will be displayed on the map
to indicate the map location identified with that icon. Press the DEST hard key. Enter freeway
nameâ€” Enter the freeway name using the keyboard. You can store and delete destinations and
way points locations you wish to visit in route to your ultimate destination. The points are listed
chronologically from bottom up, the destination being on the top. Press the MAP button to edit
the way point location on the map display. Page 80 Entertainment Systems Route calculation
Once the route criteria is selected, the navigation system automatically calculates the selected
destination. The route appears on the display screen and a voice prompt provides instructions.
The system may calculate up to four routes for the desired destination. Press again to
deactivate. Page 83 Entertainment Systems Do not use the navigation system to locate
emergency services. For road safety reasons, the driver should program the system only when
the vehicle is stationary. Certain functions will therefore not operate while the vehicle is in
motion. The map database DVD does not reflect road detours, closures or construction, road
characteristics such as rough road surface, slope or grade, weight or height restrictions, traffic
congestion, weather or similar Page 84 Entertainment Systems Radio reception factors There
are certain factors that may effect your radio reception. The further an FM signal travels, the
weaker it is. The listenable range of the average FM station is approximately 40 km 24 miles. If
your windows are tinted, ensure that you use non-metal tinting instead of metal oxide tinting.
Both of these factors can interrupt GPS reception. Cleaning the display Do not spray cleaning
fluid directly onto the unit. Latest map DVDs The map content is constantly changing due to
new roads, traffic restrictions, etc. Therefore, it is not always possible to exactly match the DVD
map with the current roadways. Recirculation control: Cools the vehicle more quickly by
recirculating the cabin air instead of using outside air and helps prevent unpleasant outside
odors or fumes from entering the vehicle. Page 88 Climate Controls : Distributes air through the
windshield defroster vents and the side window demisters. Page 89 Climate Controls The set
point temperatures in Celsius will be displayed in half-degree increments. Press the rear
defroster control to clear the rear window of thin ice and fog. Turns on the parking lamps,
instrument panel lamps, license plate lamps and tail lamps. Turns the headlamps on. Autolamp
control The autolamp system provides light sensitive automatic on-off control of the exterior
lights normally controlled by the headlamp control. Page 92 Lights 7. Steps 3 through 5 need to
be performed within 10 seconds. Page Turn Signal Control Lights 3. Turn on the low beam
headlamps to illuminate the wall or screen and open the hood. On the wall or screen you will
observe an area of high intensity light. The top of the high intensity area should touch the
horizontal reference line, if not, the beam will need to be adjusted. Page 96 Lights Using the
right bulbs Replacement bulbs are specified in the following chart. The correct bulbs will not
damage the lamp assembly or void the lamp assembly warranty and will provide quality bulb
burn time. Page 97 Lights Replacing headlamp bulbs To remove the headlamp bulb: 1. Make
sure headlamp switch is in OFF position. Remove the protective bulb cover by loosening and
removing the five screws. Rotate the light bulb socket counter clockwise and pull it straight out
from the assembly. Page 98 Lights 3. Rotate the bulb socket counterclockwise and remove from
lamp assembly. Carefully pull bulb straight out of the socket and push in the new bulb until it
snaps, locking it into position. To complete installation, follow the removal procedure in reverse
order. Page 99 Lights 8. Install the plastic retainer and carefully push the carpet back into place.
Replacing license plate lamp bulbs 1. Make sure headlamp switch is in OFF position, then
remove two screws, grommets and the license plate lamp assembly from the trunk lid. Page
Lights Overhead console lamps To remove and replace the lamps in the overhead console: 1.
Make sure the headlamp switch is in the OFF position and remove the overhead console from
the headliner. Remove the bulb socket from the back of the lamp housing by pulling it straight
out. To prolong the life of the wiper blades, it is highly recommended to scrape off the ice on the
windshield before turning on the wipers. The layer of ice has many sharp edges and can
damage the micro edge of the wiper rubber element. Page Driver Controls 1. Press and release
the MODE button again to enter the oil minder mode. Page Driver Controls 4. Zone variation
mode Most geographic areas zones have a magnetic north compass point that varies slightly
from the northerly direction on maps. A correct zone setting will eliminate compass heading
error. To calibrate the compass: 1. Press and release the MODE button until the compass
directional heading is displayed. Page Driver Controls HomeLink wireless control system if
equipped The HomeLink Wireless Control System, located on the overhead console, provides a
convenient way to replace up to three hand-held transmitters with a single built-in device. This
feature will learn the radio frequency codes of most transmitters to operate garage doors, entry
gate operators, security systems, entry door locks, and home or office lighting. Do not repeat
step one to program additional hand-held transmitters to the remaining two HomeLink buttons.

This will erase previously programmed hand-held transmitter signals into HomeLink. Press and
hold the just-trained HomeLink button and observe the HomeLink house icon on the display.
Page Driver Controls 8. Return to the vehicle and firmly press, hold for two seconds and release
the HomeLink button. Page Driver Controls 2. For questions or comments, contact HomeLink at
This warning will remain on until the oil life is reset in oil minder mode unless a higher priority
message is requested. Page Driver Controls To de-activate park assist: 1. Press the OFF button
to de-activate. Press the OFF button again to re-activate. The button will be backlit green at
night time when the headlamps are ON. Page Power Windows Driver Controls Do not use the
power point for operating the cigarette lighter element. The Maximum power each power point
can supply depends on the fuse rating. For example: a 20A fuse should supply a maximum of
Watts, a 15A fuse should supply a maximum of Watts and a 10A fuse should supply a maximum
of Watts. Depress again to stop window operation. One touch down can be deactivated during
operation by pushing down on the top part of the driver power window control. Page Speed
Control Driver Controls Fold-away mirrors Pull the side mirrors in carefully when driving
through a narrow space, like an automatic car wash. Page Driver Controls Setting speed control
The controls for using your speed control are located on the steering wheel for your
convenience. Press the ON control and release 2. Accelerate to the desired speed. This will
automatically return the vehicle to the previously set speed. Increasing speed while using speed
control There are two ways to set a higher speed Navigation control features if equipped Press
and hold VOICE briefly until the voice icon appears on the Navigation display to use the The
most important thing you can do to prevent a crash is to avoid distractions and pay attention to
the road. Wait until it is safe to operate Mobile Communications Equipment. Page Driver
Controls 3. This current average measure will change as the speed control system changes the
engine speed to maintain a constant vehicle speed. Trip A B These two functions allow you to
see how far you have traveled since you last reset. If anything obstructs the power trunk while it
is closing, the trunk will automatically reverse to the open position, provided it meets sufficient
resistance. To open the door, press the control located on the door. Fuel filler door override
release If the remote release is inoperative, open the trunk, then pull the override release handle
located inside the trunk to open the fuel filler door. Page Driver Controls Remote seat
adjustment The rear passenger can move the front passenger seat forward or backward using
the control located in the rear center console. Move the control forward or backward to move
front passenger seat. The handle is composed of a material that will glow for hours in darkness
following brief exposure to ambient light. The typical operating range for your remote entry
transmitter is approximately 33 feet 10 meters. Locking the doors Press and release to lock all
the doors. Note: The interior lamps will turn off and the parklamps will flash, if all the closures
doors, trunk, hood are closed. Opening the trunk Press once to open the trunk. If your vehicle is
fitted with the optional power decklid, press twice to open the trunk and twice to close it. Before
operating the power decklid, be sure that no one, particularly a child, is in a position where he
or she can be injured by the trunk lid. Page Locks and Security 2. Do not wipe off any grease on
the battery terminals on the back surface of the circuit board. Remove the old battery. Note:
Please refer to local regulations when disposing of transmitter batteries. Insert the new battery.
Refer to the diagram inside the remote entry transmitter for the correct orientation of the
battery. Page Locks and Security To reprogram the remote entry transmitters: 1. Ensure the
vehicle is electronically unlocked. Put the key in the ignition. Note: The eighth turn must end in
the 3 ON position. The battery saver will shut off the interior lamps 30 minutes after the last
door is closed, or after 10 minutes if the last door is left open. Page Locks and Security
Programming a personal entry code To create your own personal entry code: 1. Enter the
factory set code. Enter your personal 5-digit code. Each number must be entered within five
seconds of each other. You do not need to enter the keypad code first. Note: The interior lamps
will turn off. Page Locks and Security Programming spare keys You can program your own
coded keys to your vehicle. Please read and understand the entire procedure before you begin.
Page Locks and Security To program additional new unprogrammed key s , repeat this
procedure from Step 1 for each additional key. If there is any potential perimeter anti-theft
problem with your vehicle, ensure ALL remote entry transmitters are taken to the dealership to
aid in troubleshooting. The purpose of these head restraints is to help limit head motion in the
event of a rear collision. To properly adjust your head restraints, lift the head restraint so that it
is located directly behind your head or as close to that position as possible. Do not pile cargo
higher than the seatbacks to avoid injuring people in a collision or sudden stop. Always drive
and ride with your seatback upright and the lap belt snug and low across the hips. Page Seating
and Safety Restraints Press to move the front portion of the seat cushion up or down. Press to
move the rear portion of the seat cushion up or down. Page Seating and Safety Restraints The
heated seat module resets at every ignition run cycle. While the ignition is in the ON position,

activating the high or low heated seat switch enables heating mode. When activated, they will
turn off automatically when the ignition is turned to the OFF position. The indicator light will
illuminate when the heated seats have been activated. A position can only be recalled when the
transmission gearshift is in Park. A collection of crash and occupant sensors provides
information to the Restraints control module RCM. Page Seating and Safety Restraints Front
passenger sensing system For air bags to do their job they must inflate with great force, and
this force can pose a potentially deadly risk to occupants that are very close to the air bag when
it begins to inflate. For some occupants, like infants in rear-facing child seats, this occurs
because they are initially sitting very close to the air bag. This maximizes the effectiveness of
the safety belts and helps properly position the occupant relative to the air bag to improve
protection. Page Seating and Safety Restraints Safety restraints precautions Always drive and
ride with your seatback upright and the lap belt snug and low across the hips. To reduce the
risk of injury, make sure children sit in the back seat where they can be properly restrained.
Never let a passenger hold a child on his or her lap while the vehicle is moving. Page Seating
and Safety Restraints Safety belts and seats can become hot in a vehicle that has been closed
up in sunny weather; they could burn a small child. Check seat covers and buckles before you
place a child anywhere near them. Combination lap and shoulder belts 1. Page Seating and
Safety Restraints Vehicle sensitive mode This is the normal retractor mode, which allows free
shoulder belt length adjustment to your movements and locking in response to vehicle
movement. As the belt retracts, you will hear a clicking sound. This indicates the safety belt is
now in the automatic locking mode. Page Seating and Safety Restraints Front safety belt height
adjustment Your vehicle has safety belt height adjustments for the driver and front outboard
passenger. Adjust the height of the shoulder belt so the belt rests across the middle of your
shoulder. To lower the shoulder belt height, push the button and slide the height adjuster down.
Page Seating and Safety Restraints The lap belt does not adjust automatically. Insert the tongue
into the correct buckle the buckle closest to the direction the tongue is coming from. To
lengthen the belt, turn the tongue at a right angle to the belt and pull across your lap until it
reaches the buckle. Page Seating and Safety Restraints If Page Seating and Safety Restraints
Reasons given Frontal airbags are not designed to inflate in rear and side crashes or rollovers.
Page Air Bags Seating and Safety Restraints Do not use extensions to change the fit of the
shoulder belt across the torso. Safety belt maintenance Inspect the safety belt systems
periodically to make sure they work properly and are not damaged. Inspect the safety belts to
make sure there are no nicks, tears or cuts. Page Seating and Safety Restraints Do not attempt
to service, repair, or modify the steering column, its adaptive module, or its fuses. See your
Ford or Lincoln Mercury dealer. Page Seating and Safety Restraints Children and air bags
Children must always be properly restrained. Accident statistics suggest that children are safer
when properly restrained in the rear seating positions than in the front seating position. Failure
to follow these instructions may increase the risk of injury in a collision. Page Seating and
Safety Restraints The air bags inflate and deflate rapidly upon activation. After air bag
deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt propellant.
This may consist of cornstarch, talcum powder to lubricate the bag or sodium compounds e.
Page Seating and Safety Restraints If the air bag has deployed, the air bag will not function
again and must be replaced immediately. If the air bag is not replaced, the unrepaired area will
increase the risk of injury in a collision. Page Seating and Safety Restraints Sitting improperly
out of position or with the seat back reclined too far can take off weight from the seat cushion
and affect the decision of the passenger sensing system, resulting in serious injury or death in
a crash. Always sit upright against your seatback, with your feet on the floor. Page Seating and
Safety Restraints Determining if the system is operational The SRS uses a readiness light in the
instrument cluster or a tone to indicate the condition of the system. Refer to Air bag readiness
section in the Instrument Cluster chapter. Routine maintenance of the air bag is not required.
Page Seating and Safety Restraints All occupants of the vehicle should always wear their safety
belts even when an air bag SRS is provided. How does the side air bag system work? The
design and development of the side airbag system included recommended testing procedures
that were developed by a group of automotive safety experts known as Page Seating and Safety
Restraints to inflate in side-impact collisions, not roll-over, rear-impact, frontal or near-frontal
collisions, unless the collision causes sufficient lateral deceleration. Several air bag system
components get hot after inflation. Do not touch them after inflation. If the side air bag has
deployed, the air bag will not function again. Also see Air bag supplemental restraint system
SRS in this chapter for special instructions about using air bags. Important child restraint
precautions You are required by law to use safety restraints for children in the U. Page Seating
and Safety Restraints Child booster seats Children outgrow a typical convertible or toddler seat
when they weigh 40 pounds 18 kg and are around 4 years of age. Page Seating and Safety

Restraints Follow all instructions provided by the manufacturer of the booster seat. Never use
pillows, books, or towels to boost a child. Top tether anchors can be used for children up to 60
pounds 27 kg in a child restraint, and to provide upper torso restraint for children up to 80
pounds 36 kg using an upper torso harness and a belt-positioning booster. Page Seating and
Safety Restraints 1. Position the child safety seat in a seat with a combination lap and shoulder
belt. Pull down on the shoulder belt and then grasp the shoulder belt and lap belt together.
While holding the shoulder and lap belt portions together, route the tongue through the child
seat according to the child seat Page Seating and Safety Restraints 4. Insert the belt tongue into
the proper buckle the buckle closest to the direction the tongue is coming from for that seating
position until you hear a snap and feel the latch engage. Make sure the tongue is latched
securely by pulling on it. Page Seating and Safety Restraints 8. Allow the safety belt to retract to
remove any slack in the belt. Before placing the child in the seat, forcibly move the seat forward
and back to make sure the seat is securely held in place. To check this, grab the seat at the belt
path and attempt to move it side to side and forward. Page Seating and Safety Restraints 2.
Route the child safety seat tether strap over the back of the seat. For vehicles with adjustable
head restraints, route the tether strap under the head restraint and between the head restraint
posts, otherwise route the tether strap over the top of the seatback. Page Seating and Safety
Restraints Attaching safety seats with LATCH Lower Anchors and Tethers for Children
attachments Some child safety seats have two rigid or webbing mounted attachments that
connect to two anchors at certain seating positions in your vehicle. This type of child seat
eliminates the need to use seat belts to attach the child seat. Page Seating and Safety
Restraints If you install a child seat with rigid LATCH attachments, do not tighten the tether
strap enough to lift the child seat off the vehicle seat cushion when the child is seated in it.
Keep the tether strap just snug without lifting the front of the child seat. The Quality grades can
be found where applicable on the tire sidewall between tread shoulder and maximum section
width. Page Tires, Wheels and Loading The traction grade assigned to this tire is based on
straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. Page Tires, Wheels and Loading Inspecting your
tires Periodically inspect the tire treads for uneven or excessive wear and remove stones, nails,
glass or other objects that may be wedged in the tread grooves. Check for holes or cuts that
may permit air leakage from the tire and make necessary repairs. The cold inflation pressure
should never be set lower than the recommended pressure on the tire label or certification label.
Only use replacement tires and wheels that are the same size and type such as P-metric versus
LT-metric or all-season versus all-terrain as those originally provided by Ford. Page Tires,
Wheels and Loading 1. Park on a level surface, activate hazard flashers and set parking brake.
Remove the spare tire and the jack. Page Tires, Wheels and Loading 4. Remove the lug wrench
A from the jack. Rotate the lug wrench socket out from the handle. Locate pry off notch if
equipped and remove the center ornament from the aluminum wheel with the tapered end of the
wheel nut wrench that came with your vehicle. Replace the flat tire with the spare tire, making
sure the valve stem is facing outward. Reinstall lug nuts until the wheel is snug against the hub.
Do not fully tighten the lug nuts until the wheel has been lowered. This information identifies
and describes the fundamental characteristics of the tire and also provides a U. Page Tires,
Wheels and Loading 7. The speed rating denotes the speed at which a tire is designed to be
driven for extended periods of time under a standard condition of load and inflation pressure.
The tires on your vehicle may operate at different conditions for load and inflation pressure.
Page Tires, Wheels and Loading Tire Ply Composition and Material Used: Indicates the number
of plies or the number of layers of rubber-coated fabric in the tire tread and sidewall. Tire
manufacturers also must indicate the ply materials in the tire and the sidewall, which include
steel, nylon, polyester, and others. Note: The temporary tire size for your vehicle may be
different from this example. Here are some of the important maintenance items: Tire wear
Measure and inspect the tire tread on all your tires periodically. Advanced and unusual tire wear
can reduce the ability of tread to grip the road in adverse wet, snowy, etc. Page Tires, Wheels
and Loading Safety practices Driving habits have a great deal to do with your tire mileage and
safety. Front wheel drive FWD vehicles and those with an independent rear suspension if
equipped may require alignment of all four wheels. When towing, trailer tongue load or king pin
weight is also part of cargo weight. GVWR Gross Vehicle Weight Rating â€” is the maximum
allowable weight of the fully loaded vehicle including all options, equipment, passengers and
cargo. GCWR Gross Combined Weight Rating â€” is the maximum allowable weight of the
vehicle and the loaded trailer â€” including all cargo and passengers â€” Page Tires, Wheels
and Loading 2. Determine the combined weight of the driver and passengers that will be riding
in your vehicle. The resulting figure equals the available amount of cargo and luggage load
capacity. The trailer brakes must meet local and Federal regulations. When turning, make wider

turns so the trailer wheels will clear curbs and other obstacles. These guidelines are designed
to ensure that your transmission is not damaged due to insufficient lubrication. ACC, allows the
electrical accessories such as the radio to operate while the engine is not running. Page Driving
Do not start your vehicle in a closed garage or in other enclosed areas. Exhaust fumes can be
toxic. Always open the garage door before you start the engine. See Guarding against exhaust
fumes in this chapter for more instructions. If you smell exhaust fumes inside your vehicle,
have your dealer inspect your vehicle immediately. Page Driving 5. Make sure the
corresponding lights illuminate or illuminate briefly. If a light fails to illuminate, have the vehicle
serviced. Page Brakes Driving Note: If the engine does not start within five seconds on the first
try, turn the key to OFF, wait 10 seconds and try again. If the engine still fails to start, press the
accelerator to the floor and try again; this will allow the engine to crank with the fuel shut off in
case the engine is flooded with fuel. This system helps you maintain steering control during
emergency stops by keeping the brakes from locking. Page Driving Parking brake with
auto-release Apply the parking brake whenever the vehicle is parked. To set the parking brake:
1. Move the gearshift to P Park. Push pedal downward. Page Traction Control Driving If the
parking brake fails to release after completing this procedure, use the manual parking brake
release lever. Pull the lever to manually release the parking brake. Page Driving Aggressive
driving in any road conditions can cause you to lose control of your vehicle increasing the risk
of severe personal injury or property damage. The occurrence of a Traction Control event is an
indication that at least some of the tires have exceeded their ability to grip the road; Page Air
Suspension Driving If the amount of effort required to steer your vehicle changes while driving
at a constant vehicle speed, have the power steering system checked by your dealer or a
qualified service technician. Page Driving If the fuse is not blown, perform the following
procedure: 1. Apply the parking brake, turn the ignition to 2 ACC. Locate the access plug on the
underside of the steering column cover. Remove the access plug using a flat head screwdriver,
then push and hold the override button using a flat head screwdriver. Page Driving Driving with
a 4â€”speed automatic transmission Understanding the gearshift positions of the 4â€”speed
automatic transmission P Park This position locks the transmission and prevents the rear
wheels from turning. Page Driving Overdrive The normal driving position for the best fuel
economy. Transmission operates in gears one through four. Overdrive can be deactivated by
pressing the transmission control switch on the gearshift lever. The transmission control
indicator light TCIL will illuminate on the instrument cluster. To help avoid personal injury,
please read and understand the limitations of the extended rear park assist system as contained
in this section. The system defaults to ON every time the ignition is turned on. Press the control
to disable or enable the system. The indicator will remain illuminated to indicate a failure of the
extended rear park aid. This program is separate from the New Vehicle Limited Warranty. If you
need to arrange roadside assistance for yourself, Ford Motor Company will reimburse a
reasonable amount. To obtain reimbursement information, U. Ford or Mercury vehicles
customers call ; Lincoln vehicle customers call 1â€”â€”â€” Canadian customers who need to
obtain reimbursement information, call 1â€”â€”â€” Page Fuses And Relays Roadside
Emergencies The fuel pump shut-off switch is located on a bracket inside of the luggage
compartment. Use the following procedure to reset the fuel pump shut-off switch. Turn the
ignition to the OFF position. Check the fuel system for leaks. Page Roadside Emergencies The
fuses are coded as follows. Page Roadside Emergencies The high-current fuses are coded as
follows. Page Roadside Emergencies Do not attempt to push-start your vehicle. Automatic
transmissions do not have push-start capability; doing so may damage the catalytic converter.
Preparing your vehicle When the battery is disconnected or a new battery is installed, the
transmission must relearn its shift strategy. Page Roadside Emergencies 2. Connect the
negative - cable to the negative - terminal of the assisting battery. Do not use fuel lines, engine
rocker covers or the intake manifold as grounding points. Do not connect the end of the second
cable to the negative - terminal of the battery to be jumped. Page Roadside Emergencies
Removing the jumper cables Remove the jumper cables in the reverse order that they were
connected. Remove the jumper cable from the ground metal surface. Note: In the illustrations,
lightning bolts are used to designate the assisting boosting battery. Page Roadside
Emergencies 3. After the disabled vehicle has been started and the jumper cables removed,
allow it to idle for several minutes so the engine computer can relearn its idle conditions. It is
recommended that your vehicle be towed with a wheel lift or flatbed equipment. While any Ford,
Lincoln or Mercury dealership handling your vehicle line will provide warranty service, we
recommend you return to your selling dealer who wants to ensure your continued satisfaction.
Page Customer Assistance In the United States, a warranty dispute must be submitted to the
Dispute Settlement Board before taking action under the Magnuson-Moss Warranty Act, or to
the extent allowed by state law, before pursuing replacement or repurchase remedies provided

by certain state laws. This dispute handling procedure is not required prior to enforcing state
created rights or other rights which are independent of the Magnuson-Moss Warranty Act or
state replacement or repurchase laws. The Dispute Settlement Board may not be available in all
states. The dealership Board member is chosen from Ford and Lincoln Mercury dealership
management, recognized for their business leadership qualities. What the Board needs To have
your case reviewed you must complete the application in the DSB brochure and mail it to the
address provided on the application Page Customer Assistance before the Board, this is not a
requirement and the Board will decide the case whether or not an oral presentation is made. An
oral presentation may be requested by the Board as well. Making a decision Board members
review all available information related to each complaint, including oral presentations, and
arrive at a fair and impartial decision. Page Customer Assistance The CAMVAP program is a
straight-forward and relatively speedy alternative to resolve a disagreement when all other
efforts to produce a settlement have failed. This procedure is without cost to you and is
designed to eliminate the need for lengthy and expensive legal proceedings. These officials can
inform you of local vehicle registration regulations and where to find unleaded fuel. Page
Reporting Safety Defects U. Only Customer Assistance For a free publication catalog, order toll
free: Monday-Friday a. EST Helm, Incorporated can also be reached by their website: Items in
this catalog may be purchased by credit card, check or money order. These products are
available from your dealer. Be sure to replace wiper blades when they appear worn or do not
function properly. Do not use chemical solvents or strong detergents when cleaning the
seat-mounted side air bag. Such products could contaminate the side air bag system and affect
performance of the side air bag in a collision. These quality products have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and appearance of your vehicle. If your vehicle requires professional service, your dealership
can provide the necessary parts and service. Inside the vehicle, pull the hood release handle
located under the instrument panel. Go to the front of the vehicle and release the auxiliary latch
that is located under the front of the hood in the grille. Brake fluid reservoir 2. Engine oil
dipstick 3. Air filter assembly 4. Power steering fluid reservoir 5. Engine coolant reservoir 6.
Battery 7. Windshield washer fluid reservoir 8. In very cold weather, do not fill the reservoir
completely. Only use a washer fluid that meets Ford specifications. Refer to Refill capacities in
this chapter. State or local regulations on volatile organic compounds may restrict the use of
methanol, a common Page Maintenance and Specifications 5. Locate and carefully remove the
engine oil level indicator dipstick. Wipe the indicator clean. Insert the indicator fully, then
remove it again. Refer to Adding engine oil in this chapter. Oil levels above this mark may cause
engine damage. If the engine is overfilled, some oil must be removed from the engine by a
qualified service technician. Page Maintenance and Specifications Engine oil and filter
recommendations Look for this certification trademark. Use SAE 5W engine oil. An oil with this
trademark symbol conforms to the current engine and emission system protection standards
and fuel economy requirements of the International Lubricant Standardization and Approval
Committee ISLAC , comprised of U. However, for severe usage or in high temperature climates,
check the battery electrolyte level. Refer to the Scheduled Maintenance Guide for the service
interval schedules. Lift the battery with a battery carrier or with your hands on opposite corners.
Follow your local authorized standards for disposal. Call your local authorized recycling center
to find out more about recycling automotive batteries. Page Maintenance and Specifications
When the engine is cold, check the level of the engine coolant in the reservoir. Page
Maintenance and Specifications Do not add engine coolant when the engine is hot. Steam and
scalding liquids released from a hot cooling system can burn you badly. Also, you can be
burned if you spill coolant on hot engine parts. Do not put engine coolant in the windshield
washer fluid container. Page Maintenance and Specifications remove the coolant pressure relief
cap on the radiator of a vehicle with an overflow system, follow these steps to add engine
coolant. To reduce the risk of personal injury, make sure the engine is cool before unscrewing
the coolant pressure relief cap. The cooling system is under pressure; Page Maintenance and
Specifications Used engine coolant should be disposed of in an appropriate manner. Page
Maintenance and Specifications What you should know about fail-safe cooling If the engine
coolant supply is depleted, this feature allows the vehicle to be driven temporarily before
incremental component damage is incurred. Page Maintenance and Specifications 2. Arrange
for the vehicle to be taken to a service facility. If this is not possible, wait a short period for the
engine to cool. Check the coolant level and replenish if low. Never remove the coolant reservoir
cap while the engine is running or hot. Fuel such as gasoline is highly toxic and if swallowed
can cause death or permanent injury. The use of leaded fuel is prohibited by law and could
damage your vehicle. Your vehicle was not designed to use fuel or fuel additives with metallic
compounds, including manganese-based additives. Running out of fuel Avoid running out of

fuel because this situation may have an adverse affect on powertrain components. Page
Maintenance and Specifications The advertised capacity is the amount of the indicated capacity
and the empty reserve combined. Indicated capacity is the difference in the amount of fuel in a
full tank and a tank when the fuel gauge indicates empty. Page Maintenance and Specifications
Keep a record for at least one month and record the type of driving city or highway.
Additionally, keeping records during summer and winter will show how temperature impacts
fuel economy. Follow the recommended maintenance schedule and owner maintenance checks
found in your vehicle scheduled maintenance guide. The scheduled maintenance items listed in
the Scheduled Maintenance Guide are essential to the life and performance of your vehicle and
to its emissions system. Page Maintenance and Specifications service technician in properly
servicing your vehicle. Examples are: 1. The vehicle has run out of fuel. The engine may misfire
or run poorly. Refer to the scheduled maintenance guide for the service interval schedules.
Start the engine and let it run until it reaches normal operating temperature the engine coolant
temperature gauge indicator will be near the center of the normal area between H and C. Page
Maintenance and Specifications High fluid level Fluid levels above the safe range may result in
transmission failure. High fluid levels can be caused by an overheating condition. Adjusting
automatic transmission fluid levels Before adding any fluid, make sure the correct type is used.
Release the clamps that secure the air filter housing cover. Carefully separate the two halves of
the air filter housing. Remove the air filter element from the air filter housing. Replace the PCV
valve with one that meets Ford material and design specifications for your vehicle, such as a
Motorcraft or equivalent replacement part. Refer to Lubricant Specifications in this chapter. DOT
3 flui
sliding window parts diagram
sea doo wiring diagrams
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d is recommended. Page Maintenance and Specifications 1. World manufacturer identifier 2.
Brake type and gross vehicle weight rating GVWR 3. Vehicle line, series, body type 4. Engine
type 5. Check digit 6. Model year 7. Assembly plant 8. Production sequence number Engine
number The engine number the last eight numbers of the vehicle identification number is
stamped on the engine block, transmission, frame and transfer case if equipped. These quality
accessories have been specifically engineered to fulfill your automotive needs; they are custom
designed to complement the style and aerodynamic appearance of your vehicle. Page Index
Index Index jumping a disabled battery.. Page Index wiper blades Page Index aiming Page Index
bulb replacement cd functions Page Index Remote entry system Steering illuminated entry Page
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