2006 saturn vue engine diagram

This pictorial diagram shows us a physical connection that is much easier to understand in an
electrical circuit or system. An electrical diagram can indicate all the interconnections,
indicating their relative positions. The use of this Array can be positively recognized in a
production project or in solving electrical problems. This can prevent a lot of damage that even
derail electrical plans. The layout facilitates communication between electrical engineers
designing electrical circuits and implementing them. The pictures are also helpful in making
repairs. It shows whether the installation has been appropriately designed and implemented
while confirming the safety regulators. A usually gives information about the relative position
and arrangement of devices and terminals on the devices, to help in building or servicing the
device. This is unlike a schematic diagram, where the arrangement of the components
interconnections on the diagram usually does not correspond to the components physical
locations in the finished device. A pictorial would show more detail of the physical appearance,
whereas a wiring diagram uses a more symbolic notation to emphasize interconnections over
physical appearance. Saturn Astra Engine Diagram show the circuit flow with its impression
rather than a genuine representation. They only provide general information and cannot be used
to repair or examine a circuit. The functions of different equipment used within the circuit get
presented with the help of a schematic diagram whose symbols generally include vertical and
horizontal lines. However, these lines are known to show the flow of the system rather than its
wires. A represents the original and physical layout of electrical interconnections. Wiring on the
picture with different symbols shows the exact location of equipment in the whole circuit. Its
components are shown by the pictorial to be easily identifiable. They are often photos attached
with highly-detailed drawings or labels of the physical components. A person with a strong
knowledge of electrical wiring diagrams can only understand a pictorial. Saturn Astra Engine
Diagram The layout facilitates communication between electrical engineers designing electrical
circuits and implementing them. DEpolgrafik msc-lausitzring de. ITDiagram Database - pachuka.
FRDiagram Database. FRMami Wata. FRClub Ronsard. ITDiagram Database. Related Saturn
Astra Engine Diagram. It was the first vehicle to use the GM Theta platform when it was
introduced in for the model year. The Vue was later facelifted for the model year. A second
generation model was launched in for the model year as a rebadged Opel Antara. The Vue was
introduced for the model year and was designed by Saturn. It was manufactured at the Spring
Hill GM plant. The first generation ran from model year â€” The Vue was offered in either 4 or V6
trim levels, with either a four-cylinder I4 or V6 gasoline engine, and either a manual or automatic
transmission. A sportier Red Line trim was added starting with the model year. Four-cylinder
Vues use the Ecotec I4. The Vue received a facelift for the model year. Upgrades included a
redesigned interior with higher-quality materials, a new bumper and grille, and some minor
cosmetic pieces to the exterior. OnStar is now standard as well as cruise control and automatic
headlights. However, GM badges were not added to the side of the vehicle until GM took over
production from Saturn for the second generation Vue. Saturn introduced a special
high-performance line of vehicles in under the name, "Red Line". It also includes some special
interior features as well, such as a higher quality audio system. The high-performance Vue Red
Line was joined for by an environmentally oriented Green Line model. It automatically stops the
engine when the vehicle comes to a halt and instantly restarts it when the vehicle must move
again. Not to be confused as just a "start-stop" system, the electric motor also assists
somewhat during initial launch, during torque smoothing and when under heavy acceleration.
The regenerative charging and electric motor assist functions are shown to the driver via an
analog gauge on the dash board, and real-time fuel-economy feedback is accomplished via an
"eco" light that glows when the instantaneous fuel economy is beating the window sticker fuel
economy values. The Green Line went on sale in the third quarter of In models came equipped
with standard front and rear head side curtain airbags and front seat-mounted torso airbags.
These models were given an acceptable overall rating in side impacts. Models without side
airbags were given an overall poor rating. Saturn introduced the second generation Vue in for
the model year, manufactured in Mexico as a rebranded version of the German-designed Opel
Antara. Available engines include a 2. A hybrid powertrain version of the 2. GM badges were
now added to the front doors. The Mexican-manufactured Vue was also retailed in Mexico and
South America as the Chevrolet Captiva Sport, with only badges changed and a new grille insert
fitted. Following the demise of the Saturn brand in for the model year, the Vue was
discontinued. The Chevrolet Captiva Sport was introduced for the US commercial and fleet
markets in late for the model year. From Wikipedia, the free encyclopedia. Redirected from
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Concept car. Reliability indicates how models have performed in the past, providing the basis
for predicting how the vehicles will hold up in the year ahead. These charts provide the most
comprehensive reliability information available to consumers. Based on information received
from our latest subscriber survey, our reliability history charts give you a rundown on how used
vehicles are holding up in 17 potential trouble spots, ranging from the engine, transmission,
and brakes to power equipment and the electrical system. Learn more about car Reliability.
Reactivate now to get the information you were looking for! If you feel you have received this
message in error, please view our customer care FAQs or access your account information
here. Sign In. Become a Member. Remember Me. Not a member? Need further assistance?
Please call Member Services at Unlock Ratings. Used Saturn Vue Change Vehicle. Overall
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Cooling. Transmission Major. Transmission Minor. Drive System. Fuel System. Electric System.
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subscriber survey for about , vehicles, our reliability history charts give you a rundown on how
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hybrid automobile owner's manual pages. This manual includes the latest information at the
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Page 3 Index A good place to quickly locate information about the vehicle is the Index in the
back of the manual. It is an alphabetical list of what is in the manual and the page number where
it can be found. Safety Warnings and Symbols There are a number of safety cautions in this
book. A notice tells about something that can damage the vehicle. Page 5 These are some
examples of symbols that may be found on the vehicle The sudden movement could startle and
confuse you, or make you push a pedal when you do not want to. Page 9: Driver Seat Height
Adjuster Driver Seat Height Adjuster If your vehicle has a manual driver seat height adjuster, it
is located on the outboard side of the seat near the front of the seat cushion. To raise the seat,
move the lever upward repeatedly until the seat is at the desired height. To lower the seat, move
the lever downward repeatedly until the seat is at the desired height. Page Manual Lumbar
Manual Lumbar If your vehicle has this feature, the knob is located on the front of the driver
seat lower cushion on the inboard side. Turn the knob clockwise or counterclockwise to
increase or decrease the lumbar support. Heated Seats Your vehicle may have heated seats.
That could cause injury to the person sitting there. Always push and pull on the seatback to be
sure it is locked. Then move the seatback to the desired position. Release the lever to lock the
seatback in place. Even if you buckle up, your safety belts cannot do their job when you are
reclined like this. The shoulder belt cannot do its job because it will not be against your body.
Page Passenger Folding Seatback Adjust your head restraint so that the top of the restraint is
closest to the top of your head. This position reduces the chance of a neck injury in a crash.
Page 15 To fold the seatback, do the following: 1. Lower the head restraint all the way. Lift the
bar under the front of the seat to unlock it. Slide the seat as far back as it will go and release the
bar. Page Rear Seats To raise the seatback, do the following: 1. Lift the recliner lever, located on
the outboard side of the seat, up fully and push up on the seatback. Continue raising the
seatback until the seatback re-engages. Page 17 Notice: Folding a rear seat with the safety belts

still fastened may cause damage to the seat or the safety belts. Always unbuckle the safety
belts and return them to their normal stowed position before folding a rear seat. Prior to
lowering the seatback, ensure all three of the seatbelts are unbuckled and the front seats are
not reclined. It also tells you some things you should not do with safety belts. Here is why: They
work. You never know if you will be in a crash. If you do have a crash, you do not know if it will
be a bad one. A few crashes are mild, and some crashes can be so serious that even buckled
up, a person would not survive. Page 20 Put someone on it. Then stop the vehicle. The rider
does not stop. Page 21 The person keeps going until stopped by something. In a real vehicle, it
could be the windshield With safety belts, you slow down as the vehicle does. You get more
time to stop. You stop over more distance, and your strongest bones take the forces. That is
why safety belts make such good sense. You may be an excellent driver, but if you are in an
accident â€” even one that is not your fault â€” you and your passengers can be hurt. Page 24
3. Pick up the latch plate and pull the belt across you. Do not let it get twisted. The shoulder belt
may lock if you pull the belt across you very quickly. If this happens, let the belt go back slightly
to unlock it. Then pull the belt across you more slowly. Page 25 The lap part of the belt should
be worn low and snug on the hips, just touching the thighs. In a crash, this applies force to the
strong pelvic bones. And you would be less likely to slide under the lap belt. If you slid under it,
the belt would apply force at your abdomen. Page 26 What is wrong with this? The shoulder belt
is too loose. It will not give nearly as much protection this way. In a crash, you would move
forward too much, which could increase injury. Page 27 What is wrong with this? The belt is
buckled in the wrong place. In a crash, the belt would go up over your abdomen. The belt forces
would be there, not at the pelvic bones. Page 28 What is wrong with this? The belt is over an
armrest. The belt would be much too high. In a crash, you can slide under the belt. Page 29
What is wrong with this? The shoulder belt is worn under the arm. It should be worn over the
shoulder at all times. In a crash, your body would move too far forward, which would increase
the chance of head and neck injury. Page 30 What is wrong with this? The belt is twisted across
the body. In a crash, you would not have the full width of the belt to spread impact forces. If you
slam the door on it, you can damage both the belt and your vehicle. Shoulder Belt Height
Adjustment Before you begin to drive, move the shoulder belt height adjuster to the height that
is right for you. If you ever pull the shoulder portion of the belt out all the way, you will engage
the child restraint locking feature. Page 33 2. Push the latch plate into the buckle until it clicks.
For the center rear position, if the belt stops before it reaches the buckle, tilt the latch plate and
keep pulling until you can buckle it. For the outboard rear positions, when the shoulder belt is
pulled out all the way, it will lock. Page 34 The lap part of the belt should be worn low and snug
on the hips, just touching the thighs. Page Rear Safety Belt Comfort Guides Rear Safety Belt
Comfort Guides Rear shoulder belt comfort guides may provide added safety belt comfort for
older children who have outgrown booster seats and for some adults. When installed on a
shoulder belt, the comfort guide positions the belt away from the neck and head. Page 36 3. The
elastic cord must be under the belt and the guide on top. The person wearing the belt could be
seriously injured. Page Safety Belt Extender 4. Buckle, position, and release the safety belt as
described in Rear Seat Passengers on page Make sure that the shoulder belt crosses the
shoulder. To remove and store the comfort guides, squeeze the belt edges together so that you
can take them out of the guides. An older child should wear a lap-shoulder belt and get the
additional restraint a shoulder belt can provide. Here two children are wearing the same belt.
The belt can not properly spread the impact forces. In a crash, the two children can be crushed
together and seriously injured. A belt must be used by only one person at a time. Here a child is
sitting in a seat that has a lap-shoulder belt, but the shoulder part is behind the child. If the child
wears the belt in this way, in a crash the child might slide under the belt. Page 41 Every time
infants and young children ride in vehicles, they should have the protection provided by
appropriate restraints. Instead, they need to use a child restraint. Airbags plus lap-shoulder
belts offer protection for adults and older children, but not for young children and infants. Page
43 For most basic types of child restraints, there are many different models available. When
purchasing a child restraint, be sure it is designed to be used in a motor vehicle. If it is, the
restraint will have a label saying that it meets federal motor vehicle safety standards. A child
restraint system is any device designed for use in a motor vehicle to restrain, seat, or position
children. A built-in child restraint system is a permanent part of the motor vehicle. Page
Securing The Child Within The Child Restraint When securing an add-on child restraint, refer to
the instructions that come with the restraint which may be on the restraint itself or in a booklet,
or both, and to this manual. The child restraint instructions are important, so if they are not
available, obtain a replacement copy from the manufacturer. Page Where To Put The Restraint
Where to Put the Restraint Accident statistics show that children are safer if they are restrained
in the rear rather than the front seat. General Motors recommends that child restraints be

secured in a rear seat, including an infant riding in a rear-facing infant seat, a child riding in a
forward-facing child seat and an older child riding in a booster seat. Be sure the airbag is off
before using a rear-facing child restraint in the right front seat position. This system is designed
to make installation of a child restraint easier. A top tether anchor is built into the vehicle. The
top tether attachment B on the child restraint connects to the top tether anchor in the vehicle in
order to reduce the forward movement and rotation of the child restraint during driving or in a
crash. Lower Anchor : Seating positions with two lower anchors. Rear Seat Each rear seating
position has exposed metal anchors located in the crease between the seatback and the seat
cushion. In a crash, the child could be seriously injured or killed. Page 54 CAUTION: Children
can be seriously injured or strangled if a shoulder belt is wrapped around their neck and the
safety belt continues to tighten. Secure any unused safety belts behind the child restraint so
children cannot reach them. Pull the shoulder belt all the way out of the retractor to set the lock,
if your vehicle has one, after the child restraint has been installed. Page 55 Refer to the child
restraint instructions and the following steps: 2. Find the top tether anchor. Route, attach, and
tighten the top tether according to your child restraint instructions and the following
instructions: If the position you are using does not have a head restraint and you are using a
single tether, route the If your child restraint does not have the LATCH system, you will be using
the lap-shoulder belt to secure the child restraint in this position. Page 57 4. Pull the rest of the
shoulder belt all the way out of 5. To tighten the belt, push down on the child restraint, the
retractor to set the lock. Page 58 6. If your child restraint manufacturer recommends using a top
tether, attach and tighten the top tether to the top tether anchor. Page 59 3. Buckle the belt.
Make sure the release button is positioned so you would be able to unbuckle the safety belt
quickly if you ever had to. To tighten the belt, push down on the child restraint, pull the
shoulder portion of the belt to tighten the lap portion of the belt and feed the shoulder belt back
into the retractor. The safety belt will move freely again and be ready to work for an adult or
larger child passenger. See Passenger Airbag Status Indicator on page Page 63 6. Page Airbag
System Airbag System Your vehicle has a frontal airbag for the driver and a frontal airbag for
the right front passenger. Your vehicle may also have roof-mounted side impact airbags
designed for either side impact or rollover deployment. Roof-mounted side impact airbags are
available for the driver and the passenger seated directly behind the driver and for the right
front passenger and the passenger seated directly behind that passenger. Page 65 Here are the
most important things to know about the airbag system: CAUTION: You can be severely injured
or killed in a crash if you are not wearing your safety belt â€” even if you have airbags. Wearing
your safety belt during a crash helps reduce your chance of hitting things inside the vehicle or
being ejected from it. Page 68 If your vehicle has a roof-mounted side impact airbag for the
driver and the person seated directly behind the driver, it is in the ceiling above the side
windows. Do not put anything between an occupant and an airbag, and do not attach or put
anything on the steering wheel hub or on or near any other Some components of the airbag
module will be hot for a short time. Improper service can mean that your airbag system will not
work properly. See your Saturn retailer for service. Passenger Sensing System Your vehicle has
a passenger sensing system. Accident statistics show that children are safer if they are
restrained in the rear rather than the front seat. Page 75 If your vehicle does not have a rear seat
that will accommodate a rear-facing child restraint, never put a child in a rear-facing child
restraint in the right front passenger seat the unless passenger airbag status indicator shows
off. Never put a rear facing child restraint in the right front passenger seat unless the airbag is
off. Page Servicing Your Airbag-Equipped Vehicle The passenger sensing system may suppress
the airbag deployment when liquid is soaked into the seat. If this happens, the off indicator in
the passenger airbag status indicator and the airbag readiness light on the instrument panel will
be lit. The system should resume normal operation after the seat is allowed to dry. Page 79
Adding Equipment to Your Airbag-Equipped Vehicle Is there anything I might add to the front or
sides of the vehicle that could keep the airbags from working properly? Page Restraint System
Check Restraint System Check Checking the Restraint Systems Now and then, make sure the
safety belt reminder light and all your belts, buckles, latch plates, retractors and anchorages are
working properly. Look for any other loose or damaged safety belt system parts. If you see
anything that might keep a safety belt system from doing its job, have it repaired. After a very
minor collision, nothing may be necessary. But if the belts were stretched, as they would be if
worn during a more severe crash, then you need new parts. They could operate the power
windows or other controls or even make the vehicle move. The children or others could be
badly injured or even killed. Do not leave the keys in a vehicle with children. Page 85 One key is
used for the ignition and all of the locks. Key code information can be obtained only at the
retailer where your vehicle was purchased. These code numbers can be used to make new keys.
Additional keys that are needed can be made at any retail service facility provided you have the

key code information. Remote Keyless Entry System Operation With this feature, you can lock
and unlock the doors from about 32 feet 10 m away using the remote keyless entry transmitter
supplied with your vehicle. This also disarms the theft-deterrent system. Press the button again
within 5 seconds to unlock the rest of the doors. To change the mode that your vehicle is
programmed to, do the following: 1. Page 89 Notice: When replacing the battery, use care not to
touch any of the circuitry. Static from your body transferred to these surfaces may damage the
transmitter. Once the transmitter is separated, use a pencil or similar object to remove the old
battery. When a door is locked, the handle will not open it. You increase the chance of being
thrown out of the vehicle in a crash if the doors are not locked. If any door is open when locking
the vehicle, three chimes will sound signaling that the delayed locking feature is active. Page
Rear Door Security Locks Rear Door Security Locks Your vehicle has rear door security locks
that prevent passengers from opening the rear doors from the inside. The rear door security
locks are located on the inside edge of each rear door. To set the rear door security locks, do
the following: 1. Be sure to remove the key from the ignition when locking your vehicle. They
can be overcome by the extreme heat and suffer permanent injuries or even death from heat
stroke. Never leave a child, a helpless adult, or a pet alone in a vehicle, especially with the
windows closed in warm or hot weather. Page Power Windows Power Windows The window
switches are located on each side of the shift lever on the center console. To lower a window,
press the switch down. To raise a window, pull the switch up. Although your vehicle has a
number of theft-deterrent features, we know that nothing we put on it can make it impossible to
steal. Notice: Using a tool to force the key from the ignition switch could cause damage or break
the key. Page Starting Procedure Starting Procedure 1. When the engine starts, let go of the key.
The idle speed will go down as your engine gets warm. Your vehicle has a Computer-Controlled
Cranking System. This feature assists in starting the engine and protects the electrical system.
You will get easier starting and better fuel economy during engine warm-up. Usually, the
coolant heater should be plugged in a minimum of four hours prior to starting your vehicle.
Page Automatic Transaxle Operation If your vehicle is equipped with an automatic transaxle, the
shift lever is located on the console between the seats. There are several different positions for
the automatic transaxle. It is the best position to use when you start your engine because your
vehicle cannot move easily. Your vehicle has an automatic transaxle shift lock control system.
Then, slowly let up on the clutch pedal as you press the accelerator pedal. You could injure
yourself or others. Do not shift down more than one gear at a time when you downshift. Up-Shift
Light If your vehicle has a manual transaxle, you may have an up-shift light. If the ignition is on,
the brake system warning light will come on. To release the parking brake, hold the brake pedal
down. Your vehicle can roll. If you have left the engine running, the vehicle can move suddenly.
Do not park over papers, leaves, dry grass, or other things that can burn. It contains the gas
carbon monoxide CO , which you cannot see or smell. But if you ever have to, here are some
things to know. The mirror also includes a dual display in the upper right corner of the mirror
face. Page Compass Calibration Compass Calibration The compass may need calibration from
time to time. In order to calibrate, CAL must be displayed in the mirror compass windows. Page
Outside Power Mirrors Cleaning the Mirror When cleaning the mirror, use a paper towel or
similar material dampened with glass cleaner. Do not spray glass cleaner directly on the mirror
as that may cause the liquid cleaner to enter the mirror housing. Cupholder s Your vehicle is
equipped with a removable cupholder liner and cupholder located inside the center console
storage area. To access, pull the cover towards the rear of the vehicle. Page Use the following
procedure to access and assemble the rear cargo organizer. Pull up on the latch of the rear
panel lid of the cargo organizer to open it. Lift the front of the cargo organizer and fold out the
end panels. Page Roof Rack System 5. Rotate the center divider rearward and snap it into the
panel lid. Reverse the above steps to stow the dividers and close the cargo organizer. Page
CAUTION: If you try to carry something on top of your vehicle that is longer or wider than the
luggage carrier â€” like paneling, plywood, a mattress and so forth â€” the wind can catch it as
you drive along. This can cause you to lose control. Page Sunroof Sunroof If the vehicle has an
express-open sunroof, the controls to operate it are located on the headliner above the rearview
mirror. See Ignition Positions on page To express-open the sunroof glass panel and sunshade,
press the switch Page Section 3 Instrument Panel Overview Page Section 3 Malfunction
Indicator Lamp Page The main components of the instrument panel are the following: A. Air
Outlets. See Climate Control System on page Cruise Control Buttons. See Cruise Control on
page They also let police know you have a problem. See Turn and Lane-Change Signals on page
See Headlamps on page Then release it. When the high beams are on, this light on the
instrument panel cluster will also be on. Page Windshield Washer Canada The lever on the right
side of the steering column operates the windshield wipers. Push up or pull down on the lever
to place it in one of the following positions. Off : Turn the band to this position to turn off the

rear wiper. Rear Wiper : Turn the band with the smaller arrow to this position to turn on the rear
wiper. To set for a shorter or longer delay between wipes, turn the other band with the larger
arrow pointing to the numbers 1, 2, or 3. You could be startled and even lose control. Keep the
cruise control switch off until you want to use cruise control. Page Resuming a Set Speed
Suppose you set your cruise control at a desired speed and then you apply the brakes. This will
disengage the cruise control. The indicator light on the cruise control button will go out when
the cruise is no longer engaged. DRL can be helpful in many different driving conditions, but
they can be especially helpful in the short periods after dawn and before sunset. Page
Automatic Headlamp System Automatic Headlamp System When it is dark enough outside, the
headlamps will come on automatically. Your vehicle has a light sensor located on top of the
instrument panel. Page Interior Lamps Interior Lamps The liftgate lamps are located on the
bottom left and right corner of the liftgate. They will come on when the liftgate or any door is
opened. The liftgate lamps can be controlled by the dome lamp switch. See Dome Lamp on page
To turn the lamps on, press the lens. Press the lens again to turn them off. Footwell Lamps If
equipped, your vehicle may have two footwell lamps. These lights are located under the driver
and passenger seats. Page Cigarette Lighter Certain electrical accessories may not be
compatible with the accessory power outlet and could result in blown vehicle or adapter fuses.
If you experience a problem, see your retailer for additional information on the accessory power
outlet. Notice: Adding any electrical equipment to your vehicle may damage it or keep other
components from working as they should. Page Climate Controls Climate Controls Climate
Control System With this system you can control the heating, cooling and ventilation for your
vehicle. Operation To change the current mode, use the right knob to select one of the
following: Vent : This mode directs air to the instrument panel outlets. Page Operation Tips
Recirculate : Press this button to toggle between recirculate and outside air modes. The
indicator light turns on when recirculate mode is selected. This mode can be used to prevent
outside air and odors from entering your vehicle or to help heat or cool the air inside your
vehicle more quickly. Page Rear Window Defogger Defogging and Defrosting Fog on the inside
of windows is a result of high humidity moisture condensing on the cool window glass. This
can be minimized if the climate control system is used properly. There are two modes to clear
fog or frost from your windshield and side windows. Page 3. The pictures will help you locate
them. Warning lights and gages can signal that something is wrong before it becomes serious
enough to cause an expensive repair or replacement. Page Instrument Panel Cluster Instrument
Panel Cluster The instrument cluster is designed to let you know at a glance how the vehicle is
running. You will know how fast you are going, about how much fuel you have used, and many
other things you will need to know to drive safely and economically. Your odometer shows how
far your vehicle has been driven, in either miles or kilometers. Your vehicle has a
tamper-resistant odometer. You may wonder what happens if your vehicle needs a new
odometer installed. Page Airbag Readiness Light Airbag Readiness Light There is an airbag
readiness light on the instrument panel, which shows the airbag symbol. The light tells you if
there is an electrical problem. The system check includes the airbag sensor, the airbag
modules, the wiring and the crash sensing and diagnostic module. Your instrument panel has a
passenger airbag status indicator. See Passenger Sensing System on page for more on this,
including important safety information. If, after several seconds, all status indicator lights
remain on, or if there are no lights at all, there may be a problem with the lights or the
passenger sensing When this light comes on, you should shift to the next higher gear if
weather, road, and traffic conditions allow you to. This light is located in your instrument panel
cluster under your temperature gage. See Brakes on page for more information. If the light
comes on while you are driving, pull off the road and stop carefully. Page Traction Control
System Tcs Warning Light If the light remains on after resetting the system or comes on again
while driving, your vehicle needs service. If the ABS light is on, but the regular brake system
warning light is not on, you do not have anti-lock brakes, but you still have regular brakes. If the
traction control system warning light comes on and stays on for an extended period of time
when the system is turned on, your vehicle needs service. If the indicator needle moves into the
shaded area, the engine is too hot. A temperature indicator light will turn on. If you have been
operating your vehicle under normal driving conditions, and the temperature indicator light
comes on, you should pull off the road, stop your vehicle and turn off the engine as soon as
possible. Page Malfunction Indicator Lamp Malfunction Indicator Lamp Check Engine Light
Your vehicle has a computer which monitors operation of the fuel, ignition, and emission
control systems. This system is called OBD II On-Board Diagnostics-Second Generation and is
intended to assure that emissions are at acceptable levels for the life of the vehicle, helping to
produce a cleaner environment. If so, be sure to fuel your vehicle with quality fuel. See Gasoline
Octane on page Poor fuel quality will cause your engine not to run as efficiently as designed.

Page Maintenance Schedule Oil Pressure Light If you have a low engine oil pressure problem,
this light will stay on after you start your engine, or come on when you are driving. This
indicates that your engine is not receiving enough oil. The engine could be low on oil, or could
have some other oil problem. See Scheduled Maintenance on page and Engine Oil on page for
more information. After having the oil changed you will need to reset the light. Page Highbeam
On Light Service Vehicle Soon Light This light will come on if a condition exists that may
require the vehicle to be taken in for service. If the light comes on, take your vehicle to a Saturn
retailer for service as soon as possible. Page Fuel Gage Fuel Gage When the ignition is on, the
fuel gage tells you about how much fuel you have left in your tank. When the indicator nears
empty, the low fuel light will come on. You still have a little fuel left, but you should get more
soon. This light also comes on when the fuel tank is low on fuel. When you add fuel the light
should go off. Page Keeping your mind on the drive is important for safe driving. For more
information, see Defensive Driving on page Here are some ways in which you can help avoid
distraction while driving. You can set the time by following these steps: 1. Press the MENU
button. Once the clock option is displayed, press the pushbutton located under that label. The
display will show the selection. Tune : Turn this knob to select radio stations. Turn the tune
knob clockwise or counterclockwise to adjust the setting. If the CD is not removed, after several
seconds, the CD will be automatically pulled back into the player. Tune : Turn this knob to
select tracks on the CD currently playing. The CD will remain safely inside the radio for future
listening. Your radio system has an auxiliary input jack located on the lower right side of the
faceplate. While the radio is tuned to an FM-RDS station, the station name or call letters will
appear on the display. Continue pressing the information button to highlight the desired label,
or press the pushbutton positioned under any one of the labels and the information about that
label will Continue pressing to highlight the desired label, or press the pushbutton positioned
under the desired label. Turn the tune knob clockwise or counterclockwise to adjust the
highlighted setting. The player will pull it in and the CD should begin playing. To eject the CD
that is currently playing, press and release this button. You will hear a beep and Ejecting Disc
will be displayed. Page Your radio system has an auxiliary input jack located on the lower right
side of the faceplate. You can connect an external audio device such as a portable audio player
to the auxiliary input jack for use as another source for playing CDs. When the radio displays
the name of the folder the radio will display ROOT. Page If you turn off the ignition or radio with
a CD-R in the player it will stay in the player. When you turn on the ignition or radio, the CD-R
will start to play where it stopped, if it was the last selected audio source. As each new track
starts to play, the track number and song title will appear on the display. The current artist
playing is shown on the second line of the display between the arrows. When the temperature
returns to normal, the CD should play. Press this button again and the system will begin playing
audio from the connected portable audio player. Slide open the battery door located on the left
side of the headphones. Replace the two AAA batteries in the compartment. Make sure that they
are installed correctly, using the diagram on the inside of the battery compartment. The yellow
jack right is for the video input. The white jack middle is for the left audio input. The red jack left
is for the right audio input. The red connector must always be used in order for the DVD system
to recognize that an external source is plugged in. To use the video screen, do the following: 1.
Push forward on the release button located on the DVD display console. Pull the screen down,
away from you, and adjust its position as desired. Auxiliary Input Jack Your radio system has
an auxiliary input jack located on the lower right side of the faceplate. You can connect an
external audio device such as an iPod, MP3 player, or cassette player, to the auxiliary input jack
for use as another source for audio listening. To stop fast forwarding, press this button again.
This button may not work when the DVD is playing the copyright information or the previews.
Page Playing A Disc Nav Navigate : Press this button to display directional arrows for
navigating through the menus. Return : Press this button to exit the current active menu and
return to the previous menu. This button will operate only when a DVD is playing and a menu is
active. Illumination : Press this button to turn the remote control backlight on. The backlight will
time out after about 7 to 10 seconds if no other button is pressed while the backlight is on. Page
Subtitle : Press this button to turn on subtitles and to move through subtitle options when a
DVD is playing. The format and content of this function will vary for each disc. Page Dvd
Distortion Battery Replacement To change the remote control batteries, do the following: 1.
Remove the battery compartment door located on the bottom of the remote control. Replace the
two AA batteries in the compartment. They include the following: : Press the up or the down
arrow to go to the next or to the previous radio station and stay there. The radio will only seek
stations with a strong signal that are in the selected band. Page Radio Reception Radio
Reception You may experience frequency interference and static during normal radio reception
if items such as cellphone chargers, vehicle convenience accessories, and external electronic

devices are plugged into the accessory power outlet. If there is interference or static, unplug the
item from the accessory power outlet. The range for most AM stations is greater than for FM,
especially at night. This is true for any motor vehicle â€” passenger car, van, truck, sport utility.
But statistics show that the most important factor, by far, is how we drive. Utility vehicles do
have higher ground clearance and a narrower track or shorter wheelbase than passenger cars,
to make them more capable for off-road driving. Page Drunken Driving Drunken Driving Death
and injury associated with drinking and driving is a national tragedy. It is the number one
contributor to the highway death toll, claiming thousands of victims every year. Page It is the
amount of alcohol that counts. A person who consumes food just before or during drinking will
have a somewhat lower BAC level. Page Braking But you will use it when you brake. Once the
power assist is used up, it may take longer to stop and the brake pedal will be harder to push.
The computer is programmed to make the most of available tire and road conditions. This can
help you steer around the obstacle while braking hard. As you brake, your computer keeps
receiving updates on wheel speed and controls braking pressure accordingly. Page Braking In
Emergencies Braking in Emergencies At some time, nearly every driver gets into a situation that
requires hard braking. If you have ABS, you can steer and brake at the same time. Page
All-Wheel Drive Awd System If the traction control warning light does not come on, you may not
have traction control and your vehicle should be serviced at a retailer. Page Steering Tips If you
turn the steering wheel in either direction several times until it stops, or hold the steering wheel
in the stopped position for an extended amount of time, you may notice a reduced amount of
power steering assist. The normal amount of power steering assist should return shortly after a
few normal steering movements. Page Steering In Emergencies Maintain a reasonable, steady
speed. Wait to accelerate until you are out of the curve, and then accelerate gently into the
straightaway. Steering in Emergencies There are times when steering can be more effective
than braking. If the level of the shoulder is only slightly below the pavement, recovery should be
fairly easy. Ease off the accelerator and then, if there is nothing in the way, steer so that your
vehicle straddles the edge of the pavement. For one thing, following too closely reduces your
area of vision, especially if you are following a larger vehicle. Also, you will not have adequate
space if the vehicle ahead suddenly slows or stops. Page Skidding In a skid, a driver can lose
control of the vehicle. Defensive drivers avoid most skids by taking reasonable care suited to
existing conditions, and by not overdriving those conditions. But skids are always possible. If
your vehicle does not have all-wheel drive, you should not drive off-road unless you are on a
level, solid surface. Many of the same design features that help make your vehicle responsive
on paved roads during poor weather conditions â€” You or your passengers could be injured.
Keep cargo below the top of the seatbacks. Page Environmental Concerns Environmental
Concerns Off-road driving can provide wholesome and satisfying recreation. However, it also
raises environmental concerns. Page Scanning The Terrain Controlling your vehicle is the key
to successful off-road driving. One of the best ways to control your vehicle is to control your
speed. Here are some things to keep in mind. Ruts, troughs, or other surface features can jerk
the wheel out of your hands if you are not prepared. When you drive over bumps, rocks, or
other obstacles, your wheels can leave the ground. Page Approaching A Hill Approaching a Hill
When you approach a hill, you need to decide if it is one of those hills that is just too steep to
climb, descend, or cross. Steepness can be hard to judge. On a very small hill, for example,
there may be a smooth, constant incline with only a small change in elevation where you can
easily see all the way to the top. Page Driving Downhill Here are some things you must not do if
you stall, or are about to stall, when going up a hill. Page If you decide you can go down a hill
safely, then try to keep your vehicle headed straight down, and use a low gear. This way, engine
drag can help the brakes and they will not have to do all the work. Descend slowly, keeping your
vehicle under control at all times. It is much more likely to happen going uphill. But if it happens
going downhill, here is what to do. Stop your vehicle by applying the regular brakes. Apply the
parking brake. Page Stalling On An Incline For reasons like these, you need to decide carefully
whether to try to drive across an incline. Just because the trail goes across the incline does not
mean you have to drive it. The last vehicle to try it might have rolled over. You cannot accelerate
as quickly, turning is more difficult, and you will need longer braking distances. It is best to use
a low gear when you are in mud â€” the deeper the mud, the lower the gear. Page If the water is
not too deep, drive slowly through it. At faster speeds, water splashes on the ignition system
and your vehicle can stall. Stalling can also occur if you get the tailpipe under water. And, as
long as the tailpipe is under water, you will never be able to start the engine. One reason is that
some drivers are likely to be impaired â€” by alcohol or drugs, with night vision problems, or by
fatigue. Here are some tips on night driving. On a wet road, you cannot stop, accelerate, or turn
as well because your tire-to-road traction is not as good as on dry roads. And, if your tires do
not have much tread left, you will get even less traction. So much water can build up under your

tires that they can actually ride on the water. This can happen if the road is wet enough and you
are going fast enough. When your vehicle is hydroplaning, it has little or no contact with the
road. Hydroplaning does not happen often. Page City Driving City Driving One of the biggest
problems with city streets is the amount of traffic on them. You will want to watch out for what
the other drivers are doing and pay attention to traffic signals. Page Freeway Driving Freeway
Driving Mile for mile, freeways â€” also called thruways, parkways, expressways, turnpikes, or
superhighways â€” are the safest of all roads. But they have their own special rules. The most
important advice on freeway driving is: Keep up with traffic and keep to the right. Drive at the
same speed most of the other drivers are driving. They will be ready and willing to help if you
need it. Your brakes will have to do all the work of slowing down. They could get so hot that
they would not work well. You would then have poor braking or even none going down a hill.
Also see Tires on page Page What is the worst time for this? Wet ice. Very cold snow or ice can
be slick and hard to drive on. But wet ice can be even more trouble because it may offer the
least traction of all. You should probably stay with your vehicle unless you know for sure that
you are near help and you can hike through the snow. This can cause deadly CO carbon
monoxide gas to get inside. CO could overcome you and kill you. You cannot see it or smell it,
so you might not know it is in your vehicle. The method known as rocking can help you get out
when you are stuck, but you must use caution. Always pull the vehicle straight out. Never pull
on the hook at a sideways angle. The hook could break off and you or others could be injured
from the chain or cable snapping back. This weight is called the vehicle capacity weight and
includes the weight of all occupants, cargo, and all nonfactory-installed options. Steps for
Determining Correct Load Limit 1. The label shows the gross weight capacity of your vehicle.
The GVWR includes the weight of the vehicle, all occupants, fuel, cargo, and trailer tongue
weight, if your vehicle is pulling a trailer. Page Towing If you put things inside your vehicle â€”
like suitcases, tools, packages, or anything else â€” they will go as fast as the vehicle goes. If
you have to stop or turn quickly, or if there is a crash, they will keep going. Some vehicles have
restrictions on how far and how long they can tow. Page 4. Page Dolly Towing Once you have
reached your destination, do the following: 1. Set the parking brake. Turn the ignition key to
LOCK and remove the key from the ignition. Reinstall the large IGN fuse. Also, repairs would not
be covered by the warranty. Never have your vehicle towed from the rear. Do not tow your
vehicle from the rear. Trailering is different than just driving your vehicle by itself. Page Weight
Of The Trailer Tongue Weight of the Trailer Tongue The tongue load A of any trailer is an
important weight to measure because it affects the total or gross weight of your vehicle. The
Gross Vehicle Weight GVW includes the curb weight of the vehicle, any cargo you may carry in
it, and the people who will be riding in the vehicle. Page Consider the following example: A
vehicle model base weight is 5, lbs 2 kg ; 2, lbs 1 kg at the front axle and 2, lbs 1 kg at the rear
axle. Page The effect of tongue weight is about 1. Dividing the lbs kg by 1. Since tongue weight
is usually at least 10 percent of total loaded trailer weight, you can expect that the largest trailer
your vehicle can properly handle is 6, lbs 2 kg. Cross the safety chains under the tongue of the
trailer so that the tongue will not drop to the road if it becomes separated from the hitch.
Instructions about safety chains may be provided by the hitch manufacturer or by the trailer
manufacturer. Page Following Distance Following Distance Stay at least twice as far behind the
vehicle ahead as you would when driving your vehicle without a trailer. This can help you avoid
situations that require heavy braking and sudden turns. Extended, higher than normal engine
and transaxle temperatures may result and damage your vehicle. Frequent stops are very
important to allow the engine and transaxle to cool. Page Maintenance When Trailer Towing 3.
When the chocks are in place, release the regular brakes until the chocks absorb the load.
Reapply the regular brakes. Trailer Wiring Additional wire length has been provided for
connecting trailer wiring to your vehicle. Page Section 5 Tires Page Service You will get genuine
Saturn parts and Saturn-trained and supported service people. We hope you will want to keep
your Saturn vehicle all Saturn. Genuine Saturn parts have one of these marks. Before
attempting to do your own service work, see Servicing Your Airbag-Equipped Vehicle on page
You should keep a record with all parts receipts and list the mileage and the date of any service
work you perform. If this occurs, return to your authorized Saturn retailer for diagnosis. If it is
determined that the condition is caused by the type of fuel used, repairs may not be covered by
your warranty. If this occurs, return to your authorized Saturn retailer for service. To help avoid
injuries to you and others, read and follow all the instructions on the pump island. Turn off your
engine when you are refueling. Do not smoke if you are near fuel or refueling your vehicle. Fuel
can spray out on you if you open the fuel cap too quickly. This spray can happen if your tank is
nearly full, and is more likely in hot weather. Open the fuel cap slowly and wait for any hiss
noise to stop. Static electricity discharge from the container can ignite the gasoline vapor. You
can be badly burned and your vehicle damaged if this occurs. Pull the handle with this symbol

on it. Then go to the front of the vehicle and lift up on the secondary hood release lever. Page A.
Engine Oil Dipstick. Engine Oil Fill Cap. Page When you open the hood on the 3. Page Engine
Oil A. Engine Oil Dipstick Out of View. Failure to use the recommended oil can result in engine
damage not covered by your warranty. Page Engine Oil Life System Your retailer has trained
service people who will perform this work using genuine Saturn parts and reset the system. It is
also important to check your oil regularly and keep it at the proper level. Anytime your oil is
changed, reset the system so it can calculate when the next oil change is required. If a situation
occurs where you change your oil prior to a change engine oil light being turned on, reset the
system. Page 2. Disconnect the hose. Release the clamps on the side of the air cleaner
assembly. Rotate the cover upward to disengage the cover hinges. Page 5. If it is only dusty, it
may be cleaned by blowing compressed air through it from the clean side. Page Automatic
Transaxle Fluid 2. See Recommended Fluids and Lubricants on page Page Hydraulic Clutch
Hydraulic Clutch The hydraulic clutch linkage in your vehicle is self-adjusting. The hydraulic
clutch system does not have its own reservoir. If you use this coolant mixture, you do not need
to add anything else. See Engine Compartment Overview on page for more information on
location. CAUTION: Turning the surge tank pressure cap when the engine and radiator are hot
can allow steam and scalding liquids to blow out and burn you badly. Stay away from the
engine if you see or hear steam coming from it. Just turn it off and get everyone away from the
vehicle until it cools down. Page Cooling System If you no longer have the overheat warning,
you can drive. Just to be safe, drive slower for about ten minutes. If the warning does not come
back on, you can drive normally. If the warning continues and you have not stopped, pull over,
stop, and park your vehicle right away. Keep hands, clothing and tools away from any
underhood electric fan. If the coolant inside the coolant surge tank is boiling, do not do
anything else until it cools down. Failure to follow this procedure could cause your engine to
overheat and be severely damaged. If you have not found a problem yet, check to see if coolant
is visible in the surge tank. Page Notice: In cold weather, water can freeze and crack the engine,
radiator, heater core and other parts. Use the recommended coolant and the proper coolant
mixture. Coolant contains ethylene glycol and it will burn if the engine parts are hot enough.
With the coolant surge tank pressure cap off, start the engine and let it run until you can feel the
upper radiator hose getting hot. Watch out for the engine cooling fan. Page Windshield Washer
Fluid Check the level in the surge tank when the cooling system has cooled down. If the coolant
is not at the proper level, repeat Steps 1 through 3 and reinstall the pressure cap. If the coolant
still is not at the proper level when the system cools down again, see your retailer. See Engine
Compartment Overview on page for the location of the reservoir. Your rear drum brakes do not
have wear indicators, but if you ever hear a rear brake rubbing noise, have the rear brake linings
inspected immediately. Page Battery â€” for example, when your brake linings wear down and
you need new ones put in â€” be sure you get new approved Saturn replacement parts. If you
do not, your brakes may no longer work properly. For example, Be sure to use the following
steps to do it safely. Page Notice: If you leave your radio or other accessories on during the
jump starting procedure, they could be damaged. The repairs would not be covered by your
warranty. Always turn off your radio and other accessories when jump starting your vehicle.
Remote Negative B. Positive Terminal 3. Do not get it on you. Page Now start the vehicle with
the good battery and run the engine for a while. Press the unlock symbol on the remote keyless
entry transmitter to disarm your security system, if the vehicle has one. Try to start the vehicle
that had the dead battery. If it will not start after a few attempts, it probably needs service. Page
All-Wheel Drive To disconnect the jumper cables from both vehicles, do the following: 1.
Disconnect the black negative cable from the vehicle that had the dead battery. Disconnect the
black negative cable from the vehicle with the good battery. Page Headlamp Aiming Headlamp
Aiming Headlamp aim has been preset at the factory and should need no further adjustment. If
your vehicle is damaged in an accident, the headlamp aim may be affected. Page Headlamps
Headlamps A. High-beam Headlamp To replace one of the headlamp bulbs, use the following
procedure. Remove the two screws retaining the headlamp 4. Push the locking tab toward the
rear of the vehicle with the tool to lift the headlamp bracket lower arm. Pull back on the front
fascia and then pull the headlamp assembly out from the vehicle. You may need someone to
assist you with this step. Push the new bulb into the bulb socket assembly. Insert the bulb
assembly into the headlamp assembly. Rotate the bulb assembly clockwise until seated.
Reverse the steps to reinstall the headlamp assembly. Replace the old bulb with a new one.
Page Replacement Bulbs 5. Turn the bulb socket being replaced counterclockwise to
disconnect it. Pull the bulb out of the bulb socket. Push the new bulb into the bulb socket.
Reverse Steps 2 through 4 to reinstall the taillamp assembly. See Scheduled Maintenance on
page for more information. Replacement blades come in different types and are removed in
different ways. For proper type and length, see Normal Maintenance Replacement Parts on page

Page Tires Your new vehicle comes with high-quality tires made by a leading tire manufacturer.
If you ever have questions about your tire warranty and where to obtain service, see your
Saturn Warranty booklet for details. The examples below show a typical passenger vehicle tire
and a compact spare tire sidewall. Page Tire Size Tire Size The following illustration shows an
example of a typical passenger vehicle tire size. Page Belt: A rubber coated layer of cords that
is located between the plies and the tread. Cords may be made from steel or other reinforcing
materials. Bead: The tire bead contains steel wires wrapped by steel cords that hold the tire
onto the rim. Bias Ply Tire: A pneumatic tire in which the plies are laid at alternate angles less
than 90 degrees to the centerline of the tread. Page Occupant Distribution: Designated seating
positions. Outward Facing Sidewall: The side of an asymmetrical tire that has a particular side
that faces outward when mounted on a vehicle. It is not. Page When rotating your tires, always
use the correct rotation pattern shown here. Do not include the compact spare tire in your tire
rotation. For example, a tire graded would wear one and a half 1. Page Wheel Alignment And
Tire Balance If you need to replace any of your wheels, wheel bolts or wheel nuts, replace them
only with new Saturn original equipment parts. This way, you will be sure to have the right
wheel, wheel bolts and wheel nuts for your vehicle. Page Tire Chains You cannot know how it
has been used or how far it has been driven. It could fail suddenly and cause a crash. If you
have to replace a wheel, use a new Saturn original equipment wheel. Tire Chains If the contact
continues, slow down until it stops. Driving too fast or spinning the wheels with chains on will
damage your vehicle. The vehicle can slip off the jack and roll over or fall on you or other
people. The following information will tell you how to use the jack and change a tire. Page To
access the spare tire, do the following: 1. Remove the wheel retainer bolt holding down the
spare tire by turning it counterclockwise. Remove the compact spare tire. See Compact Spare
Tire on page for more information. For steel wheels with full plastic covers and aluminum
wheels with large circular center caps, do the following: 1. Do not place the jack under a body
panel. The lower body panel has an arrow to aid in locating the jacking location. Page CAUTION:
Lifting a vehicle and getting under it to do maintenance or repairs is dangerous without the
appropriate safety equipment and training. If it is used for anything else, you or others could be
badly injured or killed if the vehicle slips off the jack. Page 6. Remove all of the wheel nuts. The
wheel could come off and cause an accident. Page 9. Place the compact spare tire on the
wheel-mounting surface. If you do, the nuts might come loose. Your wheel could fall off,
causing a serious accident. Reinstall the wheel nuts. Tighten each nut by hand until the wheel is
held against the hub. This could lead to an accident. Be sure to use the correct wheel nuts. If
you have to replace them, be sure to get new GM original equipment wheel nuts. In a sudden
stop or collision, loose equipment could strike someone. Store all these in the proper place.
Page Compact Spare Tire 5. Although not always visible, dust and dirt can accumulate on your
upholstery. Dirt can damage carpet, fabric, leather, and plastic surfaces. Regular vacuuming is
recommended to remove particles from your upholstery. If the locally cleaned area gives any
impression that a ring formation may result, clean the entire surface. Page Weatherstrips
Weatherstrips Silicone grease on weatherstrips will make them last longer, seal better, and not
stick or squeak. Apply silicone grease with a clean cloth. During very cold, damp weather
frequent application may be required. You can get approved cleaning products from your
Saturn retailer. Page Aluminum Wheels The repairs would not be covered by your warranty. Use
only Saturn-approved cleaners on aluminum or chrome-plated wheels. Keep the wheels clean
using a soft clean cloth with mild soap and water. Tar and Road Oil Removes tar, road oil
Remover and asphalt. Chrome Cleaner Use on chrome or and Polish stainless steel. White
Sidewall Removes soil and black Tire Cleaner marks from whitewalls. You can see it if you look
through the windshield from outside your vehicle. Some electrical equipment can damage your
vehicle and the damage would not be covered by your warranty. Some add-on electrical
equipment can keep other components from working as they should. Page Section 6
Maintenance Schedule Page Maintenance Schedule Using the Maintenance Schedule We at
Saturn want to help you keep your vehicle in good working condition. But we do not know
exactly how you will drive it. You may drive very short distances only a few times a week. Page
Saturn retailer do these jobs. When you go to your Saturn retailer for your service needs, you
will know that Saturn-trained and supported service technicians will perform the work using
genuine Saturn parts. Your Saturn retailer has Saturn-trained service technicians who will
perform this work using genuine Saturn parts and reset the system. See Engine Oil on page
Reset oil life system. See Engine Oil Life System on page An Emission Control Service. Visually
check for any leaks or damage. See footnote j. Service and Miles Kilometers Inspect fuel system
for damage or leaks. Inspect exhaust system for loose or damaged components. V6 engine:
Replace timing belt normal service. V6 engine: Inspect valve clearance. See footnote i. Inspect
engine accessory drive belt. To help ensure proper operation, a pressure test of the cooling

system and pressure cap and cleaning the outside of the radiator and air conditioning
condenser is recommended at least once a year. Your Saturn retailer can assist you with these
checks and services. Be sure any necessary repairs are completed at once. If the vehicle starts
when the clutch is not pushed all the way down, contact your Saturn retailer for service. Then
release the parking brake followed by the regular brake. Contact your Saturn retailer if service is
required. Page Maintenance Record Maintenance Record After the scheduled services are
performed, record the date, odometer reading, who performed the service, and the type of
services performed in the boxes provided. See Maintenance Requirements on page Any
additional information from Owner Checks and Services on page can be added on the following
record pages. Together we are committed to providing our customers with unparalleled service,
before, during and after the purchase of a Saturn vehicle, for total customer satisfaction. We call
this the Saturn Difference. Refer to the web for updated information. To register your vehicle,
visit My Saturn within Text telephone TTY users, call For vehicles purchased in Canada call As
the proud owner of a new Saturn vehicle, you are automatically enrolled in the Saturn Roadside
Assistance Program. This value-added service is intended to provide you with peace of mind as
you drive in the city or travel the open road. Roadside Assistance is not part of or included in
the coverage provided by the New Vehicle Limited Warranty. Page Collision Damage Repair To
read this information, special equipment is needed and access to the vehicle or the device that
stores the data is required. Page Insuring Your Vehicle GM also recommends that you choose a
collision repair facility that meets your needs before you ever need collision repairs. Your
Saturn retailer may have a collision repair center with GM-trained technicians and state of the
art eq
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uipment, or be able to recommend a collision repair center that has GM-trained technicians and
comparable equipment. Remember, you will have to feel comfortable with their work for a long
time. Saturn service manuals are written for trained technicians, and in some cases, specialized
tools and equipment are necessary to complete certain repairs. They can help a technician
service your vehicle better. Most bulletins apply to conditions affecting a small number of
vehicles. Page About Driving Your Vehicle Page Audio System s cont. Fixed Mast Antenna Page
Chains, Tire Page Customer Assistance Information cont. GM Mobility Reimbursement Program
Page Gage Engine Coolant Temperature Page Jump Starting Page Locks Delayed Locking Page
Odometer Page Removing the Spare Tire and Tools Page Service cont. Engine Soon Light Page
Tires Page Vehicle Control Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

