2008 jeep liberty wiring diagram

Wiring Diagram. Variety of jeep liberty wiring diagram. A wiring diagram is a simplified standard
pictorial representation of an electrical circuit. It shows the components of the circuit as
simplified forms, and the power and signal connections in between the gadgets. A wiring
diagram usually provides info about the loved one placement and arrangement of devices as
well as terminals on the tools, to assist in building or servicing the device. A photographic
representation would certainly reveal extra information of the physical look, whereas a wiring
diagram makes use of a much more symbolic symbols to highlight affiliations over physical
appearance. A wiring diagram is commonly used to repair issues and to earn certain that the
links have actually been made which everything is present. Assortment of jeep liberty wiring
diagram. Click on the image to enlarge, and then save it to your computer by right clicking on
the image. A wiring diagram is a kind of schematic which uses abstract photographic signs to
show all the affiliations of parts in a system. Wiring layouts are made up of 2 things: signs that
stand for the parts in the circuit, and lines that represent the links between them. Wiring
diagrams primarily reveals the physical setting of elements as well as links in the built circuit,
but not necessarily in reasoning order. To check out a wiring diagram, first you need to know
what essential elements are included in a wiring diagram, and also which photographic symbols
are made use of to represent them. The typical elements in a wiring diagram are ground, power
supply, cord and link, output gadgets, switches, resistors, logic gateway, lights, and so on. A
line represents a wire. Cables are utilized to connect the components together. There should be
a tale on the wiring diagram to tell you exactly what each color implies. A series circuit is a
circuit in which elements are linked along a solitary course, so the current flows through one
component to get to the next one. In a series circuit, voltages add up for all components linked
in the circuit, as well as currents are the same via all components. An excellent wiring diagram
requires to be practically correct and clear to check out. Look after every detail. As an example,
the layout ought to reveal the proper direction of the favorable and negative terminals of each
element. Use the appropriate symbols. Learn the significances of the standard circuit symbols
and select the proper ones to utilize. Attract attaching cords as straight lines. Utilize a dot to
suggest line junction, or usage line jumps to show cross lines that are not connected. Label
elements such as resistors as well as capacitors with their values. See to it the text placement
looks clean. Facebook 0 Tweet 0 Pin 0. Among automakers had one small company in
Pennsylvania by the name American Bantam , who came up with a surprisingly simple and
reliable design. The car, called Bantam BRC , was surprisingly well-built, except for a small
"glitch" that the army was perceived by officials as a major drawback: Bantam engine did not
meet Army requirements. The car was rejected, although it was made better than competitors'
models. It was believed that Wyllis -Overland , a company comparable in size to by Bantam ,
which entered the race for the contract, the US Army had access to drawings and technical data
of the last. After the victory in the race for the contract, Wyllis went on to design the plant in
Toledo Ohio that later became the Jeep. Although the company has already been appointed as
the winner, the US Army is concerned for the Willys because of their inability to move the
production to another plant, if required, and because of the relatively small size of the company,
which made it vulnerable to espionage and sabotage actions. That the term "jeep" came at that
moment. However, Jeeps have been built for a specific purpose, and the name of this theory
has been replaced in favor of another, according to which G is a government vehicle, P was an
indicator of the wheelbase, while W is the design Wyllis. Dodge Chrysler Jeep Plymouth
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Automobile Jeep Liberty Owner's Manual pages. It is supplemented by a Warranty Information
Booklet and various customer oriented documents. You are urged to read these publications
carefully. In fact, the U. If you do not read this entire manual, you may miss important
information. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to an accident resulting in serious injury or death.
Vehicle Key The dealer that sold you your new vehicle has the key code numbers for your
vehicle locks. These numbers can be used to order duplicate keys from your dealer. Then
remove the key. Never leave children alone in a vehicle. Leaving children in a vehicle
unattended is dangerous for a number of reasons. A child or others could be seri- ously or
fatally injured. Page 15 the vehicle. The system will shut the engine off in two 2 seconds if
someone uses an invalid key to start the engine. NOTE: A key, which has not been
programmed, is also considered an invalid key even if it is cut to fit the ignition switch lock
cylinder for that vehicle. Once a Sentry Key is programmed to a vehicle, it cannot be

programmed to any other vehicle. Insert a blank Sentry Key into the ignition switch. This lock
pre- vents steering the vehicle without the ignition key. If the steering wheel is moved a half turn
in either direction and the key is not in the ignition, the steering wheel will lock. Page Rearming
Of The System Rearming of the System: If something triggers the alarm, and no action is taken
to disarm it, the system will turn off the horn after 3 minutes, turn off all of the visual signals
after 15 minutes, and then the system will rearm itself. To Arm the System: 1. If the previously
described arming sequence has occurred, the system will arm regardless of whether you are
inside or outside the vehicle. Test the feature from outside the vehicle by pressing the Lock and
Unlock buttons on the transmitter. Repeat these steps if you want to return this feature to its
previous setting. Press the Lock button on a programmed i. Then, press the Panic button while
still holding the Lock button. Release both buttons at the same time. Page Programming
Additional Transmitters headlights and turn signal lights will flash, the horn will pulse on and
off, and the illuminated entry system will turn on. With the transmitter buttons facing down, use
a flat blade tool to pry the two halves of the transmitter case apart. Make sure not to damage the
seal during removal. Separating Case Halves 3. If your Keyless Entry Transmitter fails to
operate from a normal distance, check for these two conditions. Then, insert the key into the
ignition switch and turn the switch to the ON position. Therefore, make sure the keys are not
inside the vehicle before closing the door. NOTE: The manual door locks will not lock or unlock
the liftgate. Use this switch to lock or unlock the doors and liftgate. The doors were not
previously unlocked. Insert the tip of the ignition key into the child lock control and rotate it to
the lock position. Inserting Ignition Key 3. Repeat Steps 1 and 2 on the opposite rear door.
NOTE: When the child lock system is engaged, the door can be opened only by using the
outside door handle even though the inside door lock is in the unlocked Open the rear door.
Power Window Switches There are single window controls on each passenger door trim panel,
which operate the passenger door windows. Page 37 To open the window part way, press the
window switch to the first detent and release it when you want the window to stop. To stop the
window from going all the way down during the auto-down operation, pull up on the switch
briefly. For vehicles not equipped with the Electronic Vehicle Information Center EVIC , the
power window switches will remain active for 45 seconds after the ignition switch Opening
either front door will cancel this feature. For vehicles equipped with the EVIC, the power window
switches will remain active for up to 10 minutes after the ignition switch is turned to the LOCK
position. To do so, perform the following procedure: 1. Pull the window switch up to close
window com- pletely and continue to hold the switch up for an additional two seconds after the
window is closed. These include the front and rear seat belts for the driver and all passengers,
front airbags for both the driver and front passenger, and side curtain airbags for the driver and
passengers seated next to a window. Everyone in a motor vehicle should be belted at all times
to reduce or prevent injuries. The belt webbing retractor is de- signed to lock during very
sudden stops or collisions. Enter the vehicle and close the door. Sit back and adjust the seat.
The seat belt latch plate is above the back of your seat. Grasp the latch plate and pull out the
belt. Slide the latch plate up the webbing as far as necessary to make the belt go around your
lap. Page 45 4. Position the lap belt across your thighs, below your abdomen. To remove slack
in the lap belt portion, pull up a bit on the shoulder belt. To loosen the lap belt if it is too tight,
tilt the latch plate and pull on the lap belt. A snug belt reduces the risk of sliding under the belt
in a collision. To release the belt, push the red button on the buckle. The belt will automatically
retract to its stowed position. If necessary, slide the latch plate down the webbing to allow the
belt to retract fully. A frayed or torn belt could rip apart in a collision and leave you with no
protection. When you release the anchorage, try to move it up and down to make sure that it is
locked in position. Page Seat Belt Extender Keep the belt low so that it does not come across
the abdomen. That way the strong bones of the hips will take the force if there is a collision.
Seat Belt Extender If a seat belt is too short, even when fully extended, and when the adjustable
upper shoulder belt anchorage if so equipped is in its lowest position, your authorized dealer
can provide you with a seat belt extender. Page 53 The front airbags have a multistage inflator
design. This may allow the airbag to have different rates of inflation that are based on collision
severity and occupant size. The front passenger airbag is also certified to the Federal
regulations that define Occupant Classification refer to information on Occupant Classification
System in this section. You may damage the airbags and you could be injured because the
airbags are no longer functional. These protective covers for the airbag cushions are designed
to open only when the airbags are inflating. Page 55 classified in a category other than that of
an adult refer to information on Occupant Classification System in this section. This could be a
child, teenager, or even a small size adult. Here are some simple steps you can take to minimize
the risk of harm from a deploying airbag. Do not lean against the door or window, airbags will
inflate forcefully into the space between you and the door. If the airbag system in this vehicle

needs to be modified to accommodate a disabled person, contact the Customer Center. These
include all of the items listed above except the Passenger Airbag Disable PAD Indicator Light,
the instrument panel, and the steering wheel and column. Page 59 NOTE: Children 12 years and
under should always ride buckled up in a rear seat in an appropriate child restraint. A deploying
passenger airbag can cause death or serious injury to a child in a rear facing infant seat. Page
61 will cause the system to turn the airbag on. In this case, the OCS has classified the occupant
of the seat as an adult. An adult occupant needs to sit in a normal position with their feet on or
near the floor in order to be properly classified. When the ORC detects a collision requiring the
side curtain airbag to inflate, it signals the inflators on the crash side of the vehicle or both
sides of the vehicle for a rollover event. Unapproved modifications or service procedures to the
front passenger seat assembly or its related com- ponents may inadvertently change the airbag
deploy- ment in case of a frontal crash. This could result in death or serious injury to the front
seat passenger if the vehicle is involved in an accident. The particles are a normal by-product of
the process that generates the nontoxic gas used for airbag inflation. These airborne particles
may irritate the skin, eyes, nose, or throat. If you have skin or eye irritation, rinse the area with
cool water. NOTE: The interior lights can only be deactivated if the key is removed from the
ignition switch or the vehicle is driven. The airbag system is designed to be maintenance free.
In a collision, an unrestrained child, even a tiny baby, can become a missile inside the vehicle.
The force required to hold even an infant on your lap can become so great that you could not
hold the child, no matter how strong you are. An airbag deployment could cause severe injury
or death to infants in this position. Never allow a child to put the shoulder belt under an arm or
behind their back. The manufacturer also recommends that you try a child restraint in the
vehicle seats where you will use it before you buy it. For some older child restraints, many child
restraint manufacturers offer add-on tether strap kits or retrofit kits. You are urged to take
advantage of all the available attachments provided with your child re- straint in any vehicle.
Page 75 The rear seat lower anchorages are round bars, located at the rear of the seat cushion
where it meets the seat back, and are just visible when you lean into the rear seat to install the
child restraint. You will easily feel them if you run your finger along the intersection of the
seatback and seat cushion surfaces. Forward- facing toddler restraints and some rear-facing
infant restraints will also be equipped with a tether strap, a hook for attachment to the tether
strap anchorage and a means of adjusting the tension of the strap. Page 77 belt. However, any
seat belt system may loosen with time, so check the belt occasionally, and pull it tight if
necessary. If the seat belt has an automatic locking retractor, pull the belt from the retractor
until there is enough to allow you to pass through the child restraint and slide the latch plate
into the buckle. For the outboard seating positions, route the tether underneath the headrest
and attach the hook to the tether anchor located on the back of the seat. Drive moderately
during the first miles km. While cruising, brief full-throttle acceleration, within the limits of local
traffic laws, contributes to a good break-in. It is extremely dangerous to ride in a cargo area,
inside or outside of a vehicle. In a collision, people riding in these areas are more likely to be
seriously injured or killed. Do not allow people to ride in any area of your vehicle that is not
equipped with seats and seat belts. Page Safety Checks You Should Make Inside The inspect
the exhaust system each time the vehicle is raised for lubrication or oil change. Replace as
required. They contain carbon monoxide CO which is colorless and odorless. Breathing it can
make you unconscious and can eventually poison you. You should be able to feel the air
directed against the windshield. See your authorized dealer for service if your defroster is
inoper- able. Page 85 Flash To Pass Page 87 Power Inverter â€” If Equipped A two-point pivot
system allows for horizontal and vertical mirror adjustment. Manual Rearview Mirror Annoying
headlight glare can be reduced by moving the small control under the mirror to the night
position toward rear of vehicle. To avoid damage to the mirror during cleaning, never spray any
cleaning solution directly onto the mirror. Apply the solution onto a clean cloth and wipe the
mirror clean. The hinge allows the mirror to pivot forward and rearward to resist damage. The
hinge has three detent positions, forward, rearward, and normal. Page Heated Remote Control
Mirrors - If Equipped Models with Express Window Feature Press and release the mirror select
button marked L or R and then press one of the four arrow buttons to move the mirror in the
direction the arrow is pointing. The selec- tion will time out after 30 seconds of inactivity to
guard against accidentally moving a mirror position following an adjustment. See UConnect
website for sup- ported phones. The UConnect phone book enables you to store up to 32 names
and four numbers per name. Refer to your cellular service provider or the phone manufacturer
for details. The volume of the UConnect system can be adjusted either from the radio volume
control knob or from the steering wheel radio control right switch , if so equipped. Help
Command If you need assistance at any prompt, or if you want to know your options at any
prompt, say Help following the beep. The UConnect system will play all the options at any

prompt if you ask for help. You will not need to remember this pin number after the initial
pairing process. The number will appear in the display of certain radios. After you are finished
adding an entry into the phone book, you will be given the opportunity to add more phone
numbers to the current entry or to return to the main menu. Phone Call Features The following
features can be accessed through the UConnect system if the feature s are available on your
cellular service plan. The first call will be on hold while the second call is in progress. To go
back to the first call, refer to Toggling Between Calls. To combine two calls, refer to Conference
Call. Page hold may not become active automatically. This is cell phone dependent. Page The
UConnect system does slightly lower your chances of successfully making a phone call as to
that for the cell phone directly. Your phone must be turned on and paired to the UCon- nect
system to allow use of this vehicle feature in emergency situations when the cell phone has
network coverage and stays paired to the UConnect system. Some services require immediate
response selection, in some instances, that may be too quick for use of UConnect system. Once
your call is answered, you will hear the audio. Adjusting a seat while the vehicle is moving is
dangerous. The sudden movement of the seat could cause you to lose control. The seat belt
might not be properly adjusted and you could be injured. Adjust any seat only while the vehicle
is parked. Recliner Adjustment The recliner control is on the outboard side of the seat. Adjust
the seat only while the vehicle is parked. Do not place any article under any seat as it may cause
damage to the seat controls. The heaters provide the same heat level for both cushion and
back. The driver and front passenger seats are heated. Press the switch a second time to select
low-level heating. Press the switch a third time to shut off the heating elements. When
high-temperature heating is selected, the heaters provide a boosted heat level during the first
four minutes of operation after heating is activated. Page NOTE: Prior to folding the rear seat, it
may be necessary to position the front seat to its mid-track position. Also, be sure that the front
seats are fully upright and posi- tioned forward. This will allow the rear seat to fold down easily.
If desired, push down on the seatback to lock it in the folded position. To Raise the Rear Seat
NOTE: If interference from the cargo area prevents the seatback from fully locking, you will have
difficulty returning the seat to its proper position. Each memory profile contains desired
position settings for the driver seat and side mirrors, and a set of desired radio station presets.
First, pull the hood release lever located under the left side of the instrument panel. Place the
upper end of the prop rod in the hole on the underside of the hood. Only the headlights will
illuminate during this time. If you turn the headlights, or parking lights, or ignition switch on
again, the system will cancel the delay. If you turn the headlights off before the ignition, they
will turn off in the normal manner. If either turn signal indicator has a very fast flash rate, check
for a defective outside light bulb. If an indicator fails to light when the lever is moved, see your
autho- rized dealer for service. If this occurs, wait 30 seconds before activating the Flash to
Pass function again. Page Dimmer Control Instrument Panel Dimming With the parking lights or
headlights on, rotate the Dimmer Control upward or downward to change the brightness of the
instrument panel lights. Damage to the windshield wipers may result if the wiper control is left
in any position other than OFF. Sudden loss of visibility through the windshield could lead to an
accident. You might not see other vehicles or other obstacles. To avoid sudden icing of the
windshield during freezing weather, warm the windshield with defroster before and during windshield washer use. In addition, the headlights will turn OFF when the wipers are turned off if
they were turned on by this feature. Page Windshield Washers remote start mode is exited. The
tilt control handle is located below the steering wheel at the end of the steering column. To
unlock the steering column, push the control handle downward. Electronic Speed Control
Operation The speed control lever is located on the right side of the steering wheel. Leaving the
Electronic Speed Control system on when not in use is dangerous. You could accidentally set
the system or cause it to go faster than you want. You could lose control and have an accident.
Always leave the system OFF when you are not using it. Your vehicle could go too fast for the
conditions, and you could lose control. Always check carefully behind your vehicle, look behind
you, and be sure to check for pedestrians, animals, other vehicles, obstructions, and blind
spots before back- ing up. Page System Operation Rear Park Assist Switch System Operation
The system uses four sensors located in the rear bumper fascia to scan for obstacles up to 79
inches cm away from the rear bumper fascia. The warning display located above the rear
window provides both visible and audible warnings to indicate the range of the object. Then, the
system dimly illuminates the two outer most yellow LEDs when it is detecting no obstacles.
Vehicle exhaust contains carbon monoxide, a danger- ous gas. Do not run your vehicle in the
garage while training the transceiver. Exhaust gas can cause seri- ous injury or death. Similar to
this Canadian law, some U. Press and hold the desired HomeLink button until the indicator light
begins to flash after 20 seconds. Operation is subject to the following two conditions: 1. This
device may not cause harmful interference 2. This device must accept any interference that may

be received including interference that may cause undesired operation NOTE: The transmitter
has been tested and it complies Occupants, particularly unat- tended children, can become
entrapped by the power sunroof while operating the power sunroof switch. Such entrapment
may result in serious injury or death. Page Pinch Protect Override sunroof will automatically
retract. Remove the obstruc- tion if this occurs. Next, press the switch forward and release to
Express Close. Pinch Protect Override If a known obstruction ice, debris, etc. This allows the
sunroof to move towards the closed position. Wait until the Sky Slider before operating. The
Sky Slider must close fully before opening it from the opposite end. Using Operator Mode Press
the switch rearward and hold it and the Sky Slider will open from the front and move toward the
rear of the vehicle. Manually The Sky Slider drive motors are mounted to the roof above the
cargo lamp. In the event that your vehicle losses battery power, you can close the Sky Slider by
turning the drive gears in the appropriate motor with a 6 mm Allen wrench. Page Sky Slider
Maintenance windows open, then open the front and rear windows together to minimize the
buffeting. If the buffeting occurs with the Sky Slider open, adjust the Sky Slider opening to
minimize the buffeting or open any window. Page A control switch for the outlet is located in the
lower switch bank below the climate controls. Center Console Page 2. Pull the loops upward
and twist them they are parallel to the slots in the storage bin cover. Lift the cover upward over
the loops. When done, reinstall the cover with the handle recess facing toward you. In a sudden
stop or collision, a tie-down could pull loose and allow the child seat to come loose. A child
could be badly injured. Use only the anchors provided for child seat tethers. It will not prevent
cargo from shifting or protect passengers from loose cargo. The removable retractable cargo
area cover mounts in the cargo area behind the top of the rear seats. Page Next, grab the cover
handle and pull the cover toward you. As the cover nears the liftgate opening, guide the rear
attachment posts on both ends of the cover into the notches in the trim panels. Then, lower the
cover to position the posts into the bottom of the notches and release the handle. Damage to
the rear wiper may result if the rear wiper control is left in the ON position. Do not use abrasive
window cleaners on the interior surface of the window. Use a soft cloth and a mild washing
solution, wiping parallel to the heating elements. To avoid damage to the roof rack and vehicle,
do not exceed the maximum roof rack load capacity. Always distribute heavy loads as evenly as
possible and secure the load appropriately. Long loads, which extend over the windshield, such
as wood panels or surfboards, should be secured to both the front and rear of the vehicle. Fuel
Gauge The fuel gauge shows level of fuel in tank when ignition switch is in the ON position. See
page for more information. Fuel Cap Indicator This symbol indicates the side of the vehicle
where the fuel cap is located. Page significantly under-inflated tire causes the tire to over- heat
and can lead to tire failure. The TPMS has been optimized for the original equipment tires and
wheels. TPMS pressures and warning have been established for the tire size equipped on your
vehicle. Page 6. Malfunction Indicator Light This light is part of an onboard diagnostic system
called OBD that monitors emissions, engine, and automatic transmission control systems. The
light will turn on when the key is in the ON position before engine start. Speedometer Shows the
vehicle speed. Turn Signal Indicator Light The left or right arrow will flash in unison with the
corresponding front and rear turn signal lights when the turn signal switch is operated. Page Oil
Pressure Warning Light This light shows low engine oil pressure. The light will turn off after the
engine is started. In this mode, the front driveshaft and rear driveshaft are mechanically locked
together forcing the front and rear wheels to rotate at the same speed. It should go out with the
engine running. Further overheating will cause the temperature gauge to pass H. In this case,
the indicator will flash continuously and a continuous chime will sound, until the engine is
allowed to cool. Page the air conditioner is on, turn it off. NOTE: The gauge pointer will remain
near its last reading when the engine is turned off. Fully depress the accelerator pedal slowly
three times within 10 seconds. Turn the ignition switch to the LOCK position. NOTE: If the
indicator message illuminates when you start the vehicle, the oil change indicator system did
not reset. Page NOTE: The light may flash momentarily during sharp cornering maneuvers,
which can change fluid level con- ditions. The vehicle should have service performed, and the
brake fluid level checked. If brake failure is indicated, immediate repair is neces- sary. Driving a
vehicle with the brake light on is danger- ous. Vehicle Security Alarm Indicator Light â€” If
Equipped This light will flash rapidly for approximately 16 seconds when the vehicle security
system is arming and then flash slowly when the system is armed. The light will also turn on for
about three seconds when the ignition is first turned ON. This is where the compass sensor is
located. During program- ming, the zone value will wrap around from zone 15 to zone 1.
Calibrating the Compass Mid Line Cluster Only If the compass appears erratic, inaccurate, or
abnormal, you may wish to calibrate it. To turn off the message temporarily, press and release
the Menu button. To reset the oil change indicator system after performing the scheduled
maintenance perform the following procedure: 1. Page history information will be erased, and

the averaging will continue from the last fuel average reading before the reset. This estimated
distance is determined by a weighted average of the instantaneous and average fuel economy,
according to the current fuel tank level. Compass Display The compass readings indicate the
direction the vehicle is facing. Press and release the compass button to display one of eight
com- pass readings and the outside temperature. In some areas of the country, the difference
between magnetic and geographic North is great enough to cause the compass to give false
readings. Turn the ignition switch ON. Press and hold the compass button for approximately 2
seconds. Page details. Page selected. Illumination Approach When this feature is selected, the
headlights will activate and remain on for up to 90 seconds when the doors are unlocked with
the remote keyless entry transmitter. Like any system, however, car radios have performance
limitations, due to mobile op- eration and natural phenomena, which might lead you to believe
your sound system is malfunctioning. Electronic Volume Control The electronic volume control
turns continuously degrees in either direction without stopping. Many radio stations do not
currently broadcast Music Type information. Page By pressing the SEEK button when the Music
Type icon is displayed, the radio will be tuned to the next frequency station with the same
selected Music Type name. The Music Type function only operates when in the FM mode. If a
preset button is activated while in the Music Type Program Type mode, the Music Type mode
will be exited and the radio will tune to the preset station. NOTE: The available selections for
each of the above entries varies depending upon the disc. Page Audio Language â€” If
Equipped Selecting this item will allow the user to choose a default audio language effective
only if language supported by disc. If customer wishes to select a language not listed, then
scroll down and select other. Enter the country code using the TUNE control knob to scroll up
and down to select the and then push to select. If changes are made to these settings after a
disc is loaded, changes will not be effective. Also, the defaults are effective only if the disc
supports the customer-preferred settings. These region codes must match in order for the disc
to play. If the region code for the DVD disc does not match the region code for the radio DVD
player, it will not play the disc. Page Operating Instructions - Satellite Radio camera, and on
some models a dual display screen operation. Proceed as follows to change the current setting:
1. Turn on the system. Touch the screen where the time is displayed. The clock setting menu
will appear on the screen. Show Time if Radio is Off When selected, this feature will display the
time of day on the touch screen when the system is turned off. For vehicles not equipped with
satellite radio, press the SETUP button and then follow the above procedure, starting at Step 2.
Turn the TUNE control knob to the left or right to adjust the sound level between the front and
rear speakers. Press the rotary TUNE control knob again to exit setting tone, balance, and fade.
The symbol SET 1 will now show in the display window. Select the button you wish to lock onto
this station and press and release that button. Page If you have ejected a disc and have not
removed it within 10 seconds, it will be reloaded. If the CD is not removed, the radio will reinsert
the CD but will not play it. A disc can be ejected with the radio and ignition OFF. Multisession
discs may contain combinations of normal CD audio tracks and computer files including MP3
files. Discs created with an option such as keep disc open after writing are most likely
multisession discs. If the medium contains a lot of folders or files, the radio will take more time
to start playing the MP3 files. This service offers up to channels of music, sports, news,
entertainment, and programming for chil- dren, directly from its satellites and broadcasting
studios. Page Selecting Satellite Mode selected. The Sirius ID number display will time out in 2
minutes. Press any button on the radio to exit this screen. A CD may remain in the radio while in
the Satellite radio mode. Press the right switch to seek up and the left switch to seek down. The
radio will remain tuned to the new channel until you make another selection. If a preset button is
activated while in the Music Type Program Type mode, the Music Type mode will be exited and
the radio will tune to the preset channel. Store the disc in its case after playing. Do not expose
the disc to direct sunlight. Do not store the disc where temperatures may become too high.
Page Blower Control Use this control to regulate the amount of air forced through the ventilation system in any mode. There are four blower speeds. These outlets can be adjusted to
direct airflow. NOTE: The center instrument panel outlets can be aimed so that they are directed
toward the rear seat passengers for maximum airflow to the rear. This de- humidifies the air to
help dry the windshield. To improve fuel economy, use these modes only when necessary.
Then, move the temperature control to the desired temperature. Page cabin infrared sensor
mounted between the sun-visors and from various sensors located throughout the vehicle. The
controls on the climate control provide the system with operator input. This indicates that the
system is in AUTO mode and requesting the air conditioning is not necessary. When the air
conditioning is turned on, cool dehumidified air will flow through the outlets selected with the
Mode control dial. Press this button a second time to turn off the air conditioning. However,
under certain conditions, while in Automatic Mode, the system is blowing air out the defrost

vents. When these conditions are present, and the Recirculation Button is pressed, the indicator
will flash and then turn off. Page Window Fogging Interior fogging on the windshield can be
quickly re- moved by turning the mode selector to Defrost. If side win- dow fogging becomes a
problem, increase blower speed. Vehicle windows tend to fog on the inside in mild but rainy or
humid weather. Page Tire Markings Do not leave children or animals inside parked vehicles in
hot weather. Interior heat build up may cause serious injury or death. The starter motor will
continue to run, and it will disengage automatically when the engine is running. Push the
accelerator pedal all the way to the floor and hold it there while cranking the engine. To prevent
damage to the starter, wait 10 to 15 seconds before trying again. After Starting The idle speed
will automatically decrease as the engine warms up. Firmly set the parking brake. Using a flat
blade screwdriver, carefully remove the shift lock manual override cover, which is located on
the PRNDL bezel. Depress and maintain firm pressure on the brake pedal. The engine can be
started in this range. Apply the parking brake when leaving the vehicle in this range. The engine
may be started in this range. Set the parking brake if you must leave the vehicle. It will however,
automatically select the most desirable gear for operation at this temperature. Normal operation
will resume when the transmission fluid temperature has risen to a suitable level. Pressing the
switch a second time restores normal operation. To reset the transmission, perform the
following procedure: 1. Stop the vehicle. You or others could be injured if you leave the vehicle
unattended without having the parking brake fully applied. The parking brake should al- ways be
applied when the driver is not in the vehicle, especially on an incline. Follow the shift pattern on
the gearshift knob. When parking your vehicle, always leave a manual transmission in first gear
and apply the parking brake fully to guard against vehicle movement and possible injury or
damage. Never use any gear as a substitute for the parking brake. To drive as safely as possible
and to prolong the life of your manual transmission, follow these tips Recommended Manual
Transmission Shifting Speeds The manufacturer recommends that you use the shift speeds
listed in the chart below. The MP Command-Trac transfer case is not equipped with a
synchronizer and therefore the speed of the front driveshaft and rear drive- shaft must be equal
for the shift to take place. Dry hard surfaced roads. Page Neutral - Disengages both the front
driveshaft and rear driveshaft from the powertrain. To be used for flat towing behind another
vehicle. Page Preferred Procedure 1. While still rolling, move the 4WD Control Switch to the
desired position. Driving in this posi- tion on dry hard surfaced roads may cause in- creased tire
wear and damage to the driveline components. Neutral - Disengages both the front driveshaft
and rear driveshaft from the powertrain. Page On-Road Driving Tips 2. Move the 4WD Control
Switch to the desired position. If at all possible, avoid sharp turns or abrupt maneuvers. As with
other vehicles of this type, failure to operate this vehicle correctly may result in loss of control
or vehicle rollover. Before climbing a steep hill, shift the transmission to a lower gear and shift
the transfer case to 4WD Low. Use first gear and 4WD Low for very steep hills. Let the vehicle
go slowly down the hill with all four wheels turning against engine compression drag. This will
permit you to control the vehicle speed and direction. Abrasive material in any part of the
brakes may cause excessive wear or unpredictable braking. You might not have full braking
power when you need it to prevent an accident. If you have been operating your vehicle in dirty
conditions, get your brakes checked and cleaned as necessary. Significant over or under
inflation of tires or mixing sizes of tires or wheels on the vehicle can lead to loss of braking
effectiveness. If you have your foot lightly on the brake while this test is occurring, you may feel
slight pedal movement. This could overheat the brakes and result in unpredictable braking
action, longer stopping dis- tances, or brake damage. Avoid repeated heavy braking by
downshifting the transmission or locking out overdrive whenever pos- sible. Upon initial
start-up in cold weather, the power steering pump may make noise for a short amount of time.
Your vehicle may be equipped with one or both of these options. If wheel spin is detected, brake
pressure is applied to the slipping wheel s and engine power is reduced to provide enhanced
acceleration and stability. BAS Brake Assist System cannot prevent the natu- ral laws of
physics from acting on the vehicle, nor can it increase the traction afforded by prevailing road
conditions. BAS cannot prevent accidents, including those resulting from excessive speed in
turns, driving on very slippery surfaces, or hydroplaning. Many factors, such as vehicle loading,
road condi- tions, and driving conditions, influence the chance that wheel lift or rollover may
occur. ERM Electronic Roll Mitigation cannot prevent all wheel lift or rollovers, especially those
that involve leaving the roadway or striking objects or other vehicles. Always use caution when
towing a trailer and follow the tongue weight recommenda- tions. If so, there may not be enough
brake pressure to hold both the vehicle and the trailer on a hill when the brake pedal is released.
Apply the parking brake. Start the engine. Release the clutch pedal manual transmission. Page
HDC control speed. Conversely, if more speed is desired during HDC control, the accelerator
pedal will increase vehicle speed in the usual manner. When either the brake or the accelerator

is released, HDC will control the vehicle at the original set speed. Page accelerator and apply as
little throttle as possible. Be sure to adapt your speed and driving to the prevailing road
conditions. ESP Electronic Stability Program cannot prevent the natural laws of physics from
acting on the vehicle, nor can it increase the traction afforded by prevailing road conditions.
This may be done while the vehicle is in motion. In an emer- gency evasive maneuver, the ESP
system will not engage to assist in maintaining stability. Page 5. Determine the combined
weight of luggage and cargo being loaded on the vehicle. That weight may not safely exceed the
available cargo and luggage load capacity calculated in Step 4. If your vehicle will be towing a
trailer, load from your trailer will be transferred to your vehicle. Overloading of your tires is
dangerous. Overloading can cause tire failure, affect vehicle handling, and increase your
stopping distance. Use tires of the recommended load capacity for your vehicle. Never overload
them. Economyâ€” Improper inflation pressures can cause uneven wear patterns to develop
across the tire tread. These abnormal wear patterns will reduce tread life resulting in a need for
earlier tire replacement. Under inflation also increases tire rolling resistance and results in
higher fuel consump- tion. Page check tire pressure. Do not make a visual judgement when
determining proper inflation. Radial tires may look properly inflated even when they are under
inflated. After inspecting or adjusting the tire pressure, al- ways reinstall the valve stem cap if
equipped. This will prevent moisture and dirt from entering the valve stem, which could damage
the valve stem. Where speed limits or condi- tions are such that the vehicle can be driven at
high speeds, maintaining correct tire inflation pressure is very important. Fast spinning tires
can be dangerous. Forces gener- ated by excessive wheel speeds may cause tire dam- age or
failure. A tire could explode and injure some- one. Tires and spare tire should be replaced after
six years, regardless of the remaining tread. Some combinations of unapproved tires and
wheels may change suspension dimensions and performance characteristics, result- ing in
changes to steering, handling, and braking of your vehicle. Vibration may be a result of tire and
wheel out-of- balance. Proper balancing will reduce vibration and avoid tire cupping and spotty
wear. Page Tire Rotation Recommendations These cautions apply to all chain traction devices,
includ- ing link and cable radial chains. For these reasons, they wear at unequal rates, and
develop irregular wear patterns. Page once the system receives the updated tire pressures.
Page The matching full size spare wheel and tire assembly if equipped has a tire pressure
monitoring sensor. The matching full size spare can be used in place of any of the four road
tires. The TPMS will only monitor the pressure in the full size spare when it is used in place of a
road tire. Lots of snow or ice around the wheels or wheel housings. Using tire chains on the
vehicle. The matching full size spare wheel and tire assembly has a tire pressure monitoring
sensor that can be moni- tored by the TPMS. Page Premium System - If Equipped the
low-pressure warning limit in any of the four active road tires. In addition, the Electronic Vehicle
Information Center EVIC will display a graphic show- ing the pressure values of each tire with
the low tire pressure values flashing. Page If the ignition key is cycled, this sequence will
repeat, providing the system fault still exists. Page General Information 5. Once you repair or
replace the original road tire, and reinstall it on the vehicle in place of the compact spare, the
TPMS will update automatically. In addition, the TPM Telltale Light will turn OFF and the graphic
in the EVIC will display a new pressure value instead of dashes - - , as long as no tire pressure
is below the low-pressure warning limit in any of the four active road tires. Poor quality gasoline
can cause problems such as hard starting, stalling, and hesitations. If you experi- ence these
symptoms, try another brand of gasoline before considering service for the vehicle. Over 40
auto manufacturers worldwide have issued and endorsed consistent gasoline specifications the
World- wide Fuel Charter, WWFC which define fuel properties Using leaded gasoline can impair
engine performance, and damage the emission control system. Have the exhaust system
inspected every time the vehicle is raised. Have any abnormal conditions repaired promptly.
Until repaired, drive with all side windows fully open. This is an indication that the gas cap is
tightened properly. The Malfunction Indicator Light in the in- strument cluster may turn on if the
gas cap is not secured properly. The label also specifies maxi- mum capacities of front and rear
axle systems GAWR. Page Curb Weight The curb weight of a vehicle is defined as the total
weight of the vehicle with all fluids, including vehicle fuel, at full capacity conditions, and with
no occupants or cargo loaded into the vehicle. The front and rear curb weight values are
determined by weighing your vehicle on a commercial scale before any occupants or cargo are
added. Before towing a trailer, carefully review this information to tow your load as efficiently
and safely as possible. Note that GCWR ratings in- clude a lbs 68 kg allowance for the presence
of a driver. Your vehicle may be factory equipped for safe towing of trailers weighing over 2, lbs
kg with the optional Trailer Tow Prep Package. Loads balanced over the wheels or heavier in the
rear can cause the trailer to sway severely side to side which will cause loss of control of
vehicle and trailer. Also, additional factory-installed options, or dealer-installed options, must

be considered as part of the total load on your vehicle. Overloading can cause a loss of control,
poor performance, or damage to brakes, axle, engine, transmission, steering, suspen- sion,
chassis structure, or tires. If the trailer weighs more than 1, lbs kg loaded, it should have its own
brakes, and they should be of adequate capacity. Failure to do this could lead to accelerated
brake lining wear, higher brake pedal effort, and longer stopping distances. Refer to the
following illustrations. Page Towing Tips Towing Tips Before setting out on a trip, practice
turning, stopping, and backing the trailer in an area located away from heavy traffic. If using a
manual transmission vehicle for trailer towing, all starts must be in FIRST gear to avoid
excessive clutch slippage. The Manual Transmission if equipped must be in gear for example,
4th gear for recreational towing. Turn the ignition switch to the ON position. Depress the brake
pedal. Use the point of a ballpoint pen or similar object to depress the recessed transfer case
Neutral N button for 4 seconds. If the ignition switch is not in the ON position, the shift will not
take place and no position indicator lights will be on or flashing. After the Neutral N button is
released, the transfer case will shift to the position identified by the selector switch. The vehicle
could slip off the jack and fall on you. You could be crushed. Never get any part of your body
under a vehicle that is on a jack. If you need to get under a raised vehicle, take it to a service
center where it can be raised on a lift. Spare Tire Removal Fit the jack handle extension over the
drive nut. Use the Lug Wrench to rotate the nut counter clockwise until the spare is on the
ground with enough slack in the cable to allow you to pull the tire out from under the vehicle.
The winch mechanism is designed for use with the jack extension tube only. Use of an air
wrench or other power tools is not recommended and they can damage the winch. When the
spare is clear, tilt the retainer at the end of the cable, and pull it through the center of the wheel.
Remove spare tire. Loosen but do not remove the wheel lug nuts by turning them to the left one
turn while the wheel is still on the ground. Remove jack and tools from mounting bracket. Assemble the tools by connecting the driver to the exten- sion, and then to the lug wrench. Page
Rear Jacking Location 5. Raise the vehicle by turning the jack screw to the right. Raise the
vehicle only until the tire just clears the surface and enough clearance is obtained to install the
spare tire. Minimum tire lift provides maximum stability. Raising the vehicle higher than
necessary can make If in doubt about the correct tightness, have them checked with a torque
wrench by your authorized dealer or at a service station. Page 1. Wear eye protection and
remove all metal jewelry such as watchbands or bracelets that might make an unin- tended
electrical contact. When boosting from a battery in another vehicle, park that vehicle within
booster cable reach, but without allowing the vehicles to touch. The resulting electrical spark
could cause the battery to explode. Any procedure other than above could result in: 1. Personal
injury caused by electrolyte squirting out the battery vent; 2. Personal injury or property
damage due to battery explosion; 3. Damage to charging system of booster vehicle or of
immobilized vehicle. Page Replacement Light Bulbs Page 3. This system monitors the
performance of the emissions, engine, and automatic transmission control systems. When
these systems are operating properly, your vehicle will provide excellent performance and fuel
economy, as well as engine emis- sions well within current government regulations. This is an
indication that the gas cap is properly tight- ened. Turn the ignition to the ON position, but do
not crank or start the engine. If you crank or start the engine, you will have to start this test
over. As soon as you turn your key to the ON position, you will see your MIL symbol come on as
part of a normal bulb check. Page Engine Oil These items should be inspected if a malfunction
is observed or suspected. Engine Oil Checking Oil Level To assure proper engine lubrication,
the engine oil must be maintained at the correct level. The best time to check the engine oil level
is about 5 minutes after a fully warmed up engine is shut off or before starting the engine after it
has sat overnight. NOTE: Under no circumstances should oil change intervals exceed 6, miles
10 km or 6 months, Page Engine Oil Filter Lubricants, which do not have both, the engine oil
certification mark and the correct SAE viscosity grade number should not be used. Synthetic
Engine Oils You may use synthetic engine oils provided the recom- mended oil quality
requirements are met, and the recom- mended maintenance intervals for oil and filter changes
are followed. Therefore, no belt tension adjustments are required. However, belt and belt
tensioner condition should be inspected periodically and replaced if re- quired. The air
induction system air cleaner, hoses, etc can provide a measure of protection in the case of
engine backfire. Do not remove the air induction system air cleaner, hoses, etc unless such
removal is necessary for repair or maintenance. Make sure that no one is near the engine
compartment before starting the vehicle with the air induction system air cleaner, hoses, etc
removed. Damage to the catalytic converter can result if your vehicle is not kept in proper
operating condition. In the event of engine malfunction, particularly involv- ing engine misfire or
other apparent loss of perfor- mance, have your vehicle serviced promptly. Contin- ued
operation of your vehicle with a severe malfunction could cause the converter to overheat,

resulting in possible damage to the converter and the If acid splashes in eyes or on skin, flush
the area imme- diately with large amounts of water. Page Air Conditioner Maintenance Air
Conditioner Maintenance For best possible performance, your air conditioner should be
checked and serviced by an Authorized Dealer at the start of each warm season. This service
should include cleaning of the condenser fins and a performance test. Drive belt tension should
also be checked at this time. How- ever, the manufacturer recommends that air conditioning
service be performed by dealers or other service facilities using recovery and recycling
equipment. Page Driveline And Steering Component Lubrication If necessary, add fluid to
restore to the proper indicated level. With a clean cloth, wipe any spilled fluid from all surfaces.
NOTE: Upon initial start-up in cold weather, the power steering pump may make noise for a
short period of time. Always use washer fluid when using the wipers to remove salt or dirt from
a dry windshield. Avoid using the wiper blades to remove frost or ice from the windshield.
Commercially available windshield washer solvents are flammable. They could ignite and burn
you. Care must be exercised when filling or working around the washer solution. Exhaust
System The best protection against carbon monoxide entry into the vehicle body is a properly
maintained engine exhaust system. The fan is tempera- ture controlled and can start at any time
the ignition switch is in the ON position. Page properly, the coolant will begin to drain from the
coolant recovery bottle. This coolant can be used up to 5 Years or , miles km before
replacement. To prevent reducing this extended maintenance period, it is important that you
use the same coolant throughout the life of your vehicle. Page The cap should be inspected and
cleaned if there is any accumulation of foreign material on the sealing surfaces. Never add
coolant when the engine is overheated. As long as the engine operating temperature is
satisfactory, the coolant bottle need only be checked once a month. When additional coolant is
needed to maintain the proper level, it should be added to the coolant bottle. Do not overfill. If
your vehicle is equipped with air conditioning, keep the front of the condenser clean, also. If
replacement is ever necessary, install ONLY the correct type thermostat. Riding the brakes can
lead to brake failure and possibly an accident. Inspect hy- draulic brake hoses for surface
cracking, scuffing, or worn spots. If there is any evidence of cracking, scuffing, or worn spots,
the hose should be replaced immediately! Eventual deterioration of the hose can take place
resulting in a possibility of a burst failure. Page Automatic Transmission Automatic
Transmission Fluid Level Check Your vehicle is equipped with a capped dipstick tube that is
sealed and it should not be tampered with. Your authorized dealer has the proper tools to
ensure that the fluid level is set properly. Page Adding Fluid Fluid should be added only at filler
hole until fluid begins to run out of the hole. Draining Fluid First remove fill plug 2 , then drain
plug 3. Recom- mended tightening torque for drain and fill plugs is 15â€”25 ft. Page hot or cold
weather and other extreme conditions will have an adverse effect on paint, metal trim, and
under- body protection. The following maintenance recommendations will enable you to obtain
maximum benefit from the corrosion resistance built into your vehicle. What Causes Corrosion?
Corrosion is the result of deterioration or removal of paint and protective coatings from your
vehicle. Page Wheel and Wheel Trim Care All wheels and wheel trim, especially aluminum and
chrome plated wheels should be cleaned regularly with a mild soap and water to prevent
corrosion. Ap- plication of a leather conditioner is not required to maintain the original
condition. Do not use volatile solvents for cleaning purposes. Many are potentially flammable,
and if used in closed areas they may cause respiratory harm. Page To minimize the possibility
of scratching the lenses and reducing light output, avoid wiping with a dry cloth. To remove
road dirt, wash with a mild soap solution fol- lowed by rinsing. Do not use abrasive cleaning
components, solvents, steel wool or other aggressive material to clean the lenses. Regular
washing of the top will enhance its life and appearance, and make successive cleaning easier.
Avoid getting Scotchguard weather strips, moldings, paint, or glass. Damage to these items
might occur. Weather Strip Care Lubricate the weather strips periodically with Mopar Weather
Strip Lubricant part number , to keep them soft and pliable. WLâ€”2 Overhead Console Light Do
not touch the new bulb with your fingers. Oil contamination will severely shorten bulb life. If the
bulb comes in contact with any oily surface, clean the bulb with rubbing alcohol. Install the bulb
and connector assembly into the headlight housing and rotate the lock ring clockwise to lock it
in place. Open the hood. Reach behind the headlight housing to access the bulb. Pull the bulb
out of the socket and insert the replace- ment bulb. Remove the two screws that fasten the back
plate to the taillight housing. Separate the back plate from the taillight housing. Pull the
appropriate bulb s out of the back plate and insert the replacement bulb s. Metric Fuel
approximate 3. These, and all other maintenance services included in this manual, should be
done to provide best vehicle performance and reliability. Change your vehicles oil if it has been
6 months since your last oil change even if the oil change indicator message is NOT illuminated. Rotate the tires. If using your vehicle in dusty or off-road conditions, inspect the engine

air cleaner filter, and replace if necessary. Inspect the brake linings, and replace if necessary.
Replace the air conditioning air filter if equipped. Replace the engine air cleaner filter. Page
Maintenance Items Change the transfer case fluid if using your vehicle for any of the following:
police, taxi, fleet, off-road, or fre- quent trailer towing. Inspect and replace the PCV valve if
necessary. Flush and replace the engine coolant. Replace the accessory drive belt s. You can
be badly injured working on or around a motor vehicle. Do only that service work for which you
have the knowledge and the right equipment. If you have any doubt about your ability to
perform a service job, take your vehicle to a competent mechanic. Warranty service must be
done by an authorized Chrysler, Dodge, or Jeep dealer. We strongly recommend that you take
your vehicle to your selling dealer. They know you and your vehicle best, and are most
concerned that you get prompt and high quality service. Page technicians, special tools, and
the latest information to assure your vehicle is fixed correctly and in a timely manner. Most
matters can be resolved with this process. Page Warranty Information U. Engine exhaust, some
of its constituents, and certain vehicle components contain or emit chemicals known to the
State of California to cause cancer and birth defects or other reproductive harm. In addition,
certain fluids contained in vehicles and certain prod- ucts of component wear contain or emit
chemicals known to the State of California to cause cancer and birth defects or other
reproductive harm. Filled with diagrams, charts and detailed illustrations, these practical
manuals make it easy for students and technicians to find and fix problems on computercontrolled vehicle systems and features. They show exactly how to find and correct problems
the first time, using step-by-step troubleshooting and driveability procedures, proven
diagnostic tests and a complete list of all tools and equipment. Sustained high temperature can
cause the material of the tire to degenerate and reduce tire life, and excessive temperature can
lead to sudden tire failure. Page Auto Unlock, Doors Page Chart, Tire Sizing Page Electrical
Power Outlets Page Power Steering Page Exterior Page Electric Remote Page Power Steering
Fluid Page Reminder Page Sway Control, Trailer Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. It is quite a tribute to any manufacturer when their brand name comes to be
used as simple shorthand for the item that they make. It is fairly rare, too, and that is why the
Jeep brand is so remarkable. The Jeep is recognized far and wide, and used for its rugged
dependability. If you need a vehicle
2002 camry motor
2010 honda accord lx s coupe
2004 ford explorer cabin air filter location
for a tough job, then there are few choices that could possibly be better than a Jeep to ensure
that it is up to the required standard. Nonetheless, considering the punishment they get put
through it is no surprise that even a classic Jeep will not be immune to the occasional fault. If
you find that this happens to yours, it will be far less daunting a proposition if you have a
service manual in the glove compartment. A good repair guide is an essential thing to have, for
any vehicle. Any motorist who has concerns about taking their car out when it is showing signs
of wear and tear can benefit from an understandable service manual. Given the popularity of the
Jeep name, it is not difficult to find hardback copies of sales manuals in a book store or online.
However, there is no need to spend money on a hard copy when you can download one for free
direct from this site, and have as many copies of it as you may need for the purposes of fault
identification and repair. Browse by Catagory.

