2008 jeep wrangler egr valve location

It has to do with the emissions system and stands for:. The EGR system on a vehicle is
responsible for recirculating exhaust gasses in order to lower the vehicles emissions output.
Related: P Jeep Wrangler. Most of the time there are not going to be symptoms when P is
triggered, other than the service engine soon light itself. In some extreme cases, you may notice
a slight ping or knock. Diagnosing what is causing the P code in the Wrangler is typically not
very tricky. Here are the most common causes:. The good news with P is that it rarely ever
costs much money to fix, and it is usually pretty easy to get the problem, since it is right on top
of the engine. That can be a mistake. Here are some of the most common fixes to help clear the
P Testing your EGR system is relatively easy to do. The most challenging aspect is the DPFE
sensor. By process of elimination, you can be relatively confident that the DPFE is at fault. If
there is anything you would like to add about P, please feel free to add a comment below. Good
luck!! Related: P Jeep Wrangler Jeep Wrangler P Symptoms Most of the time there are not going
to be symptoms when P is triggered, other than the service engine soon light itself. Service
Engine Soon Light â€” P will illuminate the service engine soon light. Knocking Sound â€” In
certain cases, there may be a noticeable knock that comes from the vehicle. Here are the most
common causes: Blocked EGR Tube â€” The tube that carries the exhaust gases back to the
motor may clog up over time. Alternatively, it can become bent or kinked. This is especially true
if you are experiencing P right after doing some engine work. Check the tube and see if it is
cracked, clogged or otherwise damaged. But, they certainly are the cause of P often enough.
So, if you are encountering P and other codes, the P may be a symptom of larger problems. For
instance, if the motor is not running well enough to create sufficient vacuum to operate the EGR
valve, than P will often be thrown. Wrangler P Fix The good news with P is that it rarely ever
costs much money to fix, and it is usually pretty easy to get the problem, since it is right on top
of the engine. Conclusion Testing your EGR system is relatively easy to do. The exhaust gas
recirculation valve within your vehicle is a crucial component in reducing harmful emissions
and ensuring your vehicle runs smoothly. Electronic EGR valves are used in vehicles dated and
up. The vehicle computer operates the valve instead of previous years EGR valves, which are
operated by the engine vacuum. The procedure to test an electronic EGR is a bit different and
requires a multimeter. If you notice your vehicle running poorly, stalling or having poor gas
mileage, you should test the EGR. High volts could mean there is a blockage somewhere within
the EGR valve and no voltage could signal a problem with the valve and computer
communication. Turn the vehicle off and remove the key from the ignition. Allow the EGR valve
ample time to cool down. Open the hood and locate the EGR valve. The valve is mounted on the
exhaust manifold. Refer to your vehicle repair manual for exact location and a diagram. Turn the
multimeter on and set the dial to "Volts DC. Connect the black multimeter lead to a ground
point, such as the battery negative cable. Turn the ignition key to the "On" position. Read the
multimeter. If the volts measure above 0. If there is no voltage, the EGR is bad and should be
replaced. Johnathan Cronk is a freelance writer and began writing at the age of Throughout his
career he has specialized in sports, how-to and advice articles. He has also written sales
pitches in the corporate setting since Digital Multimeter image by TekinT from Fotolia. Step 1
Turn the vehicle off and remove the key from the ignition. Step 2 Open the hood and locate the
EGR valve. Step 3 Turn the multimeter on and set the dial to "Volts DC. Seven problems related
to gas recirculation valve egr valve have been reported for the Jeep Wrangler. The most recently
reported issues are listed below. Another Jeep same year and model had to have all their front
end parts replaced too at the same dealership. Second water pump in two years egr valve
replaced but check engine light still on maintenance was done by the manual with this Jeep.
The contact owns a Jeep Wrangler 4-dr 4x4. The contact stated that the vehicle failed to start.
The vehicle was taken to an independent mechanic who diagnosed that the total integrated
power module needed to be replaced. The vehicle was not repaired. The manufacturer was
notified of the failure. The approximate failure mileage was 60, While driving at night, the horn,
front wipers, washers, rear wipers, and reverse lights all came on without warning. Pulled to
side of road and turned off car but engine did not turn off. Opened hood and hit top of t. Horn,
wipers, washers, and engine stopped. This is a common problem with Wranglers that Jeep fails
to accept. It is unsafe because you cannot stop the engine or see where you are going when the
washer fluid starts running. This is the 3rd time in 2 years this has done this. I am having a
problem with my integrated power module ipm. It is causing my safety bag lght to come on not
knowing if it would deploy but that is not the only problem with the module. It's also causing my
front lights to come on when the car is off and I am getting electrical shocks every time I touch
my door. The most important issue is it sometimes turns off or I can't turn it on because my
electronics goes completely off. I know this because when it happens I go into the box remove
and replace the cable or plugs and it starts working. I would hate this to happen when I'm
driving, which would cause my power steering and shifting to lockup leaving me with no

options and maybe with no safety bag. I know this to be true because the vehicle has turned off
on me when I was leave my parking space at work. I could not turn or shift the vehicle because
all the electronic turned off. I have already replace my battery terminal cable battery to the ipm
due to corrosion. On two separate occasions my unmodified Jeep Wrangler x has given me an
audible "ding" warning and the airbag warning light came on and stayed on while stuck in very
slow moving highway traffic approximately mph. Both times it was approximately degrees f
outside and the air conditioning was off. The second time this happened the "hot oil" warning
recall fix had already been performed but I did not receive that warning nor did the temperature
gauge rise more than half the width of the needle. On the second occasion the "ding" and
airbag warning light came on repeatedly over a period of a half an hour each time traffic slowed
down. The contact owns a Jeep Wrangler. The contact stated that while driving approximately
55 mph, all of the lights on the instrument panel illuminated and the vehicle stalled. Upon
restart, the vehicle operated as normal. The failure recurred on an intermittent basis and the
contact also stated that the engine would not always restart immediately. The vehicle was taken
to an authorized dealer, where the contact was informed that a faulty oxygen sensor caused the
failure. The vehicle was repaired. The failure continued to occur on an intermittent basis. The
vehicle was taken back to the dealer, where the entire engine was replaced. The failure
continued. The vehicle would not restart after the most recent failure and was towed to the
dealer, where the contact was informed that the total integrated power module failed. The
vehicle was in the process of being repaired. The manufacturer was made aware of the failure,
but offered no assistance. The failure mileage was 35, I bought a Jeep Wrangler 4 door
unlimited rubicon. I did not have more than miles on it before the engine would stall while
making a turn at an intersection. I went on a vacation with about miles on it. I parked the vehicle
at about a 15 to 20 degree angle; front facing down. The engine shut down stopped running. I
attempted to start the engine but it would not turn over. I checked all the gauges and there were
no blown fuses. I checked the gas gage and it read that there was no gas in the tank. Because I
was on a county road, in the middle of nowhere, I winched the vehicle to a level plane. I started
the engine on the second try. With the vehicle stalling, and completely stopping on a hill, this
could be a life ending situation in the future while in an intersection or going down a hill. The
last incident happened on Car Problems. Gas Recirculation Valve egr Valve problem 1. Gas
Recirculation Valve egr Valve problem 2. Gas Recirculation Valve egr Valve problem 3. Gas
Recirculation Valve egr Valve problem 4. Gas Recirculation Valve egr Valve problem 5. Gas
Recirculation Valve egr Valve problem 6. Gas Recirculation Valve egr Valve problem 7. Engine
And Engine Cooling problems Engine And Engine Cooling problems. Engine Burning Oil
problems. Engine Shut Off Without Warning problems. Check Engine Light On problems.
Engine Stall problems. Car Stall problems. Engine Clicking And Tapping Noises problems.
Radiator problems. Loud Engine Noise problems. Vehicle Overheat problems. These problems
result mainly from poor combustion, which stifles the engine. So before replacing your engine
parts, try Carbon Cleaning. A dirty engine as the result of carbon deposits is the new threat to
vehicle performance. How to clean the EGR valve? Forework If your car is running poorly, you
may be having problems with your EGR valve. There are no real tests you can perform at home
for EGR valve function. If you have removed your EGR valve, often you can shake it and you will
be able to hear the diaphragm moving back and forth inside. If you can hear it moving, there is a
good chance that your EGR valve is good and needs to be cleaned to return to normal function.
If you don't hear anything, your EGR valve might be stuck. Of course, since this is not a reliable
test! But if you are into general reckoning rather than definitive testing, this might be a starting
point. If you do need to clean your EGR valve, it's not too difficult. What follows are general
steps that apply to most units. Newer EGR valves are electronic and have a wiring harness
connected to them. For newer units, it is very important to avoid getting corrosive cleaners on
the wiring and connectors. How to clean your EGR valve? Decarbonization allows to clean your
engine and your EGR valve. Make your online diagnosis. Its exact location varies from one
vehicle to another. If you are having trouble, consult the owner's handbook. It is also possible
to find a layout of your engine's components online. Remove the Valve Because the valve may
not have been touched since it was installed in the factory, there is a good chance its retaining
bolts may be rusty or are simply too tight to be loosened as they are. Spray the bolts with rust
penetrant and allow them to sit for several minutes in order to loosen them for removal. While
you wait, locate the vacuum lines and electrical harness that feed into the EGR valve. If
necessary, label these so you can place them back into their correct ports later, and then
disconnect them from the valve. Next, remove the retaining bolts using the appropriate socket.
Pull the EGR from the engine compartment. Inspect the Gasket Check the gasket on the valve. If
it is intact, it is not necessary to replace it. However, if the gasket appears worn or damaged in
any way, replace the gasket with a new one. Clean the Gasket Once the valve is free from the

vehicle, lay it on a rag. Most valves attach to an electric solenoid and a vacuum motor. While
cleaning the valve, it is important to avoid spraying the solenoid and motor, as cleaners and
solvents can damage these components. Spray the valve with the carb cleaner and wipe away
any buildup that remains, while being sure the cleaner does not drain into the electrical
components. You can use a screwdriver to scrape off carbon deposits. Check the metering rod
In order for the valve to perform properly, the metering rod must be able to move freely back
and forth. To check this, insert a screwdriver into the port and push the rod in and out. If the rod
slides smoothly, the valve is ready for use. If not, apply the cleaning solvent to cotton swabs
and use them to clean the port and the rod. Reconnect the Valve Once the rod moves smoothly,
return the valve to the vehicle's engine compartment. Be sure to attach the electrical harness
and vacuum lines. Find a center. Our centers worldwide. With the Carbon Cleaning solution, you
can help extend the life of your car engine without the need to replace so many expensive parts.
Locate a center near you :. As a member of the Carbon Cleaning network, you are an
independent vendor. To help you grow your business, we put all of our experience and
expertise at your disposal. Site map. Our team is available to answer all your questions. Phone :
Please send an Email. It deals with the signal coming from the EGR system. If you happen to
have a good scan tool, you can actually use it to command the EGR valve to open. If the EGR
valve refuses to open it would be time to check the wiring harness for voltage at the plug that
goes into the EGR. Carbon , junk, and even ice can cause the EGR circuit to stick. The most
common cause of P is the EGR valve. But, blindly replacing it without testing it can be a waste
of money. If it does end up being the EGR valve, they are pretty affordable. A great place to start
diagnosing P in your Wrangler is going to be the wiring harness. Being that the wiring harness
that goes to the EGR valve is by the hot engine it has a higher propensity to fail than other
wiring in the vehicle, it is often the problem. Find the wiring harness where it starts at the EGR
valve. Does the plugin have any visible signs of damage? Look close at any place that it may
come into contact with the engine, frame, or anywhere that it takes a sharp turn. Check the
voltage at the reference circuit. If you get 12 volts or 0 volts, that would be an indication of a
wiring problem. It is still a good idea to test it and the wiring before buying a new one though. If
there is anything that you would like to add, please leave a comment below. Good luck
diagnosing your Wrangler! Wiring Issues A great place to start diagnosing P in your Wrangler is
going to be the wiring harness. The Jeep Wrangler is eager to succeed on any terrain, but
requires top quality parts in order to go to where you need to be. Your vehicle has a place in
your heart because of its high performance and awesome style, and to keep it going in its best
condition you need the ultimate in quality parts. People who want the most from their cars
understand that only the highest quality OEM and aftermarket parts should be used. The Jeep
Wrangler EGR Valve is a control device which works to decrease your vehicle's emissions and
is a key part of your car's emission controls. Your EGR Valve is valuable because it helps to
reduce the overall production of pollutants. Your EGR Valve recycles a little bit of fumes with
intake air, which works to cool the vehicle's combustion process. Your EGR Valve can usually
be found on or next to the engine intake manifold. They are available for the following Jeep
Wrangler years: , , , , , , , , , 11, 10, 09, 08, 07, 90, 89, 88, I am astounded at the prices for their
parts. I had to look twice to make sure I was seeing it right.. Forget Advance Auto Its PartsGeek
from now on! I will definitely share where to get the best deals for whatever youre needing. Very
easy to find what you are looking for. Processed order quickly, was shipped promptly and
arrived before the stated time. They have original and after market parts I went for the last, half
the price and worked perfect. Best prices. Will use again. Thank you so much! Skip to main
content Menu. Close X. Call To Order: To return a part, simply submit a support ticket within 30
days of ordering and we will issue you an RMA number to return your product. See customer
service page for refund and return details. We scour the web to make sure PartsGeek always
has low prices. You can buy with confidence! Click to Enlarge. Replacement EGR Valve.
Shipping Options: Free Ground Shipping. Dorman EGR Valve. Package Contents 1 Egr Valve
and Gasket. Features: Direct replacement - this EGR valve is designed to match the fit and
function of the original valve on specified vehicles Ideal solution - this valve is engineered to
withstand extreme heat and carbon buildup, and is a reliable replacement for a failed original
EGR valve Durable construction - made from quality components to ensure reliable
performance and long service life Quality assured - backed by a team of product engineers
based in the United States. Product SKU: W Shipping Options: Ground, Overnight, 2 Day.
Product SKU: Features: OE Style for easy replacement and fitment Tested to ensure proper fit
and trouble-free performance. An exhaust gas recirculation, or EGR, valve, allows for more
efficient burning of exhaust gases. It can both lower cylinder temperatures and nitrogen oxide
emissions, but a failing EGR valve can lead to many different performance issues. The
consequences won't only be limited to increased emissions. It can take a very thorough

diagnosis by a professional mechanic to determine the valve needs to be replaced. Installing a
new one can cost several hundred dollars, but the results will be well worth it. If you need a new
part, order from online suppliers that offer better opportunities for savings. You'll get you ride
going again without spending too much. The faulty part can also affect idling. The engine may
idle roughly especially if the part is stuck open and allowing gases to recirculate in less than
ideal conditions. Also, the Check Engine light may alert you of a problem, in which case
scanning the engine computer might yield, for example, the Jeep Wrangler p code. This valve
controls the flow and recirculation of exhaust gases according to engine load. When it opens,
gases are diverted from the exhaust pipe to the EGR system. Earlier models were operated
using a vacuum or back pressure. Most modern ones respond to a signal from the engine
computer, and the position of the valve is registered by a sensor. Therefore, the computer can
respond to parameters such as engine temperature, irregular detonations, and others. Follow
the proper steps to remove the valve, which may vary depending on the part, your vehicle, and
its engine configuration. A Jeep Wrangler EGR valve cleaning is best done with a valve or
carburetor cleaner, sprayed onto the carbon deposits. Scrub out the buildup with a pipe
cleaning brush or a dull scraper. The valve can even be left to soak for a few minutes if there
hard or stubborn deposits. Labor can exceed the price of the part, but you can still save with
PartsGeek. Despite variability and possible additional costs, our site can save you because of
our low overhead and the fact leading-brand auto parts are sold exclusively online. You can
now avoid the high prices of brick and mortar stores. Restoring your ride therefore doesn't
equate to overspending, and there's no need to put off an important repair that will let your
vehicle run at top performance. Read more reviews. Catalog: E. Vehicle Engine Jeep Wrangler.
Catalog: B. Catalog: A. Vehicle Jeep Wrangler. Catalog: H. Catalog: T. Catalog: P. Catalog: Q.
Catalog: S. Play Now. What does this mean? Check the "Possible Causes" listed above. Visually
inspect the related wiring harness and connectors. Check for damaged components and look
for broken, bent, pushed out, or corroded connector's pins. How much do you know about
cars? Take the AutoCodes. Tech Notes What does this mean? The auto repair labor rates vary
by location, your vehicle's make and model, and even your engine type. When is the code
detected? An improper voltage signal is sent to ECM through the valve. This motor has four
winding phases. Each time an ON pulse is issued, the valve opens or closes, changing the flow
rate. Get Access to Factory Service Manuals. Need more help? Get the P Jeep code diagnosed
by a professional: Find a repair shop in your area. Why is the Engine Light ON? Comments Help
us improve AutoCodes. Leave a comment below or tell us if the information above help you fix
the code. What are the symptoms on your vehicle for the P Jeep code? Have you replaced any
parts? Any information is appreciated. Repair Importance Level: 2. Home - About AutoCodes.
Posted and Edit by AutoCodes. This listing is for part or sub-assembly number given below
only. Skip to main content. Email to friends Share on Facebook - opens in a new window or tab
Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or
tab. Add to Watchlist. People who viewed this item also viewed. Showing Slide 1 of 1 - Carousel.
Check if this part fits your vehicle. Picture Information. Mouse over to Zoom - Click to enlarge.
Get the item you ordered or get your money back. Learn more - eBay Money Back Guarantee opens in new window or tab. Seller information liftstrutstore Contact seller. Visit store. See
other items More See all. Item Information Condition:. Add to Watchlist Remove from watch list.
Watch list is full. Longtime Member. Does not ship to Ukraine See details. Item location:. Ships
to:. This amount is subject to change until you make payment. For additional information, see
the Global Shipping Program terms and conditions - opens in a new window or tab This amount
includes applicable customs duties, taxes, brokerage and other fees. For additional information,
see the Global Shipping Program terms and conditions - opens in a new window or tab. Any
international shipping is paid in part to Pitney Bowes Inc. Learn More - opens in a new window
or tab International shipping and import charges paid to Pitney Bowes Inc. Learn More - opens
in a new window or tab Any international shipping and import charges are paid in part to Pitney
Bowes Inc. Learn More - opens in a new window or tab Any international shipping is paid in part
to Pitney Bowes Inc. Learn More - opens in a new window or tab. Report item - opens in a new
window or tab. This translation tool is for your convenience only. The accuracy and
accessibility of the resulting translation is not guaranteed. Note: The accuracy and accessibility
of the resulting translation is not guaranteed. Seller assumes all responsibility for this listing.
My Garage. Go to My Garage. Please wait. We were unable to complete your request. Please try
again later. This part is not compatible with this. Compatibility information is not available for
this item. Oops, something went wrong. This part is compatible with below vehicle s. This part
is compatible with below vehicle s matching this. A quantity of 2 is recommended. Portions of
the information contained in this table have been provided by liftstrutstore. Product description
Notes: Instruction is not included. Shipping and handling. The seller has not specified a

shipping method to Ukraine. Contact the seller - opens in a new window or tab and request
shipping to your location. Shipping cost cannot be calculated. Please enter a valid ZIP Code.
Shipping to: United States. No additional import charges at delivery! This item will be shipped
through the Global Shipping Program and includes international tracking. Learn more - opens in
a new window or tab. There are 5 items available. Please enter a number less than or equal to 5.
Select a valid country. Please enter 5 or 9 numbers for the ZIP Code. This item does not ship to
Ukraine. Domestic handling time. Taxes may be applicable at checkout. Learn more. Return
policy. Payment details. Payment methods. Back to home page Return to top. Back to home
page. Listed in category:. Email to friends Share on Facebook - opens in a new window or tab
Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a new window or
tab Add to Watchlist. Image not available Photos not available for this variation. Our mobile
mechanics offer services 7 days a week. Upfront and transparent pricing. Our certified mobile
mechanics can come to your home or office 7 days a week between 7 AM and 9 PM. It
recirculates the portion of the gasses coming out of the engine by putting in back into the
intake manifold, where the engine can burn it again, thereby reducing the emissions. The EGR
valve is located in the engine compartment underneath the hood. Most engines require exhaust
gas recirculation to meet emissions standards. If the EGR valve has gone bad, the car will not
pass emissions. If the vacuum hoses are cracked leaking , the EGR valve will not function
properly. It is a good idea to get an air induction carbon cleaning service performed every 50,
miles. This will clean out any sludge or carbon build up in the air intake system. Always keep up
with regular oil changes; it will help prevent sludge build up in the engine. The EGR valve helps
your vehicle recycle gas. The EGR valve is responsible for taking the gas that comes out of the
engine, and sending it through the intake manifold, where the engine can utilize it again.
Without the EGR valve your vehicle will not recycle and reuse any of its gas, which increases
the emissions. Without the EGR, your car will not pass an emission inspection. Estimate price
near me. Service Location. YourMechanic Benefits Online Booking. Mechanic comes to you.
Free 50 point safety inspection. See availability. Exhaust Gas Recirculation Valve. How it's
done: Scan the computer system in the car. Check all
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vacuum related hoses to EGR valve. Test EGR transducer. Verify the EGR port is not plugged.
Remove and replace the EGR valve. Clean the carbon deposit on EGR pintle. Clear the trouble
codes and test for proper operation of EGR valve. Our recommendation: It is a good idea to get
an air induction carbon cleaning service performed every 50, miles. Check Engine light is on.
Possible loss of power. Car will not run smoothly shake, stumble, may stall. How important is
this service? Yourmechanic was featured in. Popular Jeep Jobs. Auto service in Your City. Meet
some of our expert Jeep mechanics Real customer reviews from Jeep owners like you.
Excellent Rating. Rating Summary. Manuel 8 years of experience. Request Manuel. Nicholas 8
years of experience. Request Nicholas. Does great work and is very knowledgeable. Brian 20
years of experience. Request Brian. Willie 17 years of experience. Request Willie. He is the best.
Thanks Willie for your patience and expertise. How can we help? Read FAQ.

