2009 dodge journey engine diagram

This manual is specific to a Dodge Journey. RepairSurge is compatible with any
internet-enabled computer, laptop, smartphone or tablet device. It is very easy to use and
support is always free. We wish we could just show you the entire manual before you buy, but
our publishing agreement with the auto manufacturers prevents this. We know this sounds
crazy. It's a stupid rule in our opinion, but they authorize our manuals and that's what their
lawyers require. Here are some of the comments we have received from users of RepairSurge.
These customers have agreed to allow us to publicly display their testimonials. We know buying
anything online is a risk. Once again, we wish we could just show you the entire manual before
you buy, but our publishing agreement with the auto manufacturers prevents this. We'll get you
the repair information you need, every time, or your money back. Manufacturer: Dodge. Model:
Journey. Production Year: Step by Step Instructions. Comprehensive Diagrams. Diagnostic
Procedures. Wiring Diagrams. Here is what you'll get. Step-by-step factory recommended repair
instructions. Unlimited access to personal support reps who are always available to assist you.
We can answer your questions about using the software or help you find the specific
information you need for your Dodge Journey. Free real-time updates! Your manual is updated
with revised information as soon as it is released. Access on your terms. Unlimited access to
your Dodge Journey manual on a yearly basis. We'll get you the repair information you need,
every time, or we'll refund your purchase in full. Can I see what the manual looks like? See our
guarantee below. You are protected in case the manual turns out to not be what you need. What
Satisfied Mechanics Are Saying. Exactly as advertised, quick and easy transaction. Get Your
Manual. Your satisfaction is guaranteed and your online transaction is protected by safe and
secure SSL encryption technology. Table of Contents. Automobile Dodge Dodge Caliber
Specification 8 pages. It is The detailed Index at the back of this manual contains a
supplemented by a Warranty Information Booklet and complete listing of all subjects. If you do
not read this entire Owners Manual, you may miss important information. Any modifications or
alterations to this vehicle could seriously affect its roadworthiness and safety and may lead to
an accident resulting in serious injury or death. You can insert the double-sided integrated key
into the igni- tion switch with either side up. The valet key allows for entry into the vehicle
should the battery in the vehicle or the Fob go dead. Use the Fob with Integrated window
switches, radio, power sunroof if equipped , Key to briefly turn the ignition switch to the START
and ignition-powered power outlets will remain active position and release it as soon as the
starter engages. The Sentry Key Immobilizer system prevents unautho- rized vehicle operation
by disabling the engine. The An unlocked car is an invitation to thieves. Always system does
not need to be armed or activated. Operation remove the key from the ignition and lock all doors
is automatic, regardless of whether the vehicle is locked when leaving the vehicle unattended.
This condition will result in the mitter being used to start the vehicle. Cell phones, engine being
shut off after two seconds. The RKE trans- mitter will also be programmed during this
procedure. Remove the key from the ignition switch and exit the if equipped is disabled as well.
If you remain inside the vehicle and open a door, or they will immediately fade to off once the
ignition the alarm will sound. If you do not have a programmed transmitter, contact your
authorized dealer for details. Operation is subject to the mitter to start the engine conveniently
from outside the following conditions: vehicle while still maintaining security. A power door
lock switch is on each front door trim panel. Within 30 seconds, depress the power door unlock
The Automatic Unlock Doors On Exit feature can be switch to unlock the doors. Repeat Steps 1
and 2 for the opposite rear door. Open the rear door. Remove panel allows you to disable the
window control on the the obstacle and use the window switch again to close other doors. This
is a normal occur- It may be necessary at some point in time to reactivate the rence and can be
minimized. Gas props will raise and support the liftgate in the open position. Enter the vehicle
and close the door. Sit back and adjust the front seat. The seat belt latch plate is along side the
pillar near the back of your seat. To remove slack in the lap belt portion, pull up a bit on the
shoulder belt. To release the belt, push the red button on the buckle. When you release the
anchorage try to move it up and down to make sure that it is locked in position. In the rear seat,
move toward the center of the seat to position the belt away from your neck. With all doors
closed, and the ignition switch in any 4. Turn the ignition switch to the LOCK position. Buckle
the combination lap and shoulder belt. Keeping the mother safe is 2. Using a seat belt extender
when not needed can increase the risk of injury in a collision. Only use when the seat belt is not
long enough when it is worn low and snug and in the recommended seating posi- tions. This
This vehicle also has supplemental side curtain airbags to may allow the airbag to have
different rates of inflation protect the driver and passengers sitting next to a win- that are based
on collision severity. A clothing bar will impede the the risk of harm from a deploying airbag.
Older children who do not use child restraints or 7. The bags fully inflate in about 50 to 70 ms.
This is about half of the time that it takes Ignoring the Airbag Warning Light in your instru- to

blink your eyes. The airbag inflates the headliner out of the way and covers the window. In the
event of an impact that causes airbag deployment, with the vehicle communication network
intact, and the Deployed airbags and seat belt pretensioners cannot power intact, the Enhanced
Accident Response System protect you in another collision. See The force Everyone in your
vehicle needs to be buckled up all the required to hold even an infant on your lap could time,
including babies and children. Not all child restraint systems will be installed as described here.
Again, carefully follow the installation instructions that are provided with the child restraint
system. Forward- each rear seatback, near to the floor. If the light is not lit during starting, or if
the Lights light stays on, flickers, or turns on while driving, have the Have someone observe the
operation of exterior lights system checked by an authorized dealer. A two-point pivot system
allows for horizontal and vertical mirror adjustment. Annoying headlight glare can be reduced
by moving the small control under the mirror to the night position toward the rear of the vehicle.
This mirror automatically adjusts for annoying headlight glare from vehicles behind you. You
can turn the feature To avoid damage to the mirror during cleaning, never on or off by pressing
the button at the base of the mirror. Vehicles and other objects seen in the passenger-side
convex mirror will look smaller and farther away than they really are. Relying too much on your
passenger-side convex mirror could cause you to collide with another vehicle or other object.
The selection times out after 30 seconds of inactivity in order to guard against accidentally
changing a mirror position following an adjustment. Pull the sun visor toward the inside
rearview mirror to NOTE: The video will only display while the shift lever extend it. For example,
instead of saying Setup and then If you need assistance at any prompt, or if you want to Phone
Pairing, the following compound command know your options at any prompt, say Help
following can be said: Setup Phone Pairing. The give the UConnect system a name for your
cellular UConnect website may also provide detailed instruc- phone. The first call will be on
hold while the rejected. This is cell When two calls are in progress one active and one on
phone-dependent. Turning confirmation prompts off will stop the system from confirming your
choices e. If the selected phone is not available, the System UConnect system will return to
using the highest UConnect Tutorial priority phone present in or near approximately To hear a
brief tutorial of the system features, press the RSS of Industry Canada. Pull the bar upward to
move the seat forward or rearward. Release the bar once the seat is in the position desired.
Adjusting a seat while the vehicle is moving is dangerous. The sudden movement of the seat
could cause you to lose control. The seat belt might not be adjusted properly and you could be
injured. Adjust any seat only while the vehicle is parked. The control lever is on the outboard
side of the seatback. When the seat. The power seat switch is on the outboard side of the seat
near the floor. Use this switch to move the seat up, down, Do not place any article under any
seat as it may forward, rearward, or to tilt the seat. Front Seats Adjust the head restraints so
that the upper edge is as high as practical. The left sleeve that the head restraint post slides
through contains a lock release button. However, you can fold them forward when seat without
having the head restraint installed they are not in use by passengers. The heaters provide the
same heat level for both cushion and back. In a collision, people riding in these areas are more
likely to be seri- ously injured or killed. Be certain that the seatback is locked securely into
position. The control lever is on the outboard side of the seat. Pull the release-loop forward to
outboard second-row passenger seat. Be certain that the seat cushion is locked securely into
position before using the seat. An improperly latched seat cushion could cause serious injury.
Do not drive the vehicle with the seat in this posi- tion, as it is only intended for entering and
exiting the third row seats. Pull the latch release-loop located at the top of the seatback upward,
push the seat forward slightly, and Be certain that the seatback and seat are locked release the
release-loop. Then, continue to push the seat securely into position. To Grasp the assist strap
loop on the seatback and pull it do so, pull the latch release-loop located at the top of the
toward you to raise the seatback. First, pull the center of the grille between the grille and hood
the hood release lever located under the left side of the opening. NOTE: If either turn signal
indicator has a very fast flash rate, check for an inoperative outside light bulb. If an indicator
fails to light when the lever is moved, see your authorized dealer for service. This Dimmer
Control completely upward to the second de- will cause the headlights to turn on at high beam
and tent. Be sure to check the fluid level in the reservoir at regular intervals. Fill the reservoir
Sudden loss of visibility through the windshield with windshield washer solvent not radiator
antifreeze could lead to an accident. Leaving the Electronic Speed Control system on when not
in use is dangerous. You could accidentally To Deactivate set the system or cause it to go faster
than you want. When the pedal is released, the vehicle will return to the Release the lever when
the desired speed is reached, and set speed. Your vehicle could go too fast for the conditions,
and you could lose control. Section 3. Your motorized door or gate will open and close while
you are training the Universal Transceiver. Do not train the transceiver if people or pets are in

the path of the door or gate. Vehicle exhaust contains carbon monoxide, a danger- 1. Do not run
your vehicle in the garage while 2. Return to the vehicle and press the programmed HomeLink
button twice holding the button for two seconds each time. If the device is plugged in and
activates, programming is complete. If the device does not activate, press the button a third
time for two seconds to complete the training. It may be helpful to unplug the device during the
cycling Using HomeLink process to prevent possible overheating of the garage To operate,
simply press and release the programmed Without releasing the button, proceed with Programming Homelink Step 2 and follow all remaining steps. Press and hold the switch in the rearward
position. Release the switch once If a known obstruction ice, debris, etc. However, the Use only
a non-abrasive cleaner and a soft cloth to clean sunshade will open automatically as the
sunroof opens. This outlet has power available quarter trim panel in the cargo area. Watt
maximum power outlet located on the back of the center console. The beverage retainer is
removable to allow for storage of other items If containers of hot liquid are placed in the bottle
in the compartment when not in use as a cooler. Beverage Cooler Operation The blower speed
setting on the climate control sets the rate at which air flows into the compartment. Pull the loop
upward to release the latch and then forward to open the seat to the detent position. Push the
seat cushion downward after closing it to make sure it This is a temporary storage bin designed
for use when latches to the base. In-Floor Storage Bin To access the bin, position the floor mat
aside if equipped. Pull the door latch release-loop upward to Removable Liner release the latch
and then forward to open the bin door. The rechargeable LED flashlight stores in its charging
station in the left rear quarter trim panel. Cargo Tie-Downs Cargo tie-downs are located on both
rear trim panels. NOTE: The purpose of this cover is for privacy, not to secure loads. As the
cover nears the liftgate opening, guide the rear attachment posts on both ends of the cover into
the A cargo cover that is unsecured in the vehicle could notches in the trim panels. The Electric
Rear Window Defroster control is located on the climate control. The load must not exceed lbs
68 kg , and it should be distributed uniformly over the cross rails. Noncom- vehicle. Improperly
secured loads can fly off the pliance could result in damage to the roof rack, cargo, vehicle,
particularly at high speeds, resulting in per- and vehicle. Coolant Temperature Gauge Do not
leave your vehicle unattended with the en- The temperature gauge indicates engine coolant temgine running, as you would not be able to react to the perature. If the temperature reading does
not return to normal, turn the engine off immediately and Driving with a hot cooling system
could damage call for service. The left or right arrow will flash in unison with the corresponding
front and rear turn signal lights when A hot engine cooling system is dangerous. You or the turn
signal switch is operated. See page for more others could be badly burned by steam or boiling
information. This light will flash rapidly for approximately Tachometer 16 seconds when the
vehicle Security system is This gauge measures engine revolutions per minute arming and then
flash slowly when the system RPM x If the problem persists, the message will Unless reset, this
message will continue to display each appear the next time the vehicle is started. This light will
turn on briefly as a bulb check When the that illuminates a low tire pressure telltale when one or
system detects a malfunction, the telltale will flash for more of your tires is significantly
under-inflated. The light will turn on when the ignition The TPMS has been optimized for the
original switch is turned to the ON position and may equipment tires and wheels. In Control
System TCS Indicator Light most situations, the vehicle will drive normally and will If this
indicator light flashes during accelera- not require towing. If so, event of an EBD failure.
Immediate repair of the ABS is the vehicle should have service performed and the brake
required in the event of an EBD failure. When seconds. To make your selection, press and
outside temperature. To allow the compass lowing steps. Turn the ignition switch ON. The
headlights will also turn off when the wipers are When ON is selected, the front and rear turn
signals will turned OFF if they were turned ON by this feature. Touch the screen where the time
is displayed. Holding either button will bypass Press this button to operate the Hands-Free
Phone stations without stopping until you release it. Also, the defaults are effective only if the
disc supports the Selecting this item allows you to limit maximum audio customer-preferred
settings. If the medium , , , contains a lot of folders or files, the radio will take more MPEG-1
Audio , , , No function. The radio will return a Radio Text to the right or left to increase or
decrease the mid-range message broadcast from an FM station FM mode only. If the CD is not
removed, the radio will reinsert the CD but will not play it. Turn the knob surrounding the
joystick to set the hour 1. Turn on the multimedia system. Press and release 2. A the radio to
exit this screen. CD may remain in the radio while in the Satellite radio mode. This memory can
be selected by pressing the pushbutton number is used to activate, deactivate, or change the
twice. The screen features brightness control for optimum daytime and nighttime viewing. In
Play mode, you may use the following buttons Connecting The iPod Device on the radio
faceplate to control the iPod and display Use the optional connection cable to connect an iPod

to data The air conditioning and heating system is designed to make you comfortable in all
types of weather. Fabric front fascia protec- Systems tors may reduce airflow to the condenser,
reducing air Blower Control conditioning performance. For vehicles equipped with a three-zone
Panel mode. For vehicles equipped means to block out any outside odors, smoke, or dust, with
a three-zone system, air is directed through the and to cool the interior rapidly upon initial start
up in floor outlet in the right quarter trim panel, unless the Temperature Control Turn left for
cooler or right for warmer temperature System settings. Mode Control Turn to select either a
primary mode as identified by the symbols on the control, or a blend of two of these modes. The
closer the setting is to a particular symbol, the more air distribution you receive from that mode.
Panel Mode Button 7. Right Front Temperature Control Press and release to select. The
indicator illuminates Provides right front seat occupant with independent when selected. Turn
left for cooler or right for warmer temperature settings. Press and release to change the current
setting. There are three blower speeds. Rear Temperature Control Provides rear seat occupants
with independent tempera- ture control. Left Front Temperature Control release to select. Turn
left for cooler or right for warmer 7. Rear Temperature Control will not operate when either
Defrost or Mix mode is Provides independent temperature control for the rear selected. Doing
so will cause the indicator to blink and cabin. There are 10 blower speeds. To volume, and the
amount of outside air recirculation. These non-adjustable outlets direct and agricultural smells.
Leaving present, instruct all other occupants to buckle their seat unattended children in a
vehicle is dangerous for a belts. Apply the brakes engine is obtained without pumping or
depressing the before shifting into any driving gear. To clear any excess fuel, push the
accelerator pedal all the way to the floor and hold it. Insert a screwdriver or similar small tool
into the hole may be somewhat abrupt. This is a normal condition, and at the front of the cubby
bin and push the manual precision shifts will develop within a few hundred miles override
release lever forward. Always apply transaxle. The engine can be started in this range. Never
parking brake fully when parked to guard against attempt to use PARK while vehicle is in
motion. Under these The engine may be started in this range. Your authorized dealer has ate.
This Reset feature allows the vehicle to be driven to diagnostic equipment to determine if the
problem could an authorized dealer for service without damaging the recur. The system will
position, it can be moved from side to side. This allows ignore attempts to upshift at too low of
a vehicle the driver to select a higher or lower range of gears. All wheels must have the same
size and type tires. Rapid acceleration on slippery surfaces is dangerous. Unequal tire sizes
must not be used. Unequal tire Unequal traction can cause sudden pulling of the size may
cause failure of the power transfer unit. Slow down if the road has standing water or puddles.
Do not drive on, or cross, a road or a path where 4. The parking brake should always be applied
when the driver is not in the vehicle. As an added precaution, turn the front wheels toward the
curb on a downhill grade and away from the curb on an uphill grade. Leaving unattended
children in a vehicle is dangerous for a NOTE: This light only shows that the parking brake is
number of reasons. Your vehicle is equipped with dual hydraulic brake systems. Driving with
your foot rest- system will still function. This system aids the driver in maintaining vehicle
control The ABS cannot prevent the natural laws of physics under adverse braking conditions.
The system controls from acting on the vehicle, nor can it increase the hydraulic brake pressure
to prevent wheel lock-up to traction afforded by prevailing road conditions. Many factors, such
as vehicle loading, road condi- tions, and driving conditions, influence the chance The ESP
uses sensors in the vehicle to determine the path that wheel lift or rollover may occur. The
standard power steering system will give you good vehicle response and increased ease of
maneuverability Continued operation with reduced power steering in tight spaces. The system
will provide mechanical assist could pose a safety risk to yourself and others. The letter P is
absent from this tire size designation. If the TIN is not found on The TIN may be found on one or
both sides of the tire, the outboard side, then you will find it on the inboard however, the date
code may only be on one side. Tire and Loading Information Placard This placard tells you
important information about the: 1 number of people that can be carried in the vehicle 2 total
weight your vehicle can carry The the load carrying capacity of the tire on your vehicle. The
resulting figure equals the available amount of manual to determine how this reduces the
available cargo and luggage load capacity. Overloading of your tires is dangerous. Use tires of
the cause accidents. Proper tire inflation contributes to a comfortable ride. You could lose
control of your vehicle. After inspecting or adjusting the tire pressure, al- ways reinstall the
valve stem cap if equipped. This will prevent moisture and dirt from entering the valve stem,
which could damage the valve stem. Keep this in mind tion. Refer to original equipment or an
authorized tire when checking tire pressure inside a garage, especially in dealer for
recommended safe operating speeds, loading the Winter. Installation of this limited-use spare
wheel is designed specifically for the compact spare. Protect tires from contact with oil, grease,

and gasoline. Life of Tire The service life of a tire is dependent upon varying Replacement Tires
factors including, but not limited to Some combinations of capacity, other than what was
originally equipped unapproved tires and wheels may change suspension on your vehicle. The
compact spare tire does not have a tire pressure the fault condition no longer exists. A system
fault can monitoring sensor. Jamming due to electronic devices or driving next to facilities
emitting the same radio frequencies as the TPMS sensors. Installing some form of aftermarket
window tinting that affects radio wave signals. Lots of snow or ice around the wheels or wheel
housings. Page Flexible Fuel- 2. KR5S Canada. Ethanol vapors are extremely flammable and
could cause serious personal injury. If you experi- The manufacturer supports the use of
reformulated gaso- ence these symptoms, try another brand of gasoline lines. Properly blended
reformulated gasolines will pro- before considering service for the vehicle. MMT is a
manganese-containing metallic additive that is blended into some gasoline to increase octane.
Gasoline For vehicles equipped with a 2. Use of additional If you notice a pungent burning odor
or some light detergents or other additives is not needed under normal smoke, your engine may
be out of tune or malfunc Have any abnormal conditions repaired promptly. Until repaired, drive
with all side Carbon monoxide CO in exhaust gases is deadly. It is important that you distribute
the load evenly over the front and rear axles. Because the front wheels steer the vehicle, it is
important that you do not exceed the maximum front Overloading can cause potential safety
hazards and or rear GAWR. Consult with your hitch and trailer manufacturer or a reputable
recreational vehicle dealer for additional information. Tongue Wt. Rating Area 22 sq ft 1, lbs kg
which includes Rating Area 40 sq ft 3, lbs 1, kg which in- 8, lbs 3, kg lbs kg 3. Always connect
the chains to the frame or hook retainers of the vehicle hitch. Cross the Improper towing can
lead to an injury accident. Tongue weight rating for the trailer hitch utilized. Use a factory
approved trailer harness and connector. NOTE: Do not cut or splice wiring into the vehicles
wiring harness. The electrical connections are all complete to the vehicle but you must mate the
harness to a trailer connector. See your authorized gear range, frequent shifting can be avoided.
A hot engine cooling system is dangerous. Page Engine Oil Overheating - 2. Block both the
front and rear of the wheel diagonally opposite the jacking position. For ex- ample, if changing
the right front tire, block the left rear wheel. This will make it easier to rotate 4. Tilt the retainer at
the end of the winch cable and the assembly when operating the winch mechanism. This will
provide more space when accessing the jacking tools and when operating the winch
mechanism. Remove the jack-handle components 1, 2, and 3 from storage and assemble them.
This will lock these components The winch mechanism is designed for use with the together.
Tilt the retainer at the end of the winch cable and drop 5. Fit the assembled jack-handle over the
winch drive it through the center of the wheel. Then place the spare nut. Rotate the jack-handle
assembly clockwise to raise tire with the cable and retainer underneath the vehicle. Carefully
follow these tire changing warnings to help prevent 2. Loosen, but do not remove, the wheel
nuts on the personal injury or damage to your vehicle: wheel with the flat tire. Raise the vehicle
until the tire just clears the road surface and enough clearance is obtained To avoid possible
personal injury, handle the wheel to install the spare tire. Finish tightening the wheel nuts.
Alternate tion 5 for additional warnings, cautions, and informa- wheel nuts until each nut has
been tightened twice. Place the deflated flat tire in the cargo area. Do not Wheel Nuts stow the
deflated tire in the spare tire stowage location. Tighten all wheel nuts occasionally to eliminate
the Have the deflated flat tire repaired or replaced as soon possibility of wheel studs being
sheared or the bolt holes as possible. Remote jump-start terminals are located in Do not permit
vehicles to touch each other as this the engine compartment. Connect the other cable, first to
the negative terminal 6. If the vehicle is equipped with Sentry Key Immobi- of the booster battery
and then to the engine ground - lizer, turn the ignition switch to the ON position for three of the
vehicle with the discharged battery. During cold weather when temperatures are below Any
procedure other than above could result in: freezing point, electrolyte in a discharged battery 1.
Personal injury caused by electrolyte squirting out may freeze. Do not attempt jump-starting
because the battery vent; If your vehicle becomes stuck in mud, sand, or snow, it can often be
moved by a rocking motion. Turn your Fast spinning tires can be dangerous. Forces genersteering wheel right and left to clear the area around the ated by excessive wheel speeds may
cause axle and front wheels. It can Special care must be taken when the vehicle is towed also
damage the tires. If the problem persists, the message will serviced, recently had a dead
battery, or a battery replace- appear the next time the vehicle is started. Approximately 15
seconds later, one of two things will as you normally would in order for the OBD II system to
happen: update. A recheck with the above test routine may then indicate that the system is now
ready. Do not check oil level before starting the engine after it has sat overnight. Checking
engine oil level when the engine is cold will give you an incorrect reading. For best performance
and maximum protection under all types of operating conditions, the manufacturer only Do not

overfill the engine. Overfilling the engine recommends engine oils that are API Certified and
meet will cause oil aeration, which can lead to loss of oil the requirements of Chrysler Material
Standard MS Used oil and oil filters, tensioner. Spark plugs must fire properly to assure engine
perfor- mance and emissions control. New plugs should be The air induction system air cleaner,
hoses, etc. The entire set should be provide a measure of protection in the case of engine
replaced if there is any malfunction due to a faulty spark backfire. However, it is im- systems
can result in civil penalties being assessed portant to keep the engine properly tuned to assure
against you. This service should approved by the manufacturer for your air condi- include
cleaning of the condenser fins and a performance tioning system. How- operating or personal
injury may result. Pivot the glove box downward. Disengage the two retaining tabs that secure
the filter cover to the HVAC housing and remove the cover. Coordinate inspection efforts
through an autho- rized dealer. When performing other permanently lubricated. Inspect these
ball joints when underhood services, the hood latch, release mechanism, other maintenance is
performed. Always use share the same fluid reservoir. The fluid reservoir is washer fluid when
using the wipers to remove salt or dirt located in the engine compartment. Open Commercially
available windshield washer solvents seams or loose connections could permit exhaust fumes
are flammable. The system should be drained, flushed, and refilled at the intervals shown in the
Maintenance Schedule in Section 8. This solution. Used ethylene glycol-based engine coolant is
a regulated substance requiring proper disposal. Hard or soft spots, aluminum components.
Driving with your foot resting riorated gasoline. Eventual deterioration of the hose can
collapsed. Engines Use the following procedure to check the automatic Do not allow
petroleum-based fluid to contaminate transaxle fluid level properly: the brake fluid. Seal damage
may result. Use Mopar Total nonabrasive, non-acidic cleaner. Do not use scouring Clean to
clean vinyl upholstery pads, steel wool, a bristle brush, or metal polishes. Cleaner to a clean,
damp cloth and remove stain. Use a fresh, damp towel to remove soap residue. Do not use
volatile solvents for cleaning purposes. Dry with a soft tissue. All glass surfaces should be
cleaned on a regular basis Seat Belt Maintenance with Mopar Glass Cleaner or any commercial
Do not bleach, dye, or clean the belts with chemical household-type glass cleaner. Open the
hood. Do not touch the new bulb with your fingers. Oil contamination will severely shorten bulb
life. If the bulb comes in contact with any oily surface, clean the bulb with rubbing alcohol.
Backup Light The taillights are a two-piece design. Oil and rear turn signal lights are located in
the rear corner contamination will severely shorten bulb life. Remove the bulb from the
connector socket and install turn counterclockwise and remove it from the housing. Insert a
small flat-blade tool between the end of the lens with the locking tab and the surrounding
housing 1. Push the small locking tab sticking out of the end of and then pivot the tool to
separate the lens from the the lens toward the side of the vehicle and hold it in that housing.
Metric 2. If this time since the last oil change. Change your vehicles oil scheduled oil change is
performed by someone other if it has been six months since your last oil change, than your
authorized dealer, the message can be reset by Change the engine oil and engine oil filter.
Change power transfer unit PTU fluid. Rotate the tires. Change rear drive assembly RDA fluid.
Inspect the brake linings, and replace if necessary. Change the automatic transmission fluid
and Replace the air conditioning filter if equipped. Page Warranty Information U. Visa, Masgrams, charts and detailed illustrations. These practi- tercard, American Express, and Discover
orders are ac- cal manuals make it easy for students and technicians cepted. For example, a tire
graded would wear one and one-half times as well on the government course as a tire graded
Visit us on the Worldwide Web at Use frequency signals. Mobile two-way radios and telephone
only fully shielded coaxial cable. Page Second Edition Printed in U. Print page 1 Print document
pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload
from disk. Upload from URL. To make sure your vehicle stays in top shape, check its parts for
wear and damage at regular intervals and replace them in time. When you are in need of a
reliable replacement part for your Dodge Journey to restore it to 'factory like' performance, turn
to CARiD's vast selection of premium quality products that includes everything you may need
for routine maintenance and major repairs. All Dodge Journey repair parts on offer are designed
to provide high quality, performance, and long-lasting service life at an economical price. Useful
articles fast to read and guides easy to understand written by mechanics and car enthusiasts to
turn your shopping experience with CARiD into a pleasure. Featured Products. Water Spot
Remover for Glass 1. Show More. More than Just Oil. Green Power that Moves. Brake Late.
Finish First. Your Source for Engine Part Needs. Keeping Your Vehicle Moving. As cases of
COVID continue to spread throughout the country, many people are looking to disinfect
anything and everything they come into contact with on a regular Brake calipers, found only on
disc brake systems, house pistons which use the force of hydraulic brake fluid to stop the
vehicle. More specifically, those pistons The springs on your vehicle are an inte

2005 dodge grand caravan sport

turbo 400 rebuild instructions

meyer headlight wiring diagram

gral part of its suspension system. Not only do springs keep all four corners suspended at a
pre-determined, level ride height, Bolted to an engine block and powered by a belt-driven pulley,
an alternator is in motion whenever the engine is running. But did you Maybe you remember
being pushed along in a wheelbarrow during childhood. The ride was bone-jarring - even with
an air-filled rubber tire cushioning against the rough A timing belt is a toothed belt made of
reinforced rubber that rides on sprocket wheels. Spark plugs are a key ingredient of gasoline
engines when it comes to serving up a dish of solid power. More specifically, they conduct
electricity derived from the The throttle body was easy to install, fit perfectly, I did not need to
bring the car to the dealer for a relearn. It was missing the new seal which is pictured with the
part. That was disappointing. Now the car runs like new, it was going into limp mode showing a
lightning bolt in the dash. Car is a Dodge Journey 2.

