2011 ford taurus fuse box diagram

Rear window defroster, Front wipers, Automatic high beam controller, Rain sensor. Driver seat
module logic, Left front door zone module, Keypad. Start button, Keypad illumination, Brake
shift interlock, Powertrain control module wakeup, Immobilizer transceiver module. All lock
motor relay and coil, Driver lock motor relay and coil. Smart window motors, Master window and
mirror switch, Rear window power sunshade module, Lock switch illumination. Reverse park aid
module, Automatic high beam and lane departure module, Rear heated seat module, Blind spot
monitor module, Rear video camera. Motorized humidity sensor, Heads-up display, Traction
control switch. Autoâ€”dimming mirror without automatic high beam and lane departure module
, Moonroof module and switch. Circuit breaker: Front passenger power window. Rear power
windows. Oxygen sensor heater, Mass airflow sensor, Variable camshaft timing solenoid valve,
Canister vent solenoid, Canister purge solenoid. Powertrain control module, Keep alive power
and relay, Canister vent solenoid. Ad vertisements. In this article, we consider the
sixth-generation Ford Taurus before a facelift, produced from to Here you will find fuse box
diagrams of Ford Taurus , and , get information about the location of the fuse panels inside the
car, and learn about the assignment of each fuse fuse layout and relay. Cigar lighter power
outlet fuses are the fuse 6 Cigar lighter , 19 Instrument panel power point and 21 Console power
point in the Engine compartment fuse box. The fuse panel is located under the instrument panel
to the left of the steering wheel. The power distribution box is located in the engine
compartment. How to check the fuses? How to replace a blown fuse? Why do car fuses blow?
Types of automotive fuses. Table of Contents. Fuse box location. Fuse box diagrams. Learn
more: How to check the fuses? We use cookies to ensure that we give you the best experience
on our website. If you continue to use this site we will assume that you are happy with it. Ok
Privacy policy. Rear window defroster, Front wipers, Automatic high beam controller,
Rainsensor. Fuse box diagram fuse layout , location, and assignment of fuses and relays Ford
Taurus , , , , , , , , If electrical parts in your vehicle are not working, the system may have been
overloaded and blown a fuse or tripped a circuit breaker. Before you replace or repair any
electrical parts, check the appropriate fuses or circuit breakers. To check a fuse, look at the
silver-colored band inside the fuse. If the band is broken or melted, replace the fuse. The fuse
panel is located under the instrument panel to the left of the steering wheel. The power
distribution box is located in the engine compartment. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Always disconnect the battery before
servicing high current fuses. Always replace a fuse with one that has the specified amperage
rating. Using a fuse with a higher amperage rating can cause severe wire damage and could
start a fire. Never replace a broken fuse with anything other than a new fuse. Use always an
intact fuse of the same color. If a fuse blows again contact a qualified service center. Main Page.
This website uses cookies to improve your experience. We'll assume you're ok with this, but
you can opt-out if you wish. Close Privacy Overview This website uses cookies to improve your
experience while you navigate through the website. Out of these cookies, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Rear window defroster, Front wipers, Automatic high beam
controller, Rain sensor. Start button, Keypad illumination, Brake shift interlock, Powertrain
control module wakeup, Immobilizer transceiver module. Smart window motors, Master window
and mirror switch, Rear window power sunshade module, Lock switch illumination. Reverse
park aid module, Automatic high beam and lane departure module, Rear heated seat module,
Blind spot monitor module, Rear video camera. Autoâ€”dimming mirror without automatic high
beam and lane departure module , Moonroof module and switch. Oxygen sensor heater, Mass
airflow sensor, Variable camshaft timing solenoid valve, Canister vent solenoid, Canister purge
solenoid. Ford Taurus Ford Taurus. Protected Circuits. Left front power window, Smart window
motor. Right front power window, Smart window motor. Transmission shifter solenoid, Keyless
keypad. Turn signals, Hazard flashers. Low beam headlamps left. Low beam headlamps right.
Interior lights, Cargo lamps. Switch illumination, Puddle lamps. All wheel drive AWD module.
Electronic finish panel, Ambient lighting. Daytime running lamps DRL control. Park lamps,
License plate lamps, Auxiliary lamps. Demand lighting battery saver. Instrument panel cluster,

Heads-up display. Anti-lock brake system ABS , Electronic power steeling. Passive anti-theft
system PATS. Subwoofer, Speaker amplifier. Delayed accessory feeds. Rear window defroster,
Front wipers, Automatic high beam controller, Rain sensor. Front wiper relay, Blower motor
relay. Circuit Breaker: Front passenger power window, Rear power windows. Delayed accessory
relay. Left front and right rear smart window motors. Right front smart window motor. Demand
lamps battery saver relay and coil. Driver seat module logic, Left front door zone module,
Keypad. Intelligent access module logic, Heads-up display. Puddle lamp, Backlighting LED.
Inter10r lighting. Right-hand direction Indicators. Left-hand direction Indicators. Stop lamp,
Backup lamp. Right front low beam. Start button, Keypad illumination, Brake shift interlock,
Powertrain control module wakeup, Immobilizer transceiver module. All lock motor relay and
coil, Driver lock motor relay and coil. Steering wheel control module logic, Instrument cluster.
Steering wheel control module, Datallnk. Ignition switch, Push button ignition switch. Intelligent
access module power. Radio, Global positioning system module. Smart window motors, Master
window and mirror switch, Rear window power sunshade module, Lock switch illumination.
Reverse park aid module, Automatic high beam and lane departure module, Rear heated seat
module, Blind spot monitor module, Rear video camera. Motorized humidity sensor, Heads-up
display, Traction control switch. Heated steering wheel. Autoâ€”dimming mirror without
automatic high beam and lane departure module , Moonroof module and switch. Extended
power module. Climate control module. Circuit breaker: Front passenger power window. Rear
power windows. Delayed accessory. Passenger compartment fuse panel power. Cigar lighter.
Anti-lock brake system ABS pump. Adaptive cruise control. Instrument panel power point. Rear
window defroster. Powertrain control module PCM keep alive power , Canister vent. Vehicle
power 1 PCM. Vehicle power 4 ignition coils. Fuel diode iVCT only. One-touch integrated start
OTIS diode. Fuel pump. Backup lamps. Not used. Blower motor relay. Starter relay. PCM power
relay. Front wiper relay. Rear window defroster relay. Left halogen headlamp relay. Right
halogen headlamp relay. Daytime running lamps DRL 1 relay. DRL 2 high beam control relay.
Anti-lock brake system pump. Moonroof, Power sunshade. Second row power point. Front
blower motor relay. Storage bin power point. Rear heated seat module. Driver power seat,
Memory module. Heated rear window relay. Climate controlled seats. Electric fan relay 1.
Electric fan relay 2. Electric fan relay 3. Passenger power seat. Anti-lock brake system valves.
Left high-intensity discharge headlamp. Massage control seats. Fuel pump relay, Fuel Injectors.
Oxygen sensor heater, Mass airflow sensor, Variable camshaft timing solenoid valve, Canister
vent solenoid, Canister purge solenoid. Vehicle power 1 powertrain control module. Right
high-Intensity discharge headlamp. Powertrain control module, Keep alive power and relay,
Canister vent solenoid. Front blower relay coil, Electrical power assist steering module.
Adaptive cruise control module. Anti-lock brake system module, Adaptive headlamp module
Starter motor relay. Left-hand cooling fan number 2 relay. Fuel pump relay. Right-hand cooling
fan relay. Left-hand cooling fan number 1 relay. Wiper relay. Powertrain control module relay. Hi
promarken, The relay box itself should have a diagram for the location of each relay. It may be
under the cover. Good luck! Probably, but it dosn't have the real cover. Any idea where these
might be? Someone has removed the cover from fuse box and now i need a diagram for the
fuses. My car lights function normally during the day. Then when my door ajar light comes on.
The driver side power window was put down by the auto function and will not roll back up. I
suspect that the one touch down relay has failed but the diagram in the ownwes manual is
unclear as to whic I have a different car. Content submitted by Users is not endorsed by
CarGurus, does not express the opinions of CarGurus, and should not be considered reviewed,
screened, or approved by CarGurus. Please refer to CarGurus Terms of Use. Content will be
removed if CarGurus becomes aware that it violates our policies. Report Follow. Mark helpful.
Your Answer:. Upload Photo Photo optional. Related Questions. Start a new Ford Taurus
question. Sell Your Car Yourself With a simple, secure transaction. Get Started. Search Ford
Taurus Questions. CarGurus Experts. Know more, shop wisely Search. Related Models For
Sale. Used Cars for Sale. FordNut answered 5 years ago. For best information, hyperlink that
and go to page These were thumbnails I enlarged, but got out of focus. GuruHJC13 answered
about a year ago. I have a Ford Taurus with K miles. My car has died out on several occasions,
usually starts right up. It always happens when I'm stuck in traffic on the expressway; when we
stop and go. My mom locked the keys in the car, we have a keypad no code and need to get into
car. I have a different car. Content submitted by Users is not endorsed by CarGurus, does not
express the opinions of CarGurus, and should not be considered reviewed, screened, or
approved by CarGurus. Please refer to CarGurus Terms of Use. Content will be removed if
CarGurus becomes aware that it violates our policies. Need copy of fues box inside car. Report
Follow. Mark helpful. Your Answer:. Upload Photo Photo optional. Related Questions. Start a
new Ford Taurus question. Sell Your Car Yourself With a simple, secure transaction. Get

Started. Search Ford Taurus Questions. CarGurus Experts. Know more, shop wisely Search.
Related Models For Sale. Used Cars For Sale. Honda City helped make these videos. The video
above shows how to check for blown fuses in the interior fuse box of your Ford Taurus and
where the fuse panel diagram is located. If your map light, stereo, heated seats, headlights,
power windows or other electronic components suddenly stop working, chances are you have a
fuse that has blown out. If your Taurus is experiencing electrical problems, you should always
check the fuses first, because they are relatively easy to check and cheap to change. Some
Fords have multiple interior fuse boxes even the trunk - the video above will show you where
the interior fuse box of your Taurus is located. The more electronics your Taurus has, the more
fuses it has. Some components may have multiple fuses, so make sure you check all of the
fuses that are linked to the component in question. If you need to replace a blown fuse in your
Taurus, make sure you replace it with one that has the same amperage as the blown fuse. If
checking and replacing the fuse for the component in question doesn't work, we recommend
seeking assistance from a trusted professional mechanic. They should be able to figure out if
the component needs to be replaced or if there is a short or some other problem with your
Taurus. Hans Angermeier has produced over , videos showing drivers how to fix things on their
cars. He has broad expertise on basic repair procedures covering the majority of cars on the
road. Properly inflated tires is the easiest way to improve fuel economy. The right tire pressure
is NOT on the side of your tire btw. One of the easiest fluids to top off - learn how to open the
hood and where the reservoir is on your car. If your transmission is running low on fluid, be
sure to add some - find out how to do this here! Car companies often use the same engines in
different cars. They also slightly alter the styling and sell the same car by two different names
amongst other tricks to help offset development costs. Our system selects the most applicable
video for your car based, in part, on these characteristics. The video displayed may not look
exactly like your car, but may be relevant enough for you to get a good idea how to do it.
Getting Started - Prepare for the repair. Share on. Full list of part and tools. Author Hans
Angermeier has produced over , videos showing drivers how to fix things on their cars. Add air
to your tires. Try this cheap fix for leaks. Animals love the sweet smell of antifreeze, too bad it's
toxic! Fix your minor leaks. Add washer fluid. How to add transmission fluid. See all videos for
the Ford Taurus. We have a massive and growing video library, but we don't have everything
The full size crossover suv ford taurus x was produced from to Always keep the power point
caps closed when not being used. Ford tauru engine fuse box. Ford taurus fuse box diagram.
Here you will find fuse box diagrams of ford taurus and get information about the location of the
fuse panels inside the car and learn about the assignment of each fuse fuse layout and relay. To
the transaxle and tires may occur or the engine may overheat. Power distribution box ford
taurus. In this article you will find fuse box diagrams of ford taurus x and get information about
the location of the fuse panels inside the car and learn about the assignment of each fuse fuse
layout and relay. We have accumulated several pictures with any luck this picture works for you
and help you in discovering the response you are trying to find. Vehicle are not working a fuse
may. We have collected lots of pictures with any luck this picture serves for you as well as
assist you in locating the answer you are searching for. Point longer than necessary when the
engine is not running. Fuse layout ford taurus cigar lighter power outlet fuses are the fuses 9
second row power point 20 storage bin power point and 27 cigar lighter in the engine
compartment fuse box. Passenger compartment fuse panel. The power distribution box
contains high current fuses that protect your vehicles main electrical systems from overloads.
Taurus fuse box. The power distribution box is located in the engine compartment. Do not put
anything on or over the air bag module. In this article we consider the fifth generation ford
taurus produced from to In this article we consider the sixth generation ford taurus before a
facelift produced from to Fuse Box Ford Taurus. Pizzahutblog Ford Taurus Fuse Box. Post a
Comment Note: Only a member of this blog may post a comment. Share this post. Post a
Comment. Newer Post Older Post Home. Iklan Atas Artikel. Iklan Tengah Artikel 1. Iklan Tengah
Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy Disclaimer. Multifunction switch
trailer battery charge relay transfer case shift relay trailer tow package washer pump relay trailer
reversing lamp relay trailer park lamp relay generator main light switch power seat control
switch fuel pump relay central junction box blower relay pcm power relay. To close press and
hold the auto control until the glass. Ford f fuse box diagram. The ford f has 2 different fuse
boxes. Any other object in the power outlet for this will damage the. Press and hold the. Do not
hang any type of accessory or. Passenger compartment fuse panel diagram. F fuse box. Roof
must be in the closed position in order to move it into the. Fuse panel layout diagram parts.
Ford taurus se v6 fuse boxblock circuit breaker diagram ford ranger xlt auxiliary relay fuse
boxblock circuit breaker diagram ford windstar fuse boxblock circuit breaker diagram ford jayco
engine compartment. Hyundai equus instrument panel fuse box. Auxiliary power point 12v dc

power outlets are designed for accessory plugs only. The fuse panel is located in the
passengers footwell. To vent the moon roof. Cigar lighter power outlet fuses in the ford f f f f are
the fuses 10 cigar lighter 11 instrument panel power point 41 power point center console front
and 43 power point center console rear in the engine compartment fuse box Power distribution
box diagram ford f fuse box diagrams change across years pick the right year of your vehicle.
Ford f super duty fuse panelboard fuse symbol map. Passenger compartment fuse box. Fuse
box diagram ford f f f f super duty. I have a ford f super duty , The trailer lights. Fuse panel
diagram for a Ford F super duty diesel. Ford F - - fuse box diagram - Auto Genius. Need a fuse
panel diagram for a f - Fixya. Fuse diagram for F - Fixya. Where are fuses for a cigarette lighter
in a motorhome. I have a f auto trans and my reverse lights stay. Posting Komentar. The fuse
panel is located in. Bagikan Artikel ini. Langganan: Posting Komentar Atom. Iklan Atas Artikel.
Iklan Tengah Artikel 1. Iklan Tengah Artikel 2. Iklan Bawah Artikel. About Contact Privacy Policy
Disclaimer. Quick Links Download this manual. Instrument Cluster. Warning lights and chimes.
Message center. Entertainment Systems. Auxiliary input jack Line in. USB port. Satellite radio
information. Navigation system. Climate Controls. Manual heating and air conditioning. Dual
electronic automatic temperature control. Navigation system based climate control. Rear
window defroster. Turn signal control. Bulb replacement. Driver Controls. Steering wheel
adjustment. Power windows. Speed control. Adaptive cruise control. Moon roof. Owners Guide,
3rd Printing. USA fus. Page 3 Ford Motor Company. Ford may change the contents without
notice and without incurring obligation. Please take the time to get well acquainted with your
vehicle by reading this handbook. The more you know and understand about your vehicle, the
greater the safety and pleasure you will derive from driving it. Page 5 Introduction Warning
symbols on your vehicle When you see this symbol, it is imperative that you consult the
relevant section of this guide before touching or attempting adjustment of any kind. Protecting
the environment We must all play our part in protecting the environment. Page 6 In order to
properly diagnose and service your vehicle, Ford Motor Company, Ford of Canada, and service
and repair facilities may Page 7 EDR. Ford Motor Company and Ford of Canada do not access
event data recorder Page 8 If you do not want Ford or its vendors to receive this information, do
not activate the service. Ford Motor Company and the vendors it uses to provide you with this
information do not store your vehicle travel information. Ford strongly recommends that you
use extreme caution when using any device or feature that may take your focus off the road.
Your primary responsibility is the safe operation of your vehicle. Page 10 Introduction These are
some of the symbols you may see on your vehicle. Many lights will illuminate when you start
your vehicle to make sure the bulbs work. If the light is blinking, engine misfire is occurring
which could damage your catalytic converter. Page 14 Instrument Cluster Airbag readiness: If
this light fails to illuminate when the ignition is turned to on, continues to flash or remains on,
have the system serviced immediately by your authorized dealer. A chime will sound when there
is a malfunction in the indicator light. Safety belt: Reminds you to fasten your safety belt. Door
ajar RTT : Illuminates in the message center display when the ignition is in the run position and
any door is not completely closed. Page 16 Instrument Cluster Low tire pressure warning:
Illuminates when your tire pressure is low. If the light remains on at start up or while driving, the
tire pressure should be checked. Refer to Inflating your tires in the Tires, Wheels and Loading
chapter. When the ignition is first turned to on, the light will illuminate for three seconds to
ensure the bulb is working. Page Gauges Instrument Cluster High beams: Illuminates when the
high beam headlamps are turned on. It will also illuminate momentarily when you start your
vehicle to make sure the display works. Page 18 Instrument Cluster Engine coolant temperature
gauge: Indicates engine coolant temperature. If it enters the red section, the engine is
overheating. Stop the vehicle as soon as safely possible, switch off the engine and let the
engine cool. Refer to Message center in the Instrument cluster chapter on how to switch the
display from Metric to English. It will return at approximately 25 miles 40 km , 10 miles 16 km
and 0 miles 0 km miles to empty. Page 21 Instrument Cluster To operate, do the following: 1.
Blank Screen The message center display will be blank after cycling through all of the Info
menu items. The system will revert to chime on each time the vehicle is started. Selectable
languages are English, Spanish, or French. Waiting four seconds or pressing the RESET button
cycles the message center through each of the language choices. After the objects are moved
away from the seat, if the warning stays on or continues to come on contact your authorized
dealer as soon as possible. The system will be disabled. Refer to Active park assist in the
Driving chapter for more information. See Active park assist in the Driving chapter for more
information. Ford strongly recommends that drivers use extreme caution when using any
device or feature that may take their focus off the road. Your primary responsibility is the safe
operation of the vehicle. Use the memory preset numbers 0â€”9 to enter in the desired
timeâ€”hours and minutes and press OK. The clock will then begin from that time. Note: If your

vehicle is equipped with a navigation system, refer to Setting the clock in your Navigation
supplement. Check with your authorized dealer for availability. When the song title appears in
the display that you would like to replace, press OK. Page 40 Entertainment Systems b. The
auxiliary input jack provides a way to connect your portable music player to the in-vehicle audio
system. This allows the audio from a portable music player to be played through the vehicle
speakers with high fidelity. This feature allows you to plug in media playing devices, memory
sticks, and also to charge devices if they support this feature. Page 45 CD units are designed to
play commercially pressed 4. Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Do not
use any irregular shaped CDs or discs with a scratch protection film attached. For more
information on track and folder mode, refer to Sample MP3 structure in the following section.
While various. Page 48 Note: SIRIUS reserves the unrestricted right to change, rearrange, add or
delete programming including canceling, moving or adding particular channels, and its prices,
at any time, with or without notice to you. Ford Motor Company shall not be responsible for any
such programming changes. This than two seconds to message should disappear produce
audio for shortly. The system is working properly. Defrost: Distributes outside air through the
windshield defroster vents and de-mister vents. Can be used to clear the windshield of fog and
thin ice. Page 52 Climate Controls 4. Use with recirculated air to improve cooling performance
and efficiency. Recirculated air may reduce the amount of time needed to cool down the interior
of the vehicle and may also help reduce undesired odors from reaching the interior of the
vehicle. Page 55 Climate Controls 4. AUTO: Press to engage automatic temperature control.
Select the desired temperature using the temperature control. When the system is off, outside
air is prevented from entering the vehicle. See Touchscreen functions later in this section. Page
58 Climate Controls This control also adjusts the passenger side temperature when dual zone
operation is disengaged. Driver cooled seat if equipped : Press to control the driver cooled seat.
The system will automatically provide outside air to reduce window fogging. To return to full
automatic control, press AUTO on the main bezel. The particulate air filtration system is
designed to reduce the concentration of airborne particles such as dust, spores and pollen in
the air being supplied to the interior of the vehicle. Turns on the parking lamps, instrument
panel lamps, license plate lamps and tail lamps. Turns the low beam headlamps Autolamp
control The autolamp system provides light sensitive automatic on-off control of the exterior
lights normally controlled by the headlamp control. Page 63 Lights 4. Turn the headlamp control
to the autolamp position. The headlamps will turn on. Wait the desired amount of time for the
exit delay you want up to three minutes , then turn the headlamps off. You can also use the
message center to program the autolamp exit time delay. Page 64 Lights Operation - The high
beam switch can be used to turn the high beams on. They will then remain on until the switch
has been returned to the neutral position and the auto high beam system has turned the high
beams off. Note: Activating the multi-function lever will put the headlamps in manual high beam
mode constant or flash-to-pass until the lever is returned to the neutral position. In such
conditions, the manual override may be used to turn the high beams on or off. For significant
blockages e. Page Turn Signal Control Lights To see a clearer light pattern for adjusting, you
may want to block the light from one headlamp while adjusting the other. For vehicles with
halogen headlamps: On the wall or screen you will observe a flat zone of high intensity light
located at the top of the right hand portion of the beam pattern. Press the controls on either side
of each map lamp to turn on the lamps. Page Bulb Replacement Lights The lights come on
whenever the ignition is in either the on or accessory position and the headlamps or parking
lamps are on. Note: The ambient lights will stay on until the ignition is placed in the off position
and either of the front doors are opened or the accessory delay timer expires. Page 72 Lights 3.
Remove the outboard rubber boot from the lamp assembly by pulling rearward. Remove the
bulb socket by turning it counterclockwise and pulling it straight out. Grasp the bulb only by its
plastic base and do not touch the glass. Follow the same steps to replace either bulb. Page 74
Lights Replacing backup lamp bulbs The backup lamp bulbs are located in the deck lid
assembly. Make sure the headlamp switch is in the off position. Remove the deck lid trim panel
press pins and carefully pull the panel away to expose the backside of the backup lamp
assembly. It is designed to last the life of the vehicle. If replacement is required, it is
recommended that you see your authorized dealer. Replacing license plate lamp bulbs 1.
Rain-sensing wipers if equipped : The rain-sensing wipers will automatically activate when
moisture is present on the windshield and the multi-function switch is set to one of five Page
Steering Wheel Adjustment Driver Controls Courtesy wipe feature: One extra wipe will occur a
few seconds after washing the front window to clear any excess washer fluid remaining on the
windshield. Note: Do not operate the washer when the washer reservoir is empty. This may
cause the washer pump to overheat. Slide-on-rod feature Rotate the visor towards the side

window and extend it rearward for additional sunlight coverage. Note: To stow the visor back
into the headliner, visor must be retracted before moving it back toward the windshield. The
compass reading may be affected when you drive near large buildings, bridges, power lines and
powerful broadcast antenna. Magnetic or metallic objects placed in, on or near the vehicle may
also affect compass accuracy. Page 80 Driver Controls 4. The direction will display after the
buttons are released. The zone is now updated. Compass calibration adjustment Perform
compass calibration in an open area free from steel structures and high voltage lines. Do not
insert any other object in the power outlet as this will damage the outlet and blow the fuse. Do
not hang any type of accessory or accessory bracket from the plug. They may seriously injure
themselves. Note: The ignition must be in the off position and the accessory delay feature must
be not activated in order for this feature to operate. Note: To disable this feature, contact your
authorized dealer. Page 86 Driver Controls To adjust your mirrors: 1. Rotate the control
clockwise to adjust the right mirror and rotate the control counterclockwise to adjust the left
mirror. Move the control in the direction you wish to tilt the mirror. Return to the center position
to lock mirrors in place. Press and hold the rocker control located on the instrument panel to
adjust accelerator and brake pedal. Page 88 Driver Controls Using speed control The speed
controls are located on the steering wheel. SET â€”: Press to decrease the set speed. Adaptive
Cruise Control cannot replace attentive driving. Failing to follow any of the warnings below or
failing to pay attention to the road may result in a collision, serious injury or death. Page 91
Driver Controls 3. Take your foot off the accelerator pedal. The green cruise indicator light on
the instrument cluster will illuminate if there are no vehicles Page 92 Driver Controls The vehicle
brakes will be automatically applied to slow the vehicle to maintain a safe distance between the
vehicle in front. The maximum braking which is applied by the ACC system is limited and can be
overridden by the driver applying the brakes. If the ACC system predicts that its maximum
braking level will not be sufficient, an audible warning will Page 93 Driver Controls Each time
the vehicle is restarted, the last chosen gap will be automatically selected. Disengaging
adaptive cruise control Press the brake pedal to disengage the adaptive cruise control. This will
automatically return the vehicle to the previously set speed. The set speed will display
continuously in the message center while ACC is active. Note: When you turn off the cruise
control or the ignition, your cruise control set speed memory is erased. Detection issues The
radar sensor has a limited field of vision. In some situations it may not detect vehicles at all or
detect a vehicle later than expected. In these cases ACC may brake late or unexpectedly. The
driver should stay alert and intervene when necessary. Page 97 Driver Controls Blocked sensor
If a message regarding a blocked sensor is displayed, the radar signals from the sensor have
been obstructed. The sensor is located behind a fascia cover near the driver side of the lower
grille. When the radar signals are obstructed, a vehicle ahead cannot be detected and the ACC
will not function. Aftermarket trailer brakes will not function properly when ACC is activated
because the brakes are electronically controlled. Failing to do so may result in loss of vehicle
control, which could result in serious injury. Press and hold to exit voice command. Press to
activate phone mode or answer a phone call. Press the switch again to stop the moon roof. The
control is located in the center console access bin next to the power point. Press the control to
move the shade up or down. A garage door which cannot detect an object, signaling the door to
stop and reverse, does not meet current U. The indicator light will flash slowly and then rapidly
after HomeLink accepts the radio frequency signal. Press and hold the desired HomeLink
button. Do NOT release the button. The indicator light will begin to flash after 20 seconds.
Without releasing the HomeLink button, follow Step 1 in the Programming section. Page Driver
Controls To open the trunk with the outside release button vehicles equipped with intelligent
access key : 1. Unlock the trunk with the transmitter or power door lock control. If the intelligent
access transmitter is within 3 feet 1 meter of the trunk, the trunk will unlock when you press the
release button. The transmitter portion functions as the remote entry transmitter. Page Locks
and Security Intelligent Access Key IA key if equipped Your vehicle may be equipped with two
intelligent access keys which operate the power locks and the remote entry system. You have to
have the IA key in the vehicle to activate the push button start system. All but one of the keys
programmed to the vehicle can be activated as a MyKey. The key will remain restricted until
MyKey is cleared. For vehicles equipped with push button start, put the intelligent access key in
the backup slot; Page Using MyKey with remote start systems MyKey is not compatible with
non-Ford approved aftermarket remote start systems. If you choose to install a remote start
system please see your authorized dealer for a Ford approved remote start system. Page Locks
and Security Vehicles equipped with traditional keys: When using a Ford-approved remote start
system, the default settings will recognize the remote start system as an additional admin key
with its associated privileges. Owners of vehicles equipped with traditional keys should
program the remote start system as a MyKey in addition to the key that they have already

programmed as a MyKey. Smart unlocks This feature helps to prevent you from locking yourself
out of the vehicle if your key is still in the ignition. When you open one of the front doors and
you lock the vehicle with the power door lock control on the driver or passenger door trim panel
, all the doors will lock, then all doors will automatically unlock reminding When the alarm is
armed, if the IA key is detected in the trunk, the decklid will automatically be released when you
attempt to close it, and the horn will chirp, as a reminder that the IA key is inside. Refer to
Message center in the Instrument Cluster chapter. The childproof locks are located on the rear
edge of each rear door and must be set separately for each The handle is composed of a
material that will glow for hours in darkness following brief exposure to ambient light. Operation
is subject to the following two conditions: 1 This device may not cause harmful interference,
and 2 This device must accept any interference received, including interference that may cause
undesired operation. Page Locks and Security Intelligent access if equipped Your vehicle will
allow you to unlock and enter your vehicle without actively using a key or transmitter. You can
use the Intelligent Access feature at the driver door or at the trunk. You can activate the
intelligent access feature as long as you have one of your intelligent access keys within range
of the driver door or the trunk. Page Locks and Security 2. Press and release again within three
seconds to unlock all the doors. The turn signals will flash. The remote entry system activates
the illuminated entry feature; this feature turns on the lamps for 25 seconds or until the ignition
is turned The battery saver feature will turn off the lamps 10 minutes after the ignition is turned
off. Page Locks and Security Note: The panic alarm will only operate when the ignition is in the
off position. Opening the trunk Press twice within three seconds to open the trunk. Press and
hold button 1 for five seconds. A tone will be heard after two seconds confirming memory
position has been set. Continue to hold until a second tone is heard after five seconds. Twist a
thin coin in the slot near the key ring to remove the battery cover 1. Note: Do not wipe off any
grease on the battery terminals on the back surface of the circuit board. Remove the old battery.
Note: Please refer to local regulations when disposing of transmitter batteries. Insert the new
battery. Refer to the instructions inside the IA key for the correct orientation of the battery.
Press the battery down to ensure that the battery is fully seated in the battery housing cavity.
Illuminated exit When all vehicle doors are closed, the ignition is turned off and the key is
removed from the ignition IKT only , the interior dome lamps, parking lamps and the puddle
lamps if equipped will illuminate. Note: If you enter your entry code too fast on the keypad, the
unlock function may not work. Note: The factory-set code cannot be associated with a memory
setting. The doors will lock then unlock to confirm that your personal entry code has been
programmed to the module. Use of these systems may result in vehicle starting problems and a
loss of security protection. Note: Large metallic objects, electronic devices that are used to
purchase gasoline or similar items, or a second coded key on the same key chain may cause
vehicle starting issues. Page Locks and Security Anti-theft indicator The anti-theft indicator is
located in the instrument panel cluster. Page Locks and Security The integrated keyhead
transmitter IKT functions as both a programmed ignition key that operates all the locks and
starts the vehicle, as well as a remote keyless entry transmitter. A maximum of eight coded keys
can be programmed to your vehicle; only four of these eight coded keys can be IKTs with
remote entry functionality. Page Locks and Security Please read and understand the entire
procedure before you begin. Insert the first previously programmed coded key into the ignition.
Turn the ignition from off to on. Keep the ignition on for at least three seconds, but no more
than 10 seconds. Page Locks and Security Note: A maximum of four intelligent access keys can
be programmed to your vehicle. If you would like to replace a previously programmed access
key with a new access key, or if you already have four access keys programmed to your vehicle,
you must take your vehicle and all access keys to your authorized dealer to be erased and
reprogrammed. To adjust the head restraint, do the following: 1. Whenever possible it should be
installed and properly adjusted when the seat is occupied. To remove the adjustable head
restraint, do the following: 1. Pull up the head restraint until it reaches the highest adjustment
position. Page Seating and Safety Restraints Properly adjust the head restraint so that the top
of the head restraint is even with the top of your head and positioned as close as possible to the
back of your head. For occupants of extremely tall stature, adjust the head restraint to its full up
position. Page Seating and Safety Restraints Using the manual lumbar support if equipped The
lumbar support control is located on the outboard side shield. Rotate the knob clockwise or
counter clockwise to adjust lumbar support. Page Seating and Safety Restraints WARNING: To
reduce the risk of possible serious injury: Do not hang objects off seat back or stow objects in
the seatback map pocket if equipped when a child is in the front passenger seat. Do not place
objects underneath the front passenger seat or between the seat and the center console if
equipped. Page Seating and Safety Restraints Press the control to recline the seatback forward
or rearward. Note: On vehicles with memory seats, to prevent damage to the seat, the power

seats are designed to set a stopping position just short of the end of the seat track. Page
Seating and Safety Restraints Push and hold the front of the lumbar control to increase the
firmness of the selected portion of the seatback or push and hold the rear of the lumbar to
decrease the firmness. We recommend first selecting the lumbar to the desired setting and then
selecting the back or cushion massage setting. Warmer settings are indicated by more indicator
lights. Three-position heated and cooled seats if equipped Heated seats The heated seats will
only function when the engine is running. Page Seating and Safety Restraints Cooled seats The
cooled seats will only function when the engine is running. Cooler settings are indicated by
more indicator lights. If the engine falls below rpm while the cooled seats are on, the feature will
turn itself off and will need to be reactivated. Page Seating and Safety Restraints To remove an
air filter: 1. Remove key from ignition. Push up on the outside rigid edge of the filter until the
tabs are released, then rotate the air filter toward the front of the vehicle. The memory seat
control is located on the seat side shield. Page Seating and Safety Restraints To remove the
non-adjustable head restraint, do the following: 1. To reinstall the non-adjustable head restraint,
do the following: 1. Insert the two stems into the guide sleeve collars. Page Seating and Safety
Restraints To remove the adjustable head restraint, do the following: 1. Split-folding rear seat
One or both rear seatbacks can be folded down to provide additional cargo space. To lower the
seatback s from inside the vehicle, pull the strap located on the outboard side of the Page
Seating and Safety Restraints Seat-mounted cup holders and armrest storage compartment if
equipped If your vehicle is equipped with cup holders and a storage compartment, they are
located in the rear seat armrest. To access the cup holders, rotate armrest into use position. To
open the storage compartment if equipped , pull up on the latch. The system is designed to help
protect smaller drivers sitting close to the driver airbag by providing a lower airbag output level.
This helps increase the effectiveness of the safety belts. The passenger cannot protect the child
from injury in a collision. Combination lap and shoulder belts 1. Insert the belt tongue into the
proper buckle the buckle closest to the direction the tongue is coming from until you hear a
snap and feel it latch. Page Seating and Safety Restraints Pregnant women should always wear
their safety belt. The lap belt portion of a combination lap and shoulder belt should be
positioned low across the hips below the belly and worn as tight as comfort will allow. Page
Seating and Safety Restraints How to use the automatic locking mode 1. Buckle the
combination lap and shoulder belt. Grasp the shoulder portion and pull downward until the
entire belt is pulled out. As the belt retracts, you will hear a clicking sound. Safety belt
pretensioner Your vehicle is equipped with safety belt pretensioners at the driver and front
outboard passenger seating positions. Page Seating and Safety Restraints Safety belt height
adjustment Your vehicle has safety belt height adjustments for the front outboard seating
positions. Adjust the height of the shoulder belt so the belt rests across the middle of your
shoulder. To adjust the shoulder belt height, squeeze the button and slide the height adjuster
up or down. Page Seating and Safety Restraints If Page Seating and Safety Restraints Reasons
given Also, if the Belt-Minder has been previously disabled, it will be re-enabled during the use
of MyKey. Refer to MyKey in the Locks and Security chapter. As confirmation, the safety belt
warning light will flash four times per second for three seconds, followed by three seconds with
the light off, then followed by the safety belt warning light flashing four times per second for
three seconds again. Page Seating and Safety Restraints Important supplemental restraint
system precautions Airbags DO NOT inflate slowly or gently and the risk of injury from a
deploying airbag is greatest close to the trim covering the airbag module. Placing objects on or
over the airbag inflation area may cause those objects to be propelled by the airbag into your
face and torso causing serious injury. Page Seating and Safety Restraints How does the airbag
supplemental restraint system work? The airbag SRS is designed to activate when the vehicle
sustains longitudinal deceleration sufficient to cause the sensors to close an electrical circuit
that initiates airbag inflation. The fact that the airbags did not inflate in a collision does not
mean that something is wrong with the system. If the airbag is not replaced, the unrepaired area
will increase the risk of injury in a collision. Page Seating and Safety Restraints WARNING:
Sitting improperly out of position or with the seat back reclined too far can take off weight from
the seat cushion and affect the decision of the front passenger sensing system, resulting in
serious injury or death in a crash. Always sit upright against your seatback, with your feet on
the floor. Determining if the system is operational The supplemental restraint system uses a
warning indicator light in the instrument cluster or a backup tone to indicate the condition of the
system. Contact your authorized dealer as soon as possible. Page Seating and Safety
Restraints The fact that the airbags did not inflate in a collision does not mean that something is
wrong with the system. Rather, it means the forces were not of the type sufficient to cause
activation. Side airbags are designed to inflate in side-impact collisions, not roll-over,
rear-impact, frontal or near-frontal collisions, unless the collision causes sufficient lateral

deceleration. See your authorized dealer. The Safety Canopy system, in combination with safety
belts, can help reduce the risk of severe injuries in the event of a significant side impact
collision or rollover event. The Safety Canopy system including the A, B and C pillar trim and
headliner must be inspected and serviced by an authorized dealer. Page Child Restraints
Recommendations for Safety Restraints are based on probable child height, age and weight
thresholds from NHTSA and other safety organizations or are the minimum requirements of law.
Page Seating and Safety Restraints Recommendations for Safety Restraints for Children Child
size, height, weight, or Recommended restraint type Infants or Children weighing 40 lb 18 kg or
Use a child safety seat toddlers less generally age four or younger sometimes called an infant
carrier, convertible seat, or toddler seat. Page Highway Traffic Safety Administration NHTSA
provides education and training to ensure that all children ages 0 to 16 are properly restrained
in the correct restraint system. Page Seating and Safety Restraints Follow all the safety restraint
and airbag precautions that apply to adult passengers in your vehicle. If the child is the proper
height, age, and weight as specified by your child safety seat or booster manufacturer , fits the
restraint and can be restrained properly, then restrain the child in the child safety seat or with
the belt-positioning booster. Page Seating and Safety Restraints position whenever possible. If
all children cannot be seated and restrained properly in a rear seating position, properly restrain
the largest child in the front seat. Page Seating and Safety Restraints 2. Pull down on the
shoulder belt and then grasp the shoulder belt and lap belt together. Page Seating and Safety
Restraints 5. To put the retractor in the automatic locking mode, grasp the shoulder portion of
the belt and pull downward until all of the belt is pulled out. Allow the belt to retract to remove
slack. The belt will click as it retracts to indicate it is in the automatic locking mode. Page Ford
Motor Company recommends the use of a child safety seat having a top tether strap. See
Attaching child safety seats with tether straps and Recommendations for attaching safety
restraints for children in this chapter for more information. The LATCH anchors are located at
the rear section of the rear seat between the cushion and seatback, below the locator symbols
on the seat back. In a crash, one anchor may not be strong enough to hold two child safety seat
attachments and may break, causing serious injury or death. Each time you use the safety seat,
check that the seat is properly attached to the lower anchors and tether anchor, if applicable.
Page Seating and Safety Restraints The tether strap anchors in your vehicle are in the following
positions shown from top view : Attach the tether strap only to the appropriate tether anchor as
shown. The tether strap may not work properly if attached somewhere other than the correct
tether anchor. Page If the safety seat is not anchored properly, the risk of a child being injured
in a collision greatly increases. If your child restraint system is equipped with a tether strap, and
the child restraint manufacturer recommends its use, Ford also recommends its use. Child
booster seats The belt-positioning booster booster seat is used to improve the fit of the vehicle
safety belt. Page To improve the fit of both the lap and shoulder belt on children who have
outgrown child safety seats, Ford Motor Company recommends use of a belt-positioning
booster. Page Seating and Safety Restraints Types of booster seats There are generally two
types of belt-positioning booster seats: backless and high back. Page Seating and Safety
Restraints Children and booster seats vary in size and shape. Choose a booster that keeps the
lap belt low and snug across the hips, never up across the stomach, and lets you adjust the
shoulder belt to cross the chest and rest snugly near the center of the shoulder. Ford Motor
Company recommends that all safety belt assemblies in use in vehicles involved in a collision
be replaced. Page Seating and Safety Restraints WARNING: Failure to inspect and if necessary
replace the safety belt assembly or child restraint system under the above conditions could
result in severe personal injuries in the event of a collision. Department of Transportation-Tire
quality grades: The U. Department of Transportation requires Ford Motor Company to give you
the following information about tire grades exactly as the government has written it. Page Tires,
Wheels and Loading WARNING: The traction grade assigned to this tire is based on
straight-ahead braking traction tests, and does not include acceleration, cornering,
hydroplaning or peak traction characteristics. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial-type tire pressure gauge rather than a stick-type tire pressure gauge.
Page Always inflate your tires to the Ford recommended inflation pressure even if it is less than
the maximum inflation pressure information found on the tire. Page Tires, Wheels and Loading
Note: If you have to drive a distance to get air for your tire s , check and record the tire pressure
first and add the appropriate air pressure when you get to the pump. It is normal for tires to heat
up and the air pressure inside to go up as you drive. Page Tires, Wheels and Loading Improper
or inadequate vehicle maintenance can cause tires to wear abnormally. Page such as P-metric
versus LT-metric or all-season versus all-terrain as those originally provided by Ford. Page The
tire pressure sensors mounted in the wheels originally installed on your vehicle are not

designed to be used in aftermarket wheels. The use of wheels or tires not recommended by
Ford Motor Company may affect the operation of your tire pressure monitoring system. Page
Tires, Wheels and Loading Safety practices Driving habits have a great deal to do with your tire
mileage and safety. Page Tires, Wheels and Loading The tires should also be balanced
periodically. An unbalanced tire and wheel assembly may result in irregular tire wear. Tire
rotation Rotating your tires at the recommended interval as indicated in the Scheduled
Maintenance chapter will help your tires wear more evenly, providing better tire performance
and longer tire life. This information identifies and describes the fundamental characteristics of
the tire and also provides a U. Page Tires, Wheels and Loading 7. The speed rating denotes the
speed at which a tire is designed to be driven for extended periods of time under a standard
condition of load and inflation pressure. The tires on your vehicle may operate at different
conditions for load and inflation pressure. Page Tires, Wheels and Loading Tire Ply
Composition and Material Used: Indicates the number of plies or the number of layers of
rubber-coated fabric in the tire tread and sidewall. Tire manufacturers also must indicate the ply
materials in the tire and the sidewall, which include steel, nylon, polyester, and others. Note:
Tire Quality Grades do not apply to this type of tire. Note: The temporary tire size for your
vehicle may be different from this example. If your vehicle has tires of a different size than the
size indicated on the vehicle placard or tire inflation pressure label, you should determine the
proper tire inflation pressure for those tires. Page Tires, Wheels and Loading Understanding
your tire pressure monitoring system TPMS The tire pressure monitoring system measures
pressure in your four road tires and sends the tire pressure readings to your vehicle. The low
tire pressure warning light will turn on if the tire pressure is significantly low. Page Tires,
Wheels and Loading When you believe your system is not operating properly The main function
of the tire pressure monitoring system is to warn you when your tires need air. It can also warn
you in the event the system is no longer capable of functioning as intended. Page Tires, Wheels
and Loading Low tire Possible Customer action required pressure cause warning light Flashing
warning Spare tire in Your temporary spare tire is in light use. Repair the damaged road wheel
and re-mount it on the vehicle to restore system functionality. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. Page
Tires, Wheels and Loading Payload â€” is the combined weight of cargo and passengers that
the vehicle is carrying. When towing, trailer tongue load weight is also part of cargo weight.
GCWR Gross Combined Weight Rating â€” is the maximum allowable weight of the vehicle and
the loaded trailer â€” including all cargo and passengers â€” Page Tires, Wheels and Loading 2.
Determine the combined weight of the driver and passengers that will be riding in your vehicle.
The resulting figure equals the available amount of cargo and luggage load capacity. Page
Tires, Wheels and Loading WARNING: Towing trailers beyond the maximum recommended
gross trailer weight exceeds the limit of the vehicle and could result in engine damage,
transmission damage, structural damage, loss of vehicle control, vehicle rollover and personal
injury. Preparing to tow Use the proper equipment for towing a trailer and make sure it is
properly attached to your vehicle. Trailer lamps Trailer lamps are required on most towed
vehicles. Make sure all running lights, brake lights, turn signals and hazard lights are working.
Offâ€” locks the gearshift lever and allows key removal. This position also shuts the engine and
all electrical accessories off. The emission system heats up the engine compartment and
exhaust system, which can start a fire. Turn the key to 3 on without turning the key to 4 start. If
your vehicle is equipped with a push button start system, refer to Push button start system in
this section for ignition modes. Page Driving 3. After idling for a few seconds, release the
parking brake, apply the brake, shift into gear and drive. Note: If the engine does not start on the
first try, turn the vehicle to the off position, wait 10 seconds and try Step 2 again. If the engine
still fails to start, press the accelerator to the floor and try Step 2 again, keeping the accelerator
on the floor until the engine begins to accelerate above cranking speeds; Note: You cannot
immediately start your vehicle from the on mode. Page Driving Fast Restart Feature: The Fast
Restart feature allows you to re-start your vehicle within 20 seconds of switching the vehicle off,
if a valid IA key is not present when the vehicle is switched off. Page Driving Important
ventilating information If the engine is idling while the vehicle is stopped for a long period of
time, open the windows at least 1 inch 2. Also ensure that the block heater, especially the cord,
is in good condition before use. This system helps you maintain steering control during
emergency stops by keeping the brakes from locking. Brake over accelerator This vehicle is
equipped with a brake over accelerator feature. In the event the accelerator pedal becomes
stuck or entrapped, applying steady and firm pressure to the brake pedal will both slow the
vehicle and reduce engine power. Page Advancetrac Driving The parking brake is not
recommended to stop a moving vehicle. However, if the normal brakes fail, the parking brake

can be used to stop your vehicle in an emergency. Aggressive driving on any road condition
can cause you to lose control of your vehicle increasing the risk of personal injury or property
damage. Page Driving authorized dealer immediately. If equipped with a message center, the
vehicle will also indicate a failure with the brake system. Note: If the system cannot be turned
off, refer to MyKey in the Locks and Security chapter for more information. Electronic stability
control operates by applying brakes to one or more of the wheels individually and, if necessary,
reducing engine power if the system detects that the vehicle is about to skid or slide laterally.
This can be selected utilizing the stability control off switch as shown in the table above. Sport
mode is not intended for use on public roadways as this mode provides less AdvanceTrac
system intervention than when the default ESC and traction control systems are on. Refer to
Fuses and relays in the Roadside Emergencies chapter. This feature is designed to increase
durability and provide consistent shift feel over the life of the vehicle. Always come to a
complete stop before shifting into and out of R Reverse. N Neutral With the gearshift lever in N
Neutral , the vehicle can be started and is free to roll. Page Driving P Park This position locks
the transmission and prevents the front wheels from turning. Page Driving M Manual With the
gearshift lever in M Manual , the driver can change gears up or down without a clutch as
desired. By moving the gearshift lever from drive position D Drive to M Manual you now have
control of selecting the gear you desire using the paddle shifters on the steering The system is
designed to provide a warning to assist the driver in detecting large stationary objects to avoid
damaging the vehicle. The camera system provides a video image which appears in the rear
view mirror or on the navigation screen if equipped , of the area behind the vehicle. Objects in
the red zone are closest to your vehicle and objects in the green zone are further away. Objects
are getting closer to your vehicle as they move from the green zone to the yellow or red zones.
Page Driving WARNING: The camera system is a reverse aid supplement device that still
requires the driver to use it in conjunction with the rear view mirror and the side mirrors for
maximum coverage. WARNING: Objects that are close to either corner of the bumper or under
the bumper, might not be seen on the screen due to the limited coverage of the camera system.
The brake support assists the driver in reducing the collision speed, by pre-charging the
brakes. Page Driving Collision warning system limitations Due to the nature of radar
technology, there may be certain instances where vehicles will not provide a collision warning.
Page Driving Cause Action The surface of the radar in the Clean the grille surface in front of
grille is dirty or obstructed in the radar or remove the object some way causing the obstruction
The surface of the radar in the Wait a short time. Page Driving The BLIS will trigger the alert for
vehicles that enter your blind zone from the rear or merge into the blind zone from the side.
Vehicles that you pass, or a vehicle that enters the blind zone from the front, will trigger the
alert only after the vehicle is present in the blind zone for three seconds. It sounds a series of
tones and flashes the BLIS indicator found on the exterior mirror on the side of the approaching
vehicle. Page Driving CTA coverage also decreases when parking at shallow angles refer to
figure for approximate zone coverage areas [sensor obstructed for vehicle on left]. CTA
detection limitations: Due to the nature of radar technology, there may be certain instances
where vehicles entering and exiting the blind spot zones may not be detected. Become familiar
with the warning tones of both systems. Page Driving Trailer tow false alerts When towing a
trailer, the sensors may detect the trailer thus causing a false alert. It may be desirable to turn
the BLIS off if the false alerts become annoying. Page Driving location and allow it to idle. Note:
Your AWD vehicle is not intended for off-road use. The AWD feature gives your vehicle some
limited off-road capabilities in which driving surfaces are relatively level, obstruction-free and
otherwise similar to normal on-road driving conditions. Page Driving If your vehicle gets stuck If
your vehicle gets stuck in mud or snow it may be rocked out by shifting between forward and
reverse gears, stopping between shifts, in a steady pattern. Press lightly on the accelerator in
each gear. Again, avoid these abrupt inputs. Page Ford Motor Company joins the U. Page
Driving Descend a hill in the same gear you would use to climb up the hill to avoid excessive
brake application and brake overheating. Do not descend in neutral; instead, disengage
overdrive or manually shift to a lower gear. When descending a steep hill, avoid sudden hard
braking as you could lose control. Page Any modifications to a vehicle that raise the center of
gravity can make it more likely the vehicle will rollover as a result of a loss of control. Ford
Motor Company recommends that caution be used with any vehicle equipped with a high load
or device such as ladder or luggage racks. This program is separate from the New Vehicle
Limited Warranty. Page Hazard Flasher Control U. Ford vehicle customers who require
Roadside Assistance, call If you need to arrange roadside assistance for yourself, Ford Motor
Company will reimburse a reasonable amount for towing to the nearest dealership within 35
miles 56 km. To obtain reimbursement information, U. Ford Motor Company recommends that
the fuel system be inspected by an authorized dealer after any collision. Page Roadside

Emergencies Passenger compartment fuse panel The fuse panel is located under the
instrument panel to the left of the steering wheel. The fuses are coded as follows. WARNING: To
reduce risk of electrical shock, always replace the cover to the power distribution box before
reconnecting the battery or refilling fluid reservoirs. However, if you must use a sealant, the
TPMS sensor and valve stem on the wheel must be replaced by an authorized Ford dealer. Page
Ford. If the dissimilar spare tire or wheel is damaged, it should be replaced rather than repaired.
Page Roadside Emergencies 3. Page Roadside Emergencies Stopping and securing the vehicle
1. Park on a level surface, set the parking brake and activate hazard flashers. Place gearshift
lever in P Park and turn engine off. Removing the spare tire and jack 1. Lift the trunk cargo
cover, and remove the wing nut that secures the spare tire by turning it counterclockwise. Page
Roadside Emergencies WARNING: To help prevent the vehicle from moving when you change a
tire, be sure to place the transmission in P Park , set the parking brake and block in both
directions the wheel that is diagonally opposite other side and end of the vehicle to the tire
being changed. Put the jack in the jack notch next to the tire you are changing. Turn the jack
handle clockwise until the wheel is completely off the ground. Page Roadside Emergencies
Stowing the tire and jack 1. Fully collapse the jack, fold the lug wrench socket into the handle
and place the jack and wrench into the felt bag as shown. Place the extension bolt into the
external pocket of the felt bag. Take care to position the jack as shown to ensure that the
locating holes in the jack base can be placed on the locating Note: The temporary mobility kit
sealant compound in the canister is to be used for one tire only. See your Ford authorized
dealer for additional replacement sealant canisters. Drive only to the closest Ford Motor
Company authorized dealer or tire repair shop to have your tire inspected. Page Always store
the kit in its original location. Do not use the transparent hose which is designed for sealant
application only. Page Roadside Emergencies 4. Plug the power cable into the 12V power point
in the vehicle. Remove the warning sticker found on the canister and place it on the top of the
instrument panel or the center of the dash. Page Roadside Emergencies Note: When the sealing
compound is first added into the tire, the air pressure gauge reading on the compressor unit
may indicate a higher value; this is normal and should be no reason for concern. The pressure
will drop after about 30 seconds of operation. The tire pressure has to be checked with the
compressor in the OFF position to get the correct tire pressure reading. Page After using the
temporary mobility kit to seal your tire, you will need to replace the sealant canister and clear
tube hose. Sealing compound and spare parts can be obtained and replaced at an authorized
Ford Motor Company dealership or tire dealer. Empty sealant bottles may be disposed of at
home; Page Roadside Emergencies Removal of the sealant canister from the temporary mobility
kit 1. Unwrap the clear tube from the compressor housing. Press the button located on the
temporary mobility kit compressor housing below the canister while pulling up on the sealant
canister. Installation of the sealant canister to the temporary mobility kit 1. Page 3. Wrap the
clear tube around the compressor housing. Note: If you experience any difficulties with the
removal or installation of the sealant canister, consult your Ford Motor Company authorized
dealer for assistance. Use only Ford recommended replacement fasteners. WARNING: When a
wheel is installed, always remove any corrosion, dirt or foreign materials present on the
mounting surfaces of the wheel or the surface of the wheel hub, brake drum or brake disc that
contacts the wheel. Park the booster vehicle close to the hood of the disabled vehicle making
sure the two vehicles do not touch. Set the parking brake on both vehicles and stay clear of the
engine cooling fan and other moving parts. Page Roadside Emergencies Ensure that the cables
are clear of fan blades, belts, moving parts of both engines, or any fuel delivery system parts.
Jump starting 1. Start the engine of the booster vehicle and run the engine at moderately
increased speed. Page Wrecker Towing It is recommended that your vehicle be towed with a
wheel lift and dollies or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company
has not approved a slingbelt towing procedure. On FWD vehicles, if your vehicle is to be towed
from the front, ensure proper wheel lift equipment is used to raise the front wheels off the
ground. Page If the vehicle is towed by other means or incorrectly, vehicle damage may occur.
Ford Motor Company produces a towing manual for all authorized tow truck operators. Have
your tow truck operator refer to this manual for proper hook-up and towing procedures for your
vehicle. Page Customer Assistance A reasonable time must be allowed to perform a repair after
taking your vehicle to the authorized dealer. Repairs will be made using Ford or Motorcraft
parts, or remanufactured or other parts that are authorized by Ford. Ford is also allowed a final
repair attempt in some states. If a warranty concern has not been resolved using the three-step
procedure outlined earlier in this chapter in the Getting the services you need section, you may
be eligible to participate in the BBB AUTO LINE program. Page The use of leaded fuel in your
vehicle without proper conversion may damage the effectiveness of your emission control
system and may cause engine knocking or serious engine damage. If you are in another foreign

country, contact the nearest authorized dealer. Page Reporting Safety Defects U. Page Cleaning
3. These products are available from your authorized dealer. This washer fluid contains special
solution in addition to alcohol which helps to remove the hot wax deposited on the wiper blade
and windshield from automated car wash facilities. Page Cleaning WARNING: Do not use
chemical solvents or strong detergents when cleaning the steering wheel or instrument panel to
avoid contamination of the airbag system. Such products could contaminate the side-airbag
system and affect performance of the side airbag in a collision. These quality products have
been specifically engineered to fulfill your automotive needs; they are custom designed to
complement the style and appearance of your vehicle. If your vehicle requires professional
service, your authorized dealer can provide the necessary parts and service. Check your
Warranty Guide to find out which parts and services are covered. Inside the vehicle, pull the
hood release handle located under the bottom of the instrument panel near the steering column.
Go to the front of the vehicle and release the auxiliary latch that is located under the front center
of the hood. Power steering fluid reservoir 2. Engine coolant reservoir 3. Brake fluid reservoir 4.
Battery 5. Power distribution box 6. Air filter assembly 7. Automatic transmission fluid dipstick
8. Page Maintenance and Specifications 3. Engine coolant reservoir 2. Brake fluid reservoir 3.
Battery 4. Power distribution box 5. Air filter assembly 6. Automatic transmission fluid dipstick
out of view 7. Engine oil dipstick 8. Engine oil filler cap 9. Page In very cold weather, do not fill
the reservoir completely. Only use a washer fluid that meets Ford specifications. Do not use any
special washer fluid such as windshield water repellent type fluid or bug wash. They may cause
squeaking, chatter noise, streaking and smearing. Pull the wiper blade and arm away from the
glass. Squeeze the locking tabs to release the blade from the arm and pull the blade away from
the arm to remove it. Page Maintenance and Specifications 5. Locate and carefully remove the
engine oil level dipstick. Wipe the dipstick clean. Insert the dipstick fully, then remove it again.
Page Change your engine oil according to the appropriate schedule listed in the scheduled
maintenance information. Ford production and Motorcraft replacement oil filters are designed
for added engine protection and long life. If a replacement oil filter is used that does not meet
Ford material and design specifications, start-up engine noises or knock may be experienced.
Page Battery Maintenance and Specifications Ford production and Motorcraft replacement oil
filters are designed for added engine protection and long life. Lift the battery with a battery
carrier or with your hands on opposite corners. Page Engine Coolant For best results, coolant
concentration should be tested with a refractometer such as Rotunda tool ROBE available from
your dealer. Ford does not recommend the use of hydrometers or coolant test strips for
measuring coolant concentration. Page Maintenance and Specifications When the engine is
cold, check the level of the engine coolant in the reservoir. Make sure the correct coolant is
used. The use of an improper coolant may harm engine and cooling system components and
may void the warranty. Page Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant since a Ford-approved recycling process is not
yet available. Used engine coolant should be disposed of in an appropriate manner. Page
Maintenance and Specifications When this occurs the vehicle will still operate. Continued
operation will increase the engine temperature and the engine will completely shut down,
causing steering and braking effort to increase. Regular maintenance or replacement is not
needed. The pressure in an overfilled tank may cause leakage and lead to fuel spray and fire. If
fuel is splashed in the eyes, remove contact lenses if worn , flush with water for 15 minutes and
seek medical attention. Failure to seek proper medical attention could lead to permanent injury.
Page Maintenance and Specifications 4. After you are done pumping fuel, slowly remove the
fuel filler nozzleâ€”allow about five seconds after pumping fuel before removing the fuel filler
nozzle. This allows residual fuel to drain back into the fuel tank and not spill onto the vehicle.
Note: A fuel spillage concern may occur if overfilling the fuel tank. Page Maintenance and
Specifications Octane recommendations 3. Premium fuel will provide improved performance.
Running out of fuel Avoid running out of fuel because this situation may have an adverse effect
on powertrain components. Page Maintenance and Specifications 1. After lifting the trunk cargo
cover, locate the white plastic funnel. It is attached to the rear, lower edge of the spare tire
compartment. Slowly insert the funnel into the Easy Fuel system. Fill the vehicle with fuel from
the portable fuel container. Page Maintenance and Specifications The advertised capacity is the
amount of the indicated capacity and the empty reserve combined. Indicated capacity is the
difference in the amount of fuel in a full tank and a tank when the fuel gauge indicates empty.
Page Maintenance and Specifications Keep a record for at least one month and record the type
of driving city or highway. Additionally, keeping records during summer and winter will show
how temperature impacts fuel economy. Follow the recommended maintenance schedule and
owner maintenance checks found in scheduled maintenance information. Page Maintenance
and Specifications If other than Ford, Motorcraft or Ford-authorized parts are used for

maintenance replacements or for service of components affecting emission control, such
non-Ford parts should be equivalent to genuine Ford Motor Company parts in performance and
durability. Page Maintenance and Specifications 2. Poor fuel quality or water in the fuelâ€”the
engine may misfire or run poorly. The fuel fill inlet may not have been properly closed. Driving
through deep waterâ€”the electrical system may be wet. These temporary malfunctions can be
corrected by filling the fuel tank with good quality fuel, properly closing the fuel fill inlet or
letting the electrical system dry out. A complete check may take several days. Remove the
dipstick, wiping it clean with a clean, dry lint free rag. If necessary, refer to Identifying
components in the engine compartment in this chapter for the location of the dipstick. Page
Maintenance and Specifications C. Remove the bolt cover if equipped. Remove two bolts that
attach the air filter assembly to the front of the vehicle 2. Loosen the clamp holding the air filter
assembly to the rubber hose 1. Start the engine and continue with Step 6. Install the dipstick
making sure it is fully seated in the filler tube by turning it to the locked position. Page
Maintenance and Specifications Adjusting automatic transmission fluid levels Before adding
any fluid, make sure the correct type is used. The type of fluid used is normally indicated on the
dipstick and also in the Maintenance product specifications and capacities section in this
chapter. When changing the air filter element, use only the air filter element listed. Refer to
Motorcraft part numbers in this chapter. Wipe the air filter housing and cover clean to remove
any dirt or debris and to ensure good sealing. Install a new air filter element. Be careful not to
crimp the filter element edges between the air filter housing and cover. This could cause filter
damage and allow unfiltered air to enter the engine if not properly seated. Re-wax as necessary
when the vehicle is washed. See the Cleaning chapter for more information. Page Part Numbers
Refer to scheduled maintenance information for the appropriate intervals for changing the spark
plugs. Replace the spark plugs with ones that meet Ford material and design specifications for
your vehicle, such as Motorcraft or equivalent replacement parts. The customer warranty may
be void for any damage to the engine if such spark plugs are not used. Firing order
1â€”4â€”2â€”5â€”3â€”6 1â€”4â€”2â€”5â€”3â€”6 Ignition system Coil on plug Coil on plug 0.
Page Maintenance and Specifications Vehicle identification number VIN The vehicle
identification number is located on the driver side instrument panel. The following table tells
you which transmission each code represents. These quality accessories have been specifically
engineered to fulfill your automotive needs; they are custom designed to complement the style
and aerodynamic appearance of your vehicle. Page Ford Motor Company engineering
requirements. PowertrainCare â€” Covers 29 critical components. With Ford ESP, you minimize
your risk for unexpected repair bills and rising repair costs. For more information, visit your
local Ford of Canada dealer or Page Scheduled Maintenance Your dealer has factory-trained
technicians who can perform the required maintenance using genuine Ford parts. They are
committed to meeting your service needs and to assuring your continuing satisfaction.
Protecting your investment Maintenance is an investment that will pay dividends in the form of
improved reliability, durability and resale value. Page Please consult your Warranty Guide for
complete warranty information. Chemicals or additives not approved by Ford are not required
for factory recommended maintenance. In fact, Ford Motor Company recommends against the
use of such additive products unless specifically recommended by Ford for a particular
application. Page Genuine Ford and Motorcraft replacement parts Dealerships stock Ford and
Motorcraft branded replacement parts. Page In order to keep your vehicle running right, it is
important to have the systems on your vehicle checked regularly. This can help identify
potential issues and prevent major problems. Ford Motor Company recommends the following
multi-point inspection be performed at every scheduled maintenance interval to help ensure
your vehicle keeps running great. You should perform the engine oil change as indicated by the
message center. If you only occasionally operate your vehicle under these conditions, it is not
necessary to perform the additional maintenance. Page Scheduled Maintenance Operating in
dusty conditions such as unpaved or dusty roads Inspect frequently, service as â€” Replace
cabin air fi
mustang 50 lx
american standard thermostat wiring diagram
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lter if equipped required â€” Replace engine air filter Every 5, miles 8, km â€” Inspect the
wheels and related components for abnormal noise, wear, looseness or drag â€” Page Normal
vehicle axle maintenance Rear axles and power take-off PTO units containing synthetic fluid
and light duty trucks equipped with Ford-design axles are lubricated for life. These fluids are
not to be checked or changed unless a leak is suspected, service is required or the axle
assembly has been submerged in water. Vehicles operated in these conditions will require

frequent inspection and replacement of the engine air filter and cabin air filter. Page Index Index
Automatic transmission driving an automatic overdrive Page Index Child safety seats Page
Index Engine Page Index Infant seats interior lamps Page Index Oil see Engine oil Page Index
Water, Driving through Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

