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Shipping. With the return of winter comes the inevitable wait time for your chilly car to warm up
after you start it and crank the heat. While many vehicles now come with remote start, older or
more basic models might not have that luxury built in. Check out quick info below of the top five
remote starters, then scroll deeper for buying advice and full reviews of these models. Most
brands will explicitly say which cars their starters are compatible with. As with most products,
the price is determined by the features it has, in this case including safety and additional
controls. The biggest determination of price, however, is whether a starter is a one- or two-way
system. In a one-way system, the car will simply react to the command from the fob and start
up. In a two-way, the car will react and then notify you that it has completed the task, giving you
an extra sense of security and control. You will also want to consider the signal range, which
tends to be between 1, feet and a mile. This means you can still start your car even when there
are obstacles such as walls or trees around. Finally, take a look at what other features your
starter has to offer. Most will have buttons that open your trunk, and lock and unlock your car.
Some will have some fancier features, like allowing you to heat or cool your car as well. These
are also a replacement for your key fob, so no need to weigh down your key chain with your old
key. We researched 10 expert sources, such as Digital Trends , Auto Quarterly , and Lifewire , as
well as scoured consumer reviews to select the top five remote starters of the year. The
customer reviews were from retailers like Walmart , Amazon , and others, and we made
decisions based on both the overall stars customers gave and individual customer reviews

combined with recommendations from reputable and expert publications. For an affordable
price, you get a customizable package that does everything a remote starter should and then
some. The Rs4-g5 comes with the usual buttonsâ€”locking and unlocking, opening the trunk,
and starting the carâ€”but it also has an extra button that you can set to any of 31 options of
your choiceâ€” most being engine monitoring features. It also has a decent range at 2, feet. And
if you want to pair your phone to the fob, you can buy an optional Mobile Start MS-3 module.
While most remote-start systems will have some sort of security system in place, the Easyguard
goes above and beyond. The fob allows you to start and stop your car with a single button, as
well as pre-heating or cooling your car before you get in. A remote car starter naturally has a
feeling of luxury, and the two-way fobs that come with this set give you that high-end feeling as
well. The buttons have the typical functions of lock and unlock, trunk opening, and starting the
car, and as befitting a fancy two-way system once you hit the ignition, you will immediately
receive a command that states that the car has started. Once the car reaches the end of its
minute run time, the fob will chime and blink red, letting you know that the engine will shut off if
you don't get in. If you wish to shut it off before then, you need only to click the start button
again. Simple but reliable, this model can start your car from over a mile away. What really
stands out on the Avital L is the impressive 1. Its range of 1, feet should be more than enough
for most car owners, easily reaching from your house to the drivewayâ€”it also works with
hybrids and even pairs with your phone through Carlink. The three-button system makes it easy
to use without adding any fancy functions or customizationâ€”a plus for those of us that are
less technologically fluent. The buttons on the fob allow you to start the car for a set time from
five minutes up to an hour , lock and unlock it, and pop the trunk. Type keyword s to search. By
Gabrielle Hondorp. Crimestopper Rs4-g5. Buy Now. Most Secure. EasyGuard EC Compustar
CSS. Great Range. Avital L. Best Value. Crimestopper walmart. Customizable button Pairs with
smartphone. No top-tier security. EasyGuard amazon. Car alarm and keypad for extra security
Sets temperature in car. More expensive than competing options. Compustar amazon. Keys
have weighty, expensive feel. More expensive than comparable options. Avital amazon. Great
Range Keyless entry. Only has basic functions. Prestige APS57Z. Audiovox amazon. Could
have longer range. This content is created and maintained by a third party, and imported onto
this page to help users provide their email addresses. You may be able to find more information
about this and similar content at piano. Advertisement - Continue Reading Below. Four Channel
Receiver capable of accepting 4 transmitters. Channel 3 Output for Remote Trunk Release relay
required. Channel 4 Output to Control Optional Accessories. Be certain that the vehicle is
outdoors before using this or any remote vehicle. A running engine produces dangerous carbon
monoxide fumes. DO NOT remote. Audiovox remote start system installation manual 12 pages.
Deluxe 7 channel platinum remote start system with keyless entry 12 pages. Four Channel
Receiver capable of accepting 4 transmitters! Code Hopping Technology! Remote Start Safety
Control Switch! Selectable Automatic Timed Start Mode! On-Board Start Relay Page 3 To
activate the optional accessory, press the option button on the keychain transmitter. The
optional accessory will immediately engage. Note: If your system utilizes the transmitter shown,
the second option button may be configured to operate additional accessories. Please consult
your installing retailer for more information concerning the options available. Page 4 Accy Lock
" Dr. This manual is also suitable for: Print page 1 Print document 4 pages. Cancel Delete. Sign
In OR. Don't have an account? Sign up! Restore password. Upload from disk. Upload from URL.
Table Of Contents:. Installation Of The Major Components. Manual Override Safety Testing and
Operation. Audiovox remote car starter installation manual 12 pages. Deluxe 7 channel remote
start system with keyless entry 12 pages. Avoid mounting components or routing wires near hot
surfaces or near moving parts like the steering wheel as it may prevent proper operation of the
vehicle. Doing so may result in serious personal injury and property damage! Page 7 In both
mechanical and electrical neutral start switch configurations, the connection of the Yellow wire
will be made to the low current start solenoid wire of the ignition switch harness. This wire will
have 0 volts in all other ignition switch positions. Page 8 3 Green Wire: Door Unlock - Output
The Green wire provides a - Negative Pulse when the transmitter is used, while the vehicle is
running by remote start, to unlock the doors. See Page for use of this unlock output. Typical
use for this output would be to disarm a factory theft deterrent system to prevent false
triggering of the factory alarm when the remote start unit engages or when the system is used
to unlock the doors. Page 10 A. Sensor By Pass: If there is a Non Plug in Sensor used with the
alarm system and it is not shunted during the Remote Start activation period, then vibration or
noise from the running vehicle can cause the alarm to trigger. In this case, connect the Light
Blue Wire to terminal 86 of a external relay. Be certain to remove any paint or grease and secure
this wire with a self tapping screw and ring terminal. In this application, the Green wire of the
main wiring harness provides a ground pulse when the transmitter button is pressed and held

for 3 seconds while running under control of the remote start. Connect the Green wire to the low
current ground signal wire from the factory door unlock switch to the factory door unlock relay.
You can search the vehicle When Diesel is selected, the ignition circuits will power up 10, 15, or
20 seconds before the start circuit. The intent of this feature is to allow the glow plug warming
required by some diesel en- gines. NOTE: Diagnostic mode is a temporary mode. Once you
have accessed the diagnostic mode, the unit will pause for two seconds then begin to flash the
last stored shut down code. This code will be displayed three times in succession, then the unit
will automatically exit the diagnostic on mode. Although not preferred, the vehicle Key In
Sensor may be reconfigured to allow a margin of safety and will prevent the vehicle with a
Mechanical Neutral Start Switch from starting in gear. Page 18 NOTE: A second series diode
may be required to maintain the integrity of the hood open, shut down circuit. If this is the case,
it must be installed as shown in the diagram above. The cathode Striped side must be
connected to the hood pin switch. Page 19 The transmitters are pre-programmed from the
factory, If you find you need to program new or additional transmitters follow the instructions
below. Page 20 20 of You can also go right to bank 3 by: 1 Turn the ignition key to the ON
position. Page 22 22 of Print page 1 Print document 24 pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL. The remote
start feature will not work unless the key is in the ignition. Arming the System - Active: Turn off
the engine, exit the vehicle, and close all doors, hood lid and trunk lid. Close all of the car's
doors behind you. Parking Lights flash one time. I have been in automotive for over 30 yrs
Master tech. Click on your alarm model. Note: This wire is programmable. Screws, bass knobs,
plastic coverings, protective films, etc. Only 7 left in stock - order soon. A programmed remote
will allow you to start your car from within your house or hundreds of feet away in the street.
Hello, might be a very dumb question. Only 19 left in stock - order soon. Siren sounds one
chirp. Programming requires no previous experience and will have your remotes ready as soon
as you finish. I purchased a street rod equipped with a Prestige. The dash mounted LED begins
to flash slowly. I have a Chrysler Sebring that is locked up on the. FREE Shipping. Read Online
Audiovox Remote Start System Installation Manual Audiovox Remote Start System Installation
Manual There aren't a lot of free Kindle books here because they aren't free for a very long
period of time, though there are plenty of genres you can browse through. Sold by Electronic
Express. I have had my Prestige Audiovox remote start for ten years. This wire is most
commonly used to activate data integration modules. Only 1 left in stock - order soon. Recent;
Popular; Answered ; Unanswered ; 1 Answer I have a audiovox prestige car alarm the remote
stop working i got a new one it still will not work will not pograme. High School or GED. In the
house, workplace, or perhaps in your method can be every best place within net connections.
The car alarm was installed at the dealership 6 years ago, when we bought the car. I have a
Prestige remote H50TR13 and would like to. Keyless Entry: To lock or unlock the doors simply
press and release button 1 one time. Look carefully on each download page and you can find
when the free deal ends. Sold by 12voltx an eBay Marketplace seller. Get Free Prestige Remote
Start Installation Manual completely ease you to look guide prestige remote start installation
manual as you such as. As a keyless entry unit, for your convenience, the parking lights will
flash once when the doors are locked and twice when the doors are unlocked. Get it as soon as
Tue, Feb Page 15 E. Always worked before. By searching the title, publisher, or authors of guide
you really want, you can discover them rapidly. Step 1. Post navigation The remote start feature
will not work unless the key is in the ignition. Quick Links Download this manual. Table of
Contents. Audiovox 2 button remote security system with anti-hijack feature owners manual 14
pages. Platinum 5 button remote security system with dual stage shock sensor 16 pages. Page
3 3 of Choose a location above the belt line dashboard of the vehicle for best reception. Special
considerations must be made for windshield glass as some newer vehicles utilize a metallic
shielded window glass that will inhibit or restrict RF reception. Fuses must be used and located
as close as possible to the power source for adequate protec- tion of the vehicle. Understanding
the difference between a mechanical and an electrical Neutral Start Switch will allow you to
properly identify the circuit and select the correct installa- tion method. This wire will show 0
volts when the key is turned to the "OFF" In most cases, the Purple wire will need to be
connected to only one door switch no matter how many doors the vehicle has as most door
lighting circuits are wired in parallel. Page 12 A. Shock Sensor By Pass: If there is a Non Plug in
Shock Sensor used with the alarm system and it is not shunted during the Remote Start
activation period, then vibration from the running vehicle can cause the alarm to trigger. In this
case, connect the Light Blue Wire to terminal 86 of a external relay. This wire will be routed to
the vehicle ECM tach input or through the firewall into the engine compartment and connect to
the negative side of the ignition coil. Pressing the pre-programmed transmitter button s will
access channel four and will remain active, for up to 20 seconds, as long as the transmitter

button s is held. Page Wiring The 4 Pin Auxiliary Output Harness NOTE: This is a normally
opened starter cut arrangement, when power is removed from the security system, the starter
disable feature will remain operational, and the vehicle will not start. Page 19 3 Wire Ground
Switched Door Lock Circuits: In this application, the Red wire of the door lock harness provides
a ground pulse during the arming sequence, or pulsed ground lock output. Connect the Red
wire to the low current ground signal wire from the factory door lock switch to the factory door
lock relay. See owners manual for turning this feature on from the transmitter. Once activated,
the unit will start 1 time if the vehicle temperature reaches "0 " and then will run the allotted
time. Page Testing Your Installation coils. To achieve optimum performance the coil signals
must be evenly distributed. This is accomplished by first mapping out the firing order of the
engine in groups of as indicated below. Draw a circle around any of the columns. Page 25
NOTE: When completing an installation using either of the following key in sensor circuits, if the
operator inserts the ignition key while the vehicle is running under the control of the Remote
Start, the vehicle will shut down. This must be explained to the operator as it is in contrast to
the normal opera- tion of a vehicle utilizing an electrical neutral start switch and is inconsistent
with the operators manual. Locate the control wire that connects the drivers door pin switch to
the key in sensor switch. Cut this wire and connect the ignition cylinder side to chassis ground.
If the vehicle has delay interior lights, and you wish to avoid three chirp, defect zone, indication
normally associated with this type of interior light, we suggest you learn the interior light delay.
Print page 1 Print document 29 pages. Cancel Delete. Sign In OR. Don't have an account? Sign
up! Restore password. Upload from disk. Upload from URL. Quick Links. See also:
Programming Manual. Table of Contents. Audiovox remote car starter installation manual 21
pages. Audiovox remote car starter installation manual 24 pages. Audiovox remote start system
installation manual 12 pages. Page 3 3 of The unit provides wait to start input for glow plug
pre-heat which will be used for all diesel applications. If this wire is not connected, then the unit
will remain in the Gasoline mode setting, which will crank the car when the RF signal is received
with no delay. Choose a location above the belt line dashboard of the vehicle for best reception.
Special considerations must be made for windshield glass as some newer vehicles utilize a
metallic shielded window glass that will inhibit or restrict RF reception. For the electrical neutral
switch configuration, this connection must be made between the starter inhibit relay, when used
and the neutral safety switch as shown in the following diagram. Failure to connect this wire to
the ignition switch side of the neutral safety switch can result in personal injury and property
damage. Page 10 5. Connect the previously selected resistor from terminal 87 to the second 2
wire as shown. Page 12 These applications require the use of additional components which may
include relays, fixed resistors, or for conve- nience, the AS a Door Lock Interface. Page 13 2 Pin
Blue Connector : Programming Switch Route the gray and black wires in the 2 pin connector
from the previously installed programming switch to the control module and plug it into the
mating blue connector on the side of the module. Raise the hood and confirm that the remote
start unit shuts down. Page 15 1. Connect the Cathode, Striped end, of a series diode to this
reference wire. Page 17 If the hood pin switch is also used for an alarm trigger input, be certain
to use the dual diode assembly packaged with the Audiovox Remote Start Unit as shown in this
installation guide. If you have not done so already, place the red rubber handle cover over the
handle of the control switch for ease of identification. Page 19 19 of This manual is also suitable
for: Prestige Apsa Apsn prestige platinum. Print page 1 Print document 21 pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Remote starters allow you to press a button to start your car instead of
turning the ignition key. These starters are simple to install but require complex wiring. To wire
one accurately, refer to the wiring diagrams included with your remote starter. Incorrect wiring
leads to mechanical problems, including engine failure. Remove starters typically install in
automatic vehicles only and cannot be installed in a vehicle with a manual transmission. Mount
the control module to the passenger compartment, behind the dashboard, within 24 inches of
the wiring harness's ignition switch. Push the control module against the passenger
compartment and mark the location of the mounting brackets with a marker. Drill holes into the
markings of the passenger compartment using a drill. Push the control module into the holes.
Mount the hood pin switch under the hood. Install the control switch to the lower dash panel
using the same techniques you used when you mounted the control module. Wire the harness.
Connect the battery wires of the vehicle to the red remote start switch. Connect the yellow
starter output wire to the vehicle side of the starter relay, next to the ignition switch. Connect
the black wire to the chassis ground source of the vehicle. Breann Kanobi has worked as
freelance writer since Kanobi regularly submits content online to Gamer DNA. Step 1 Mount the
control module to the passenger compartment, behind the dashboard, within 24 inches of the
wiring harness's ignition switch. Step 2 Mount the hood pin switch under the hood. Step 3

Install the control switch to the lower dash panel using the same techniques you used when you
mounted the control module. Consult the wiring diagram in the instruction manual for additional
wiring directions. Prestige is among the popular remote starter systems that can be installed to
your car aftermarket. Once installed, you can program wireless remotes to the system
transmitter within your car in just minutes. A programmed remote will allow you to start your
car from within your house or hundreds of feet away in the street. Programming requires no
previous experience and will have your remotes ready as soon as you finish. Enter your vehicle
with the Prestige remote system and be sure to have your remote and ignition keys in hand.
Close all of the car's doors behind you. Turn your key in the ignition to the "On" position and
move the valet switch from "On" to "Off" three times in quick order. The switch is located
underneath the dash near the bottom of the panel. Wait for the light to flash and the siren to
chirp and press either button one, button two or both buttons, depending on what you would
like to program. Hold the button until the siren chirps again and turn the valet switch "On" and
"Off" again, wait for the siren and the programming will be completed. Matthew Fortuna is a
full-time freelance writer with a journalism degree from Wayne State University, living in the
Detroit metropolitan area. Step 1 Enter your vehicle with the Prestige remote system and be
sure to have your remote and ignition keys in hand. Step 2 Turn your key in the ignition to the
"On" position and move the valet switch from "On" to "Off" three times in quick order. Step 3
Wait for the light to flash and the siren to chirp and press either button one, button two or both
buttons, depending on what you would like to program. References Prestige: Transmitter
Programming Guide. Table of Contents. Pursuit series 4 channel remote car starter with full
feature alarm system 24 pages. Page 3 3 of The unit provides a selectable ignition control that
allows a number of selectable timed outputs for glow plug pre-heat in addition to a "Wait To
Start Input" either of which may be required for certain diesel. The LED also provides important
feed back information during the transmitter and feature program modes. Doing so may result
in serious personal injury and property damage. It is the responsibility of the installing
technician to determine the load factor of the vehicles electrical circuits when the vehicle is
running, and to adequately fuse the two power wires based on that load. If the vehicle, running
under load with the air conditioner, heater blower motor, and accessories exceed 24 Amps
continuous, we recommend that two fuses be used in combination on each power wire as
shown below. This wire will show 0 volts when the key is turned to the "OFF" In most cases, the
Purple wire will need to be connected to only one door switch no matter how many doors the
vehicle has as most door lighting circuits are wired in parallel. Page 12 A. Shock Sensor By
Pass: If there is a Non Plug in Shock Sensor used with the alarm system and it is not shunted
during the Remote Start activation period, then vibration from the running vehicle can cause the
alarm to trigger. In this case, connect the Light Blue Wire to terminal 86 of a external relay. This
wire will be routed to the vehicle ECM tach input or through the firewall into the engine
compartment and connect to the negative side of the ignition coil. Pressing the
pre-programmed transmitter button s will access channel four and will remain active, for up to
20 seconds, as long as the transmitter button s is held. Page Wiring The 4 Pin Auxiliary Output
Harness NOTE : This is a normally opened starter cut arrangement, when power is removed
from the security system, the starter disable feature will remain operational, and the vehicle will
not start. Page 19 3 Wire Ground Switched Door Lock Circuits: In this application, the Red wire
of the door lock harness provides a ground pulse during the arming sequence, or pulsed
ground lock output. Connect the Red wire to the low current ground signal wire from the factory
door lock switch to the factory door lock relay.
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See owners manual for turning this feature on from the transmitter. Page Testing Your
Installation plished by first mapping out the firing order of the engine in groups of as indicated
below. Draw a circle around any of the columns. If you have a plug in enable switch, check that
the two pin connector is firmly seated in the mating connector on the control module. Page 25 4.
Locate the control wire that connects the drivers door pin switch to the key in sensor switch.
Cut this wire and connect the ignition cylinder side to chassis ground. Page Completing The
Installation be connected to the hood pin switch. If the hood pin switch is also used for an alarm
trigger input, be certain to use the dual diode assembly packaged with the Audiovox Remote
Start Unit as shown in this installation guide. This manual is also suitable for: Prestige aps Print
page 1 Print document 28 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up!
Restore password. Upload from disk. Upload from URL.

