Dodge avenger 2013 manual

Do you have a question about the Dodge Avenger or do you need help? Ask your question here.
Provide a clear and comprehensive description of the issue and your question. The more detail
you provide for your issue and question, the easier it will be for other Dodge Avenger owners to
properly answer your question. View the manual for the Dodge Avenger here, for free. This
manual comes under the category Cars and has been rated by 1 people with an average of a 7.
This manual is available in the following languages: Engels. Below, you will find the most
frequently asked questions about the Dodge Avenger Is your question not listed? We use
cookies to ensure that we give you the best experience on our website. If you continue to use
this site we will assume that you are happy with it. A venger. Ask a question. About the Dodge
Avenger Dodge Avenger specifications. Related product manuals. Frequently Asked Questions
Below, you will find the most frequently asked questions about the Dodge Avenger How do I
convert miles into kilometres? The location of the VIN number of the car differs per brand and
type of car. The code may be stamped on the frame of the car or mounted on a plate. What is a
VIN number? The VIN number of a car is an identification number unique to each car. When
does my Dodge need maintenance? Regular maintenance is necessary for every car. How often
the car needs maintenance and what exactly needs to be done can be found in the maintenance
instructions. For major periodic service, this should generally be done every 2 years or after 30,
kilometres. When should I change the brake fluid of my Dodge? It is recommended to change
the brake fluid every two years. What is the difference between E10 and E5 petrol? E10 petrol
consists of up to ten per cent ethanol while E5 petrol will contain less than five per cent ethanol.
As a result, the percentage of E10 petrol is lower than that of E5 petrol, making it less bad for
the environment. One or more doors won't open from the inside. Now what? The lock is most
likely set to the child safety lock so it cannot be opened from the inside. How to unset the child
safety lock differs per brand and type. My car radio does not turn on, now what? If your car
radio does not turn on, it will not receive any power. Check that the red wire is connected to the
contact power supply and the yellow wire to the constant power supply. Read more. Quick
Links. See also: Owner's Manual , User Manual. Be assured that it repre- sents precision
workmanship, distinctive styling, and high quality - all essentials that are traditional to our
vehicles. Your new Chrysler Group LLC vehicle has characteristics to enhance the driver's
control under some driving conditions. Page 5 If your symptoms persist, please see an
authorized dealer. Exhaust gas contains Carbon Monoxide CO which is odorless and colorless.
Carbon Monoxide is poisonous and can cause you or others to be severely injured or killed
when inhaled. The Advanced Front Air Bags will not deploy in every type of collision. According
to crash statistics, children are safer when properly restrained in the rear seats rather than in
the front. Rotate the lumbar adjust lever downward to increase the lumbar support or upward to
decrease the lumbar support as desired. When returning the rear seatback to the upright
position, be sure the seat- back is latched. You could accidentally set the system or cause it to
go faster than you want. You could lose control and have a collision. Always leave the
Electronic Speed Control system off when you are not using it. Any release of the switch will
stop the movement, and the sunroof will remain in a partially open or closed position until the
switch is pressed again. Occupants, particularly unattended children, can become entrapped by
the power sunroof while operating the power sunroof switch. If buffeting occurs with the rear
windows open, adjust the front and rear windows together. Some of these radio features should
not be used when driving because they take your eyes from the road or your attention from
driving. Then select button 1â€”6. To determine if your radio has these features, press the Voice
Command button on the radio. NOTE: Your Touch-Screen Radio will usually automatically
switch to the appropriate mode when something is first connected or inserted into the system.
This requires the use of a 3. NOTE: The copy progress is shown in the lower left corner of the
screen. If you depart from the original route, your route is recalculated. A speed limit icon could
appear as you travel on major roadways. When at least one of the bars is green, your device has
acquired satellite signals. Live Resumes playback of Live content at any time while replaying
rewound content. Canadian Residents - visit This site will provide specific instructions based
on the type of mobile phone being paired. Automatic Transfer is indicated by a green arrow at
the bottom of the screen. The beep is your signal to give a command. Below are a list of voice
commands for each of the different modes. You proceed by saying one of the following
commands: â€” Activation will now occur for the programmed device i. The hand-held
transmitter of the device may also be used at any time. If the Watt 13 Amp power rating is
exceeded, the fuse protecting the system will need to be replaced. Do not insert any other
object in the power outlet as this will damage the outlet and blow the fuse. This may be
accomplished using a tow dolly or vehicle trailer. Residents or for Canadian Residents. A hot
engine cooling system is dangerous. You or others could be badly burned by steam or boiling
coolant. You may want to call an authorized dealer for service if your vehicle overheats. Remove

the scissors jack and lug wrench from the spare wheel as an assembly. Turn the jack screw to
the left to loosen the lug wrench, and remove the wrench from the jack assembly. NOTE: The
jack handle attaches to the side of the jack with two attachment points. There is a front and rear
jacking location on each side of the vehicle. Turn the jack screw to the left until the jack can be
placed under the jacking lo- cation. Once the jack is positioned, turn the jack screw to the right
until the jack head is properly engaged with the lift area closest to the wheel to be changed.
Mount the road tire on the axle. To ease the installation process for steel wheels with wheel
covers, install two lug nuts on the mounting studs which are on each side of the valve stem.
Install the lug nuts with the cone shaped end of the nut toward the wheel. The vehicle could be
damaged if the spare tire is mounted incorrectly. To allow jump-starting there are remote battery
posts located on the left side of the engine compartment. Do not attempt jump-starting because
the battery could rupture or explode and cause personal injury. Battery temperature must be
brought above the freezing point before attempting a jump-start. Turn your steering wheel right
and left to clear the area around the front wheels. The oil change indicator system will remind
you that it is time to take your vehicle in for scheduled maintenance. Based on engine operation
conditions, the oil change indicator message will illuminate. This means that service is required
for your vehicle. Refer to the maintenance schedules on the following page for the required
maintenance intervals. Rotate at the first sign of irregular wear, even if it occurs before the oil
indicator system turns on. This center contains cartridge fuses and mini fuses. Page Faq How
To? FAQ How To? Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have an
account? Sign up! Restore password. Upload from disk. Upload from URL. Quick Links. See
also: Owner's Manual , User Manual. Table of Contents. Be assured that it represents precision
your satisfaction. If you do not read this entire Owners Manual, you may miss important
information. Any modifications or alterations to this vehicle could seriously affect its
roadworthiness and safety and may lead to a collision resulting in serious injury or death.
These numbers can be used to order duplicate keys from your authorized dealer. Turn the
ignition switch to the ACC position, push the key and cylinder inward, rotate the key to the
LOCK position, and remove the key. Ignition Switch Positions 1 â€” If the Vehicle Security Light
thorized vehicle operation by disabling the engine. The Vehicle Security Light in the instrument
cluster will flash for 16 seconds. This shows that the Vehicle If something triggers the alarm,
and no action is taken to Security Alarm is arming. Release both buttons at the same time. Flash
Lights With Lock The feature will cause the turn signal lights to flash when 3. Illuminated
Approach â€” If Equipped This feature activates the headlights for up to 90 seconds 3. Test the
feature while outside of the vehicle by press- when the doors are unlocked with the RKE
transmitter. With the RKE transmitter buttons facing down, use a 2. Remove and replace the
battery. Avoid touching the flat blade screwdriver to pry the two halves of the RKE new battery
with your fingers. Skin oils may cause transmitter apart. A child could collision, lock the vehicle
doors as you drive as operate power windows, other controls, or move well as when you park
and leave the vehicle. Press this switch to lock or unlock the doors. The driver door is opened.
Close all doors and place the key in the ignition. Insert the tip of the ignition key or similar
flat-bladed object into the lock and rotate approxi- To provide a safer environment for children
riding in the mately one-quarter turn to the lock or unlock position as rear seat, the rear doors of
your vehicle have a Child Avoid trapping anyone in a vehicle in a collision. Remember that the
rear doors can only be opened from the outside when the Child-Protection locks are engaged.
Never leave children in a vehicle, with the keys in For vehicles not equipped with the Electronic
Vehicle the ignition switch. If this happens, pull the switch lightly to the Lift the window switch
fully upward to the second first detent and hold to close window manually. To pressure on the
ears or a helicopter-type sound in the disable the window controls on the other doors, press the
ears. Infants in rear facing child restraints should never ride 2. All occupants should always
wear their lap and in the front seat of a vehicle with a passenger Ad- shoulder belts properly.
People belted together can crash into one another in a collision, hurting one another badly. The
lap portion could ride too high on your body, possibly causing internal injuries. Always buckle
your belt into the buckle nearest you. To release the belt, push the red button on the buckle.
Children ALR and is being used for normal usage: 12 years old and under should always be
properly restrained in the rear seat. These head restraints are passive, deployable compo- This
system is designed to help prevent or reduce the nents, and vehicles with this equipment
cannot be readily You can recognize when the Active Head Restraint has been triggered by the
fact that they have moved forward as shown in step three of the resetting procedure. Pull down
then rearward towards the rear of the vehicle then down to engage the locking mechanism. The
AHR front soft foam and trim half should lock into the back decorative plastic half. The feature
is active whenever the ignition is on. Using a seat belt extender when not needed can increase
the risk of injury in a collision. Only use when the lap belt is not long enough when it is worn

low and snug, and in the recommended seating positions. Each air bag deploys independently;
a left side impact deploys the left air bag only and a right-side impact deploys the right air bag
only. Occupants, including children who are Advanced Front Air Bags work with the bolsters to
up against or very close to SAB or SABIC air bags can be provide improved protection for the
driver and front seriously injured or killed. Light in the instrument panel for approxi- mately four
to eight seconds for a self-check Ignoring the Air Bag Warning Light in your instru- when the
ignition is first turned on. In this way, the air bags do not interfere with your control of the
vehicle. The side air bag moves at a very covers the window. The air bag inflates in about 30
mil- high speed and with such a high force that it could injure liseconds about one-quarter of
the time that it takes to you if you are not seated properly, or if items are blink your eyes with
enough force to injure you if you The particles are a normal by-product of the process that
generates the non-toxic gas used for air Deployed air bags and seat belt pretensioners cannot
bag inflation. The air bags may inflate for your protection in a collision. Everyone in your vehicle
needs to be buckled up at all You should also make sure that you can install it in the times,
including babies and children. Children should remain rearward-facing until they reach Safety
experts recommend that children ride rearward- the highest weight or height allowed by their
convertible facing in the vehicle until they are two years old or until child seat. Children who are
large enough to wear the shoulder belt comfortably, and whose legs are long enough to bend 5.
They are just visible when you lean into the rear seat to install the child restraint. In addition,
there are tether strap anchorages Each will have a hook or connector to attach to the lower
behind each rear seating position located in the anchorage and a way to tighten the connection
to the panel between the rear seatback and the rear If the selected seating position has a
Switchable Auto- Never use the same lower anchorage to attach more matic Locking Retractor
ALR seat belt, stow the seat than one child restraint. This means the seat belt is now in the
Automatic Locking mode. Test that the child restraint is installed tightly by 3. Anchorage If the
buckle or the cinching latch plate is too close to the 1. If not possible, lower the head 4. Attach
the tether strap hook of the child restraint to restraint and pass the tether strap around the
outboard the top tether anchorage as shown in the diagram. They contain carbon AREA. Tires
Fluid Leaks Examine tires for excessive tread wear and uneven wear Check area under vehicle
after overnight parking for fuel, patterns. Adjust the mirror to center on the view through the
rear window. Headlight glare can be reduced by moving the small control under the mirror to
the night position toward the rear of the vehicle. To avoid damage to the mirror during cleaning,
never spray any cleaning solution directly onto the mirror. Apply the solution onto a clean cloth
and wipe the mirror clean. Vehicles and other objects seen in the passenger side convex mirror
will look smaller and farther away than they really are. Relying too much on your passenger side
convex mirror could cause you to collide with another vehicle or other object. Tilt the control in
the direction Outside Mirror â€” Driver Side you want the mirror to move. Adjust the outside
mirror to center on the adjacent lane of traffic, with a slight overlap of the view obtained on the
inside mirror. Continued An illuminated vanity mirror is on each sun visor. To use another
vehicle or other object. Use your inside mirror the mirror, rotate the sun visor down and swing
the when judging the size or distance of a vehicle seen in mirror cover upward. Actual button
location may vary with the ra- Any voice commanded system should be used only dio. Say the
designation you when the vehicle is not in motion. The first call will be on hold while the second
call is in progress. Where are you? To send 4. I need more direction. Can this wait? When this
happens, the connection When can we meet? Start a dialogue by pressing the Voice Command
button. Use the seat control switch to move the seat up, down, forward, rearward, or to tilt the
seat. Use the seatback control to adjust the angle of the seatback. Do not place any article
under a power seat or impede Moving a seat while driving could result in loss of its ability to
move as it may cause damage to the seat control which could cause a collision and serious
controls. Pull upward or push downward on the front or belts and while the vehicle is parked.
This may cause the seat heater to overheat. Sitting in a seat that has been overheated could
cause serious burns due to the increased surface tempera- ture of the seat. Adjusting a seat
while the vehicle is moving is dangerous. The sudden movement of the seat could cause you to
lose control. The seat belt might not be properly adjusted and you could be injured. Adjust the
seat only while the vehicle is parked. The recliner control is on the side of the seat. The control
lever is located releases the seatback to fold forward. Head restraints are designed to reduce
the risk of injury by restricting head movement in the event of a rear impact. To lower the head
restraint, press the push Active Head Restraints are passive, deployable compo- button, located
at the base of the head restraint, and push nents, and vehicles with this equipment cannot be
readily downward on the head restraint. To tilt the head restraint closer to the back of your
head, pull forward on the bottom of the head restraint. Push rearward on the bottom of the head
restraint to move the head restraint away from your head. If either of struck by an object such

as a hand, foot or loose the head restraints require removal, see your autho- cargo. Pull on the
loops shown in the picture position. Pull the hood release lever located under the left side of the
instrument panel. Lift the secondary latch located under the front edge of the hood, near the
center and raise the hood. Hood Prop Rod Hole Location Before closing the hood, make sure to
stow the prop rod in its proper location. The multifunction lever is located on the left side of the
steering column. To prevent possible damage, do not slam the hood to close it. Turn to the
second detent for detent AUTO , will activate the automatic headlight headlight operation.
Selecting high beam headlights The front fog light switch is on the multifunction will turn off the
front fog lights. Rotate the center portion of the lever up to increase the brightness of the
instrument panel lights when the park- ing lights or headlights are on. The wipers will resume
operation when tions make a single wiping cycle with a variable pause you turn the ignition
switch to the ON position again. If you activate the washer while the wiper control is in the delay
range, the wipers will operate in low-speed for two wipe cycles after releasing the lever and then
resume the intermittent interval previously selected. The wash function must be used in order to
Sudden loss of visibility through the windshield spray the windshield with washer fluid. It also
allows you to lengthen or approximately 10 seconds after the wipers are turned on shorten the
steering column. To tilt the steering column, move the steering When engaged, the Electronic
Speed Control takes over wheel upward or downward as desired. You could accidentally vehicle
will deactivate Electronic Speed Control without set the system or cause it to go faster than you
want. Each subsequent tap of The transmission may downshift on hills to maintain the the
button results in an increase of 1 mph 1. Do not erase channels when programming additional
buttons. When it changes, it is programmed. It may take door or gate motor. Do not run your
vehicle in the garage while programming the transceiver. FCC and IC rules. The sunroof and
sunshade will open automati- the ignition switch. Remove the obstruc- tion if this occurs. Next,
press the switch forward and Press the switch forward and release it within one-half release to
Express Close. This power outlet will also operate a conventional cigar lighter unit. If the Watt
13 Amp power rating is exceeded the fuse protecting the system will need to be replaced. The
optional ash receiver also comes with a cigar lighter that can be used with the power outlets. If
containers of hot liquid are placed in the bottle holder, they can spill when the door is closed,
burn- Glovebox Storage Compartment ing the occupants. The center console can be used for
storage and is also equipped with an electrical power outlet. The seatbacks fold down easily by
pulling position. If the seatback in not securely locked into nylon tabs between the seatbacks
and the bolsters. Rear Window Defroster Failure to follow these cautions can cause damage to
The rear window defroster button is located on the heating elements: the climate control Mode
knob. You can also turn the Temperature control to maximum heat, the Mode control to Floor
and 1. Temperature Gauge the Fan control to High. This allows the heater core to act The
temperature gauge shows engine coolant tempera- as a supplement to the radiator and aids in
removing heat ture. When the fuel level drops to approximately 7. Air Bag Warning Light 2.
Engine Temperature Warning Light belt remains unbuckled, the Seat Belt Warning Light will
This light warns of an overheated engine condi- flash or remain on continuously. Brake Warning
Light If brake failure is indicated, immediate repair is neces- sary. If the brake light turns on it
may indicate that the parking brake is applied, that Driving a vehicle with the brake light on is
danger- the brake fluid level is low, or that there is a problem with If the light does not
illuminate, have the light PARK. Fuel Cap Fault release the Trip Odometer button. See your
authorized When this message is displayed there is a engine oil dealer service center as soon
as possible. If a lights or headlights are turned on. This light monitors the ABS. This light will
Prolonged driving with the MIL on could cause come on when the ignition key is turned to the
damage to the engine control system. Equipped If you continue operating the vehicle when the
This light indicates that the transmission fluid Transmission Temperature Warning Light is
illumi- temperature is running hot. This may occur nated you could cause the fluid to boil over,
come in with severe usage, such as trailer towing. NOTE: The system will display the last known
outside temperature when starting the vehicle and may need to be driven several minutes
before the updated tempera- ture is displayed. To reset the oil change indica- tor system after
performing the scheduled maintenance , Your vehicle is equipped with an engine oil change
perform the following procedure: indicator system. When the ve- The compass heading
indicates the direction hicle is new, the compass may appear erratic and the the vehicle is
facing. If the compass appears erratic or inaccurate, and the variance has been properly set,
you may wish to manu- 5. Turn the ignition switch to the ON position. Leave the be kept away
from the top of the instrument panel. This is shift lever in PARK. This display will Average Fuel
Economy can be reset by pressing and continue until the vehicle runs out of fuel. This feature
have the headlights remain on for 0, 30, 60, or 90 seconds may be selected with or without the
Flash Lamp with when exiting the vehicle. The CD will automatically be pulled into only. The

radio display of file Discs created with an option such as keep disc open after names and folder
names is limited. For large numbers writing are most likely multisession discs. To create a
Press this button to change the display to time of day. Press the right switch ACC position to
operate the radio. Press this button to change the display from a large CD playing time display
to a small CD playing time display. MP3 exten- character extension sion as MP3 files. Pressing
the LIST button will bring up a list of all folders on the disc. The Sirius Satellite Radio service is
pre-activated, and you time of day will display for five seconds when the may begin listening
immediately to the one year of audio ignition is OFF. So if the track is at the bottom During Play
mode, pressing any of the buttons described of the list, just turn the wheel backward counterbelow, will bring up List mode. Only the current song that is playing will display info. The air
conditioning and heating system is designed to make you comfortable in all types of weather.
You compartment. Rotating the dial left can select either a primary mode as into the blue area of
the scale indicates identified by the symbols on the con Air is directed through the windshield
and side window demist outlets. Use this mode with maxi- NOTE: For all settings, except full
cold or full hot, there is mum blower and temperature settings for best wind- a difference in
temperature between the upper and lower shield and side window defrosting. However,
suggested control settings for various weather condi- under certain conditions, while in
Automatic Mode, tions. The Mix fogging. These non-adjustable outlets direct ing the cabin. Wait
10 to dures, it may be flooded. The idle speed is controlled automatically and it will Remember
to disconnect the engine block heater decrease as the engine warms up. Damage to the Volt
electrical cord could cause electrocution. Continued key in the ignition switch to warn you that
this safety warned not to touch the parking brake, brake pedal feature is inoperable. The engine
can be started and or the shift lever. You must NOTE: After selecting any gear range, wait a
moment to press the brake pedal to move the shift lever out of PARK allow the selected gear to
engage before accelerating. This is done to prevent driving. The trans- Transmission function is
monitored electronically for mission will operate normally in first and second gear. If a condition
is detected that could Shifts into third may be delayed to provide second gear result in
transmission damage, Transmission Limp Home operation at higher speeds. Overdrive
Operation The automatic transmission includes an electronically 4. Wait approximately 10
seconds. The transmission will 5. Restart the engine. The shift lever position display located in
the instrument A clutch within the torque converter engages automati- cluster indicates the
transmission gear range. Be sure to keep your foot on the brake pedal when moving the shift
lever between these gears. If tion key from the ignition and lock your vehicle. It provides the
smoothest upshifts and down- ignition to coast down a hill. These are unsafe shifts, and the
best fuel economy. This feature im- minated. The standard power steering system will give you
good This is due to the cold, thick fluid in the steering vehicle response and increased ease of
maneuverability system. To apply the parking brake, pull the lever up as firmly as Before leaving
the vehicle, make sure that the parking possible. To release the parking brake, pull the lever up
brake is fully applied. Apply the parking access to an unlocked vehicle. A child could braking
conditions. Your vehicle may be equipped with an optional ad- The ABS cannot prevent the
natural laws of physics vanced electronic brake control system that includes from acting on the
vehicle, nor can it increase the Anti-Lock Brake System ABS , Traction Control System traction
afforded by prevailing road conditions. If wheel spin is detected, brake capability during
emergency braking maneuvers. NOTE: design standards. If the TIN is not found on The TIN may
be found on one or both sides of the tire, the outboard side, then you will find it on the inboard
however, the date code may only be on one side. The maximum inflation pressure is molded
into the sidewall. Determine the combined weight of luggage and cargo being loaded on the
vehicle. That weight may not safely 1. Overloading of your tires is dangerous. Use tires of the
cause collisions. Continued sluggish response or over responsiveness in the steering. Keep
this in mind when checking tire pressure inside a garage, especially in After inspecting or
adjusting the tire pressure, al- the winter. Where speed limits or condi- tions are such that the
vehicle can be driven at high Combining radial ply tires with other types of tires speeds,
maintaining correct tire inflation pressure is very on your vehicle will cause your vehicle to
handle Traction levels may vary be- during the winter. You can identify if your vehicle is
equipped with a Do not install more than one compact spare tire and compact spare by looking
at the spare tire description on Since it is not the same as your original equipment tire, replace
or repair the The full size spare is for temporary emergency use only. When the tread is worn to
the Tires and the spare tire should be replaced after tread wear indicators, the tire should be
replaced. Failure to use characteristics. The benefits of rotation are especially worthwhile with
aggressive tread designs such as those on all season type tires. Rotation will increase tread
life, help to maintain mud, snow and wet traction levels, and contribute to a smooth, quiet ride.
Lots of snow or ice around the wheels or wheel 3. After driving the vehicle for up to 20 minutes

above housings. Gasoline with higher ethanol may be used in your vehicle. Use of additional
detergents exposure to E fuel. If you notice a pungent burning odor or Follow the precautions
below to prevent carbon some light smoke, your engine may be out of tune monoxide poisoning
Page Flexible Fuel 3. Have the exhaust system inspected every time the vehicle is raised. Have
any abnormal conditions repaired promptly. Until repaired, drive with all side windows fully
open. Ethanol vapors are extremely flammable and could cause serious personal injury. Never
have any smok- ing materials lit in or near the vehicle when remov- ing the fuel filler tube cap
gas cap or filling the tank. In the designed to be compatible with ethanol. If the gas cap is lost or
damaged, be sure the replacement cap is for use with this vehicle. If weighing the loaded
vehicle shows that you vehicle is to weigh it when it is fully loaded and ready for have exceeded
either GAWR, but the total load is within operation. The frontal area is the maximum height
multiplied by the It is important that you do not exceed the maximum maximum width of the
front of a trailer. A dangerous driving condition Weight-Carrying Hitch can result if either rating
is exceeded. Gross Trailer Wt. Trailer Tongue Wt. Continued trailer adds to the load on your
vehicle. Overloading can cause a loss of control, poor performance, or dam- vehicle and the
trailer such that the following four age to brakes, axle, engine, transmission, steering, Towing
Requirements â€” When towing you should allow for addi- loaded, it should have its own brakes
and they tional space between your vehicle and the vehicle should be of adequate capacity.
How- mission does not require a fluid level check before ever, if frequent shifting occurs while
in this range, select towing. A reduction in vehicle To reduce potential for engine and
transmission over- speed may be required to avoid extended driving at heating, take the
following actions: high RPM. Page Engine Oil Overheating 2. Park the vehicle on a firm, level
surface. Avoid ice or slippery areas. Do not attempt to change a tire on the side of the vehicle
close to moving traffic, pull far enough off the road to avoid the danger of being hit when
operating the jack or changing the wheel. Turn OFF the ignition. Carefully follow these tire
changing warnings to 6. Block both the front and rear of the help prevent personal injury or
damage to your wheel diagonally opposite the jack- vehicle If you need to get under a raised
vehicle, take it to a Jack Warning Label service center where it can be raised on a lift. Remove
the scissors jack and lug wrench from the spare wheel as an assembly. Turn the jack screw to
the left to loosen the lug wrench, and remove the wrench from the jack assembly. The plastic
trim has been cut away to expose the jacking locations on the body. Do not attempt to raise the
vehicle by jacking on locations other than those indicated in Step 3. Turn the jack screw to the
left until the jack can be placed under the jacking location. Once the jack is positioned, turn the
jack screw to the right until the jack head is properly engaged to the jacking location on the
wheel to be changed. Raising the vehicle higher than necessary can make the vehicle less
stable. It could slip off the jack and hurt someone near it. Raise the vehicle only enough to
remove the tire. Raise the vehicle by turning the jack screw to the right, using the swivel
wrench. Remove the wheel blocks and lower the jack until it is Road Tire Installation free.
Reassemble the lug wrench to the jack assem- bly and stow it in the spare tire area. Align the
valve notch in the wheel cover with the valve stem on the wheel. Install the cover by hand,
snapping the cover over the two lug nuts. Do not use a hammer or excessive force to install the
cover. Finish tightening the lug nuts. Tighten the lug nuts in a star pattern until To avoid the risk
of forcing the vehicle off the jack, each nut has been tightened twice. It can start anytime the
ignition switch is ON. You can be injured by moving fan blades. To remove the cover, press the
locking tab and pull upward on the cover. Do not allow vehicles to touch each other as this
could establish a ground connection and personal injury could result. Remove the rubber
cupholder liner. Squeeze one side of 7. Page Engine Compartment - 2. Page Engine
Compartment - 3. This system monitors further damage to the emission control system. It the
performance of the emissions, engine, and automatic could also affect fuel economy and
drivability. Turn the ignition switch to the ON position, but do not crank or start the engine.
Checking Oil Level Do not overfill the engine. Overfilling the engine To assure proper engine
lubrication, the engine oil must be will cause oil aeration, which can lead to loss of oil
maintained at the correct level. Check the oil level at regular pressure and an increase in oil
temperature. For best performance and maximum protection under all Do not use chemical
flushes in your engine oil as the types of operating conditions, the manufacturer only chemicals
can damage your engine. This engine oil improves low temperature tion of any additives other
than leak detection dyes to the starting and vehicle fuel economy. The engine oil filter should be
replaced with a new filter The air induction system air cleaner, hoses, etc. Your vehicle is
equipped with a maintenance-free battery. Do not allow battery fluid tenance required. Howtioning system. Disconnect the glove box door dampener from the slot on the side of the box.
Disengage the two retaining tabs that secure the filter 7. When installing the filter cover, make
sure the retaining tabs fully engage the cover. This share the same fluid reservoir. They contain

the vehicle body is a properly maintained engine exhaust carbon monoxide CO , which is
colorless and system. Inspect the entire system for leaks. Check cooling system pressure cap
are a safety precaution. Brake seal components could be been in a tightly closed container.
Therefore, do not add any fluid addi- tives to the transmission. Remove the dipstick and
determine if the fluid is hot or cold. Do not overfill. Vehicle body care requirements vary
according to geo- Routine fluid level checks are not required, therefore the graphic locations
and usage. To remove road dirt, wash with a mild soap solution fol- Do not use scouring pads,
steel wool, a bristle brush, lowed by rinsing. Do not use harsh cleaners or Cleaner to a clean,
damp cloth and remove stain. The lenses in front of the instruments in this vehicle are Do not
use volatile solvents for cleaning purposes. When cleaning the lenses, care Many are potentially
flammable, and if used in must be taken to avoid scratching the plastic. Align the liner in the
cupholder and press down firmly. Blue Relay 2 â€” 15 Amp Radio â€” Aluminum base bulbs are
not approved and should not Low Beam Headlamp be used for replacement. Raise the hood and
locate the connector behind the headlamp. Do not touch the new bulb with your fingers. Oil 6.
Reinsert the bulb and socket assembly and rotate contamination will severely shorten bulb life.
Access to the lamps through the lower fascia cutout is 1. Open the trunk and gently pull back
the trunk liner limited. Turn the steering wheel to allow access and remove 2. Grasp the tail
lamp and pull firmly outward pushing 4. Twist and remove socket from lamp. Remove bulb from
socket and replace. License Plate Lamp 1. Engine Oil â€” 2. If a Your vehicle is equipped with an
automatic oil change scheduled oil change is performed by someone other indicator system.
Inspect front suspension, tie rod ends, boot seals and replace if necessary. Inspect the brake
linings, parking brake function. Replace spark plugs 2. Change automatic transmission fluid
and filter if using your vehicle for any of the following: police, taxi, fleet, or frequent trailer
towing. Do only service work for which you have the knowledge and the right equipment. If you
have any doubt about your ability to perform a service job, take your vehicle to a competent mechanic. Page Chrysler Canada Inc. They are recom- vehicle components contain, or emit,
chemicals mended for your vehicle in order to help keep the vehicle known to the State of
California to cause cancer and operating at its best. Diagnostic Procedure Manuals are filled
with diagrams, charts and detailed illustrations. Use frequency signals. Mobile two-way radios
and telephone only fully shielded coaxial cable. Print page 1 Print document pages. Cancel
Delete. Sign In OR. Don't have an account? Sign up! Restore password. Upload from disk.
Upload from URL. Appear up every little thing you have to un
audi a4 b5 front bumper
2007 toyota rav4 manual
honda odyssey starter solenoid
derstand about your vehicle, all in a single location. Searching for data can be a breeze with
easy-to-follow classes that display you ways to produce one of the most within your driving
working experience. Find the abilities, safety and safety features and systems your car or truck
provides. Understand the fundamentals of caring on your car or truck or check out extra
sophisticated solutions at any time. Finally, we hope that this article is useful and able to be a
contributive reference for increasing your technological knowledge. So, if you find this writing
is valuable, you may share it on your web page so that the information here can be beneficial for
other people too. Do you have any tips for making your Dodge Avenger Owners Manual easier
to use? Please wait while flipbook is loading. Save my name, email, and website in this browser
for the next time I comment. Similar Post. Give a Comment Cancel Reply Save my name, email,
and website in this browser for the next time I comment.

