Free ford escape repair manual

Professional service and repair manuals for Ford Escape , as well as operating and
maintenance instructions for Ford Escape vehicles equipped with diesel engines of 2. See also:
Ford cars workshop manuals. The service manuals are distinguished by the highest level of
quality of the presented material, excellent structuredness and reliability of all the information
presented. These workshop manuals are recommended by professionals for both Ford Escape
drivers and professionals involved in the maintenance and repair of this car model. We should
also note a special section with a unique system for determining faults. The proposed system
allows not only to determine the cause of a particular problem, but also to fix it as quickly and
smoothly as possible. Tips and instructions for repair, maintenance and operation contained in
the book will help the owner of the car in preparation for the procedure of technical inspection,
as well as a collection of valuable, necessary, and often simply irreplaceable information in the
case of repairs in a normal garage workshop The operations at the service station will have a
very important and useful advisory function. Separate sections of the manuals include
operating instructions for Ford Escape , recommendations for maintenance and color schemes
of electrical equipment wiring diagrams of the machine. In addition, the materials of the
publication will provide the user with the necessary assistance in finding the necessary parts
Ford Escape. These service repair manuals will be useful to owners of Ford Escape cars,
mechanics, service stations, repair shops and car service centers. All content on the site
Carmanualsclub. The site administration does not bear any responsibility for illegal actions, and
any damage incurred by the copyright holders. Your email address will not be published. Save
my name, email, and website in this browser for the next time I comment. This site uses Akismet
to reduce spam. Learn how your comment data is processed. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Ford Escape. Leave a Reply Cancel
reply Your email address will not be published. This website uses cookies to improve your
experience. We'll assume you're ok with this, but you can opt-out if you wish. Accept Reject
Read More. Close Privacy Overview This website uses cookies to improve your experience
while you navigate through the website. Out of these, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. This category covers , , , , Ford Escape models. The Ford Escape is a compact
crossover vehicle produced by Ford starting in for the model year. The Escape is a five-door
SUV with a front-engine layout and either front-wheel-drive or four-wheel-drive. The Ford
Escape was developed and released with Mazda, a Japanese automaker, which sold its version
as the Mazda Tribute. The Mazda Tribute and the Ford Escape share the same roof and floor
panels and contain the same underpinnings constructed from the Ford CD2 platform. Ford
provided the optional V6 engine while Mazda supplied powertrains with respect to the base
inline-four engine. The second-generation Ford Escape was introduced in but began production
in for the model year. The third-generation Escape was released in for the model year. Most of
the internals of previous model years were carried over for the Escape but included a new
electronic stability control system and the Ford family navigation system. The
second-generation Escape also received some exterior styling changes including a new grille
with larger headlamps, cleaner body lines, and rounder wheel arches. Fix Your Stuff. Show
Other Languages. Author: Walter Galan and 4 other contributors. Create a Guide I Have This.
Replacement Guides Ford Escape air filter. Support Questions Ask a Question. Background and
Identification. Technical Specifications. Additional Information. View Statistics:. No air from
floor vents or defroster vents, only front vents. Repair guides and support for cars and trucks
by Ford Motor Company. This guide will show you how to replace the timing belt on the 2. This
is an interference motor. In their early days, Ford dominated the market with the introduction of
large-scale manufacturing assembly lines, allowing them to produce vehicles at an astonishing
rate. Nowadays, Ford is the 5 highest selling car brand in the world, and the second in the US.
Ford now functions globally, with manufacturing plants in nearly every continent. Older Ford
vehicles used a variety of logos previous to the change. Fix Your Stuff. Ford Repair. Show Other
Languages. Author: Andrew Optimus Goldheart and 4 other contributors. Create a Guide. Ford
Bronco. Ford Econoline E-Series. Ford Escape. Ford Expedition. Ford Explorer. Ford Falcon.

Ford Fiesta. Ford Focus. Ford Freestyle Taurus X. Ford Mustang. Ford Probe. Ford Ranger. Ford
Thunderbird. Featured Guides. Support Questions Ask a Question. Background and
Identification. Additional Information. View Statistics:. Why did my engine shut off with no
warning Ford Expedition. Remote Key lock not working Ford Focus. No air from floor vents or
defroster vents, only front vents. What is causing the creaking from the rear of my car? Here
you can download instructions, workshop manuals, service manuals, diagnostic programs,
parts catalogs for Ford cars of all models from different years of release. Your email address
will not be published. This site uses Akismet to reduce spam. Learn how your comment data is
processed. If you have any questions, please contact with us. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Related Posts. Ford Wiring Diagrams.
Ford Kuga â€” Fault Codes. Ford Owners Manual. Ford Diagnostic Trouble Codes. Leave a
Reply Cancel reply Your email address will not be published. Contact Contact Us. This website
uses cookies to improve your experience. We'll assume you're ok with this, but you can opt-out
if you wish. Accept Read More. Close Privacy Overview This website uses cookies to improve
your experience while you navigate through the website. Out of these, the cookies that are
categorized as necessary are stored on your browser as they are essential for the working of
basic functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may affect your browsing experience. Necessary Necessary. Non-necessary
Non-necessary. Quick Links. See also: Owner's Manual , User Manual. Table of Contents. Ford
escape hybrid automobile owner's manual pages. Page 3 1. Replacement components must be
new, genuine Ford Motor Company parts. Recycled, salvaged, aftermarket or reconditioned
parts including body parts, wheels or safety restraint components are not authorized by Ford.
Page 9 0. NOTE: Measurements are obtained on center, unless otherwise indicated. The frame
rail cannot be sectioned. It is mandatory that the replacement section be installed as delivered
at the original factory seam locations or collision energy management may be compromised.
Page 15 Sheet-Molded Composite SMC is a type of thermosetting plastic that uses glass fibers
or nylon fibers in combination with thermosetting polyester resins. When fully cured, SMC is
strong and rigid. SMC is similar, but not identical, to fiberglass. Page 16 Thermoplastic
Compounds Thermoplastic compounds are manufactured by a process that is reversible.
Thermoplastics can be remolded repeatedly by reheating. This characteristic of thermoplastics
makes plastic welding a possible repair alternative. A repair of thermoplastic compounds is still
possible through the use of 2-part adhesive and filler repair materials and reinforcements as
needed. Examples may include but are not limited to respirators and chemically resistant
gloves. Page 19 NOTE: To restore the vehicle to design intent, missing or damaged sound
deadeners and insulators should be installed with the correct service replacement component.
Sound deadeners in this illustration all use base part number 99P30A3. Page 23 Apply an open
flame to the corner of the damaged component. If the material crystallizes and becomes hard, it
is a thermosetting plastic. Page 24 Failure to follow this instruction may increase the risk of
serious personal injury or death in a crash. NOTE: When using any Ford-approved refinishing
product, it is recommended to stay within the same paint system throughout the process. For
example, do not use one manufacturer's primers and another manufacturer's topcoats. Page 25
9. Proceed with the refinish process and follow the Ford-approved paint system procedures.
Steps may vary between paint manufacturers. Page 27 HVTB be removed from the vehicle prior
to placing in the paint booth. For additional information, refer to Section Finish-sand, prime and
topcoat using Ford-approved paint systems. Thermoplastic Compounds 1. In deciding whether
to repair or install a new component follow these guidelines. Page 28 Section Finish-sand the
area and carry out any required paint operations using Ford-approved paint systems. Tab
Repair â€” Bumper 1. NOTE: Inspect the bumper cover to determine if part can be repaired to an
acceptable level of quality of appearance, fit and durability. Page 29 HVTB be removed from the
vehicle prior to placing in the paint booth. For additional information, refer to Section Perform
any required paint repair operations to the bumper cover using Ford-approved paint systems.
Reassemble and install the bumper cover. For additional information, refer to Section Page 31 7.
Apply the product to the vehicle keeping the solution wet and lightly agitate for 5 to 7 minutes.
For severe conditions, work the product for up to 8 minutes. Page 34 4. Air pressure setting for
applicator gun is kPa psi. The spray nozzle provides a degree spray pattern. Insert the wand as

far as possible into the access hole, pull the trigger and wait seconds and slowly pull the wand
out of the access hole. Page 35 4. NOTE: Door frame opening view. Apply rust inhibitor to the
closed channel portion of the spot weld flange areas using the short, hook-shaped wand. Make
sure horizontal surfaces are well protected as they are more susceptible to corrosion. Wire
brush the area and make sure the surfaces are free of oil, dirt and other foreign material. Carry
out the undercoating process in the following sequence. Page 37 4. NOTE: Full frame vehicle,
front rail-to-mid rail section repair shown. Apply undercoat material to the exposed surfaces
after carrying out the welding process. Make sure to completely cover any bare metal areas.
Welding within 50 mm 1. For additional restraints anchoring location information, refer to
Section A Section B. For additional information, refer to Section Proceed with the refinish
process following Ford-approved paint guidelines. Page 42 2. Place the welded sample in a vise
and perform destructive weld tests by peeling the scrap metal apart using large lock-type pliers.
Measure the weld nugget to determine that the nugget meets Ford weld nugget requirements. If
the weld nugget does not meet required size, adjust welder settings until the correct weld
nugget size is achieved. Page 43 Use seam sealer wherever a cosmetic seam sealer is required.
Mix and apply primer surfacer per Ford-approved paint recommendations. Page 44 Mix and
apply basecoat per paint manufacturer's recommendations. Mix and apply clearcoat per paint
manufacturer's recommendations. Refinishing materials may be force- dried following paint
manufacturer's recommendations. Apply rust inhibitor or undercoating as required to provide
corrosion protection to the repair area. Weld-Bonding â€” Page 45 Section Mix and apply
basecoat per Ford-approved paint recommendations. Mix and apply clearcoat per
Ford-approved paint recommendations. Page 48 Carefully remove the spot welds in the window
opening. Failure to follow these instructions may result in serious personal injury. Using a
suitable disc grinder, grind along the perimeter of the outer door panel to separate the hem
edges as indicated. Page 49 Installation 1. Prepare the door shell assembly. Plug welds should
equal spot welds in both location and quantity. Page 50 7. Sand and prime the flange area and
apply a continuous bead of seam sealer to the entire door hem flange perimeter. Prime and
paint the door flange area using a Ford-approved paint system. Apply rust inhibitor to the inside
of the door assembly to all hem flange and upper belt line areas. Page 51 Failure to follow these
instructions may compromise structural integrity of the vehicle. For additional information, refer
to Section Proceed with the refinish process following Ford-approved paint recommendations.
Page 59 2. Remove the luggage rack if equipped. Remove the luggage rack mounting screws 10
required. Remove the headliner. For additional information, refer to Section 4. Remove the roof
opening panel if equipped. For additional information, refer to Section 5. Page 60 7. From inside
the vehicle, leaving as much of the foam as possible intact, separate the NVH foam along the
roof bows from the roof panel using a flexible and sharp broad scraper or knife. Remove drill
out all the roof panel spot welds from the roof panel windshield header and all mating flanges.
Page 61 6. Make sure good contact is made with the foam repair and carefully clamp the roof
panel on all sides. Plug welds should be staggered to avoid placement directly over old spot
weld. Page 62 2 hours, scuff the surface using a red scuff pad. Refinish the roof and repair area
following Ford-approved paint system recommendations. Allow refinishing materials sufficient
cure time to permit safe handling refer to paint manufacturer's specification and install the roof
ditch molding. This manual is also suitable for: Mariner Escape hybrid Mariner hybrid Print page
1 Print document 63 pages. Cancel Delete. Sign In OR. Don't have an account? Sign up! Restore
password. Upload from disk. Upload from URL. You Fix Cars has thousands of auto service
repair manuals for your Ford - download your manual now! Ford service repair manuals. Skip to
content. Aerostar 76 manuals. Aspire 43 manuals. Bantam 9 manuals. Bronco manuals. Bronco
II 10 manuals. C 1 manual. C-MAX 5 manuals. C-Max Energi 2 manuals. C-Max Hybrid 3 manuals.
Capri 14 manuals. Contour 42 manuals. Cortina 1 manual. Cougar 19 manuals. Courier 30
manuals. Crown Victoria manuals. E 54 manuals. E 35 manuals. E 49 manuals. E-Series 4
manuals. Econoline 81 manuals. Ecosport 8 manuals. Edge manuals. Escape manuals. Escort
manuals. Excursion 89 manuals. Expedition manuals. Explorer manuals. F manuals. F 60
manuals. F Super Duty 5 manuals. F 38 manuals. F 5 manuals. Fairlane 56 manuals. Falcon
manuals. Festiva manuals. Fiesta manuals. Five Hundred 61 manuals. Flex manuals. Focus
manuals. Focus ST 4 manuals. Freestar 89 manuals. Freestyle 62 manuals. Fusion manuals.
Fusion Energi 3 manuals. Fusion Hybrid 2 manuals. Galaxy 19 manuals. Granada manuals. GT
73 manuals. GT 1 manual. Ka 25 manuals. Kuga 24 manuals. Laser 56 manuals. Limited 39
manuals. LTD 8 manuals. Maverick 65 manuals. Model U 21 manuals. Monarch 1 manual.
Mondeo manuals. Mustang manuals. Orion manuals. Pilot 19 manuals. Popular manuals. Probe
21 manuals. Puma 22 manuals. Ranger manuals. Scorpio manuals. Shelby GT 3 manuals.
Shelby GT 33 manuals. Sierra manuals. Taunus 1 manual. Taurus manuals. Taurus X 13
manuals. Telstar 31 manuals. Tempo 9 manuals. Territory 10 manuals. Think 1 manual.

Thunderbird manuals. Tracer 24 manuals. Transit Connect 42 manuals. Triton 5 manuals.
Windstar manuals. Quick Links. See also: Owner's Manual. Instrument Cluster. Warning and
control lights. Entertainment Systems. Climate Controls. Heater only. Manual heating and air
conditioning. Rear window defroster. Turn signal control. Bulb replacement. Driver Controls.
Steering wheel adjustment. Power windows. Speed control. Message center. Locks and
Security. Anti-theft system. Page 3 Ford Motor Company. Ford may change the contents without
notice and without incurring obligation. Page 4: Introduction State of California to cause cancer
and birth defects or other reproductive harm. Please take the time to get well acquainted with
your vehicle by reading this handbook. The more you know and understand about your vehicle,
the greater the safety and pleasure you will derive from driving it. In this guide, answers to such
questions are contained in comments highlighted by the warning triangle symbol. These
comments should be read and observed. Page 6 In order to properly diagnose and service your
vehicle, Ford Motor Company, Ford of Canada, and service and repair facilities may access
vehicle diagnostic information through a direct connection to your vehicle when diagnosing or
servicing your vehicle. To access this information, special equipment must be directly
connected to the recording modules. Ford Motor Company and Ford of Canada do not access
event data recorder information without obtaining consent, Page 8: Vehicle Symbol Glossary
Introduction These are some of the symbols you may see on your vehicle. Many lights will
illuminate when you start your vehicle to make sure the bulb works. Page 11 Instrument Cluster
Check fuel cap: Illuminates when the fuel cap may not be properly installed. Continued driving
with this light on may cause the Service engine soon warning light to come on. Refer to Fuel
filler cap in the Maintenance and Specifications chapter. Without message center With message
center Brake system warning light: To Page 12 Instrument Cluster Air bag readiness: If this light
fails to illuminate when ignition is turned to ON, continues to flash or remains on, have the
system serviced immediately. A chime will also sound when a malfunction in the supplemental
restraint system has been detected. Page 13 Instrument Cluster Four wheel drive indicator if
equipped : Illuminates when ignition is first turned ON to check bulb. Blinking indicator
indicates system has been disabled or requires service. Without message center With message
center Displays when four-wheel drive system requires service. Anti-theft system: Flashes when
the Securilock Passive Anti-theft Page Gauges Instrument Cluster High beams: Illuminates
when the high beam headlamps are turned on. Page 15 Instrument Cluster Engine coolant
temperature gauge: Indicates engine coolant temperature. If it enters the red section, the engine
is overheating. Stop the vehicle as soon as safely possible, switch off the engine and let the
engine cool. Page 16 Instrument Cluster Fuel gauge: Indicates approximately how much fuel is
left in the fuel tank when the ignition is in the ON position. The fuel gauge may vary slightly
when the vehicle is in motion or on a grade. The arrow near the fuel pump icon indicates which
side of the vehicle the fuel filler door is located. Page 19 Due to technical incompatibility, certain
recordable and re-recordable compact discs may not function correctly when used in Ford CD
players. Irregular shaped CDs, CDs with a scratch protection film attached, and CDs with
homemade paper adhesive labels should not be inserted into the CD player. The label may peel
and cause the CD to become jammed. Irregular shaped CDs, CDs with a scratch protection film
attached, and CDs with homemade paper adhesive labels should not be inserted Page 21
Entertainment Systems into the CD player. It is recommended that homemade CDs be identified
with permanent felt tip marker rather than adhesive labels. Ballpoint pens may damage CDs.
Please contact your dealer for further information. If your vehicle has a stand alone clock this
control will not function. Page 23 Entertainment Systems SIDE 1â€”2: Works in tape mode only.
Press to play reverse side of the tape. Your Audiophile radio comes equipped with Satellite
ready capability. The kit to enable Satellite reception is available through your Ford dealer.
Detailed Satellite instructions are included with the dealer installed kit. Page 26 In CD mode,
press to access the desired disc. The kit to enable the Satellite reception is available through
your Ford dealer. Detailed satellite instructions are included with the dealer installed kit. Page
27 Due to technical incompatibility, certain recordable and re-recordable compact discs may not
function correctly when used in Ford CD players. Page 29 Due to technical incompatibility,
certain recordable and re-recordable compact discs may not function correctly when used in
Ford CD players. Page 30 Entertainment Systems 2. The system will beep. When the first six
strong stations are filled, the strongest station will start playing. Page 31 Entertainment
Systems the hour set control H to set the hours. Press CLK again to disengage clock mode.
Page 32 Entertainment Systems In CD mode, press to listen the next or previous track. Page 33
Entertainment Systems 2. When MP3 selection text is shown on the message display, its
corresponding text indicator Fi, So, Ar, or AL is shown in the elapsed time display. Page 35 Due
to technical incompatibility, certain recordable and re-recordable compact discs may not
function correctly when used in Ford CD players. Page 36 Entertainment Systems Page 37 Due

to technical incompatibility, certain recordable and re-recordable compact discs may not
function correctly when used in Ford CD players. Page 38 Entertainment Systems 2. The radio
will resume playing. Tape Eject: Press to eject the cassette. The Dolby noise reduction system
is manufactured under license from Dolby Laboratories Licensing Corporation. The last text
field shown on the display will become the new display message default. TEXT is also available
when equipped with Satellite radio. Your radio comes equipped with Satellite ready capability.
The kit to enable Satellite reception is available through your dealer. Page 41 Entertainment
Systems Scan: Press to hear a brief sampling of all listenable stations, tape selections or CD
tracks. Press again to stop. Page 43 Due to technical incompatibility, certain recordable and
re-recordable compact discs may not function correctly when used in Ford CD players. Fan
speed adjustment: Controls the volume of air circulated in the vehicle. Air flow selections:
Controls the direction of the airflow in the vehicle. See the following for a brief description on
each control. Page Manual Heating And Air Conditioning Climate Controls Do not place objects
on top of the instrument panel as these objects may become projectiles in a collision or sudden
stop. Rotate to the second position to also turn on the headlamps. Headlamp battery saver The
battery saver will shut off the exterior lamps 10 minutes after the ignition switch has been
turned off if the headlamp control is in position. Page 48 Lights 1. Turn the key to the 1 LOCK
position. Rotate the headlamp control to the autolamp position. Rotate the headlamp control to
the OFF position. Turn the key to the 3 RUN position. Turn the key back to the 1 LOCK position.
Page 49 Lights Smart park lamps if equipped If your vehicle is equipped with the DRL and
autolamp features, your park lamps will turn on automatically when lighting conditions are dark
and DRLs are activated the headlamp control is in the OFF position. High beams Push the lever
toward the instrument panel to activate. If your vehicle has been in an accident the alignment of
your headlamps should be checked by a qualified service technician. Vertical aim adjustment 1.
Page Turn Signal Control Lights 4. On the wall or screen you will observe a light pattern with a
distinct horizontal edge of high intensity light towards the right. If this edge is not at the
horizontal reference line, the beam will need to be adjusted. Page 54 Lights Replacing the
interior bulbs Check the operation of all bulbs frequently. Replacing headlamp bulbs 1. Make
sure that the headlamp control is in the OFF position and open the hood. Press down on the
wire retainer to release it and access the back of the headlamp assembly. Page 55 Lights
Highbeam bulb replacement 4. Locate the bulb that is the most center in the vehicle and remove
the electrical connector by pulling it straight off. Loosen the retainer clip by squeezing the top
of it while pulling it away from the bulb socket. Follow the same steps to replace either bulb: 1.
Make sure the headlamp switch is in the OFF position and then open the liftgate to expose the
lamp assemblies. Page 57 Lights 3. Pull the bulb out from the socket and push in the new bulb.
Install the bulb socket in lamp assembly turning it clockwise. To install, press the lamp
assembly into liftgate. Replacing high-mount brake lamp bulbs To remove the lamp assembly:
1. Adjust the rotary control to the desired speed setting. For normal or low speed wiper
operation, move control down two positions from OFF. For high speed wiper operation, move
control down three positions from OFF. For normal speed rear wiper operation, rotate control
upward to To activate the rear washer, rotate the control to the position and release. Page
Steering Wheel Adjustment Driver Controls To prolong the life of the wiper blades, it is highly
recommended to scrape off the ice on the windshield before turning on the wipers. The layer of
ice has many sharp edges and can damage the micro edge of the wiper rubber element. Close
the storage compartment door 3 to verify proper fit. Do not hold the lighter in with your hand
while it is heating, this will damage the lighter element and socket. The lighter will be released
from its heating position when it is ready to be used. Page Speed Control Driver Controls
Heated outside mirrors if equipped Both mirrors are heated automatically to remove ice, mist
and fog when the rear window defrost is activated. Do not remove ice from the mirrors with a
scraper or attempt to readjust the mirror glass if it is frozen in place. Page 66 Driver Controls
Setting speed control The controls for using your speed control are located on the steering
wheel for your convenience. Press the ON control and release 2. Accelerate to the desired
speed. Note: When you turn off the speed control or the ignition, your speed control set speed
memory is erased. These include: 1. Press and release the rear portion of the control. To stop
motion at any time during the one-touch opening, press the control a second time. Page 71
Driver Controls 2. Record the highway fuel economy for future reference. It is important to press
the SET control after setting the speed control to get accurate highway fuel economy readings.
Distance to empty DTE Selecting this function from the INFO menu will give you an estimate of
how far you can drive with the fuel remaining in your tank Page 72 Driver Controls System
check Selecting this function from the INFO menu causes the message center to cycle through
each of the systems being monitored. For each of the monitored systems, the message center
will indicate either an OK message or a warning message for three seconds. Page 73 Driver

Controls 3. Press and hold the SET control for 2 seconds to set the language choice. Service
emission sys Check fuel cap Low brake fluid Service brake system Check left headlamp Check
right headlamp Check left high beam Check right high beam Check left turn lamps Check right
turn lamps Engine change oil soon Displayed when the liftgate or liftgate glass is not
completely closed. Press SET to reset display. Displayed when the park brake is on. If the
warning stays on after the park brake is off, contact your dealer as soon as possible. To open
the liftgate, pull the left side of the liftgate handle. Page 78 Driver Controls Ensure that the posts
are properly latched in mounting features. The cover may cause injury in a sudden stop or
accident if it is not securely installed. Do not place any objects on the cargo area shade. They
may obstruct your vision or strike occupants of vehicle in the case of a sudden stop or
collision. Page 79 Driver Controls To adjust the cross-bar if equipped position: 1. Loosen the
thumbwheel at both ends of the cross-bar both cross-bars are adjustable. Slide the cross-bar to
the desired location. Tighten the thumbwheel at both ends of the cross-bar. To remove the
cross-bar assembly if equipped from the roof rack side rails: 1. Page 80 Driver Controls To
reinstall the cross-bar assembly if equipped to the roof rack side rails: 1. Ensure that both
cross-bar assemblies are installed with the F front arrow facing towards the front of the vehicle.
Use a long, flat object to depress the tongue in the endcaps on both sides of the cross-bar.
Page 81 45 kg. Distribute the loads as evenly as possible on both the roof and inner rack, when
extended or stowed. Always secure loads by using the tie down loops or rack accessories
available from your local Ford Dealership. To extend the inner rack: 1. Page 82 Driver Controls
3. Slide the inner rack rearward, with an initial pull to release the rack from its stowed position,
until it has completely extended and stops. Lower the inner rack by pivoting at the hinges of the
rack. Do not pivot the inner rack downward until it has been completely extended. Page 83
Driver Controls 6. Figure shows foot A clicked into place correctly. With the locking tab B
exposed on the foot, this figure shows the rack is not installed correctly. Repeat steps 3
through 5 and secure the rack before loading cargo. Page 84 Driver Controls To stow the inner
rack: 1. Rotate the handle on the lift bar of the inner rack in the direction of the arrows on the
handle and pull the inner rack away from the bumper. Lift the inner rack pivoting at the hinges.
Page 85 Driver Controls 5. Lift the feet over the side rails and lock them into place. Ensure both
feet are locked and secured into place. To adjust the cross-bar assembly on the inner rack: 1.
Loosen the screws on the cross-bar with a T Torx driver. Page 86 Driver Controls Always stow
the inner rack on the roof when using an automated car wash. Do not attempt to open the
liftgate or rear window when the rack is in the down position. This may damage the rack or your
vehicle. Always carry a spare key with you in case of an emergency. Your keys are programmed
to your vehicle; using a non-programmed key will not permit your vehicle to start. If you lose
your dealer supplied keys, replacement keys are available through your authorized dealer. Page
88 Locks and Security 7. The horn will chirp one time to confirm the programming mode has
been exited. Repeat the procedure to turn the feature on or off. The childproof locks are located
on rear edge of each rear door and must be set separately for each door. The remote entry
system allows you to lock or unlock all vehicle doors without a key. Page 91 Locks and Security
and the perimeter alarm if equipped will start the arming process. For more information
concerning the perimeter alarm, refer to Perimeter alarm system if equipped later in this
chapter. Press and release again within three seconds to confirm that all the doors and liftgate
are closed and locked. Page 92 Locks and Security 2. Do not wipe off any grease on the battery
terminals on the back surface of the circuit board. Remove the old battery. Note: Please refer to
local regulations when disposing of transmitter batteries. Insert the new battery. Refer to the
diagram inside the remote entry transmitter for the correct orientation of the battery. Page 93
Locks and Security To reprogram the remote entry transmitters: 1. Ensure the vehicle is
electronically unlocked. Put the key in the ignition. Use of these systems may result in vehicle
starting problems and a loss of security protection. Note: Large metallic objects, electronic
devices that are used to purchase gasoline or similar items, or a second coded key on the same
key chain may cause vehicle starting issues. Page 95 Locks and Security If a problem occurs
with the SecuriLock system, the indicator will flash rapidly or glow steadily when the ignition is
in the 3 RUN position. If this occurs, the vehicle should be taken to an authorized dealer for
service. Page 96 Locks and Security Programming spare keys You can program your own
coded keys to your vehicle. Page 97 Locks and Security 9. Remove the newly programmed
coded key from the ignition. Page 98 Locks and Security When you press the control on the
remote entry transmitter twice within three seconds, the horn will chirp once to confirm the
doors, liftgate and hood are closed and locked, and the alarm is set. Do not pile cargo higher
than the seatbacks to reduce the risk of injury in a collision or sudden stop. Page Seating and
Safety Restraints Adjusting the front manual seat Lift handle to move seat forward or backward.
Pull lever up to adjust seatback. Adjusting the front power seat if equipped The control is

located on the outboard side of the seat cushion. Press to raise or lower the front portion of the
seat cushion. Page Seating and Safety Restraints Press to raise or lower the rear portion of the
seat cushion. Press the control to move the seat forward, backward, up or down. Page Seating
and Safety Restraints The head restraints can be moved up and down. Lift the head restraint so
that it is located directly or as close as possible behind your head. Push control to lower or
remove head restraint. Folding down rear seats 1. Page Seating and Safety Restraints 3. Pull the
seat release control. Note: Make sure the floor is clear of all objects before folding the seat. Flip
seat forward. Attach the safety belt web snap button to the quarter trim panel snap button. Page
Seating and Safety Restraints 5. To release seatback, pull the seatback release lever on top of
seat toward the front seat. Note: When the seatback release lever is pulled, slowly lower
seatback to the flat position. Page Seating and Safety Restraints 2. Rotate seat cushion down
into the seating position making sure that the seat cushion is locked into place and that the
safety belt buckles are exposed. Make sure safety belt buckle heads are through elastic holders
on seat backs. Lift the yellow tab to release the hinges. Pull the cushion to the outboard side of
the vehicle. To install the rear cushion 1. Push the cushion to the inboard side of the vehicle.
The system is designed to help protect smaller drivers sitting close to the driver airbag by
providing a lower airbag output level. Page Seating and Safety Restraints Front safety belt
usage sensors The front safety belt usage sensors detect whether or not the driver and front
outboard passenger safety belts are fastened. This information allows your Personal Safety
System to tailor the airbag deployment and safety belt pretensioner activation depending upon
safety belt usage. Page Seating and Safety Restraints If any of these things happen, even
intermittently, have the Personal Safety System serviced at your dealership or by a qualified
technician immediately. Unless serviced, the system may not function properly in the event of a
collision. Safety restraints precautions Always drive and ride with your seatback upright and the
lap belt snug and low across the hips. Page Seating and Safety Restraints Always transport
children 12 years old and under in the back seat and always properly use appropriate child
restraints. Safety belts and seats can become hot in a vehicle that has been closed up in sunny
weather; they could burn a small child. Check seat covers and buckles before you place a child
anywhere near them. Page Seating and Safety Restraints All safety belts in the vehicle are
combination lap and shoulder belts. The passenger safety belts have two types of locking
modes described below: Vehicle sensitive mode This is the normal retractor mode, which
allows free shoulder belt length adjustment to your movements and locking in response to
vehicle movement. As the belt retracts, you will hear a clicking sound. This indicates the safety
belt is now in the automatic locking mode. Page Seating and Safety Restraints Safety belt height
adjustment Your vehicle has safety belt height adjustments at the front outboard seating
positions. Adjust the height of the shoulder belt so the belt rests across the middle of your
shoulder. To adjust the shoulder belt height, squeeze and hold the buttons on the side and slide
the height adjuster up or down. Page Seating and Safety Restraints Use only extensions
manufactured by the same supplier as the safety belt. Manufacturer identification is located at
the end of the webbing on the label. Also, use the safety belt extension only if the safety belt is
too short for you when fully extended. The warnings are the same for the driver and the front
passenger. If the BeltMinder warnings have expired warnings for approximately 5 minutes for
one occupant driver or front passenger , the other occupant can still activate the BeltMinder
feature. Belts are Ford designs its safety belts to enhance comfort. If uncomfortable you are
uncomfortable - try different positions for the safety belt upper anchorage and seatback which
should be as upright as possible; Sitting on the safety belt will increase the risk of injury in an
accident. To disable one-time or deactivate the BeltMinder feature please follow the directions
stated below. Page if equipped , shoulder belt guide on seatback if equipped , child safety seat
LATCH and tether anchors, and attaching hardware, should be inspected after a collision. Ford
Motor Company recommends that all safety belt assemblies in use in vehicles involved in a
collision be replaced. Page Do not attempt to service, repair, or modify the airbag supplemental
restraint systems or its fuses. See your Ford or Lincoln Mercury dealer. Modifications to the
front end of the vehicle, including frame, Page Seating and Safety Restraints Children and
airbags Children must always be properly restrained. Accident statistics suggest that children
are safer when properly restrained in the rear seating positions than in the front seating
position. Failure to follow these instructions may increase the risk of injury in a collision. Page
Seating and Safety Restraints The airbags inflate and deflate rapidly upon activation. After
airbag deployment, it is normal to notice a smoke-like, powdery residue or smell the burnt
propellant. This may consist of cornstarch, talcum powder or sodium compounds which may
irritate the skin and eyes, but none of the residue is toxic. The front passenger seat-mounted
side airbag if equipped will be deactivated if the sensor detects an empty seat; otherwise, the
seat-mounted side airbag will be enabled. Page Seating and Safety Restraints The indicator light

is located in the center stack of the instrument panel just below the radio. Page Do not attempt
to service, repair, or modify the Safety Canopy system, its fuses, the A, B, or C pillar trim, or the
headliner on a vehicle containing a Safety Canopy. All occupants of the vehicle including the
driver should always Page Seating and Safety Restraints To reduce risk of injury, do not
obstruct or place objects in the deployment path of the inflatable Safety Canopy. How does the
Safety Canopy system work? The design and development of the Safety Canopy system
included recommended testing procedures that were developed by a group of Page Seating and
Safety Restraints The Safety Canopy system is designed to active when the vehicle sustains
lateral deceleration sufficient to cause the RCM to initiate Safety Canopy inflation or when a
certain likelihood of a rollover event is detected by the rollover sensor. The Safety Canopy is
mounted to roof side-rail sheet metal, behind the headliner, above the first and second row
seats. Page Do not attempt to service, repair, or modify the airbag SRS, its fuses or the seat
cover on a seat containing an airbag. All occupants of the vehicle should always wear their
safety belts Page Seating and Safety Restraints How does the side airbag system work? The
design and development of the side airbag system included recommended testing procedures
that were developed by a group of automotive safety experts known as the Side Airbag
Technical Working Group. Page Seating and Safety Restraints to inflate in side-impact
collisions, not roll-over, rear-impact, frontal or near-frontal collisions, unless the collision
causes sufficient lateral deceleration. Several air bag system components get hot after inflation.
Do not touch them after inflation. If the side airbag has deployed, the airbag will not function
again. Also see Airbag supplemental restraint system SRS in this chapter for special
instructions about using airbags. Important child restraint precautions You are required by law
to use safety restraints for children in the U. Page To improve the fit of both the lap and
shoulder belt on children who have outgrown child safety seats, Ford Motor Company
recommends use of a belt-positioning booster. Booster seats position a child so that safety
belts fit better. They lift the child up so that the lap belt rests low across the hips and the knees
bend comfortably. Page Seating and Safety Restraints Follow all instructions provided by the
manufacturer of the booster seat. Never use pillows, books, or towels to boost a child. Page 80
lb. Ford recommends the use of a child safety seat having a top tether strap. Page Seating and
Safety Restraints 1. Position the child safety seat in a seat with a combination lap and shoulder
belt. Children 12 and under should be properly restrained in the rear seat whenever possible.
Pull down on the shoulder belt and then grasp the shoulder belt and lap belt together. Page
Seating and Safety Restraints 4. Insert the belt tongue into the proper buckle the buckle closest
to the direction the tongue is coming from for that seating position until you hear a snap and
feel the latch engage. Make sure the tongue is latched securely by pulling on it. Page Seating
and Safety Restraints 8. Allow the safety belt to retract to remove any slack in the belt. Before
placing the child in the seat, forcibly tilt the seat forward and back to make sure the seat is
securely held in place. To check this, grab the seat at the belt path and attempt to move it side
to side and forward and back. Locate the correct anchor for the selected seating position. There
are three tether anchors located on the headliner at the rear of the vehicle. Clip the tether strap
to the anchor as shown. The arrow in the above graphic points toward the front of the vehicle.
Page Seating and Safety Restraints Attaching safety seats with LATCH Lower Anchors and
Tethers for Children attachments for child seat anchors Some child safety seats have two rigid
or webbing mounted attachments that connect to two anchors at certain seating positions in
your vehicle. This type of child seat eliminates the need to use safety belts to attach the child
seat. Page Seating and Safety Restraints The lower anchors for child seat installation are
located at the rear section of the second row seat between the cushion and seat back. Utility
vehicles and trucks are not designed for cornering at speeds as high as passenger cars any
more than low-slung sports cars are designed Page Tires, Wheels and Loading Power is
supplied to all four wheels through a transfer case or power transfer unit. Information on
transfer case operation and shifting procedures can be found in the Driving chapter.
Information on transfer case maintenance can be found in the Maintenance and Specification
chapter. Page 10 to 12 inches or limited production tires as defined in Title 49 Code of Federal
Regulations Part Department of Transportation-Tire quality grades: The U. Department of
Transportation requires Ford to give you the following information about tire grades exactly as
the government has written it. The relative performance of tires depends upon the actual
conditions of their use, however, and may depart significantly from the norm due to variations
in driving habits, service practices, and differences in road characteristics and climate. Page if
equipped , at least monthly and before long trips. You are strongly urged to buy a reliable tire
pressure gauge, as automatic service station gauges may be inaccurate. Ford recommends the
use of a digital or dial type tire pressure gauge rather than a stick type tire pressure gauge.
Page Always inflate your tires to the Ford recommended inflation pressure even if it is less than

the maximum inflation pressure information found on the tire. Page Changing Tires Only use
replacement tires and wheels that are the same size and type such as P-metric versus LT-metric
or all-season versus all-terrain as those originally provided by Ford. Use of any tire or wheel not
recommended by Ford can affect the safety and performance of your vehicle, which could result
in an increased risk of loss of vehicle control, vehicle rollover, personal injury and death. The
use of tire sealants may damage your tires. This tire will have the words Temporary Use Only
molded into the tire sidewall. Page Ford. If the dissimilar spare tire or wheel is damaged, it
should be replaced rather than repaired. Page Tires, Wheels and Loading To help prevent the
vehicle from moving when you change a tire, be sure the parking brake is set, then block in both
directions the wheel that is diagonally opposite other side and end of the vehicle to the tire
being changed. Page Tires, Wheels and Loading Unbuckle the strap and remove the jack and
tools by pulling the right side up first. Remove the tools from the jack in order to remove the
spare tire from under the vehicle. Note: For some non-cargo management system vehicles, the
jack and tools are located in the right rear of the cargo area behind an access panel. Page Tires,
Wheels and Loading To remove jack from vehicle: 1. Release the thumbscrew on the bracket.
Release the retention clip on the upper part of the jack bracket. Dislodge the jack from the
bracket and carefully guide jack down and out through trim opening, upper end out first. Page
Tires, Wheels and Loading If equipped with a tether, perform the following additional steps: 4.
Lift the spare tire on end to access tether attachment 1. Use the lug wrench to remove the lug
nut from the spare tire tether. Page Tires, Wheels and Loading Changing the flat tire 8. Loosen
each wheel lug nut one-half turn counterclockwise but do not remove them until the wheel is
raised off the ground. Lower the jack from its stored height to fit under the jacking notches.
Position the jack according to the following guides and turn the jack handle clockwise until the
tire is a maximum of 1 inch 25 mm off the ground. Page Tires, Wheels and Loading Replace the
flat tire with the spare tire, making sure the valve stem is facing outward. Reinstall lug nuts until
the wheel is snug against the hub. Do not fully tighten the lug nuts until the wheel has been
lowered. Page Tires, Wheels and Loading Reinstall the jack and tools in the cargo area. Page
Tires, Wheels and Loading If you are stowing a tire that requires reattaching it to the vehicle
with a tether, perform these steps first, then proceed with the steps following. Place tire on end
with valve stem facing rearward, away from vehicle. Page Lug Nut Torque M12 x 1. Use only
Ford recommended replacement fasteners. When a wheel is installed, always remove any
corrosion, dirt or foreign materials present on the mounting surfaces of the wheel or the surface
of the front disc brake hub and rotor that contacts the wheel. The definitions of these items are
listed below. Note that the tire size, load index and speed rating for your vehicle may be
different from this example. Page Tires, Wheels and Loading Note: You may not find this
information on all tires because it is not required by federal law. Note: The temporary tire size
for your vehicle may be different from this example. Here are some of the important
maintenance items: Tire wear Measure and inspect the tire tread on all your tires periodically.
Advanced and unusual tire wear can reduce the ability of tread to grip the road in adverse wet,
snowy, etc. Have a qualified technician at a Ford or Lincoln Mercury dealer check the wheel
alignment periodically. Page Tires, Wheels and Loading The tires should also be balanced
periodically. An unbalanced tire and wheel assembly may result in irregular tire wear. Tire
rotation Rotating your tires at the recommended interval as indicated in the scheduled
maintenance information that comes with your vehicle will help your tires wear more evenly,
providing better tire performance and longer tire life. Page Sometimes irregular tire wear can be
corrected by rotating the tires. Note: If your tires show uneven wear ask a qualified technician at
a Ford or Lincoln Mercury dealership to check for and correct any wheel misalignment, tire
imbalance or mechanical problem involved before tire rotation. Consult your dealer for
information on other Ford approved methods of traction control. Page Tires, Wheels and
Loading Payload â€” is the combined weight of cargo and passengers that the vehicle is
carrying. When towing, trailer tongue load or king pin weight is also part of cargo weight.
Consult your dealership or the RV and Trailer Towing Guide provided by your dealership for
more detailed information. Page Tires, Wheels and Loading 6. If your vehicle will be towing a
trailer, load from your trailer will be transferred to your vehicle. Consult this manual to
determine how this reduces the available cargo and luggage load capacity of your vehicle.
Loaded vehicles may handle differently than unloaded vehicles. Do not exceed the maximum
loads listed on the Certification label. For load specification terms found on the label, refer to
Vehicle loading in this chapter. Range - lb. Page Tires, Wheels and Loading Preparing to tow
Use the proper equipment for towing a trailer and make sure it is properly attached to your
vehicle. See your dealer or a reliable trailer dealer if you require assistance. Hitches Do not use
hitches that clamp onto the vehicle bumper. Use a load carrying hitch. This will also assist in
transmission cooling. For additional information, refer to Understanding the gearshift positions

of the 4â€”speed automatic transmission in the Driving chapter. Replace the rear axle lubricant
any time the axle has been submerged in water. LOCK, locks the gearshift lever and steering
column and allows key removal. RUN, all electrical circuits operational and warning lights will
illuminate. Page Driving If you smell exhaust fumes inside your vehicle, have your dealer
inspect your vehicle immediately. Do not drive if you smell exhaust fumes. Important safety
precautions When the engine starts, the idle RPM runs faster to warm the engine. If the engine
idle speed does not slow down automatically, have the vehicle checked. Make sure the
corresponding lights illuminate or illuminate briefly. If a light fails to illuminate, have the vehicle
serviced. Page Driving Starting the engine 1. If there is difficulty in turning the key, rotate the
steering wheel until the key turns freely. Page Brakes Driving Important ventilating information
If the engine is idling while the vehicle is stopped for a long period of time, open the windows at
least one inch 2. If the light does not illuminate during start up, remains on or flashes, the ABS
may be disabled and may need to be serviced Even when the ABS is disabled, normal braking is
still effective. Page Driving If the parking brake is fully released, but the brake warning lamp
remains illuminated, the brakes may not be working properly. See your dealer or a qualified
service technician as soon as possible. Page Transmission Operation Driving Vehicles with a
higher center of gravity such as utility and four-wheel drive vehicles handle differently than
vehicles with a lower center of gravity. Utility and four-wheel drive vehicles are not designed for
cornering at speeds as high as passenger cars any more than low-slung sports cars are
designed to perform satisfactorily under off-road conditions. Page Driving 3. Insert a
screwdriver or similar tool straight down into the access hole and press downward while pulling
the gearshift lever out of the P Park position and into the N Neutral position. Remove tool and
reinstall BTSI tethered cover cap. Driving with the gearshift lever in D Overdrive gives the best
fuel economy for normal driving conditions. Page Driving Understanding the gearshift positions
of the 4â€”speed automatic transaxle This vehicle is equipped with an adaptive Transmission
Shift Strategy. Adaptive Shift Strategy offers the optimal transmission operation and shift
quality. When starting a vehicle with a manual transaxle, you must: 1. Apply the brake and shift
into the neutral position. Set the parking brake. Depress the clutch, then shift into 1 First. Page
Driving 4. Turn the ignition to position 1 LOCK to shut the engine off and remove the ignition
key. Do not park your vehicle in Neutral, it may move unexpectedly and injure someone. Use 1
First gear and set the parking brake fully. Please bring your vehicle to your local dealer for
service. Page Driving pavement only after reducing your speed. Do not turn the steering wheel
too sharply while returning to the road surface. You may lose control if you do not slow down or
if you turn the steering wheel too sharply or abruptly. The tires may fail and injure a passenger
or bystander. Page Ford Motor Company joins the U. Page Driving or straight down. Avoid
driving crosswise or turning on steep slopes or hills. A danger lies in losing traction, slipping
sideways and possibly rolling over. Whenever driving on a hill, determine beforehand the route
you will use. Do not drive over the crest of a hill without seeing what conditions are on the other
side. Page Ford Motor Company recommends that caution be used with any vehicle equipped
with a high load or device such as ladder racks or pickup box cover. As you move closer to the
obstacle, the rate of the tone increases. Never drive through water that is higher than the
bottom of the hubs for trucks or the bottom of the wheel rims for cars. Page Roadside
Emergencies 50, miles 80, km on Lincoln vehicles. Page Hazard Flasher Switch Roadside
Emergencies Canadian customers who require roadside assistance, call 1â€”â€”â€” If you need
to arrange roadside assistance for yourself, Ford Motor Company will reimburse a reasonable
amount. To obtain reimbursement information, U. Ford or Mercury vehicles customers call ;
Lincoln vehicle customers call 1â€”â€”â€” To reset the switch: 1. Turn the ignition OFF. Check
the fuel system for leaks. If no leaks are apparent, reset the switch by pushing in on the reset
button. Page Roadside Emergencies Passenger compartment fuse panel The fuse panel is
located on the right-hand side of the center console, by the instrument panel. Remove the panel
cover to access the fuses. To remove a fuse use the fuse puller tool provided on the fuse panel
cover. Page Roadside Emergencies Power distribution box The power distribution box is
located in the engine compartment. Always disconnect the battery before servicing high current
fuses. To reduce risk of electrical shock, always replace the cover to the Power Distribution Box
before reconnecting the battery or refilling fluid reservoirs. Page Roadside Emergencies 4.
Check all battery terminals and remove any excessive corrosion before you attach the battery
cables. Ensure that vent caps are tight and level. Turn the heater fan on in both vehicles to
protect any electrical surges. Turn all other accessories off. Connecting the jumper cables 1.
Page Roadside Emergencies 3. Connect the negative - cable to the negative - terminal of the
assisting battery. Once the disabled vehicle has been started, run both engines for an additional
three minutes before disconnecting the jumper cables. Removing the jumper cables Remove
the jumper cables in the reverse order that they were connected. Remove the jumper cable from

the ground metal surface. Note: In the illustrations, lightning bolts are used to designate the
assisting boosting battery. After the disabled vehicle has been started and the jumper cables
removed, allow it to idle for several minutes so the engine computer can relearn its idle
conditions. Page Wrecker Towing It is recommended that your vehicle be towed with a wheel lift
and dollies or flatbed equipment. Do not tow with a slingbelt. Ford Motor Company has not
approved a slingbelt towing procedure. On FWD vehicles, if your vehicle is to be towed from the
front, ensure proper wheel lift equipment is used to raise the front wheels off the ground. Ford
Motor Company produces a towing manual for all authorized tow truck operators. Have your
tow truck operator refer to this manual for Away from home If you own a Ford or Mercury
vehicle and are away from home when your vehicle needs service, or if you need more help than
the dealership could provide, after following the steps described above, contact the Ford
Customer Relationship Center to find an authorized dealership to help you. Page If you own a
Lincoln vehicle and are away from home when your vehicle needs service, or if you need more
help than the dealership could provide, after following the steps described above, contact the
Ford Customer Relationship Center to find an authorized dealership to help you. Page Customer
Assistance In some states in the U. Ford is also allowed a final repair attempt in some states. In
the United States, a warranty dispute must be submitted to the The Dispute Settlement Board
may not be available in all states. The decisions of the Board are binding on Ford and, in some
cases, on the dealer but not on consumers who are free to pursue other remedies available to
them under state or federal law. If you did not take advantage of the Ford Extended Service Plan
at the time of purchasing your vehicle, you may still be eligible. Since this information is subject
to change, please ask your dealer for complete Page If your vehicle must be serviced while you
are traveling or living in Central or South America, the Caribbean, or the Middle East, contact
the nearest Ford dealership. Page Reporting Safety Defects U. These products are available
from your dealer. These may include hot wax treatments used by commercial car washes, tree
sap, or other organic contamination. These quality products have been specifically engineered
to fulfill your automotive needs; they are custom designed to complement the style and
appearance of your vehicle. If your vehicle requires professional service, your dealership can
provide the necessary parts and service. Set the parking brake, depress the clutch and place
the gearshift in N Neutral. Block the wheels. Note: Do not start your engine with the air cleaner
removed and do not remove it while the engine is running. Power steering fluid reservoir 2.
Engine coolant reservoir 3. Automatic transmission dipstick 4. Air filter assembly 6. Power
distribution box 7. Battery 8. Engine oil filler cap 9. Page Maintenance and Specifications 3.
Automatic transmission fluid dipstick 4. Brake fluid reservoir 5. Engine oil dipstick 9. Page
Engine Oil In very cold weather, do not fill the reservoir completely. Only use a washer fluid that
meets Ford specifications. Refer to Lubricant specifications in this chapter. State or local
regulations on volatile organic compounds may restrict the use of methanol, a common
windshield washer antifreeze additive. Set the parking brake and ensure the gearshift is
securely latched in P Park automatic transmissions or 1 First manual transmissions. Open the
hood. Protect yourself from engine heat. Locate and carefully remove the engine oil level
indicator dipstick. Refer to Adding engine oil in this chapter. Oil levels above the MAX mark or
upper hole may cause engine damage. Page Battery Change your engine oil and filter according
to the appropriate schedule listed in scheduled maintenance information. Ford production and
aftermarket Motorcraft oil filters are designed for added engine protection and long life. If a
replacement oil filter is used that does not meet Ford material and design specifications,
start-up engine noises or knock may be experienced. Page Maintenance and Specifications
Batteries normally produce explosive gases which can cause personal injury. Therefore, do not
allow flames, sparks or lighted substances to come near the battery. When working near the
battery, always shield your face and protect your eyes. Always provide proper ventilation. Page
Engine Coolant Maintenance and Specifications When the battery is disconnected or a new
battery installed, the transmission must relearn its adaptive strategy. As a result of this, the
transmission may shift firmly. This operation is considered normal and will not affect function
or durability of the transmission. Over time the adaptive learning process will fully update
transmission operation to its optimum shift feel. When the engine is cold, check the level of the
engine coolant in the reservoir. Page Recycled engine coolant Ford Motor Company does NOT
recommend the use of recycled engine coolant in vehicles originally equipped with Motorcraft
Premium Gold Engine Coolant since a Ford-approved recycling process is not yet available.
Page Maintenance and Specifications Fill your engine coolant reservoir as outlined in Adding
engine coolant in this section. If the engine reaches a preset over-temperature condition, the
engine will automatically switch to alternating cylinder operation. The pressure in an overfilled
tank may cause leakage and lead to fuel spray and fire. The fuel system may be under pressure.
If the fuel filler cap is venting vapor or if you hear a hissing sound, wait until it stops before

completely removing the fuel filler cap. If fuel is splashed in the eyes, remove contact lenses if
worn , flush with water for 15 minutes and seek medical attention. Failure to seek proper
medical attention could lead to permanent injury. Page The customer warranty may be void for
any damage to the fuel tank or fuel system if the correct genuine Ford or Motorcraft fuel filler
cap is not used. Remove fuel filler cap slowly. The use of leaded fuel is prohibited by law and
could damage your vehicle. Your vehicle was not designed to use fuel or fuel additives with
metallic compounds, including manganese-based additives. Page Ask your fuel supplier about
gasolines that meet the World-wide Fuel Charter. Running out of fuel Avoid running out of fuel
because this situation may have an adverse affect on powertrain components. Page
Maintenance and Specifications The advertised capacity is the amount of the indicated capacity
and the empty reserve combined. Indicated capacity is the difference in the amount of fuel in a
full tank and a tank when the fuel gauge indicates empty. Page Maintenance and Specifications
Keep a record for at least one month and record the type of driving city or highway.
Additionally, keeping records during summer and winter will show how temperature impacts
fuel economy. Follow the recommended maintenance schedule and owner maintenance checks
found in scheduled maintenance information. Page If other than Ford, Motorcraft or
Ford-authorized parts are used for maintenance replacements or for service of components
affecting emission control, such non-Ford parts should be equivalent to genuine Ford Motor
Company parts in performance and durability. Page Maintenance and Specifications
government emission standards. Refer to the scheduled maintenance information for the
service interval schedules. Start the engine and let it run until it reaches normal operating
temperature the engine coolant temperature gauge indicator will be near the center of the
normal area between H and C. Page Maintenance and Specifications The fluid level will drop
slowly as the brakes wear, and will rise when the brake components are replaced. Page 7. Add
enough fluid through the filler opening so that the fluid level is at the bottom of the opening.
Install and tighten the fill plug securely. Use only fluid that meets Ford specifications. Refer to
the Refill capacities in this chapter. For more information on brake fluid maintenance, refer to
Brake fluid in this chapter. Refer to scheduled maintenance information for the appropriate
intervals for changing the PCV valve. Replace the PCV val
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ve with one that meets Ford material and design specifications for your vehicle, such as a
Motorcraft or Page Refill Capacities Refer to scheduled maintenance information for the
appropriate intervals for changing the spark plugs. Replace the spark plugs with ones that meet
Ford material and design specifications for your vehicle, such as Motorcraft or equivalent
replacement parts. The customer warranty may be void for any damage to the engine if such
spark plugs are not used. Use of synthetic or synthetic blend motor oil is not mandatory. Page
Maintenance and Specifications World manufacturer identifier 2. Vehicle line, series, body type
4. Engine type 5. Check digit 6. Model year 7. Ford Motor Company will repair or Page Index
Index refill capacities Page Page Index fail-safe cooling Page Index Infant seats Locks
childproof Page Index care Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't
have an account? Sign up! Restore password. Upload from disk. Upload from URL.

