Honda big bear 400

The Yamaha Big Bear is an all-terrain vehicle manufactured by Yamaha and used for hunting,
farming and enjoying the great outdoors. Notable features include rugged handling without
compromise to load capacity and a class leading lbs rack system. Full floor boards and marine
spec electrical parts are also standard on the Big Bear For comparison jump ahead to the Big
Bear review below. The Yamaha Big Bear weighs lbs without fluids dry weight in factory stock
condition. With fluids included and a full tank of fuel add another 30lbs to these weights. Weight
changes slightly based on model year but not by very much. Blazing a new trail while hunting is
made easier with Big Bear features, you will appreciate being able to maneuver around
obstacles in tight areas. Integrated floor boards protect the rider from dirt and road debris. A
strong cc, 4-stroke, air-cooled single over-head cam engine and 5-speed transmission with
reverse give the Big Bear a high performance rating. Yamaha offers optional Big Bear
accessories including a front brush guard, front brush plate, front A-arm skid plates and a rear
differential skid plate and over fenders. Talk about taking care of business! Big Bear seat height
is Compare them to the Yamaha Raptor for additional insight. Yamaha began production of the
Big Bear all-terrain vehicle in The Yamaha Big Bear has a load capacity of lbs and notable
features include an odometer, electric start and reverse gear. The engine is cc in size with a
total displacement of The Big Bear has a compact frame design with a Full fenders and inner
splash guards are standard equipment on the Big Bear and protect the rider from mud and
debris. A parking brake is mounted to the handlebar of the Big Bear which should be used when
operating a winch. Your email address will not be published. Save my name, email, and website
in this browser for the next time I comment. In-Depth Guides. Kawasaki Mojave Specs and Top
Speed. ATV by Brand. Best Lists. Know How. Share Tweet. Baja In Depth Guides. In Depth
Guides Kawasaki. In Depth Guides Yamaha. In Depth Guides. Leave a Reply Cancel reply Your
email address will not be published. See all results. More Stories. Quick Links. See also:
Owner's Manual. It contains important safety information. This ATV should not be ridden by
anyone under 16 years of age. Troubleshooting Troubleshooting Troubleshooting chart LIT
4S1-F Page 2 EBU Page 3 Yamaha experience in the production of fine sporting, touring, and
pace-setting racing machines. With the purchase of this Yamaha, you can now appreciate the
high degree of craftsmanship and reliability that have made Yamaha a leader in these fields. It is
illegal and unsafe to operate this ATV on any public street, road or highway. Page 6: Table Of
Contents Throttle lever Brake pedal and rear brake lever Page 7 Throttle lever Page Page 10
Always inspect your ATV each time you use it to Always follow proper procedures for climbing
make sure it is in safe operating condition. Al- hills as described in this manual. Check the terways follow the inspection and maintenance rain carefully before you start up any hill. Page 11
speed when climbing a hill. If you stall or roll Always be sure there are no obstacles or people
backwards, follow the special procedure for behind you when you operate in reverse. When
braking described in this manual. Dismount on it is safe to proceed in reverse, go slowly. Page
15 Read and understand all of the labels on your ATV. These labels contain important
information for safe and proper operation. Never remove any labels from your ATV. If a label
becomes difficult to read or comes off, request a replace- ment label from your Yamaha dealer.
Front shock absorber assembly spring preload adjusting 1. Spark arrester ring 2. Air filter case
2. Fuel cock 3. Engine oil filler cap 3. Recoil starter 4. Spark plug 4. Throttle stop screw 5. Rear
brake lever 2. Parking brake lock plate 3. Starter choke 4. Speedometer 5. Reverse knob 6.
Auxiliary DC jack 7. EBU Main switch The positions of the main switch are as follows: All
electrical systems are supplied with power. The headlights, meter lighting and taillight come on
1. Page Indicator Lights And Warning Light NOTE: Indicator lights and warning light If the
indicator light flashes under any other circum- stances or the speedometer does not show the
speed while riding, have a Yamaha dealer check the speed sensor circuit. Page Speedometer
On-Command differential gear lock indicator cool. Page Fuel Gauge 1. Fuel gauge 1. Reset knob
2. Red line 2. Speedometer 3. Odometer NOTE: 4. Approximately 4. This ATV is equipped with a
switch allowing you to lock the differential gear when in four-wheel drive. Select the appropriate
switch position according to the terrain and the conditions. Changing from four-wheel drive to
differential gear lock or vice-versa while moving may cause the ATV to handle differently
unexpectedly. This could distract the operator and increase the risk of losing control and
causing an accident. Because the throttle is spring- in differential gear lock, and allow extra
time loaded, the ATV will decelerate, and the engine will and distance for maneuvers. Page
Speed Limiter If it does not work smoothly, check for the cause. Correct the problem before
riding the ATV. Consult a 1. Adjusting screw problem yourself. No more than 12 mm 0. Improper throttle operation could result. You could lose control, have an accident or be in- jured.
Always make sure the throttle lever free play is adjusted to 3. Apply the rear brake lever and
push down the lock plate to apply the parking brake. Squeeze the rear brake lever to release the
parking brake. This could cause loss of con- trol or a collision. The brake could overheat if you

ride the ATV without releasing the parking brake. Page Recoil Starter 1. Recoil starter 1. Then
pull forcefully, being engine without applying the parking brake. Fuel level 2. Fuel tank cap Fuel
tank capacity: EBU Be careful not to regular unleaded gasoline with a pump octane Page 37 1.
Always turn the fuel cock lever to this position to the carburetor. Page Starter Choke Move the
starter choke in direction b to turn off the starter choke. With the fuel cock lever in this position,
the fuel reserve is made available. Page Storage Compartment 1. Seat lock lever 1. Seat holder
2. Projection To install the seat EBU Insert the projections on the front of the seat into Storage
compartment the seat holders and push down on the seat at the ECB rear. Do not exceed the
maximum load of Page 41 1. Spring preload adjusting ring 1. Special wrench 2. Standard:
Maximum hard : Page 43 If accessories are used without the engine running or with the
headlights turned on, the battery will lose its charge and engine start- ing may become difficult.
Do not use an automotive cigarette lighter or other accessories with a plug that gets hot
because the jack can be damaged. Lubricate cable and lever hous- Throttle lever ing if
necessary. Lubricate if necessary. If there is free play, have a Yamaha dealer Do not overfill the
fuel tank. Be careful not to check the brake system. Page Throttle Lever If a problem cannot be
corrected by the adjustment procedures pro- Brake fluid leakage front brake vided in this
manual, have a Yamaha dealer Check to see if any brake fluid is leaking out of the check for the
cause. Other tire the tires are cold. Page Measuring The Tire Pressure Tire pressure below the
minimum speci- NOTE: fied could cause the tire to dislodge from The low-pressure tire gauge is
included as stan- the rim under severe riding conditions. Make two measurements of the
Minimum tire pressure: tire pressure and use the second reading. Dust or Front: dirt in the
gauge could cause the first reading to be Tire wear limit Front If there is prior to operating the
engine for the first time. Set the parking brake. Page 52 4. Shift the transmission into neutral.
The neutral Ambient temp. If the indicator light does not come on, have a Yamaha deal- er check
the electrical circuit. Follow the same procedure as for starting a cold 7. If the engine is started
with the starter choke engine, with the exception that the starter choke in position 1 , the starter
choke should be is not required when the engine is warm. Page Shifting If the indicator light
does not come on, clutch. The transmission allows you to control the have a Yamaha dealer
check the electrical circuit. Page 55 5. Shift into second gear and release the shift pedal. Open
the throttle gradually. Follow the same procedure when shifting to the next higher gear. Other
accessories plied, apply the parking brake and slowly re- may also be available on the market.
However, lease the brake pedal. Overloading this ATV or carrying or towing Tie down cargo
securely to the carriers. Please also read all caution and warning labels on your ATV. Indicates
a potential hazard that could result in serious injury or death. Page 63 Yamaha. They should
then ry or death of the child. Page 64 This ATV is designed to carry operator and car- go only
â€” passengers prohibited. Pre-operation checks Always perform the pre-operation checks
listed on page before riding for proper care of the ATV and to ensure safety. Page 68 Speed
limiter Loading and accessories For riders less experienced with this model, the Use extra
caution when riding the ATV with addi- throttle lever housing is equipped with a speed limtional loads, such as accessories or cargo. The iter. Page 71 Never modify this ATV through
improper in- stallation or use of accessories. All parts and accessories added to this ATV
should be genuine Yamaha or equivalent compo- nents designed for use on this ATV and
should be installed and used according to instructions. To prevent burns, avoid touching the
exhaust system. Park the ATV in a place where pedestrians or children are not likely to touch it.
Operating this ATV on public streets, roads or highways. Page 74 Know the terrain where you
ride. Ride cautiously in unfamiliar areas. Stay alert for holes, rocks, or roots in the terrain, and
other hidden hazards which may cause the ATV to upset. Always be especial- ly cautious on
these kinds of terrain. Remember that the engine and ex- Do not ride on private property without
getting per- haust pipe will be hot when riding and afterwards; mission. Page 77 When slowing
down or stopping, release the throt- tle and apply the brakes smoothly and evenly. As you slow
down, shift to a lower gear. Be sure that the engine has sufficiently slowed before engaging a
lower gear. Improper use of the brakes or shifting can cause the tires to lose traction, reducing
con- trol and increasing the possibility of an accident. Prac- at the same speed. Page 79
Improper riding procedures such as abrupt throttle changes, excessive braking, incorrect body
move- ments, or too much speed for the sharpness of the turn may cause the ATV to tip. If the
ATV begins to tip over to the outside while negotiating a turn, lean more to the inside. Page 82
could come off the ground. The ATV could easily tip over backwards. Apply both the front and
rear brakes gradually, or dismount the ATV immediate- ly on the uphill side. Page 83 If you
begin rolling backwards: Keep weight uphill. Apply the front brake. When fully stopped, apply
the rear brake as well, and then lock the parking brake. Avoid sharp angles which could allow
the ATV as far to the rear and uphill side of the ATV as pos- to tip or roll over. Carefully choose
your path and sible. Page 85 Page 87 Before entering the water, choose your path carefully.

Enter where there is no sharp drop off, and avoid rocks or other obstacles which may be
slippery or upset the ATV. Page 89 1. Wash the ATV in fresh water if it has been operated in salt
water or muddy conditions. Look out for obstacles which could cause pery surfaces since the
ATV may slide. If unex- damage to the ATV or could lead to an upset or ac- pected and
uncorrected, sliding could lead to an cident. You may also regain traction unexpectedly, which
may cause the ATV to overturn. Be sure to let wa- to the outside of the turn. Periodic in- nance
unless otherwise specified. Have a spection, adjustment and lubrication will keep your Yamaha
dealer perform the service if you are ATV in the safest and best operating condition not familiar
with maintenance work. Page 94 Yamaha ATV dealer. NOTE: If you do not have the tools or
experience required for a particular job, have a Yamaha dealer perform it for you. Items marked
with an asterisk should be performed by a Yamaha dealer as they require special tools, data and
technical skills. EBU Checking the spark plug The spark plug is an important engine
component, which is easy to check. Since heat and deposits will cause any spark plug to slowly
erode, the spark plug should be removed and checked in accor- dance with the periodic
maintenance and lubrica- 1. Page If the spark plug shows a distinctly different color, the engine
could be operating improperly. Do not attempt to diagnose such problems yourself. In- stead,
have a Yamaha dealer check the ATV. Spark plug gap 2. Check the spark plug for electrode
erosion 2. Install the spark plug with the spark plug 2. Check the engine oil level on a cold
engine. If the engine was started before checking the oil level, be sure to warm up the engine
sufficiently, Tightening torque: and then wait at least ten minutes until the oil set- Spark plug
Page To change the engine oil with or without oil fil- ter element cleaning 1. Place the ATV on a
level surface. Start the engine, warm it up for several min- utes, and then turn it off. Place an oil
pan under the engine to collect the used oil. Take care not to lose these parts. NOTE: Skip steps
5â€”9 if the oil filter element is not being cleaned. Remove the oil filter element cover by removing the bolts, and then remove the oil filter el- 1. Page Tightening torque: Recommended oil: Oil
filter element cover bolt: See page Install the oil strainer, compression spring, O- 2. Page Final
Gear Oil The final gear case must be checked for oil leak- age before each ride. If any leakage is
found, have a Yamaha dealer check and repair the ATV. In ad- dition, the final gear oil level must
be checked and the oil changed as follows at the intervals specified in the periodic maintenance
and lubrication chart. Remove the final gear case guard by remov- ing the bolts. Final gear oil
drain bolt 5. Install the drain bolt, and then tighten it to the specified torque. Final gear case
guard 2. Page Differential Gear Oil Differential gear oil gear case may occur when applying the
rear The differential gear case must be checked for oil brake. Page In addition, the differential
gear oil level must be checked and the oil changed as follows at the in- tervals specified in the
periodic maintenance and lubrication chart. To check the differential gear oil level 1. NOTE: The
differential gear oil level must be checked on a cold engine. Page To change the differential gear
oil 5. Add the recommended differential gear oil to 1. Place an oil pan under the differential gear
case to collect the used oil. Check the differential gear case for oil leak- age. If oil is leaking,
check for the cause. EBU Cleaning the air filter element The air filter element should be cleaned
at the in- tervals specified in the periodic maintenance and lubrication chart. Page 1. Air filter
case cover 1. Air filter element assembly 2. Air filter case cover holder 4. Remove the sponge
material from the air filter 3. Pull the air filter element assembly out of the element. Page 6.
Squeeze the excess water or solvent out of the sponge material and let it dry. Do not apply oil to
the sponge material. Check the sponge material and replace it if damaged. Page Cleaning The
Spark Arrester 9. Pull the sponge material over the air filter ele- ally, operation without the air
filter element ment. Insert the air filter element assembly into the poor performance and
possible engine over- air filter case, and then install the air filter case heating. The adjustment
Could injure the eyes. Attach the tachometer to the spark plug lead. To prevent this from
occurring, the valve clearance must be adjusted by a Yamaha dealer at the inter- vals specified
in the periodic maintenance and lu- brication chart. Page Adjusting The Reverse Lock Release
Cable The reverse lock release cable stretches with use, aged or if the lining thickness is less
than 1. Therefore, 0. If the have a Yamaha dealer replace the brake friction brake fluid level is
low, be sure to check the brake plates as a set. If the free cantly lower the boiling point of the
fluid and may play is incorrect, have a Yamaha dealer check the result in vapor lock. All air must
be bled from the brake system. Replacement of brake components requires professional
knowledge. These procedures should be performed by a Yamaha dealer. EBU Adjusting the
brake pedal and rear brake lever free play Brake lever free play 1. Locknut 2. Brake lever free
play adjusting bolt 1. Loosen the locknut at the brake lever and fully 2. Fully loosen the brake
lever free play adjust- turn in the brake lever free play adjusting bolt. Brake lever free play
adjusting nut 1. Brake pedal free play adjusting nut 2. Brake camshaft lever 3. Push the brake
camshaft lever in direction a 3. Push the brake camshaft lever in direction a lbf 4. Brake
camshaft lever 2. Brake lever free play adjusting bolt 3. Tighten the locknut at the brake lever.

Check the brake lever free play and, if neces- NOTE: sary, adjust it by turning the brake lever
free When adjusting the rear brake lever free play Page Axle Boots Make sure the brakes do not
drag. EBU Axle boots The axle boots must be checked for damage at the intervals specified in
the periodic maintenance and lubrication chart. Page Brake Light Switches The brake light
switch for the brake pedal can be adjusted as follows, but the other brake light switches should
be adjusted by a Yamaha dealer. NOTE: The brake light switch is properly adjusted when 1.
Brake light switch the brake light comes on just before braking takes 2. Locknut smoothly, have
a Yamaha dealer check or replace 2. EBU Lubricating the drive shaft universal Page Checking
The Stabilizer Bushes Checking the stabilizer bushes The stabilizer bushes must be checked for
cracks or damage at the intervals specified in the periodic maintenance and lubrication chart.
Have a Yamaha dealer replace the stabilizer bush- es if necessary. Grease nipple EBU You
could be se- as possible if it seems to have discharged. Keep in verely burned by the sulfuric
acid in battery mind that the battery tends to discharge more electrolyte. Page If you do not
have 2. Make sure to properly connect the battery access to a constant-voltage battery chargleads to the battery terminals. Positive battery terminal 2. Negative battery terminal Headlight
fuse 2. Ignition fuse 1. Main fuse 3. Auxiliary DC jack fuse 2. Spare main fuse 4. Carburetor
warmer fuse 3. Spare fuse 5. Spare fuse 4. Four-wheel-drive motor fuse The main fuse and the
fuse box are located under 5. Page Replacing A Headlight Bulb Headlight fuse: 4. If the fuse
immediately blows again, have a Ignition fuse: Coupler 1. Headlight beam adjusting screw 2.
Screw 2. Headlight unit screw 3. Remove the headlight unit from the headlight 4. Remove the
headlight bulb holder cover by assembly by removing the headlight beam ad- pulling it off.
Remove the defective bulb by pulling it out. Thoroughly clean off any dirt and finger Headlight
beam adjusting screw 1. Storage compartment 2. Remove the bulb holder together with the bulb
by turning it counterclockwise. Page Removing A Wheel 1. Insert a new bulb into the bulb
holder, push it 4. Remove the defective bulb by pushing it in in, and then turn it clockwise until
it stops. Page Installing A Wheel Tapered nuts are used for both the front and rear wheels.
Install the nuts with their tapered side to- wards the wheel. Wheel nut 2. Elevate the ATV and
place a suitable stand under the frame. Remove the nuts from the wheel. Page Troubleshooting
The following troubleshooting chart represents a quick and easy procedure for checking these
vital systems yourself. However, should your ATV re- quire any repair, take it to a Yamaha
dealer, whose skilled technicians have the necessary tools, expe- 1. Tapered nut rience, and
know-how to service the ATV properly. Make sure there are no open flames or sparks in the
area, including pilot lights from water heaters or furnaces. Page Troubleshooting Chart Remove
the spark plug and check the electrodes. The engine does not start. Have a Yamaha dealer
check the ATV. Check the battery. Battery The engine turns over The battery is good. Once most
of the dirt has been hosed off, general performance and extend the useful life of wash all
surfaces with warm water and mild, many components. Operation with wet brakes after
washing. Page b. For more in- c. Install the spark plug cap onto the spark formation on storing
the battery, see page plug, and then place the spark plug on the Page 3. Page Four-wheel-drive
motor fuse: Record the information on this label in the space provided. This information will be
need- ed when ordering spare parts from a Yamaha deal- The chart below is printed only as a
reminder to you that the maintenance work is required. Page Yamaha Motor Corporation, U. Atv
Limited Warranty 6 months from the date of purchase. Page Attention: Warranty Department 3.
Each Yamaha ATV dealer is held responsible for his setup, service and war- ranty repair work.
This will ensure that Yamaha Motor Corporation, U. Page Yamaha Extended Service Y. Yamaha
people who handle your warranty â€” and it Y. There sell or trade in your ATV. That can make
your Yamaha are no mileage limitations. Page Y. See your dealer today! Page EBU Page
Reverse lock release cable, adjusting Page Warranty, extended This manual is also suitable for:
Yfm40fbw Yfm40fbx. Print page 1 Print document pages. Cancel Delete. Sign In OR. Don't have
an account? Sign up! Restore password. Upload from disk. Upload from URL. Make Yamaha.
New battery, basket in back, 2inch hitch ball and rifle mount and case included. Just had new
service work. Runs great. Model Big Bear Built in the USA. New LB Warn Winch. Highlifter
Differential Locker in the front. Carburetor jet kit. Supertrapp Muffler. Honda ex racing shocks.
Bike is in fair to good condition. One owner, clean title. Cranks right up. Low mileage. Shifts
smoothly. The ex shocks make it a pleasure to ride, but it can still handle a load. Plastic and
racks are a little beat up. No tears in the seat. Just had it professionally serviced, including
carburetor cleaning and rebuild. New brakes, front wheel bearings and battery. Motor has
always smoked a little but runs great. Please feel free to contact me with questions or offers.
Don't want to miss out on it! It runs great and can go threw any mud hole! This is the perfect
ATV for plowing and start making money today plowing your neighbors and friends driveways.
The 4WD Big Bear has a compact cc air-cooled four-stroke engine and semi-automatic
transmission. Model Big Bear 2x4. Manual Shift. Big Bears are hard to top!! Come take a look

today. Trades Welcome!! Smith Brothers of Oneonta Model Big Bear 4x4. Model Raptor R. Only
selling because I ordered a brand new side by side so I'd like to make some room for it. Clean
PA title in hand. Model Blaster Selling to up size to a Runs better and stronger then original,
starts first kick. This Blaster was just freshly refurbished in April, see below: 1. Sanded and
re-clear coated plastics 5. Shorty Rear Break Cable conversion 7. Re-jetted carb and needle
adjustment for max power with no air box lid and t
2000 mercury cougar power steering leak
jeep grand cherokee air conditioning problems
2014 ford f150 forum
win air filter 8. Fresh Swing Arm Bearings 9. All new Motion Pro cables Clutch, front brakes,
rear, brake, throttle New Seat Dual LED 6" light bars New handle bars New Front Brake lever
Aftermarket Rear Skid Plate FMF Q-technology Pipe 2. Nerf Bars 3. Fresh Axle Bearings
Professionally Installed 4. Warn winch, Moose plow, new bear claw tires, semi automatic no
clutch shifting, fully serviced for the season. AUG 9TH. There will be more pictures available
upon request. We also offer great financing terms for qualifying credit. Call us for buying or
trading your motorcycle, atv, or snowmobile. Lawrenceville, GA. Rocky Ford, CO. Ridgefield,
WA. Winter Springs, FL. South Kingstown, RI. Brooksville, FL. Earleville, MD. Alert Successfully
Created. Save search. Motorcycles for Sale Yamaha Big Bear Category - Engine - Posted Over 1
Month. Year - Make - Model -. Year Make Yamaha Model Blaster Make Yamaha 9. ZIP Code. Year
minYear Apply Filters Clear Search. Daily Weekly No Emails. Submit Cancel.

