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Your amplifier has been designed and manufactured to exacting standards in order to ensure
years of musical enjoyment in your vehicle. For maximum performance, we highly recommend
that you have your new amplifier installed by an authorized JL Audio dealer. Your authorized
dealer has the training, expertise and installation equipment to ensure optimum performance
from this product. Should you. If you need further assistance,. The outer shell of your JL Audio
amplifier is designed to remove heat from the amplifier circuitry. For optimum cooling
performance, this outer shell should be exposed to as. Enclosing the amplifier in a small, poorly
ventilated chamber can lead to excessive heat build-up and degraded performance. If an
installation calls for an enclosure around the amplifier, we recommend that this enclosure be
ventilated with the aid of a fan. In normal applications, fan-cooling is not necessary. If mounting
the amplifier under a seat, make sure there is at least 1 inch 2. You should also take the time to
securely mount the amplifier using appropriate hardware so that it does not come loose in the
event of a collision or a sudden jolt to the vehicle. This is an extremely dangerous practice
which can result in severe damage to your vehicle and person. JL Audio JX monoblock
subwoofer amplifiers are specifically designed to drive subwoofers. Their frequency response
is limited to the range below Hz. For detailed specifications,. The following represents the
sequence for a typical amplifier installation, using an aftermarket source unit or OEM Interface
product. Additional steps and different. If you have any questions, please contact your
authorized JL Audio dealer for assistance. This step is not optional! See next page for
appropriate wire size. Fuse the wire with an appropriate fuse block and connectors within 18
inches 45 cm wire length of the positive battery post. This fuse is essential to protect the
vehicle. Do not install the fuse until the power wire has been connected to the amplifier. In some
vehicles, it may be necessary to upgrade the battery ground wire. See page 5 for important
notice. Resist the temptation to crank it up until you have verified the control settings. See
Appendix A page 12 for the recommended input sensitivity setting method. This will prevent
accidental damage to the system, the vehicle and your person during installation. The above
wire gauge recommendations assume no other amplifiers are connected to the same wire. Use
larger wire with. Use the supplied. The surface of the sheet metal should be sanded at the
contact point to create a clean, metal-to-metal connection between the chassis and the
termination of the. The use of a 10 sheet metal screw and star washer to lock down the
connection is advisable. Any wires run through metal barriers such. Failure to do so may result
in a dangerous short circuit. An appropriate fuse at the main power wire s to the amplifier s is
vital for vehicle safety! This fuse must be installed within 18 inches 45 cm of the positive battery
post connection. If the JX monoblock is the only device connected to this main wire, use the
corresponding fuse value listed above no other fuse is required in this situation. When running
multiple devices from one main power wire, the main fuse value and rating of the main power
wire must be high enough for all of the equipment being run from it. Use a fused distribution
block to split the main power wire feed to each device, with appropriate fusing and power wire
for each device. Tighten the connector down using the supplied 2. The JX monoblock amplifier
offers two input connection methods, one for high-level speaker level signals and one for
low-level preamp level signals. You may run a stereo or a mono signal into the inputs of the
amplifier. The amplifier will operate with only one input connection left or right , but will require
an increase in input sensitivity to overcome the loss of signal. For this reason, when feeding a
mono input signal into the "Low-Level Inputs" , use a Y-adaptor splitter to split the mono signal
and connect it to both the Left and Right Low-Level Inputs of the amplifier. When feeding a
mono signal to the "Hi-Level Inputs" , connect it in parallel to both left and right input wires.
This is the preferred connection method whenever available. The JX monoblock will attenuate
the high-level signal to make it compatible with its input stage. Failure to do so will result in a
complete loss of signal no bass. To use this connection, ground the black wire on the plug to
chassis ground and only connect the Left and Right. If you plan to use the preamp outputs to
feed a stereo amplifier, you must connect stereo signals to the inputs of the amplifier. A mono
signal into the amplifier will result in a mono signal out of its preamp output. Rotating the
control clockwise will result in higher sensitivity louder for a given input. Rotating the control
counter-clockwise will result in lower sensitivity quieter for a given input voltage. To properly
set the amplifier for maximum clean output, please refer to Appendix A page 12 in this manual.
After using this procedure, you can then adjust the level of the amplifier by adjusting the input
sensitivity downward, if the amplifier requires attenuation to achieve the desired system
balance. Doing so will result in audible distortion and possible speaker damage. The low-pass
filter is fully variable between. The JX monoblock incorporates a pass- through preamp output
Preouts section, designed to make multiple amplifier systems easy to set up. These preamp
outputs deliver the same signal that is being fed to the Low-Level inputs. If the input signals are
full-range, the preamp outputs will be full-range. This signal is not affected by the bass boost or

Filter processing selected for the amplifier. With the optional RBC-1 Remote Level Control sold
separately , you can control the subwoofer volume from the front of the vehicle. When
connected to the amplifier, the Remote Level Control operates as follows. At full
counter-clockwise rotation, the audio will mute completely. At full clockwise rotation the level
will be the same as if. In other words, it operates strictly as a level attenuator. Care should be
taken to securely mount this control in a manner that does not interfere with vehicle operation.
Subwoofer connection to the JX monoblock is straightforward and takes place at the. Do not
chassis ground any speakers connected to this or any other JL Audio amplifier. Doing so will
cause the amplifier to go into protection. Then, tighten each connector using the supplied 2.
Doing so will damage the amplifier s. Before reconnecting the battery ground and turning the
system on, verify that all control settings on the amplifier are set according to the needs of the
system. These are as follows:. Connecting the speaker output to an impedance lower than 2
ohms will cause this protection mode to activate. When this. If your amplifier fails or
malfunctions, please return it to your authorized JL Audio dealer so that it may be sent in to JL
Audio for service. There are no user serviceable parts or fuses inside the amplifier. The unique
nature of the circuitry in the JL Audio amplifiers requires specifically trained service personnel.
Do not attempt. This will not only void the warranty, but may result in the creation of more
problems within the amplifier. If you have any questions about the installation or setup of the
amplifier not covered in this manual, please contact your dealer or technical support. Welcome
to ManualMachine. We have emailed you a verification link to to complete your registration. Log
in Sign up. Forgot password? Enter your email and check your inbox. Please also check your
spam folder. Email sent! Check your email for further instructions. Enter a new password. My
files 0 My downloads 0 History Account settings Sign out. Protect Your Hearing! Serial Number
Installation Applications We value you as a long-term customer. Use of this product in vehicles
with your hearing and that of others in your vehicle. The serial number may result in damage to
the product and will void high sound pressure levels can lead to permanent can be found on the
bottom panel of the the warranty. This and all other amplifier and on the amplifier packaging.
Chassis Ground Connector pg. Cooling Efficiency Considerations: The outer shell of your JL
Audio amplifier is designed to remove heat from the amplifier circuitry. For optimum cooling
performance, this outer shell should be exposed to as large a volume of air as possible. For
detailed specifications, please refer to Appendix B page TYpical Installation Sequence The
following represents the sequence for a typical amplifier installation, using an aftermarket
source unit or OEM Interface product. Additional steps and different procedures may be
required in some applications. Use larger wire with a fused distribution block or separate wires
for multiple amplifiers. The surface of the sheet metal should be sanded at the contact point to
create a clean, metal-to-metal connection between the chassis and the termination of the
ground wire. Any wires run through metal barriers such as firewalls , must be protected with a
high quality insulating grommet to prevent damage to the insulation of the wire. To use this
connection, ground the black wire on the plug to chassis ground and only connect the Left and
Right Positive plug wires to the factory radio outputs. At full clockwise rotation the level will be
the same as if the RBC-1 was not connected at all. IMPORTANT Before reconnecting the battery
ground and turning the system on, verify that all control settings on the amplifier are set
according to the needs of the system. When this protection mode is activated, the amplifier will
shut down to protect its circuitry. Do not attempt to service the amplifier yourself or through
unauthorized repair facilities. Register and get 5 for free. Upload manuals that we do not have
and get 1 for each file. Get 1 for every download of your manual. Protection Status pg. You may
call our Customer Service Department at for a more accurate shipping estimate. This product is
temporarily out of stock and estimated date of arrival is unknown but you may order this item
today to reserve it. Seen a better price? Drop us a line and we will do our best to match prices of
our online competitors. All your purchase from our store comes with Free Lifetime Technical
Support. Please call our certified technicians at for any questions about your product.
Consumer Priority Service was founded on the belief that consumers deserve better service.
Putting the satisfaction of the consumer at the forefront of our corporate policy has driven our
company to be among the very best at post sale service both on and offline. That is why your
retailer has selected Consumer Priority service, a place where you, our mutual customer, is
Always Our Priority. Consumer Priority Service Extended Protection plans provides you with
easy protection from potentially high future repair costs. Planning ahead and taking action now
can save you the stress of dealing with unqualified servicers should your product become
defective. We are here for you. Any malfunctions that would normally be covered within the
terms and conditions of the original written warranty would be covered through the life of the
Consumer Priority Service Extension. This means that ALL costs associated with Parts and
Labor to repair your defective product are covered. Total Access With CPS you can file a claim

for repair or replacement 24 hours a day 7 days a week through our consumer network at
In-Home Service In-Home parts and labor protection plans provide service for your products at
your home or your workplace. Contact us Toll Free at so that we may arrange for a convenient
service time for you. We'll pickup your defective product from your home or workplace, repair
or replace it, and return it to you. Product Replacement Plan Any product that plugs in or takes
a battery qualifies for this program. If your product fails to operate properly under the terms of
its written warranty, we will replace it, No Questions Asked! Nationwide Service Consumer
Priority Service provides complete coverage across all 48 contiguous states. No Lemon
Guarantee If our authorized service center determines your product to be beyond economical
repair or they have unsuccessfully attempted to repair your product three times, we will replace
your product. Peace of Mind Owning a CPS service plan virtually guarantees that you will get
years of use from your product through the duration of the plan. Home Car Amplifiers 2 Channel
Amplifiers. Car Amplifiers 2 Channel Amplifiers. Item Sorry, this product is no longer available.
Call us at and our expert tech-support would be happy to suggest alternative products for you!
Overview Specifications Features Warranty Reviews. RMS Power Rating Warranty: 1 Year
Manufacturer warranty. This item is accompanied by a manufacturer's warranty. If it is found to
be defective, it may be returned to OnlineCarstereo. Do you own this product? Write a review!
Other customers also shopped for:. Estimated Shipping Time for Special Order items is weeks.
Reserve Now. Risk Free! Order for this item is processed on a first come first served basis You
can cancel the order anytime, risk free Or, call us for alternatives at Call us : Guidelines and
Limitations: 1. Competitor must have the exact same item in stock and the time of Price Match.
Price of the actual product price must be verifiable and valid at the time of Price Match. Price
matching is only applicable in new orders. Limit one price match per identical item per
customer. Who is Consumer Priority Service? Why Do I need This? What is Covered? Condition
is "Used". Used in great working condition this is the longer version which they make a shorter
one as well. This amp will be tested and video recorded before shipping out we have had bad
experiences with inexperienced customers trying to install themselves and blowing up amp
therefore this amp will be sold as is for that reason we have Excellent reviews we do only good
business so buy with confidence sale is for amp thank you for looking and God bless you and
your family stay. Skip to main content. Email to friends Share on Facebook - opens in a new
window or tab Share on Twitter - opens in a new window or tab Share on Pinterest - opens in a
new window or tab. Add to Watchlist. This listing was ended by the seller because the item is no
longer available. Ships to:. United States and many other countries See details. This amount is
subject to change until you make payment. For additional information, see the Global Shipping
Program terms and conditions - opens in a new window or tab This amount includes applicable
customs duties, taxes, brokerage and other fees. For additional information, see the Global
Shipping Program terms and conditions - opens in a new window or tab. Delivery times may
vary, especially during peak periods. Start of add to list layer. Add to Watchlist Add to wish list.
Sign in for more lists. Dec 02, PST. Seller's other items. Related sponsored items. Showing
Slide 1 of 2 - Carousel. Similar sponsored items. Audio Control LC Seller assumes all
responsibility for this listing. Item specifics Condition: Used: An item that has been used
previously. The item may have some signs of cosmetic wear, but is fully operational and
functions as intended. This item may be a floor model or store return that has been used. See all
condition definitions - opens in a new window or tab Read more about the condition. Used in
great working condition this is the longer version which they make a shorter one as well This
amp will be tested and video recorded before shipping out we have had bad experiences with
inexperienced customers trying to install themselves and blowing up amp therefore this amp
will be sold as is for that reason we have Excellent reviews we do only good business so buy
with confidence sale is for amp thank you for looking and God bless you and your family stay.
Back to home page Return to top. Back to home page. Listed in category:. Email to friends
Share on Facebook - opens in a new window or tab Share on Twitter - opens in a new window or
tab Share on Pinterest - opens in a new window or tab Add to Watchlist. Condition: Used.
Ended: Dec 02, PST. For additional information, see the Global Shipping Program terms and
conditions - opens in a new window or tab See details. Seller: bestsales Seller's other items.
Used: An item that has been used previously. JL Audio. JavaScript seems to be disabled in your
browser. For the best experience on our site, be sure to turn on Javascript in your browser. This
rugged and reliable Class D monoblock uses a robust MOSFET power supply design that
delivers rock-solid bass performance at a very affordable price. It also features a variable bass
boost at 45 Hz. Dedicated hi-level inputs are inc
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luded, in addition to conventional low-level RCA inputs, making it easy to integrate with a
variety of OEM and aftermarket head units. Summary: Subwoofer-optimized, Class D amplifier
circuit delivers high efficiency without sacrificing low-frequency fidelity. Detailed Information:
The design of our Class D subwoofer amplifier circuits places a high emphasis on damping of
the driven load and low-frequency control. This Class D monoblock amplifier pumps out plenty
of power to move your subs but will go easy on your wallet. Lifetime guarantee on installation.
We'll match any authorized dealer with our Low Price Guarantee. Skip to the end of the images
gallery. Skip to the beginning of the images gallery. Be the first to review this product.
Availability: Out of stock. Compare Remove Product View Comparisions 1. Potentiometer No
Filter Defeatable? Installation Guarantee Lifetime guarantee on installation. Customer Reviews.
California Customers: Review the California Proposition 65 warning.

