Mercedes benz fuse chart

The fuses in your vehicle serve to close down faulty circuits. If a fuse blows, all the components
on the circuit and their functions stop operating. If a fuse has blown, the inside element will be
melted. Blown fuses must be replaced with fuses of the same rating, which you can recognize
by the color and value. The fuse allocation chart is located in the vehicle tool kit in the storage
compartment under the trunk floor. If a newly inserted fuse also blows, have the cause traced
and rectified at a qualified specialist workshop, e. The fuse box is located on the left-hand side
of the vehicle, when viewed in the direction of travel. Make sure that the windshield wipers are
switched off and that the SmartKey is removed from the ignition lock before you open the cover
of the fuse box. Otherwise, the windshield wipers and the wiper rods above the cover could be
set in motion. This could lead to you or others being injured by the wiper rods. The cover must
be seated properly, otherwise, moisture or dirt could impair the function of the fuses. It is in the
trunk on the right-hand side of the vehicle, when viewed in the direction of travel. Necessary
cookies are absolutely essential for the website to function properly. This category only
includes cookies that ensures basic functionalities and security features of the website. These
cookies do not store any personal information. Any cookies that may not be particularly
necessary for the website to function and is used specifically to collect user personal data via
analytics, ads, other embedded contents are termed as non-necessary cookies. It is mandatory
to procure user consent prior to running these cookies on your website. Notice Before changing
a fuse: secure the vehicle against rolling away, remove the SmartKey from the ignition lock, and
switch off all electrical consumers. Always disconnect the battery before servicing high current
fuses. Always replace faulty fuses with the specified new fuses having the correct amperage. If
you manipulate or bridge a faulty fuse or if you replace it with a fuse with a higher amperage,
the electric cables could be overloaded. This could result in a fire. There is a risk of an accident
and injury. Only use fuses that have been approved for Mercedes-Benz vehicles and which have
the correct fuse rating for the system concerned. Otherwise, components or systems could be
damaged. Main Page. This website uses cookies to improve your experience. We'll assume
you're ok with this, but you can opt-out if you wish. Close Privacy Overview This website uses
cookies to improve your experience while you navigate through the website. Out of these
cookies, the cookies that are categorized as necessary are stored on your browser as they are
essential for the working of basic functionalities of the website. We also use third-party cookies
that help us analyze and understand how you use this website. These cookies will be stored in
your browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may have an effect on your browsing experience.
Necessary Always Enabled. Non-necessary Non-necessary. Valid for model Valid for gasoline
engine or engine as of 1. Front passenger seat lumbar support and side bolster adjustment
switch group. The fuses in your vehicle serve to close down faulty circuits. If a fuse blows, all
the components on the circuit and their functions stop operating. If a fuse has blown, the inside
element will be melted. Blown fuses must be replaced with fuses of the same rating, which you
can recognize by the color and value. The fuse ratings are listed in the fuse allocation chart
located near the instrument panel fuse block. If a newly inserted fuse also blows, have the
cause traced and rectified at a qualified specialist workshop, e. Necessary cookies are
absolutely essential for the website to function properly. This category only includes cookies
that ensures basic functionalities and security features of the website. These cookies do not
store any personal information. Any cookies that may not be particularly necessary for the
website to function and is used specifically to collect user personal data via analytics, ads,
other embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Notice Before changing a fuse, secure
the vehicle against rolling away and switch off all electrical consumers. Always disconnect the
battery before servicing high current fuses. Always replace faulty fuses with the specified new
fuses having the correct amperage. If you manipulate or bridge a faulty fuse or if you replace it
with a fuse with a higher amperage, the electric cables could be overloaded. This could result in
a fire. There is a risk of an accident and injury. Only use fuses that have been approved for
Mercedes-Benz vehicles and which have the correct fuse rating for the system concerned.
Otherwise, components or systems could be damaged. Main Page. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.
Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.

Non-necessary Non-necessary. In addition fused via polyswitch fuse for stationary heater:
Stationary heater radio remote control receiver. Driver-side SAM control unit with fuse and relay
module engine , , , , , , , Valid for engine , , , , , , , , , , AAC with integrated control additional fan
motor. Electronic selector lever module control unit Automatic five-speed transmission NAG.
Automated manual transmission control unit Sequentronic automated manual transmission
SEQ. Air pump relay except engine Fuel pump relay except engine Ad vertisements. The fuse
box is located on the edge of the instrument panel, on the passenger side, under the cover on
the right in the LHD, on the left in the RHD. It is located in the engine compartment left-side. The
fuse box is located in the engine compartment right-side. It is located in right front of the engine
compartment. How to check the fuses? How to replace a blown fuse? Why do car fuses blow?
Types of automotive fuses. Table of Contents. Instrument Panel Fuse Box. Fuse Box below right
rear seat. Auxiliary fuse and relay box in the engine compartment. Learn more: How to check
the fuses? We use cookies to ensure that we give you the best experience on our website. If you
continue to use this site we will assume that you are happy with it. Ok Privacy policy. Trailer
recognition control module Special version: Automatic fire warning and extinguishing system.
Pneumatic system equipment with combined functions ATA inclination sensor Special version.
Special version: D2B interface for permanently installed telephone D2B interface for portable
cellular telephone. Rear air conditioning control module Rear AC refrigerant shutoff valve
Delivery unit for rear heating system Circulation pump Left duovalve Right duovalve. Steering
wheel adjustment, horizontal: S relay 1, jacket tube longitudinal adjustment S relay 2, jacket
tube longitudinal adjustment. Steering wheel adjustment, vertical: S relay 1, jacket tube, height
adjustment S relay 2, jacket tube height adjustment. Special version: Windshield wiper water
pump Windshield washer water pump Circuit 15 connector sleeve Ignition coils. Special
version: Heating systems recirculation unit Blower regulator Blower motor. Ad vertisements. In
this article, we consider the second-generation Mercedes-Benz C-Class W , produced from to
Here you will find fuse box diagrams of Mercedes-Benz C, C, C, C, C, C, C, C, C, C, C30, C32,
C50 , , , , , , and , get information about the location of the fuse panels inside the car, and learn
about the assignment of each fuse fuse layout and relay. The fuse box is located in the engine
compartment left-side , under the cover. The fuse box is located in the luggage compartment on
the left-side , behind the cover. How to check the fuses? How to replace a blown fuse? Why do
car fuses blow? Types of automotive fuses. Mercedes-Benz C-Class W; Table of Contents.
Instrument Panel Fuse Box. Engine Compartment Fuse Box. Front Prefuse Box. Luggage
Compartment Fuse Box. Learn more: How to check the fuses? We use cookies to ensure that
we give you the best experience on our website. If you continue to use this site we will assume
that you are happy with it. Ok Privacy policy. Driver-side front seat adjustment control unit, with
memory Driver-side front seat adjustment control unit, with memory Special vehicle
multifunction control unit. Cell phone separation point up to Valid for engine Charge air cooler
circulation pump up to HEAT control and operating unit up to Glove compartment illumination
with switch Front cigar lighter with illumination. Light switch module Valid for engine Steering
angle sensor up to Engine and AC electric suction fan with integrated control Valid for diesel
engines: Glow output stage. Front passenger front seat adjustment control unit with memory
Front passenger partially-electric seat adjustment switch. Driver front seat adjustment control
unit with memory Driver partially-electric seat adjustment switch. Dome lamp Right luggage
compartment lamp Left luggage compartment lamp STH radio remote control receiver. Interior
socket Valid for model Fuel filler cap polarity change relay 1 Fuel filler cap polarity change relay
2. Rear window roller blind relay Valid for model Ad vertisements. The fuse box is located on the
left side of the instrument panel, behind the cover. It is located on the right side of the
instrument panel, behind the cover. It is located between the rear seats. Swing down center
armrest, open cover behind center armrest, pull cover 1 forward in direction of the arrow. From
How to check the fuses? How to replace a blown fuse? Why do car fuses blow? Types of
automotive fuses. Table of Contents. Rear Fuse Box. Engine Compartment Fuse Box. Engine
Pre-Fuse Box. Interior Pre-fuse Box. AdBlue Fuse Block. Learn more: How to check the fuses?
We use cookies to ensure that we give you the best experience on our website. If you continue
to use this site we will assume that you are happy with it. Ok Privacy policy. W Left rear
multicontour backrest control unit, Right rear multicontour backrest control unit. S Hybrid:
Battery management system control unit, Power electronics control unit. Valid for engine , ,
Charge air cooler circulation pump Valid for engine Engine coolant circulation pump S Hybrid:
Power electronics circulation pump 2. Valid for engine , , Fuel pump up to Valid for model with
engine , Fuel pump from S Hybrid: Power electronics circulation pump 1 Valid for model Valid
for engine up to : Fuel pump control unit Valid for engine , , , , , , , from : Fuel pump control unit.
Navigation processor from up to Rear cigar lighter with ashtray illumination connector V socket
from Trailer recognition control unit up to Trailer hitch socket pin from Valid for engine , , , ,

Circulation pump relay S Hybrid: Valid for model Fuel pump relay Valid for engine Valid for
engines , , , , , , Terminal 87 Ml i connector sleeve Valid for model with engine and engine CDI
control unit Fuel pump relay Valid for model with engine Quantity control valve. Valid as of 1.
Valid for model with engine and engine as of 1. W as of 1. Not valid for engine Alternator Valid
for engine Alternator. Electrohydraulic power steering Valid for model with engine , Glow time
output stage. The fuses in your vehicle serve to close down faulty circuits. If a fuse blows, all
the components on the circuit and their functions stop operating. If a fuse has blown, the inside
element will be melted. Blown fuses must be replaced with fuses of the same rating, which you
can recognize by the color and value. The fuse ratings are listed in the fuse allocation chart. If a
newly inserted fuse also blows, have the cause traced and rectified at a qualified specialist
workshop, e. The fuse block is located in the engine compartment on the left-hand side of the
vehicle when viewed in the direction of travel. Necessary cookies are absolutely essential for
the website to function properly. This category only includes cookies that ensures basic
functionalities and security features of the website. These cookies do not store any personal
information. Any cookies that may not be particularly necessary for the website to function and
is used specifically to collect user personal data via analytics, ads, other embedded contents
are termed as non-necessary cookies. It is mandatory to procure user consent prior to running
these cookies on your website. Notice Before changing a fuse, secure the vehicle against rolling
away and switch off all electrical consumers. Always disconnect the battery before servicing
high current fuses. Always replace faulty fuses with the specified new fuses having the correct
amperage. If you manipulate or bridge a faulty fuse or if you replace it with a fuse with a higher
amperage, the electric cables could be overloaded. This could result in a fire. There is a risk of
an accident and injury. Only use fuses that have been approved for Mercedes-Benz vehicles and
which have the correct fuse rating for the system concerned. Otherwise, components or
systems could be damaged. Sedan Open the trunk lid. To open: release cover 1 at the top right
and left-hand sides with a flat object. Open the cover 1 downwards in the direction of the arrow.
Wagon Open the tailgate. To open: pull handle 1 on the cover. Open the cover downwards.
Swing trim 2. Main Page. This website uses cookies to improve your experience. We'll assume
you're ok with this, but you can opt-out if you wish. Close Privacy Overview This website uses
cookies to improve your experience while you navigate through the website. Out of these
cookies, the cookies that are categorized as necessary are stored on your browser as they are
essential for the working of basic functionalities of the website. We also use third-party cookies
that help us analyze and understand how you use this website. These cookies will be stored in
your browser only with your consent. You also have the option to opt-out of these cookies. But
opting out of some of these cookies may have an effect on your browsing experience.
Necessary Always Enabled. Non-necessary Non-necessary. Valid for right-hand drive vehicles
as of Valid for left-hand drive vehicles as of Valid for engine , up to Valid for engine with
retrofitted heated fuel filter up to Valid for transmission except Valid for engine , Valid for
transmission Fan motor for internal combustion engine and air conditioning with integrated
control. Valid as of The fuses in your vehicle serve to close down faulty circuits. If a fuse blows,
all the components on the circuit and their functions stop operating. If a fuse has blown, the
inside element will be melted. Blown fuses must be replaced with fuses of the same rating,
which you can recognize by the color and value. The fuse ratings are listed in the fuse
allocation chart. If a newly inserted fuse also blows, have the cause traced and rectified at a
qualified specialist workshop, e. The cockpit fuse box is located in the cockpit on the
passenger-side. The battery compartment prefuse box is located next to the power supply
battery below the front passenger seat. The load compartment fuse and relay box are installed
in the load compartment on the right of the wheelhouse. Necessary cookies are absolutely
essential for the website to function properly. This category only includes cookies that ensures
basic functionalities and security features of the website. These cookies do not store any
personal information. Any cookies that may not be particularly necessary for the website to
function and is used specifically to collect user personal data via analytics, ads, other
embedded contents are termed as non-necessary cookies. It is mandatory to procure user
consent prior to running these cookies on your website. Notice Before changing a fuse, secure
the vehicle against rolling away and switch off all electrical consumers. Always disconnect the
battery before servicing high current fuses. Always replace faulty fuses with the specified new
fuses having the correct amperage. If you manipulate or bridge a faulty fuse or if you replace it
with a fuse with a higher amperage, the electric cables could be overloaded. This could result in
a fire. There is a risk of an accident and injury. Only use fuses that have been approved for
Mercedes-Benz vehicles and which have the correct fuse rating for the system concerned.
Otherwise, components or systems could be damaged. Main Page. This website uses cookies to
improve your experience. We'll assume you're ok with this, but you can opt-out if you wish.

Close Privacy Overview This website uses cookies to improve your experience while you
navigate through the website. Out of these cookies, the cookies that are categorized as
necessary are stored on your browser as they are essential for the working of basic
functionalities of the website. We also use third-party cookies that help us analyze and
understand how you use this website. These cookies will be stored in your browser only with
your consent. You also have the option to opt-out of these cookies. But opting out of some of
these cookies may have an effect on your browsing experience. Necessary Always Enabled.
Non-necessary Non-necessary. Valid as of 1. Valid for engine Valid for model Valid for engine ,
as of 1. As of 1. Electrical connection, Blind-Spot-Monitoring interior rear bumper as of 1. As of
The fuses in your vehicle serve to close down faulty circuits. If a fuse blows, all the components
on the circuit and their functions stop operating. If a fuse has blown, the inside element will be
melted. Blown fuses must be replaced with fuses of the same rating, which you can recognize
by the color and value. If a newly inserted fuse also blows, have the cause traced and rectified
at a qualified specialist workshop, e. The fuse box is located in the engine compartment on the
left-hand side. Necessary cookies are absolutely essential for the website to function properly.
This category only includes cookies that ensures basic functionalities and security features of
the website. These cookies do not store any personal information. Any cookies that may not be
particularly necessary for the website to function and is used specifically to collect user
personal data via analytics, ads, other embedded contents are termed as non-necessary
cookies. It is mandatory to procure user consent prior to running these cookies on your
website. Notice Before changing a fuse, secure the vehicle against rolling away and switch off
all electrical consumers. Always disconnect the battery before servicing high current fuses.
Always replace faulty fuses with the specified new fuses having the correct amperage. If you
manipulate or bridge a faulty fuse or if you replace it with a fuse with a higher amperage, the
electric cables could be overloaded. This could result in a fire. There is a risk of an a
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ccident and injury. Only use fuses that have been approved for Mercedes-Benz vehicles and
which have the correct fuse rating for the system concerned. Otherwise, components or
systems could be damaged. Main Page. This website uses cookies to improve your experience.
We'll assume you're ok with this, but you can opt-out if you wish. Close Privacy Overview This
website uses cookies to improve your experience while you navigate through the website. Out
of these cookies, the cookies that are categorized as necessary are stored on your browser as
they are essential for the working of basic functionalities of the website. We also use third-party
cookies that help us analyze and understand how you use this website. These cookies will be
stored in your browser only with your consent. You also have the option to opt-out of these
cookies. But opting out of some of these cookies may have an effect on your browsing
experience. Necessary Always Enabled. Non-necessary Non-necessary. Valid for engine

