No bus jeep cherokee
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Fuel gauge and Voltmeter not functioning, won't start, "no bus" error in the odometer. No
dealers will help on the phone. I have three cherokee'sat my house. All three are nickel and
diming us to death. Taking mine in tomorrow; hope the same applies. Good luck. Ask about
Jeep TSB ; doesn't list 00's, but there might be something similar. I bought a subscription to
alldata. Today I went and di-electric greased all of the connections in the back of the gauge
cluster. Hopefully this will solve the problem?? I was told the "no bus" error displayed in the
odometer has to do with the wiring harness behind the speedometer. I asked how much it would
be to repair this problem he told me "a couple hundred dollars. Your cars have a "data bus" the
same as a personal computer. It is basically just part of the computers wiring system. Try
checking plug in connectors in your wiring system. This could possibly be somewhere besides
behind the instrument cluster, such as at the computer. Another thing to check is the ground
system. I don't know about your particular vehicle, but I have found a few vehicles with a loose
ground wire, which was driving the instruments crazy. In those cases, there was a ground wire
with a metal grommet attached to the metal body or dash structure somewhere under the dash. I
have found on some vehicles it is attached on the left side under the edge of the dash right
above the emergency brake pedal. I hope this helps. Let me know if you have any luck. I know a
lot about cars, and while I am guessing here- I am going to say that it is due to a bad ground. If
you battery is not dead, make sure the connections on the battery are clean and tight. And most
importantly, on the right posts on the battery! The reply stating that the battery was just
changed makes me more suspicious that this is the cause. Had one in the shop a no start with
the fuel and amp gauge not working. The no bus signal on the odom. Pcm depends on an 8 volt
ref to communicate through the bus line to the cluster to operate the dash and to communicate
threw the aldl connecter. If any sensor shorts out the pcm goes dead and the no bus sign
shows. Unplug the sensor and watch your dash. Need to have one in with an intermitent NO
BUS so i can labscope the sensor to see if the signature is correct. Will post when i get one. It is
a couple hundred dollars. He has a Jeep Cherokee. Hope this helps. We had it in with the dealer
3 or 4 times before they found the problem to be the Crank Sensor. Once fixed, it was fine.
However, less then 2 years later, the problem started up again on and off. I hate the fact I can't
rely on my vehicle. A week ago we took it back in and based on our history, they replaced the
sensor again and told us that was the problem. However, just two days ago, my husband and I
were about to take off for a trip when the same signal came back on with the "No BUS. Took it
up and they unplugged the CD Changer; and all is well. Now I waiting for a new cd changer.
Every time it happens to me my car still runs fine, except for the gauges I have a 98 Sebring JXi
with the same thing? This condition is caused by minor oxidation of the BUS circuit terminals at
the instrument cluster connector. Electrical terminals will show signs of oxidation, which will
appear as darkened lines or marks on the cluster male terminals. These often appear as gray or
black marks rather than the appearance of oxidation or corrosion usually associated with higher
current carrying circuits. The fault code will usually be stored and not active. If this fault code is
present, either active or stored perform the Repair Procedure. Remove the instrument cluster
using the procedures outlined in the appropriate servicemanual. The oxidation will appear as
gray or black lines or marks on the terminals. If any signs of oxidation are present, remove them
by gently scraping the terminals with a small flat bladed screw driver until the oxidation is gone.
Use of a magnifying glass may be helpful See Figure 2. Use caution when performing this
operation. Do not apply excessive force to the terminals to avoid bending them or damaging the
cluster or terminals. Do not use a sharp tool, knife or sand paper, which could remove the
protective plating from the terminals. Other chemical cleaners could damage the instrument
cluster. Apply the cleaner sparingly holding the cluster with the connector facing down to avoid
excessive amount of cleaner from entering the cluster. Remove the green cluster connector
from the bracket. Using wire cutters, remove the instrument cluster harness connector from the
harness. This connector is labeled CBA on the cluster. Cut the wires as close to the insulator as
possible. The new connector must be soldered onto the harness. This operation requires a
technician who is skilled at soldering to avoid a cold solder joint. Position the harness and align
the wires with the patch harness, matching the color codes match the main wire colors. The

new harness will have a dark blue with no tracer. This will mate with a dark blue wire with a
green tracer on TJ and with a dark blue wire with a white tracer on XJ. Slide a piece of heat
shrink tubing over the wires and twist the wires together for each respective circuit. Solder each
circuit using rosin core solder. Be sure to heat the wire enough to allow the solder to melt when
it comes in contact with wire. Do not use acid core solder. Position the heat shrink tubing over
the solder joints and shrink the tubing using a heat gun. Install the connector to the bracket.
Install the instrument cluster. Connect the battery cable. Verify correct operation of the cluster.
Im the install guy at a shop i work at and i put a remote start in this car. The odometer dispays
"no bus" and the car wont start. Door locks dnt wrk, windows dnt wrk, Were havin it towed in
first thing monday morning. Ill let you know what i find out. Your name or nickname: If you'd like
to create a new account or access your existing account, put in your password here: Your
answer:. Related FAQ: rec. Does anyone know what "no bus" means, my car won't start after a
rain or freezing rain and wondering if it has anything to do with this reading, also just had a full
tune up and new battery, car will turn over just won't start. I have a 98 sebring jxi convertible,
64,ooo miles. My dad's Jeep Cherokee is doing the same thing. Having the same problem on my
'99 Jeep Cherokee. Found more. My wife's 00' wrangler recently read "NoBus" on her gauges, I
called my local jeep dealership and they had mentioned a problem with the connections in the
back of the gauge cluster. I have an uncle that works for our local Jeep dealer. My Wrangler just
did it because the battery is dead. The no bus syndrome on the jeeps. Answer by josh the
mechanic. The "no bus" signal is indicating that there is no fuse, a blown fuse, or no power the
the ECM electronic control module or "the brain" make sure all relays are operational as well
and you should be on your way. The 'no bus' error is a cranking censor. Answer by driving
down the road. I know its kind of late, but perhaps I could help, "No Bus" simply means that
your computer is not able to read any info from your circuits Have same problem with my
Sebring I also have a 99 Jeep. How about the Body Control Module? My jeep cherokee was
reading "no bus. Did anyone ever find out an answer to the 'no bus' problem. Im having the
same problem with a Charger. If you'd like to create a new account or access your existing
account, put in your password here:. Here are a couple of "Suggestions" you can try to
eliminate the many things that could be causing the "NO BUS" code to appear. Let me get a nice
glass of wine. Once disconnected wait at least five 5 minutes, before re-connecting it, this will
reset the modules. If the gauges came back, and are operating, turn the "Ignition Key" to the
"Off Position", wait a couple of minutes and start the engine. The next thing you would want to
do is to check, or test if the "Instrument Cluster" is operating as it should, to eliminate it as
being the cause of the problem. To test the "Instrument Cluster", follow these steps, 1. Turn the
"Key Off". Depress the "Trip Odometer Reset Button" and hold it in. While holding the button in
turn the ignition key to the "Run Position" do not start the engine. Release the "Odometer
Button". While the following gauges should go through their entire range of motion,
"Speedometer, Odometer and Fuel". If not, than I would say you have a bad "Instrument
Cluster", or there's no communication going to it. If the "Instrument Cluster" is good and
operating, after the above test, than your problem is with the vehicle's "Communication
Modules", or a little thing as a bad "CPS Crank Position Sensor". Not sure, I know the computer
knows the actual odometer regardless of what the odom says. I had a car that had about 21k on
it, the odom glitched and said I had 6k. I took it in, never told them what the mileage actually
was, and they fixed it, and the exactly correct mileage came up. Considering it is electronic, I'm
going to say the computer tells the odometer what to display. If it shows wrong, you can always
visit a dealer, they can reprogram it to the proper mileage, just keep the old mileage recorded.
This I know they can do for sure. Trending News. For Tiger Woods, golf is secondary at this
point. Gerard Depardieu charged with rape, sex assault in Paris. COVID pushes some with
eating disorders to get help. FOMO trend is fueling a homebuying surge. Official on Woods:
He's 'very fortunate' to be alive. Poll: Partisan divide over vaccine acceptance grows. State tax
changes could mean bigger refunds for some. Britney Spears defended by former child star.
Obama, Mickelson wish Tiger well after crash. Answer Save. Benz Lv 4. Good Luck! Jeep
Cherokee Instrument Cluster. Lindy Lv 4. Still have questions? Get your answers by asking
now. I'm not a mechanic but my daughter's Jeep wouldn't start had it towed home and started
researching problems saw that a common problem was the crank sensor and I also saw that
when the no bus sign comes on it could also be the connections for the the instrument cluster
so I took the instrument cluster off scraped the connectors and cleaned it up and I still got the
no bus signal and then after that I was getting advice from friends and everything and everyone
agreed that it was the crank sensor so I went under the car and I replaced the crank sensor and
I'm still getting no start I'm still getting it's turning over but it's not starting I am getting the no
bus sign where the odometer is at and I'm still getting nothing i I'm stuck I don't know what to
do if someone has any more advice about this it would be greatly appreciated thank you.

GuruTP6SV answered 2 years ago. I gave up took it to a mechanic who after poking around for a
day thinks it might have been a fuse for ignition that doesn't look bad on the fuse block
passenger side kick plate. BUT it is not definitive as the jeep would start once in a while before
the fuse was replaced. So I am on a short leash for now. So if there is anyone else out there who
has this story but a definite culprit please post! Chefdb answered 2 years ago. It was a fuse.
Starts and runs great but just got the no bus again as I drove home. Stopped and restarted Jeep
and panel was back up and running. Checked for codes when I gone home and no codes
triggered. Emily answered 2 years ago. Question: I just noticed the "no bus" light in the
odometer, but mine was running fine. The speedometer was out and the check engine light and
the airbag light were on. GreaseMonkey answered 2 years ago. I just got this no bus error on my
Cherokee. Is turns on and runs normal but no readings in instrument cluster. Which fuse was it
that you replaced? I had a crank no start on my xj. Replaced crank sensor still nothing pulled
out the cam sensor and synchronizer to find the gear was all chewed up. Replaced that along
with a new coil pack and she runs again but NOW i am getting no bus on the cluster and finicky
gauges. GuruC8QQ8 answered about a year ago. I get this problem every once in a while. Has
nothing to do with anything in the previous answers. When i get this code my gas gauge stops
working. So i stop the car and restart it. This clears the error message and everything works
again. I believe it has something to do with a bad stop light or turn light bulb going bad. Hope
this helps someone. Andrew answered about a year ago. There is a braided ground that runs
from the firewall on the drivers side to the back of the block and connects to the back righ head
bolt. The can rust out and stop carrying ground to the cluster. Cleaned where it connected and
reconnected started right up. After 25 hours of trying everything else. It is located 5 inches
down from the cowl on the drivers side. Right in the middle. Glenn answered about a year ago.
Im wondering if the new LED lights I put in the dash cluster are causing this to happen, and
whether some bad bulb connections could be the cause on other jeeps. VroomVroomNiqqa
answered about a year ago. Aaron answered 7 months ago. I had this issue a few years ago, I
think it was a fuse or something else simple. Today, I just finished changing the coils, spark
plugs, fuel injectors and installing a heat shield on the fuel rail heat soak repairs and that damn
"No Bus" came back. This is my first stop before checking the fuses. It runs great BTW, no
studder with the new injectors. I dont know if it just needed time after connecting the battery or
if the odometer press and hold while starting did the trick. Now onto cutting the hood vents.
GreaseMonkey answered 7 months ago. The problem went away? Aaron please let us know if It
comes back. I put a new ECM on mine and the problem was resolved for 6 months and now is
back again. BigSexy answered 5 months ago. Ok y'all I'm having the same problem from my
Cherokee 4. When it first happened a well ago I replaced the crankshaft position sensor and it
ran for a day and a half. Then I replaced the ignition coil rail, spark plugs, alternator, cleaned the
connections on the cluster, and cleaned the fuel injectors and fuel rail. That night it ran like a
new one with no issues. The next morning it wouldn't crank again with the same no bus error
and no gauges. Anyone got a solution that works? MaddieRaye answered 3 months ago. My
girlfriends jeep has the same issue. We cleaned the grounds. Anything else? Andrew answered
3 months ago. Check the ground from your engine block to the firewall. Often gets rusty and
causes intermittent problems. GuruP71YH answered 3 months ago. The nut was loose. Cleaned
it and retightened it. Fired right up. Same issues. No bus. No gauges. No turn over. I'm not a
mechanic but my daughter's Jeep wouldn't start had it towed home and started researching
problems saw that a common problem was the crank sensor and I also saw that when the no
bus sign My wife had her trany line come off and didn't know the red stuff coming frome under
her front ump er was trany fluid. She drove it home, a little over a mile, suiting out fluid the
whole way. My jeep is running really ruff some time it ideals good other times rpms will rpm and
some times it will die on me while I dealing when going down the road it will jerk not sure what
the probl It showed error codes for the ignition coils I need help ASAP. I think the motor is
locked but just wanna make sure. It has new spark plug there not messed up or anything. The
starter works to. When I turn the key all I have a different car. Content submitted by Users is not
endorsed by CarGurus, does not express the opinions of CarGurus, and should not be
considered reviewed, screened, or approved by CarGurus. Please refer to CarGurus Terms of
Use. Content will be removed if CarGurus becomes aware that it violates our policies. Report
Follow. Mark helpful. Your Answer:. Upload Photo Photo optional. Related Questions. Start a
new Jeep Cherokee question. Sell Your Car Yourself With a simple, secure transaction. Get
Started. Search Jeep Cherokee Questions. CarGurus Experts. Know more, shop wisely Search.
Related Models For Sale. Used Cars for Sale. More Videos Chief of Cherokee Nation: Jeep is
wrong to use our name. The McLaren Artura is an electric hybrid with the speed of a supercar.
See Porsche's GT3 on the racetrack. See Ford's new Raptor F in action. Review: The Ghost is
more modest and simple, but it's still a Rolls-Royce. This Mini Cooper is built to race. No, really.

See Jeep's most powerful Wrangler ever. Watch this production car break world speed record.
This is Volkswagen's first electric SUV. Ride along in the latest Ferrari convertible. Nissan gives
a glimpse of its first Z car in more than a decade. This new electric car has over 1, horsepower.
See Maserati's first supercar in over a decade. Jeep is reviving a classic. See the new Grand
Wagoneer. The Jeep Grand Cherokee is the brand's best-selling model, while the Jeep
Cherokee is its third best-selling. Jeep recently unveiled a redesigned version of the Grand
Cherokee, and the company has sold SUVs under the Cherokee brand name for about 45 years.
The Jeep Grand Cherokee. I'm sure this comes from a place that is well-intended, but it does not
honor us by having our name plastered on the side of a car," Chuck Hoskin, Jr. He had initially
sent the statement to Car and Driver , which first reported on the news. Read More. For his part,
Hoskin said he could not see any sort of arrangement under which it would be acceptable to
him for Jeep to continue using the tribe's name on its vehicles. The Cherokee ha
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ve been known by that name since before Europeans came in contact with them. Car and Driver
had asked Hoskin about the name after several other companies and sports teams announced
changes to brand names and logos that used ethnic stereotypes and caricatures considered
offensive. Aunt Jemima and Uncle Ben are going away. Are these mascots next? Last summer,
the Washington Redskins announced it would drop its name and call itself the Washington
Football Team. Several months later, the Cleveland Indians baseball team announced it would
change its name, as well. Land O' Lakes removed an image of a native American woman from
the label on its butter. Other food brands, such as Uncle Ben's rice and Aunt Jemima syrup and
pancake mix, changed their names and logos as well. The Jeep Cherokee was first introduced in
The Grand Cherokee, with a more modern, car-like appearance was introduced in The original
Cherokee model line was dropped in , but the name was reintroduced in on a new compact SUV.

