P0135 ford focus

It is caused by a failure in one of the oxygen sensors heated elements, specifically bank 1
sensor 1. It technically stands for:. The purpose of the heated element in the oxygen sensor is
to quickly bring your it up to normal operating temperature after your Focus has been started.
Typically, the only symptom of P is going to be the service engine soon light. It should not be
considered a breakdown risk. But, like anything that causes the service engine soon light to
come on it is a good idea to have it fixed as soon as possible. Here are the most common
issues that cause the P code in the Ford Focus. They are presented in order somewhat of most
to least likely to cause the problem. It is possible to diagnose the P with a multimeter. If the light
comes on, even for a second, you know that you have a short circuit causing the P trouble
code. Good luck finding whatever caused it in your Ford Focus. If you have anything that you
would like to add, please feel free to leave a comment below. Ford Focus P Symptoms Typically,
the only symptom of P is going to be the service engine soon light. Bad Oxygen Sensor â€” The
oxygen sensor itself is one of the most likely reasons that P is triggering your service engine
soon light. Wiring Harness Damage â€” The wiring that goes to the front and rear oxygen
sensors is very susceptible to damage. This is due to the fact that O2 sensors are under the
chassis where they are subject to punishment from road debris, and they are subjected to a lot
of exhaust heat. Wrong O2 Sensor â€” If you are getting P after having recently replaced your
Oxygen sensor, it may be that the replacement is wrong or bad. Focus P Diagnosis Here is a
fantastic video that covers all aspects of diagnosing a P trouble code. Play Now. What does this
mean? Check the "Possible Causes" listed above. Visually inspect the related wiring harness
and connectors. Check for damaged components and look for broken, bent, pushed out, or
corroded connector's pins. How much do you know about cars? Take the AutoCodes. Tech
Notes What does this mean? The auto repair labor rates vary by location, your vehicle's make
and model, and even your engine type. When is the code detected? Current amperage in the
front heated oxygen sensor heater circuit is out of the normal range. An improper voltage drop
signal is sent to ECM through the front heated oxygen sensor heat. The faster the heated
oxygen sensor reaches that temperature the faster the sensor will start sending an accurate
signal to the Engine Control Module ECM. In order to achieve the require temperature, a heater
element is included inside the heated oxygen sensor. The ECM controls the heated oxygen
sensor heater element based on signals from the engine coolant temperature and engine load.
The ECM controls the heater element circuit by allowing current flow to ground. The ECM
monitors the voltage signal received through the heater element circuit and determines the
state of the circuit by comparing the voltage detected with the factory specifications. Get
Access to Factory Service Manuals. Need more help? Get the P Ford code diagnosed by a
professional: Find a repair shop in your area. Why is the Engine Light ON? Comments Help us
improve AutoCodes. Leave a comment below or tell us if the information above help you fix the
code. What are the symptoms on your vehicle for the P Ford code? Have you replaced any
parts? Any information is appreciated. Repair Importance Level: 2. Home - About AutoCodes.
Posted and Edit by AutoCodes. Play Now. Start by checking the "Possible Causes" listed above.
Visually inspect the related wiring harness and connectors. Check for damaged components
and look for broken, bent, pushed out, or corroded connector's pins. Tech Notes What does this
mean? The auto repair labor rates vary widely across the country, and even within the same
city. How much do you know about cars? Take the AutoCodes. When is the code detected?
Current amperage in the front heated oxygen sensor heater circuit is out of the normal range.
An improper voltage drop signal is sent to ECM through the front heated oxygen sensor heat.
The faster the heated oxygen sensor reaches that temperature the faster the sensor will start
sending an accurate signal to the Engine Control Module ECM. In order to achieve the require
temperature, a heater element is included inside the heated oxygen sensor. The ECM controls
the heated oxygen sensor heater element based on signals from the engine coolant temperature
and engine load. The ECM controls the heater element circuit by allowing current flow to
ground. The ECM monitors the voltage signal received through the heater element circuit and
determines the state of the circuit by comparing the voltage detected with the factory
specifications. Get Access to Factory Service Manuals. Need more help? Get the P Ford code
diagnosed by a professional: Find a repair shop in your area. Why is the Engine Light ON?
Repair Importance Level: 2. Your email address will not be published. What does the code
mean? The heated circuit in the oxygen sensor decreases time needed to enter closed loop. As
the O2 heater reaches operating temperature, the oxygen sensor responds by switching
according to oxygen content of the exhaust surrounding it. The ECM tracks how long it takes
for the oxygen sensor to begin switching. It the ECM determines based on coolant temp that too
much time elapsed before the oxygen sensor began operating properly, it will set P Causes
Causes of the OBD-II code P A code P may mean that one or more of the following has
happened: O2 Heater element resistance is high Internal short or open in the heater element O2

heater circuit wiring high resistance open or short to ground in the wiring harness. Solutions
Repair short or open or high resistance in wiring harness or harness connectors Replace
oxygen sensor cannot repair open or short that occurs internally to sensor. Leave a Reply
Cancel reply Your email address will not be published. Ford All Models Heated oxygen sensors
contain heating elements to help them get to operating temperature quickly in order to minimize
the amount of time spent in open-loop operation A fixed rich mixture. This video does a great
job of outlining the diagnostic process for P, but we have provided an overview below:. Please
take it to the nearest auto shop so that they may check other possible issues, including the
Engine Control Module ECM. For error code P, one or more of the below repairs may be needed
to solve the underlying issue. For each possible repair, the estimated cost of repair includes the
cost of the relevant parts and the cost of labor required to make the repair. Download The Savvy
Motorist Report now to discover:. FixD works great! Once I got the App installed right and
registered, it showed the potential reason on the check engine light, and how to diagnose
sensor. In a few minutes you know what to do, where and how. Love it! How can you tell if is the
upper Left or r ugh this downstream or or the Lower right or left downstream 02 heater sensor
since it only gives code P Got lucky no parts needed. Loosened the pipe and all is good. Worth
taking a extra look. Question- I have a straight 6 and have this error code. Another useful
diagnostic is to check the battery. Thank you L. Already knew my battery needed replacement
and you saved me a lot of unnecessary work trying to find the source of this code. Yes No This
can happen for multiple reasons and a mechanic needs to diagnose the specific cause for this
code to be triggered in your situation. Our certified mobile mechanics can come to your home
or office to perform the Check Engine Light diagnostic. P is the OBD-II generic code indicating
the engine control module ECM has tested the O2 sensor heater circuit and has detected a
problem with the bank 1 sensor 1 O2 sensor heater circuit. The ECM tests the O2 sensor heater
circuit at first startup for excessive current draw and opens or shorts. The engine may run
rough until the exhaust gets hot enough to activate the O2 sensor to start giving an output
voltage. The engine stuck in open loop will run extra rich and will burn more fuel and start to
build carbon. The O2 sensor heater circuit is used to heat the internal parts of the O2 sensor to
help it start give feedback to the ECM quicker. If the heater fails, the O2 sensor may still give
feedback to the ECM but will take more than the normal time of less than two minutes.
YourMechanic offers certified mobile mechanics who will come to your home or office to
diagnose and repair your vehicle. Get a quote and book an appointment online or speak to a
service advisor at With YourMechanic you can skip the auto shop altogether. They send
certified and screened mechanics straight to your door and enable you to save big on car repair
and maintenance. Cost of diagnosing the P code. No more waiting rooms! Our mechanics will
come to you to diagnose and fix the P code. Recent Check Engine Light is on Inspection
reviews. Excellent Rating. Rating Summary. He was great explained everything to me and have
now booked him for another appointment. Thanks johnny. Ronald 41 years of experience.
Request Ronald. Mister Ron was very nice and took time out to explain any concerns I might
have about my car. He also made sure he communicated with me when he was on his way, once
he was outside, and when we was done working on my car. I appreciate that considering I have
a newborn that I had to look after. Extremely satisfied with the service, he was able to come out
and diagnose almost immediately. We purchase
1973 dodge w200 wiring diagram
p0011 nissan sentra
vw air cooled engine parts
d the parts, he came back installed them and been running great since. Would definitely
recommend him and will not hesitate to call again if needed. Scott 36 years of experience.
Request Scott. I truly enjoy Scott as he has done work for me in the past. Scott is very friendly,
knowledgeable, and a true professional! I highly recommend him. Related questions Getting
multiple codes Hello. When you get these codes together it is typically the result of a vacuum
leak. If there is too much air entering the engine, your truck will have idling problems and this
will cause issues with the oxygen sensor Read more. Do I need these parts? Hi there. The codes
are coming up for the camshaft position sensor, Oxygen sensor, EGR valve, and evaporative
system not working. Getting code P Hello. This problem could cause the car to burn more gas
and over time, cause damage to the catalytic converter. When the oxygen sensor is replaced
More related articles. Browse other content. How can we help? Read FAQ.

